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WARN ING 





HIGH VOLTAGE 
is used in the operation of this equipment. 
DEATH ON CONTACT 
may result if personnel fail to observe safety precautions. 


Never work on electronic equipment unless there is another person nearby who 
is familiar with the operation and hazards of the equipment and who is com- 


petent in administering first aid. When the technician is aided by operators, 


he must warn them about dangerous areas. 


Whenever possible, the power supply to the equipment must be shut off before 
beginning work on the equipment. Take particular care to ground every capac- 
itor likely to hold a dangerous potential. When working inside the equipment 
after the power has been turned off, always ground every part before touching 
1%. 


Be careful not to contact high-voltage connections of 220-volt ac input con- 
nections when installing or operating this equipment. 


Whenever the nature of the operation permits, keep one hand away from the 
equipment to reduce the hazard of current flowing through vital organs of the 
body. 


Do not be misled by the term "low voltage". Potentials as low as 50 volts may 
cause death. 


For artificial respiration, refer to FM 21-11. 
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CHAPTER 1 
INTRODUCTION 





Section I. General 


SCOPE 


This manual contains instructions for the repair of the gun direction 
computer M18 (FADAC) by direct support and general support maintenance 
personnel. 


NOTE 


Instructions for overhaul/reconditioning of this material have been 
printed separately as Depot Maintenance Work Requirements (DMWR). 
Requests for DMWR's in support of approved overhaul /recondi tioning 
programs, should be forwarded directly to the Commander, US Army 
Armament Materiel Readiness Command, ATTN: ORSAR-MAS, Rock Island, 
IL 61299. | 


These instructions are used in conjunction with and are supplementary 
to those in the operator's and organizational maintenance manual for 
the FADAC. Subsequent volumes of this manual contain logic, mechani- 
zation of logic equations, schematic diagrams (TM 9-1220-221-34/1/1), 
and specific detailed logic test program printouts for the computer; 
i.e., TM 9-1220-221-34/2 contains test tape B program printout, TM 9- 
1220-221-34/3 contains test tape C program printout, TM 9-1220-221-34/4 
contains test tape D program printout, and TM 9-1220-221-34/5 contains 
test tape E program printout. It may be necessary to refer to the 
operator's or organizational maintenance technical manual in order to 
obtain complete procedures. 


A description of the computer, use of special tools and equipment, in- 


- spection procedures, troubleshooting procedures, and repair operations 


peculiar to direct support and general support maintenance levels are 
presented in this manual. 


The appendix contains a reference list including supply and technical 


manuals, forms, and other available publications applicable to direct 


support ane general support maintenance of the computer. 


In order to differentiate between a zero and the letter 0, a zero will 
be shown thus (9) in only logic equations. 


MAINTENANCE ALLOCATION AND PARTS 


The maintenance allocation chart located in TM 9-1220-221-20&P and repair 
parts and tools listed in TM 9-1220-221-34P allocates maintenance respons i- 





bilities. 
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1-3. FORMS, RECORDS AND REPORTS 


a. Reporting Equipment Improvement Recommendations (EIR). EIR's can and 
must be submitted by anyone aware of an unsatisfactory condition with 
the equipment design or use. It is not necessary to show a new design 
or list a better way to perform a procedure, just simply tell why the 
design is unfavorable or why a procedure is difficult. EIR's may be 
submitted on SF 368 (Quality Deficiency Report). Mail directly to 
Commander, US Army Armament Materiel Readiness Command, ATTN: DRSAR- 
MAO, Rock Island, IL 61299. A reply will be furnished to you. 


b. Authorized Forms. The forms are listed in DA Pamphlet 310-2 and T™ 38- 


c. Report of Accidents. The necessary reports are prescribed in AR 385- 


d. Materiel Failure Report. Reports will be in accordance with TM 38-750. 
e. US Army Equipment Logbook. 
(1) Refer to T 38-750. 


(2) The Army Equipment Logbook is composed of a looseleaf binder (750- 
00-889-3494) and the following DA Forms: 


DA Form 2408-9 


DA Form 2408-10 
DA Form 2408-14 


Section Il. Description and Data 
1-4. DESCRIPTION 
FADAC is an acronym for Field Artillery Digital Automatic Computer (computer 
M18). Refer to TM 9-1220-221-10-1, TM 9-1220-221-10-2, and TM 9-1220-221-208P 
for a description of the FADAC. 
1-5. DATA (COMPUTER LOGIC) 
Maintenance at the direct support and general support levels requires a de- 


tailed knowledge in the use of logic equations and test tape listings to 
isolate and correct malfunctions in the computer. 
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CHAPTER 2 


TOOLS AND EQUIPMENT 


2-1. 


COMMON TOOLS AND EQUIPMENT 


Pige te SETS RY rasta DSBS ao GE SO ig RINE RUE Wah Soa atk aks UPN ORR ES Fede are 
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Standard tools and equipment having general application to this material are 
authorized for issue by tables of allowances and tables of organization. 


2-2. 


SPECIAL TOOLS AND EQUIPMENT 


Table 2-1 lists the special equipment which is necessary to perform the oper- 


ations described in this manual. 


Special tool sets of a general nature are 


authorized by table of allowance and table of organization. Special tools 


peculiar to this equipment are authorized in their Res Pec owe -34P manuals 


referenced in table 2-1. 


Table 2-1. 


Special Equipment 





National 


Nomenclature stock no. 


Test Set, com- 4931-00-045-6540 
puter logic 
unit AN/GSM-70 


(FALT) 


Reproducer,  1290-00-973-2180 
signal data 
AN/GSO-64 


(SDR) 


Control Box, 493 1-00-020-8702 
computer 

logic unit, 

test set 


C-4020/GSM-70 


Part no. 


8623273 


10531830 


8623274 


Reference 


TM 9-4931-204-128P 


TM 9-4931-204-34P 


TM 9-4931-204-128P 


T™ 9=-1290-326-34P 


™ 9-4931-204-34/1 


T™ 9-4931-204-34P 


/ 


Use 


To address and 
test logic cir- 
cuitry in the 
computer. 


For requisitioning 
purposes. — 


Input program 
information into 
computer and to 
read test tapes 
when used in con- 
junction with FALT. 


For requisitioning 
purposes. 


To manually test 
logic circuitry 
in computer. 


For requisitioning 
purposes. 
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CHAPTER 3 
INSPECTION 





Section 1. General 


3-1. SCOPE 


This chapter sets forth inspection of the FADAC for the using organization and 
in direct support or general support shops. 


3-2, PURPOSE 


Inspection is performed primarily to determine completeness; to determine the 
nature of unserviceability; to determine the work, repair parts, and supplies 
required to return the materiel to serviceability, to ensure that work in pro- 
cess is being performed properly; and to ensure that completed work complies 
fully with serviceability standards. 


Section Il. Inspection in the Hands of Troops 
3-3. GENERAL | 


In general, the FADAC will be considered serviceable if it is complete and all 
deficiencies have been corrected, ensuring operation in accordance with ser- 
viceability standards. 


3-4. FORMS AND RECORDS 


Authorized forms and records for technical inspection by direct support and 
general support maintenance personnel are listed in the appendix. The equip- 
ment logbook will be examined to determine the maintenance background of the 
computer. 


3-5. MODIFICATION WORK ORDERS (MWO) 


All applicable modification work orders will be applied. DA Pamphlet 310-7 
contains the MWO index and equipment records. DA Form 2408-5 or DA Form 2409 
lists MWO's applied. 


“3-6. GENERAL INSPECTION 


a. Note general appearance as an indication of the material and the type 
of treatment it has received. 


b. Check exterior of material and accessible parts for dented surfaces, 
bent or broken parts, missing parts of hardware, moisture, corrosion, 
and other evidence of damage or misuse which might indicate need for 
repair. 


c. Inspect al] sealed and painted portions of the material to istaaite if 
sealing is complete. Inspect seal on mechanical reader cover assembly. 
Inspect for presence of gaskets under assemblies of the control panel 
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assembly. Inspect for presence of gasket between control panel and 
chassis assemblies. Inspect seals on front and rear covers of case 
assembly. Inspect for presence of covers on pecepracies of FADAC and 
computer table. 


d. Inspect all legends on main control panel assembly, reference designa- 
tions on connectors to the right and left of control panel assembly, 
and lettering on nameplate for legibility. Inspect transparent mate- 
rial over readout panel for cleanliness, cracks, or abrasions which. 
would impair visibility of tube indicators. 


e. Inspect all bare spots or damaged finish which expose metal surfaces 
and lead to corrosion. | | 


f. Inspect all controls for smooth operation. 
g. The equi pment must be clean and free from dirt. 


h. Check for.completeness of spare parts and equipment. Refer to TM 9- 
1220-221-208P. | 


i. Check organizational spare parts and equipment for general condition 
and method of storage, and procedures for obtaining replacements. 


j. Investigate mechanical and functional difficulties that troops may be 
experiencing and check for determinable causes such as inadequate 
design, poor workmanship or material, lack of knowledge, misinfor- 
mation, neglect, or improper handling of equipment. 





k. Instruct the using personnel in supply and preventive maintenance pro- 
cedures if the need for such instruction is necessary. — 


3-7. INSPECTION OF ELECTRICAL ASSEMBLIES AND PARTS 
NOTE 
Inspect. electrical assemblies in process, if possible, when equip- 


ment is normally disassembled (chassis assembly removed from case 
assembly). 


Electrical material will be visually inspected for evidence of circuit faults 
or possible sources of trouble as indicated by the conditions in a thru f. 


a. Burned or carbonized insulation. 
b. Discolored resistors; cracked or swollen parts. 
NOTE 
~In particular, inspect parts mounted on main frame of chassis 
assembly. 


c. Corrosion on capacitors and other parts of power supply subassembly; 
bleeding transformers or chokes. 


3-2 





vet Sat tt ete 





3-9. 





GENERAL 
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Improperly soldered connections; insecure wiring and harness. 


Loose. 
connections at harness terminations. | 


Improper clamping of harness; abrasions; worn, or defrayed insulation 
on harness and wiring. 


Excessive wear of associated cables and connectors, bent pins or Ssoc- 


kets, dirt on connectors, and absence of protective caps on cables. 


Improper storage of cables. 


PERFORMANCE TEST OF FADAC 


Program Test. Perform program test 1, 2, and 3 with the MARGINAL TEST 
switch rotated to each of its six positions. The correct indications 
shall be obtained for all six positions (TM 9-1220-221-10-1 or TM 9- 
1220-221-10-2). 


Test Problem. Perform a test problem which involves operating as many 
controls as possible with the MARGINAL TEST switch in each of its six 
positions. The correct solution shall be obtained for all positions. 


Refer to T™ 9-1220-221-10 series of manuals for test problems and 


solutions. 


Section Ill. Inspection and Receipt of Materiel 








(3-10. 


Technical inspection performed by the direct support or general support shop 


upon receipt of material turned in for repair determines the course of unser- 
viceability, the amount of work required to return the material to service- 
ability, the work of tests accomplished thus far by organizational maintenance | 
personnel, and the results of those tests. Furthermore, this inspection is to 
determine the amount of supplies, parts, or assemblies, necessary to accom- 
plish repairs, insofar as is possible by a preliminary survey. When further 
diagnostic tests indicate the amount of supplies, parts, or assemblies neces- 
sary to accomplish repairs, the ordering of these should be expedited in order 
to reduce the time the equipment is unserviceable and in the shop for repair. 


INSPECTION OF FADAC 
a. Perform a general inspection in accordance with paragraph 3-6. 


b. Inspect transfer documents, forms, and reports for indication of speci- 
- fic symptoms which caused the FADAC to be transferred to the direct 
Support or general support organization for repair. 


c. Inspect transfer documents, forms, reports, and logs for an indication 
of the specific tests performed by organizational maintenance person- 
nel, and the results of those tests. 


d. Determine the nature of the repairs required and consult the mainte- 
nance allocation chart (TM 9-1220-221-20&P) to determine if the anticipated 
repair is within the cognizance of direct support and general support 
maintenance and that the computer has been referred to the proper 
activity specified therein. 


3-3 (3-4 blank) 
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CHAPTER 4 


TROUBLESHOOTING 





Section |. General 


4-1. PURPOSE 


Troubleshooting is the systematic isolation and remedy of a malfunction by 
means of recognizing symptoms and testing for a malfunction. Close adherence 
to the procedures covered herein will reduce the time required to locate the 
trouble and restore the equipment to normal operation. 


4-2, ORGANIZATIONAL MAINTENANCE PERSONNEL RESPONSIBILITY — 


Organizational maintenance personnel are responsible to correct all malfunc- 
tions within the scope of their authorization. For this purpose an inspection 
procedure and a troubleshooting table are provided. Organizational personnel 
are also responsible to tag all defective assemblies or the computer if the 
malfunction could not be corrected; indicating in either case the symptoms 
resulting from the malfunction. In the case of a known or suspected unit, 
such as the circuit breaker, blower, or elapsed time sInercaters the tag on the 
computer must be marked as such. 


4-3. DIRECT SUPPORT AND GENERAL SUPPORT MAINTENANCE PERSONNEL RESPONSIBILITY | 


Direct support and general support maintenance personnel must return the 
computer to a serviceable condition unless a complete overhaul is required. 
This is accomplished either by replacement of assemblies or by correcting 
wiring malfunctions or faulty solder connections. This includes repair of 
cables and replacement of the computer table. 


4-4, RECEPTION OF DEFECTIVE COMPUTER OR DEFECTIVE ASSEMBLIES 


Defective units received at the direct support and general support level can 
be grouped into four general categories: 


a. Tagged defective circuit boards, keyboard assemblies, mechanical 
readers, or matrix assemblies. Notify depot maintenance personnel. 


b. Damaged computer table or defective cable. If the computer table is 
damaged, replace it and notify depot maintenance personnel. Repair al] 
defective cables. 


_——_ 


c. FADAC with known or suspected defective unit (circuit breaker, blower, 
elapsed time indicator, etc) noted on tag. Refer to paragraph 4-5. 


-d. Defective FADAC with unknown cause of trouble. Refer to paragraphs 4-5 
, and 4-6. 
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4-5. TROUBLESHOOTING TECHNIQUE 


TM 9-1220-221-20&P, the troubleshooting chart, table 4-1, and other sections 
of this chapter are to be used by direct support and general support mainte- 
nance personnel to isolate and correct troubles that occur in the FADAC. The 
step-by-step inspection procedure and an organizational troubleshooting chart 
of TM 9-1220-221-20&P must be utilized first. Table 4-1 of this manual con- 
tains additional techniques that are to be used by direct and general support 
maintenance personnel to isolate and correct malfunctions other than those 
listed in TM 9-1220-221-208&P. Six other sections useful to troubleshooting 
are also included in this chapter. Section II covers troubleshooting power 
control circuitry. Section III covers troubleshooting power supply circuitry. 
Section IV covers malfunction isolation using the test tapes, FALT, and con- 
trol box C-4020. Section V covers troubleshooting input-output circuitry. 
Section YI covers troubleshooting write and read circuitry. Section VII 
contains a description of each board. This particular section is of great use 
in all areas of troubleshooting. 


| CAUTION 
DO NOT OPERATE MEMORY UNIT (MAGNETIC DISK) WHEN THE CHASSIS IS 
ON EDGE AND UNFOLDED. 


4-6. | METHOD OF APPROACH 


The general maintenance troubleshooting approach for a malfunctioning computer 
1S: | 


a. Determine if the problem is in power control or power supply circuitry. 
(See TM 9-1220-221-20&P and table 4-1.) If this is the case, refer to 
section II or III of this chapter. If problem is not one involving 
these circuits proceed to step b. 


b. Run test tapes B thru E. Refer to section IV of this chapter. If the 
problem is not detected using the test tapes, proceed to step c. 


c. Run the diagnostic test routines if available (procedures are contained 
in T™ 9-1220-221-34/8). If the problem is not detected using these 
routines, proceed to step d. 


d. Utilizing the symptoms of the failure, isolate problems to a general 
area within the computer and refer to appropriate section. 


——o 
*4 a 
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Table 4-1. Troubleshooting 





MALFUNCTION 
TEST OR INSPECTION 
CORRECTIVE ACTION 





1. FADAC DOES NOT REMAIN ON BECAUSE CIRCUIT BREAKER IS BEING TRIPPED. 


Step 1. Check for mechanical binding of either of the two blower 
motors or binding of magnetic disk. 


Replace defective unit. See chapter 6 for removal 
and installation procedures. 


Step 2. Check for short to the three-phase input lines. 
Refer to chapter 4, section II. 


FADAC DOES NOT TURN ON, OR TURNS ON ONLY MOMENTARILY OR KICKS OUT 
DURING OPERATION (BLOWERS NOT OPERATING). | : 


NO 
@ 


Check power control circuitry. | 
Refer to chapter 4, section II. 


NONE OF THE FRONT PANEL INDICATORS ARE LIT (BLOWERS ARE OPERATING). 


GW 
e 


Check for excessive load on power supply causing the master kickout 
of regulated voltages. 


Refer to chapter 4, section III. 


4. FADAC POWER SUPPLY VOLTAGES ARE NOT CORRECT AS INDICATED BY VOLTAGE 
MONITOR OF FALT. 


Check power supply circuitry. 
Refer to chapter 4, section III. 


TEST TAPE STOPS AND ERROR INDICATOR ON FALT FLASHES. 


or 
° 


Check for faulty board(s) or assembly or faulty wiring. 
Refer to chapter 4, section IV. % 


PROGRAM CANNOT BE LOADED AND VERIFIED THROUGH SDR. TEST TAPES FAIL TO 
LOCATE MALFUNCTION. 


ov 
® . 


Step 1. Check input logic. 


Refer to chapter 4, section V. 
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Table 4-1. Troubleshooting--Cont inued 








MALFUNCTION 
TEST OR INSPECTION | 
CORRECTIVE ACTION 





ov 
° 


PROGRAM CANNOT BE LOADED AND VERIFIED THROUGH SDR. TEST TAPES FAIL TO 
LOCATION MALFUNCTION.--Continued | 


Step 2. Check write or read circuitry. 


a. Run a 45-second memory evaluation diagnostic test 
tape and loop test routine. 


b. Refer to chapter 4, section VI. 


PROGRAM TESTS FAIL, (PARITY, ERROR, OR NO SOLUTION) TO TEST PROBLEM WHEN | 
PROGRAM TAPE IS LOADED INTO FADAC. TEST TAPES FAIL TO LOCATE MALFUNCTION. 


ee 
e 


Step 1. Check write or read circuitry. 


Run 45-second memory evaluation diagnostic test tape and 
loop test routine. 


Step 2. Check lagic circuitry. 





Refer to chapter 4, section VI. 


DATA CANNOT BE LOADED THROUGH KEYBOARD. TEST TAPES “FAIL TO LOCATE 
MALFUNCTION. 


co 


Check keyboard civciie. 


Run control panel diagnostic test routine tape. 


9. DATA CANNOT BE LOADED THROUGH MECHANICAL READER. TEST TAPES FAIL TO 
LOCATE MALFUNCTION. | 


Step 1. Check input logic. | | os 
Refer to chapter 4, section V. | 
Step 2. Check mechanical reader circuit. 


Refer to chapter 4, section V. 
ee ee ee ae rae ea ae ee a eee eae ee ENE A ee AEE eS 
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Section Il. Power Control 


4-7. SCOPE 


This section provides information useful in isolating malfunctions that occur 
in the power control circuitry of the FADAC. Replacement of the parts indi- 
cated in this section are authorized to the extent of available parts. Refer 
to T™ 9-1220-221-208P. , 


4-8, FUNCTION OF POWER CONTROL 


The basic function of the power control] system is to provide control over 
primary power application to the FADAC. This system must provide control over 
extremes of environment, field power source, and abnormal conditions; provide 
correct phase rotation; control synchronizing of the FADAC; and provide other 
control and safety functions. 


4-9. POWER CONTROL POWER SUPPLY OPERATION 


a. During initial turnon, closing of the POWER ON-OFF momentary switch 
energizes the power control relay (Kl), the power control power supply, 
and phase detectors. 


b. Various voltages from the power control supply are used in the opera- 
| tion of all the sensing circuits. 


c. If all environmental and primary power conditions are within the speci- 
fied limits, the main power relay drive is energized by input signals 


derived from the sensing elements which will allow the primary power to 
be supplied to the FADAC. | 


d. If any one condition or input is not correct during operation, the main 
power relay driver will be deenergized and power will be removed from 
the entire FADAC, including the power control system. 

4-10. PRIMARY LINE VOLTAGE SUPPLY 


a. The FADAC is designed to operate with a merge primary voltage 
source. 


b. A steady state voltage range of 100/173 vac to 140/243 vac or +16.7 
percent of the nominal voltage of 120/208 vac is required to operate 
the unit. 

c. A voltage detector is designed in the FADAC which will allow the pri- 
mary voltage surge down to approximately 80/138 vac for a period of 
approximately 5 seconds before the computer is turned off. 

d. The main power relay driver is controlled by three voltage detectors: 
(1) High voltage kickout (HVK'). | 
(2) Low voltage kickout (LVK'). 


(3) Low voltage transient kickout (LVTK'). 


GaF5 
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4-10. PRIMARY LINE VOLTAGE SUPPLY--Continued 


e. The purpose of these input circuits is to sense an unregulated voltage 
from the power control power supply (-27 volts). 


(1) If the line voltage moves above 140 or below 80 vac (line to neu- 
tral), power is immediately removed by either HVK' or LVK' lines. 


(2) If the line voltage moves below 100 vac and remains between 80 and 
7 for a period longer than 5 seconds, power is removed by the 
VTIK' line. | | 


f. Voltage warning circuits also have been incorporated in the FADAC. The 
TRANSIENT indicator will flash if the line voltage is less than 107 
volts ac or greater than 132 volts ac. The TRANSIENT indicator will 
also flash if a transient occurs on the line. This normally can be reset. 


4-11. PRIMARY LINE SUPPLY FREQUENCY 
a. The FADAC is designed to operate over a specified range of 380 to 420 Hz. 


b. Since the FADAC is utilizing a free disk-type memory, a frequency 
detector is not necessary. 


c. If the input frequency is too high or too low the transient indicator. may 
Flash and cannot be reset. The frequency must be correct at the power source. 


4-12. TEMPERATURE SENSING 


The FADAC is designed to operate over a specified temperature range of -40° to 
+125°F. A warmup period may be required for the memory if operation is. 
Started in the range of -40° to -25°F. When the internal air temperature of 
the computer is within the range of -40° to +125°F, two sensors (thermistors) 
will allow line TEK' (temperature kickout not) to enable the mafn power relay 
driver. These sensors are: | 


a. High Temperature Detector. . 

b. Low Temperature Detector. 
4-13.. LOCATION OF THERMISTORS 
The high temperature thermistor is located in an area as to detect failure of the 
blowers. The temperature of this area will rise the fastest if the blowers stop. 
The thermistors near the air inlet check the incoming ambient air temperature and 
low temperature detectors are located on regulator no. 3, board no. 132. — 
4-14, LOW MEMORY TEMPERATURE SENSOR 


a. For any temperature above -25°F the line LMT' (low memory temperature 
not), shown on foldout 1, will energize the memory motor relay which in 
turn supplies primary power to the memory motor. 


b. The low memory temperature thermistor is mounted directly on the 
memory. | on 























4-15. 
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LOW TEMPERATURE OPERATION 


In the temperature range between -25° and -40°F the operation of line 
TEK' allows power to be applied to the computer. However, line LMT' 
inhibits power to the memory. 


Operation in this temperature range requires that the rear cover of the 
FADAC be left in place. 


(1) A switch is operated by the rear cover which stops the rotation of 


4-16. 


the lower blower. 


(2) The rear cover also closes the air path within the FADAC so that no 


external air is drawn in, thus the warmup period is aided by the 
entire power dissipation of the computer. 


(3) The upper blower is operated to prevent any possibility of hot spots 


and to pass the heated air over the memory. 


(4) When the temperature rises above -25°F, the memory motor relay 


Operates, allowing power to flow to the memory motor. 


NOTE — 
The rear cover can remain on if the ambient temperature remains 
in the region of -40° to -25°F. Maximum temperature will not be 
exceeded within the computer. Preliminary calculations indicate 
that the memory temperature will be approximately 35°F over the 
ambient temperature and the warmup time from a0" to -25°F will 
be epREOn ate"), 20 minutes. | 34 


TD CIRCUIT 


The purpose of the TD (time delay) circuit is to provide a 20-second delay to 
ensure the memory disk speed reaches the proper operating speed of 6000 RPM. 


de 


Input is LMT (low memory temperature). If the warmup cycle is required 
for memory, the TD circuit is not started until line LMT' comes true. 


7 NOTE 
FC” is an input from the FALT for testing. 


Output of the TD circuit is to the TD/WI flip-flop located on the same 
circuit board. 


. TD/WI (TIME DELAY/WRITE INHIBIT) FLIP-FLOP 


The TD/WI flip-flop is initially forced off (TD true and WI false) and 
remains off until triggered by the TD circuit. 


During the delay period, line TD is at a true Signal level to various 
gates required to synchronize the bit counter and set certain flip- 
flops to a required state. During the same period, the WI line pro- 
vides a false signal level to the memory write switches to prevent any 
possibility of false writing into the memory unit. 
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4-17. TD/WI (TIME DELAY/WRITE INHIBIT) FLIP-FLOP--Continued 


om ae a delay period, the TD/WI flip-flop is triggered on (TD false/- 
true). | 


d. The WI line enables the write switches and also controls the illumi- 
nation of the POWER READY indicator on the control panel. 


e. Power is turned off either by operating the POWER ON-OFF switch to the 
OFF position or if any one of the environmental or input power levels 
exceeds specified limits. As the main power relay starts to drop out, 
the TD/WI flip-flop immediately changes state thereby preventing any 
possibility of false writing into memory. 


| NOTE 
Four contro] lines, Fcl, Fc’, and set-reset are test line inputs 
to the TD circuit and TD/WI flip-flop. 


(1) Input from Fc! and FC° of the FALT inhibit normal operation. of the 
TD circuit when the FALT is used. - 


(2) Input from the set-reset lines (OSR-1SR) of the FALT control the 
state of the TD/WI flip-flop when tested by the FALT. 


4-18. PRIMARY SUPPLY PHASING 


Primary supply phasing is accomplished by two phase detectors, no. 1 and no. 
2. The purpose of these circuits is to ensure that the proper phase voltages 
are applied to the blower motors and memory motor to ensure correct rotation. 


4-19, EXPLANATION OF POWER CONTROL FUNCTIONAL SCHEMATIC DIAGRAM 


The block diagram in foldout 1 illustrates the functional schematic diagram of 
the FADAC power control circuitry. It indicates the proper input and output 
voltages from each circuit, the input and output board and pin numbers, the 
function of each circuit, and the input and output terms. In the bottom right 
corner of some of the blocks is the letter A, B, or C. This indicates the 
type of board (Power Control A, B, or C). | 


4-20. OPERATION OF POWER CONTROL CIRCUITRY 


Assuming that the main power circuit breaker is closed, momentary operation of 
the POWER ON-OFF switch to the ON position provides a ground return for Kl. 
With Kl energized, three-phase voltage is applied to the primary of trans- 
former 13, thus developing power for the power control circuits (FO-1). 

The POWER ON-OFF switch also provides -6 volts to the main power relay driver. 
If the prime input voltage is correct and the temperature of the computer is 
between -40° to 125°F, terms HVK', LVK', LVTK', and TEK’ will all be true 
(-12-volt output). These voltages will enable the main power relay driver and 
provide a ground return path through the coil of relay K2. When the POWER ON- 
OFF switch is released, the P OFF term appears as an open. The ground return 
path for relay Kl is now through contacts 12 and 13 of K2. At the same time 
that the POWER ON-OFF switch is depressed, the phase detectors detect the 
phase of the prime power and either K3 or K4 is energized, providing the 
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proper phase input power, so that the memory and blower will rotate in the 
proper direction. Simultaneously, if the temperature and input voltages are 
normal, terms LMT', TEW', HVW', LVW' come true (-12-volt output). Term LVT' 
enables the TD circuit and also enables the memory motor relay driver, thus 
enabling relay K5 while allowing prime current to flow to the memory motor. 
Terms LMT' and TEW' cause output term TEMP to be at 0 volts. (The TEMP indi- 
cator will not flash if output TEMP is at 0 volts.) Terms HVW' and LVW' cause 
output term TRANS to be 0 volts. The TRANSIENT indicator will not flash if 
Output TRANS is at 0 volts. Twenty seconds after the POWER ON-OFF switch is 
depressed, term WI (write inhibit) comes true (-12 volts). Term TD, which | 
Came true when power was applied to the power control power supply, now goes 
false (0 volts). When WI goes true, the POWER READY indicator will light. If 
the MKO (master kickout) which is generated by a main power supply failure 
comes true (+20 volts), term TD will go true (12 volts) and term WI will come 
false (0 volts). Button S3 (RESET) and its associated relay K6 are energized 
only in extremely cold weather. The contacts of K6 remove power from the 
lower blower. When button S3 (RESET) is depressed by the rear cover of the 
FADAC, the POWER READY indicator will flash. 


NOTE 
Refer to table 4-2 for physical location of circuits and table 
4-3 for chart of environmental conditions or affected circuit vs 
computer reaction. 
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4-20. OPERATION OF POWER CONTROL CIRCUITRY--Continued 








Table 4-2. Physical Location of Circuits 


Circuit 


Low memory Temp Detector 


Low Temp Warning Detector 


High Temp Warning Detectors 


‘Low Temp Kickout Detector 


High Temp Kickout Detectors 


Low Voltage Kickout Detector 


' Low Voltage Warning Detector 


High Voltage Kickout Detector 


High Voltage Warning Detector 


| Voltage Warning Inverter 


Main Power Relay Driver 


"Memory Motor Relay Driver 


TDWI FL ip-Flop 


"TD Circuit 


Temp Warning Inverter 


- Primary Power Rectifier 


Phase Detector Rectifiers 


100 


Location 


Power Control 
Power Control 
Power Control 


Power Control 


Power Control 


Power Control 


Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 
Power Control 


Power Control 


board 
board 
board 
board 


board 


boa rd - 


board 


board 


board 


board 


board 


board 
board 
board 
board 
board 
board 


board 


204 
204 














TM 9-1220-221-34/1 


Table 4-3. Chart of Environmental Condition or 
Affected Circuit Versus Computer Reaction 





Computer reaction _ 











2 
D £ 
: = $8 
> 2 »-3 »f E wo 
2s s oe ox Se. Sa | 
‘o O -e= rr = = >) a So ! 
of 2. ee ee Bee 
: oo eo oo Sse ee 
Environmental | Affected ME YE Bs Bs =o FU 
, condi tions circuit Ge Ga 22 22 SH pe --- 
Input line to neutral Low voltage kick- X 
voltage less than 80 out circuit or 
vac main power relay 
driver circuit | camels 
Input line to neutral Lower vol tage | X : 
voltage less than 100 trans kickout 
vac for longer than circuit or main 
5 seconds | power relay driver 
: | circuit 
Input line to neutral High voltage kick- X 
voltage more than 140 out or main power 
vac relay driver 
circuit 
Internal air tempera- Low temp detec- X 
ture less than -40°F. tor circuit, temp 
| kickout circuit or 
main power relay 
driver circuit 
Temperature too high High temp detec- X 
* in upper half of | tor no. 1 circuit, 
computer temp kickout cir- — 
| cuit or main power 
. relay driver 
circuit 
Phase loss Phase detectors X 
: | no. 1 or no. 2 
circuit 
Memory temperature Low memory temp X | ay 
less than -25°F. detector circuit : 
Primary phase rotation | ; X 
ABC —— | : | 





eld 
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4-20. OPERATION OF POWER CONTROL CIRCUITRY--Continued 


Table 4-3. Chart of Environmental Condition or 
Affected Circuit Versus Computer Reaction--Continued , 








Computer reaction | 
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conditions circuit Ba oc. Be fe oo ee 
Primary phase rotation | X 
ACB | 
Temperature in upper High temp warn- X 
half of computer | ing no. 1 cir- | 
approaching high cuit, temp warn- 
temp kickout point ing inverter 
circuit 
Internal air tempera- Low temperature X 
- ture approaching low warning circuit | 
temperature kickout temp, warning 
point circuit, temp 
warning inverter 
circuit 
Input line to neutral Low voltage warn- | X 
voltage less than 108 ing circuit, volt- | 
vac age warning inver- 
ter circuit 
Input line to neutral High voltage warn- | X , 
voltage more than 132 ing circuit, volt- | 
vac age warning inver- 
¥ 


ter circuit 
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4-21. PHASE DETECTORS NO. 1 AND NO. 2 

The input pins of the phase detectors are not shown on foldout 1. This is 
because the circuit is formed on two Sysrerent boards. See figure 4-1 for 
mechanization of these circuits. 





PHASE 8 





| | 101- 648 | a 
é : 















101-60A 
, 208VAC 
"PHASE A 1Ol=- | 
208 VAC = sh ees 
| | | | 140-658 1O1- 68A 
101-863 
esa 140-628 aoe 
140-604 + 
140-598 os 
A. Phase detector 1. 
PHASE A 
201 - 498 
208VAC ——— —" 
PHASE B i0l-618 | 
2 - 208VAC ie ee ee 
| 201-658 10l- 644 
snauie 201-628 101-634 
201-60A + 
PHASE C 201-598 ARR 80-1211 


B. Phase detector 2. 


Figure 4-1. Phase Detectors 1 and 2Z. 
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4-22. INDICATORS ASSOCIATED WITH POWER CONTROL CIRCUITRY 


a. TEMP Indicator (Fig. 4-2,A). The output from the Temp Warning Inverter, 
term TEMP, (F0-1) is in effect "anded" in network A board 402 with the 
10-cycle oscillator output from network C board 323. If term TEMP is 
false (0 volts), the output of network A will be at a low voltage level 
and the TEMP indicator will light. If term TEMP is true, the output of 
network A will be at a low voltage level when the oscillator input is 0 
and will be at a high voltage level when the oscillator input is true. 
Hence the indicator will flash. | 





b. TRANSIENT Indicator (Fig. 4-2,B). Theory of operation identical to 
‘that of TEMP indicator. | 


c. POWER READY Indicator (Fig. 4-2,C). The output term WI (FO-1) is in 
effect "nanded" in network A board 403 with term MOSCS. With the | 2 *e 
MARGINAL TEST switch in one of its ON positions and the output from } 
network C, the 10-cycle oscillator term MOSCS is generated. With the 
MARGINAL TEST switch in the OFF position and with term WI true, the 
output of network A is at low potential and the POWER READY indicator 
will light (WI comes true approximately 20 seconds after turnon, para 
4-17). With the MARGINAL TEST switch in one of its ON positions and 
with WI true, the POWER READY indicator wil] flash. 
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Figure 4-2. Mechanization of Indicator Circuitry. 
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Section lil. Power Supply 


@ 23. SCOPE : 7 os 


‘his section provides information in determining and isolating malfunctions 
shat occur in the power supply circuitry of the computer. 


-24, SETUP SWITCH IDENTIFICATION 


‘nthe schematic diagrams of this section, the setup switches are given a 
etter-number designation. This code is explained in figure 4-30. 


\-25. INDICATOR LAMP IDENTIFICATION 


in the schematic diagrams of this section, the indicator lamps are given a 
etter-number designation. This code is explained in figure 4-71. 


t-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION 


fo isolate a power supply malfunction or interconnecting wiring problem util- 
ize block diagrams in figure 4-3 thru 4-16. Replace one or more associated 
el boards within the eras ili Refer to problem example 

re low | 


CAUTION 
The computer must be in the deenergized state during circuit 
board removal and installation. | 


Symptom. FADAC does not respond to the depression of any of the setup 
switches. | | | 





b. Procedure. The FALT is cabled to the computer to begin testing. The 
first step in testing the FADAC as prescribed in TM 9-1220-221-34/2 is 
monitoring of external voltages using the FALT. In monitoring the 
negative voltages the -10-volt supply is found to be reading high. 
Reference to figure 4-13 shows the circuit boards utilized in this 
supply. Any one, or combination of the circuit boards shown, could 
cause the malfunction. If the symptoms remain after board replacement, 
a transformer and bias voltage check may be made. Refer to table 4-4 
for transformer voltage readings. 


| | CAUTION 
- Due to the proximity of the circuit board connector pins, extreme 
caution must be exercised when voltage probing. 


NOTE 
The FADAC 66 volt Zener Diode output can be monitored using the 
voltage monitor on the FALT. This voltage may be measured at 139 
E7 with a multimeter. 


Wire list (TM 9- 1220-221- 34/6) and/or component list (1M 9-1220- 
221-34/7) should be used to trace wiring. 
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4-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Figure 4-4. Block Diagram +3V Regulated Power Supplies. 
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Figure 4-5. Block Diagram +6VZ, +20V Power Supplies. 
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PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Figure 4-7. Block Diagram +35V Power Supply. 
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4-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Figure 4-8. Block Diagram +66VZ, +138VZ, +73VZ Power Supplies. 
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Figure 4-9. Block Diagram +150V Regulated Power Supply. 
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4-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued | = 
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Figure 4-10. Block Diagram -1.5V Shunt Regulated Power Supply. 
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Figure 4-11. Block Diagram -6V Regulated Power Supply. 
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4-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Figure 4-12. Block Diagram -6VZ, -12VZ, -27V Power Supplies. 
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Figure 4-13. Block Diagram -10V Regulated Power Supply. 


4-25 





IM 9-1220-221-34/1 





4-26. PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Figure 4-14, Block Diagram -18V Regulated Power Supply. 
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Figure 4-15. Block Diagram -32V Power Supply. 
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PROCEDURE NO. 1 FOR MALFUNCTION ISOLATION--Continued 
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Table 4-4, Transformer Voltages 





Tl | T2 T3 | T4 











Terminal Voltage Terminal Voltage Terminal Voltage Terminal Voltage 





1-3 208 Y 1-3 208 Y 1-3 208 Y 4] Chassis 


Ground 
° 4-6 13.1 46 177 4-6 15.5 2 :120v 
7-9 30.4 7-9 177 7-9 6.3 3,4 TV 
10-12 «15.6 = 10-124 10-12 24.3 5.6 Ty 
13-15 16.1 13-15 = 11.2 13-15 20.6 7,8 7V¥ 
16 Shd Gnd 16-18 = 21.7 16 Shd Gnd 3209, 10s 7 V 
17 «Core Gnd 19° «= Shd Gnd 17 Core Gnd 11,12 7 v 
20 Core Gnd 13, 14 7 Vv 
15,16 7V 
17 Shd Gnd 





18 Core Gnd 


4-27,. MARGINAL TEST SWITCH 


a. Marginal testing of the FADAC or FALT may be accomplished at the dis- 
cretion of the operator and should be used in the daily performance 
check. 


b. The marginal testing is performed by iaehtnn ths MARGINAL TEST switch 
in each of the five positions for each operation. In each position the 
required dc. power supply levels are statically offset by +5 percent; 

r the clock pulse is statically made wider or narrower by +0.2 micro- 

seconds. Through the use of the MARGINAL TEST switch, intermittent 

conditions or marginal components may be detected. 


c. Table 4-5 indicates circuit boards and voltage levels (regulated) 
applied to each board. 


d. Table 4-6 shows those power supply levels affected by the MARGINAL TEST 
Switch. Each position of the switch indicates voltage levels increased 
by 5 percent by a plus sign (+); decrease in levels by 5 percent with a 
minus sign (-). 
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4-27. MARGINAL TEST SWITCH--Continued 
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Power Supply Voltage Routing 


Negative 
1.5 3 6 62 10 12Z 18 27 32 


. Table 4-5. 


Vol tage Requiator 2 
Voltage Regulator 3 
Vol tage Regulator 4 


Write Amplifier 
Write Switch 


Keyboard 


Matrix 
Mechanical Reader 


Diode Rectifier 
Logic Driver 
Logic Flip-Flog 
Power Control A 
Power Control B 
Power Control C 
Pulse Generator 
Read Amplifier 
Read Switch 
Transistors Ass 
Vol tage Regulator 1 


i) 
at 
be 
cS 
é 
® 
=— 


Network A 
Network B 
Memor 


Capacitor Ass 
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Table 4-6. Power Supply Levels Affected By Marginal Test Switch 





~ Switch 














position 41.25 +6 +15 +35 -6 -10 -18 Clock 
1 | - a : Ss Wide 

ee + - - + + + + Narrow 
3 a : 38 + : : Wide 

4 - - - + - - - Narrow 
5 : : ¢ - + + + Wide 





4-28. PROCEDURE NO. 2 FOR MALFUNCTION ISOLATION 


This procedure is used to isolate an excessive load to the power supply caused 
by a malfunction of one of the circuit boards or other equipment utilizing 
that particular voltage or a wiring short. 


a. Method. Systematically remove and replace all circuit boards utilizing 
this supply voltage. Table 4-5 shows the general distribution of the 
power supplies. 


| NOTE 
Refer to the wire list (TM 9-1220-221-34/6) to determine the 
specific circuit board numbers that provide the load for each 
power supply. Short circuits due to wiring require the use of 
the wire list and/or component list (TM 9-1220-221-34/7) utili- 
Zing conventional troubleshooting methods. 


b. Problem Example. 


(1) Symptom. FADAC does not respond to the depression of any setup 


(2) Procedure. Following the isolation procedure outlined in paragraph 
 4-26b it is noted that the -10-volt supply is low. After replacing 

the associated power supply circuit boards the trouble still exists. 
At this time the computer is deenergized and the load is checked by 
removing not more than three circuit boards at a time. Refer to the 
wire list to determine circuit boards providing the load to the 
supply. With the boards removed, the FADAC is reenergized and 
checked for a change in performance. If the symptom persists, 
reinsert the three circuit boards and remove three more, continuing 
in this manner until the defective circuit board or other load 
component is isolated. 
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4-29. POWER SUPPLY PROTECTION CIRCUITS 





a. A master kickout (MKO) circuit located on voltage regulator no. 4 
circuit board is utilized to prevent overload damage to the power 
supply regulators. This circuit is connected to the +150-, +35-, +15-, 
+6-, -18-, -10-, and -6-volt regulators. Whenever an overcurrent is 
sensed by any one of the above regulators, the MKO circuit will en- 
ergize and turn off all the regulators. The MKO circuit with the 

- associated power supply regulator inputs is in figure 4-17. 


b. Should one of the power supply regulators experience an overload condi- 
tion it wil] cause the input to the MKO circuit, which is normally +6 
volts, to change to 0 volts. This will result in a +20-volt output, 
rather than the normal -32-volt output, from the MKO circuit. All of | | 
the power supply regulators will turn off. In addition all of the |  & 
indicators on the control panel will go off. The MKO circuit is reset , 
by deenergizing the computer. If, upon reenergizing the FADAC, the 
trouble symptoms persist, either the MKO circuit located on regulator 
no. 4 board is defective, one or more of the power supply boards are 
defective, or there is an excessive load to the power supply caused by 
a malfunction of one of the circuit boards or other equipment utilizing 
one of the power supply voltages. Use malfunction isolation procedures 
no. 1 and/or no. 2 to find and correct the malfunction. 
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Figure 4-17. Master Kickout Circuit. 
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Section IV. Malfunction Isolation Using the FALT 
and Associated Test Tapes 


4-30. GENERAL 


This section covers malfunction isolation using the FALT and test tapes B thru 
E. Technical manuals containing test tape program printouts are TM 9-1220- 
221-34/2, B test tape; T™ 9-1220-221-34/3, C test tape; TM 9-1220-221-34/4, D 
test tape; and TM 9-1220-221-34/5, E test tape. The maintenance technician 
must use these test tapes in the above order when testing the FADAC with the 
FALT. After an error has been corrected by replacement of a board, it is 
advisable to repeat all test tapes, thereby ensuring that no trouble exists on. 
the new board. 


4-31. LOGIC TROUBLE SHOOTING 


The length of this section demands that its contents be explained in order to 
save the maintenance technician much time and inconvenience locating the in- 
formation sought. The section is broken down as fol lows: 


a. Paragraphs 4-22 thru 4-35 describe each of the test tapes (B thru £), 
their function, which circuits are be ing tes ted, and how these tests. 
are performed. 


b. Paragraphs 4-36 thru 4-39 give information regarding terms pertinent to 
the FALT. This includes computer F1T and FOT response lines, oe 
address and response lines, and FALT exciter flip-flops. 


c. Paragraphs 4-40 thru 4-47 give troubleshooting procedures for errors 
detected by FALT front panel angreeerOnse This also includes logic 
mal function isolation. | 


d. Paragraphs 4-48 thru 4-51 give general information for mal function 
- fisolation. This includes location of pins on printed circuit board 
connector, F1T and FOT line troubleshooting, logic driver trouble- 
shooting, primary “and"“ gate troubleshooting, and troubleshooting flip- 
flop logic that has failed. 


4-32. DESCRIPTION OF B TEST TAPE 


a. General. Before beginning a logic test of the computer it will be 
necessary to test the address and response lines for each flip-flop 
circuit in the computer. In order to logic test the computer, al] 
logic equations must be checked. Refer to TM 9-1220-221-34/1/1 for 
lists of computer logic equations. Logic equations are composed of the 
outputs of one or more flip-flop circuits and since the FALT will be 
used to set these flip-flop circuits, the ability of the FALT to ad- 
dress and test these flip-flop circuits should be checked. , 
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DESCRIPTION OF B TEST TAPE--Continued 


Flip-Flops. 


(1) 


(2) 


(3) 


(4) 





Marker 001. As an example, flip-flops D7 and CN6 are tested during 

marker 001 on the B test tape. Refer to TM 9-1220-221-34/2 for 

printout of B test tape. Both of these flip-flops are located on 

circuit board 240. Printed circuit boards 101 and 432 are also 

called out in the test tape listing. Circuit board 101 contains the 

"or" diode circuit for F1T1 and FOT1 lines. ‘Refer to paragraph 4-36 

for a description of computer F1T and FOT lines. The pulse generator 

board no. 432 provides the clock timing. The B test tape then 

ee by testing the remaining flip-flops connected to F1T1 and : 
FOT1 lines. 


GOL 8 - eas secneeitetir seems eenates ee ee Peerenreeersay OV 
Boards 101, 240, 432 = | 
1SA ITF 07 CN6 OSA OTF D7 ~—sCNG 
1V 


Marker 011. Beginning at marker 011 the flip-flops connected to 
F1T2 and FOT2 are tested. Since different “or" diodes are now in- 
volved, printed circuit board 101 is again called out in the test 
tape listing at marker 011. The B test tape continues by testing | 
the remaining flip-flops in the FADAC according to their F1T and FOT 
lines. As the first flip-flops of new F1T and FOT lines are tested, 
the printed circuit board containing the "or" diode is cal led out in 
the test tape listing. 





UUL 0s Bea eeaawse eas rer ere Te re ‘iMeeweeeensescceUy 
Boards 101, 229 | | 

1SA “1TF C4 1D = OSA OTF C4 ID. 

1V | 


Marker 031. Marker 031 tests flip-flop MP and OFLO which are the 
first flip-flops of the F1T4 and FOT4 lines. The “or" diode for the 
F1T4 line is located on printed circuit board 433 which is called 
out in the test tape listing. 


031 @eeeonvv02ede eee eee ed @ @ @ee¢e a e9eeooeeeeoeeoeeeoeeeoed © . @@eeeeee? 8 @ee0ee ee OV * 
Boards 433, 341 oO 
1SA ITF MP OFLO | 
1V 


Marker 061. The response lines for the read and write flip-flops 
are tested in the B test tape starting at marker 061. Write flip- 
flops are located on write amplifier boards and read Oe are 
located on read switch boards. 


061 enaree eae juauassdieeee een ee saints eeu wee mee Seca OV 
Board 439 | 
1SA 1TF : QP OSA OTF ; QP 
1V 
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(5) Marker 066. Timing for the read flip-flops is provided by the 


strobe pulse which is generated on the network C board 323 which is 
called out in the B test tape listing at marker 066 where the first 
read flip-flop is tested. The main memory write flip-flops MWO and 
MW1 are not tested at this time; main memory read flip-flops MMN and 
MMP are tested at marker 078 and 079. The time delay/write inhibit 
flip-flop, TDWI, is tested at marker 077. 


NOTE 
‘The time delay/write inhibit flip-flop is referred to as the PS 
flip-flop in all test tape listings. 


066 eeeeeeeeeeeoseeen eeooeeveeeee Paeishee- aise Gee Gree eee wee eee OY 


Board 303 
1SA 1TF S OSA OTF S 
1V 


(6) Marker 080. At marker 080 the B test tape begins the testing of 


flip-flop addresses. Each flip-flop in the FADAC has a separate 
address and whenever any one flip-flop is addressed and set, no 
other flip-flop in the computer should be affected. For example, at 
marker 080 all flip-flops are one set by the 1SA command; flip-flop 
S is then addressed and zero set. Since flip-flop S is the only one — 
that has been addressed, all other flip-flops should remain one set. 
The B test tape continues by one testing all the flip-flops whose 
address is similar, to ensure that they remained one set when the S 
flip-flop was addressed and zero set. The S flip-flop address is 
DURO2, DLR33; the RM flip-flop address is DURO3, DLR33; both S and 
RM have the same DLR address but different DUR addresses. However, 
if the DUR address diode CR65 located on circuit board 307 was open, 
the address gate would not be held false and the flip-flop RM would 
change states whenever the S flip-flop was addressed. The remaining 
flip-flops whose address is similar to the S flip-flop are also one 
tested to ensure they have not zero set when flip-flop S was addressed; 
LO flip-flop is one tested at marker 081; flip-flop X0 is one tested 
at marker 082 and so on until all flip-flops with addresses similar 
to S have been tested. The B test tape continues by selecting one 
flip-flop, zero setting it, then one testing flip-flops with similar 
addresses. For a complete description of flip-flop addressing refer 
to paragraph 4-37. 


O80; © os esus chun sttiendedibdcinineeeews Viaracet weras Sia ertenene urea tosis a» OV 
Board 307 
1SA S 1TF RM 
iV 
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| 4-32. DESCRIPTION OF B TEST TAPE--Continued 





(7) Marker 265. An additional test of flip-flop addressing tailed at 
marker 265; here the DU address diodes are being tested. The two 
flip-flop circuits located on any logic flip-flop circuit board have 
a common DL address. For example, flip-flops D7 and CN6, located on 
board 240, have the same DL address of 20 but different DU addresses. 
In marker 265 flip-flop D7 is zero set and flip-flop CN6 is one 
tested to verify it has not changed states. If, however, address 
diode CR60, located on board 240, was open, CN6 would have zero set. 
Also, an error indication would have appeared on the FALT. The DU 
address diode (CR59) for the D7 flip-flop is tested by addressing 
and zero setting CN6 and then one testing D7 to ensure it has not — 
been zero set. All DU address diodes are tested by the B test tape 


in this manner. | | : 
265 se ise guia eeacencenssie eoeeeoeeoeeovee 088 0 @eeeeoeee0 08 e@eeoeee 008086 @ éseOV | 
Board 240 | 


1SA D7 1TF CN6 ISA (N6 ITF D7 
OSA D7? OTF  CN6 OSA CNG OTF D7 
1V | | 


(8) Marker 347. After completing marker 347, the F1T and FOT response 
lines and "or" diodes have been tested; the DU/DL address lines have 
also been tested. Therefore, the flip-flop circuits can now be used 
to logic test the FADAC. The first logic circuits to be tested by 
the B test tape are the addressable logic drivers. 


NOTE 
Addressable logic drivers are those logic driver circuits whose 
outputs are directly connected to the FALT through the external 
test cables. 





347 CN3 CR7 CR5 CR3 C7 C5 C3 DC DSH D8 
D6 DAS DA6 DA4 ODA2 D&A D2 D- FS IC 
IP LC  LX* MN NC CN2 OB6 OB4 OB2 *O0P3 
01 05 O03 PE PP QX RX TP XD X2 
CLC DP L32 OP XP DO LO RO @ S 
MMN 5 ; &. & 4 «x 


c. Logic Drivers. There are a total of 85 logic drivers in the computer. 
€ach of the four logic driver circuit boards contain 20 logic driver 
circuits; the remaining nINe logic drivers are located on the network | . 
A circuit board. 


(1) Marker 348. 


‘(a) The first logic driver to be tested is /KD1/ which is tested 
during marker 348. The logic for KD1 driver 1s reproduced below. 


/KD1/ = + K" D 236 B15 


4.36 








T™ 9-1220-221-34/1 


NOTE. 
The circuit board and output connector pin is also included in the 
table of logic equations. The basic circuit for all flip-flop 
equations, including logic driver and primary gate circuits have 
been mechanized and are available in TM 9-1220-221-34/1/1. 





(b) With reference to the schematic diagram (fig. 4- 18) the "and". gate 
for the driver circuit is composed of diodes CR4 and CR5 located:on 
circuit board 237. Flip-flop outputs D and K- are connected to 
pins A20 and A21 respectively. A clamp is provided to prevent 

| damage to the driver circuit when using diode CR6. The output from 
° | the "and" gate is referred to as KD1. Marker 348 of the test 
listing is partially reproduced here for reference purposes. 


TO 
COMPUTER 
CIRCUITS 





ARR 80-1228 
Figure 4-18. Mechanization of /KD1/. 


(c) The first command in marker 348 is OSA (zero set all) and both D 
and K flip-flops will be zero set. After an OSA command the 1SF 
(one set following) command is generated by the FALT. 





348 Logic for KD1 is on bords 236,. 237. 
OSA D 1TA KD1 ; 01 


ISAK ITA XDI =O. 4 & Gas a 
ISA OTA KDI . OK - a 
ISA D kK OTA XDl . 01D 

NOTE 


‘Since the 1SF command is automatically generated by the FALT, 
the command does not appear on the test tape and is not shown. on 
the test listing. 


(d) Flip-flop D is then addressed and one set, sin the logic for 
: KD1 driver. The 1TA (one test "and") command follows and then the 
logic driver is addressed and tested. If no error is detected by 
the FALT the B test tape continues with the next set of indexes. 
Both flip-flops are now one set by the command 1SA; flip-flop K is 
then addressed and zero set again, completing the necessary logic 
for KD1. Driver KD1 is again one tested to ensure it is on. The 
next test is a negation test of diode CR4 on circuit board 237. The 
flip- flops are both one set by the 1SA command. Since flip-flop K 
is now one set, the logic for KD1 is not true. However, if diode 
CR4 is open, it will not hold the gate false, therefore, the logic 
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4-32. DESCRIPTION OF B TEST TAPE--Continued 





driver will be on and an error will be detected when the driver is 
zero tested by the OTA command. The last test in marker 348 is the 
negation test of diode CR5. Both flip-flops are again one set, 
addressed, and zero set. Since flip-flop D is now zero set, the 
logic gate should be false, however, if diode CR5 is open it will 
not hold the gate false, therefore, the logic driver KD1 has been — 
tested to determine that it is turning on when the logic is true and 
remaining off when the logic is false. 


(2) Marker 383. During marker 383 on the B test tape the last addressable * 
logic driver is tested; the remaining driver circuits will be tested 
during other computer logic tests. For example, driver /NXD/ is tested 





during marker 384 when the primary "and" gate (BDX) is tested. . 
383 Logic for TSH is on boards 233, 236. 
1SA TO TX D E K 0B3 TP OTA TSH 
e 01 DSP- e e e e e e ‘ 8 
ISA = =TO~ IX DSP OD E K TP TOA TSH 
e 01 OB3- e eo. ° e e e e e 
1SA TO TX — DSP D E K 0B3 OB2 TP 
OTA TSH . O11 OB2.. ; i ; ‘ ‘ 
1SA TO TX . DSP OD E K OB3 . OTA TSH 
» O1 TPe . ; ‘ ‘ ; ‘ ; ‘ 
1SA ~ TO  ODSP OD E K 0B3 ~=sTP OTA TSH 
~ O1 TX- . ; ; x L¢ ; ; ; 
1SA TX DSP D E K 0B3 TP OTA TSH 
e 01 T0- e ° e e e e ° e 


d. Addressable Primary “And" Gates. Beginning with marker 384 in the B 
test tape the addressable primary "and" gates are tested. Addressable 
gates are those gates whose output is directly connected to the FALT 
through the external FALT cables. 


(1) Marker 384, general. The first gate to be tested is (BOX): the 
logic for (BDX) is reproduced below. 


(BDX) = X1 X2 /NXD/ 237 A24 


(a) Gate (BDX) is made up of flip-flops X1 and X2 and logic driver 
circuit /NXD/. Logic driver circuit /NXD/ is not an addressable 
logic driver and therefore, has not been tested in the logic 
driver portion of the B test tape. During marker 384, however, 
"and" gate (BDX) and logic driver /NXD/ will be tested, Since it 
is part of the logic for gate (BDX). In addition to the circuit 
boards containing gate (BDX), the circuit boards associated with 
driver /NXD/ are called out in the B test tape listing at the 
beginning of marker 384. The logic for /NXD/ is reproduced below. 


_JNXD/ = + DSP DSH- *WI XD- 404B1 
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(b) 





awr 847 
xp-, ASO 


(c) 





(d) 


(e) 





, CRG] 


osn-.8!/8__+. | . ® 
RI ai "ey 
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Term WI, in the logic for driver INXD/,- is the zero output side of __. 
TDW] flip-flop; this flip-flop is referred to in the tape listings 

as PS, therefore, whenever PS flip-flop is zero set, term WI is 

true. Primary "and" gate (BDX), including driver /NXD/, is mecha- 
nized below (fig. 4-19). 


404 8) 
/NXD/ 


A254, criz_ 297 A24 


TO 

—— COMPUTER 
(80x) 

wp eA26_p,cri2| | | CIRCUITS 


ao? CRU [CRS R4 


“1 i 14 TO TEST 


NXD SET JOIGA 
R22. 317 


-18V 


—# RI 
CR3 


oy “ey ARR 80-1229 


Figure 4-19. Mechanization of (BDX). 


The logic for driver /NXD/ is located on circuit board 317. Two 
separate "and" gates are used for /NXD/ logic driver input. These 
"and" gates are tied together to form one four-input “and" gate as 
shown on figure 4-19. As in all logic driver input gates, the 
circuit is clamped to -6 volts. The driver circuit itself is 
located on board 404. The input is on pin B3 and the output is 
pin Bl which is then tied to the input of gate (BDX) on pin A25 of 
board 237. The remaining inputs to the gate, X2 and X1, are on 
pins A26 and A27 respectively. 


Addressable primary "and" gates are tested by the FALT in basically | 
the same manner as logic drivers were tested. Negation tests are 
also performed on the primary "and" gates. The (BDX) "and" gate 
test explanation may be followed by using the listing below. 


The test of (BDX) begins by addressing the necessary logic and 
then one testing the gate. The first command read on the tape is 
OSA which is followed by the address for DSP. This will then 
complete the logic for driver /NXD/. Flip-flops X2 and X1 are 
then addressed, completing the logic for (BDX), which is then one 
tested to ensure it is true. 


384 Logic for BDX is on boards 237, 317, 404. 


OSA DSP X2 Xl _ ITA BDX - Ol. ° ° 
1SA DSH XD PS 1TA_ BDX - Ol. ° ° 
ISA DSH XD Xl PS OTA. BDX ‘ 01 Xl . 
1SA DSH XD X2 PS _ OTA BDX - O01 k2 ° 
1SA DSH DSP XD PS -.OTA  BDX - O01 NXD_ DSP 
1SA XD PS OTA BDX . O01 NXD DSH- “— @ 
ISA DSH XD OTA BDX . 01 NXD *WI . ‘ 
OTA NXD XD- ° ; 


1SA DSH PS BDX . 01 


— 439 
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4-32. DESCRIPTION OF B TEST TAPE--Continued 





(2) Marker 384, index 011. The second test of (BDX) beginning with index 
011 is also a one test of the gate. Here the first command is 1SA 
which is followed by the address for DSH, XD, and PS. Again, as in the 
first test, the logic is now set and (BDX) is one tested. The first 
negation test begins with index 021. In this test, driver /NXD/ and 
flip-flop X2 are both true. | | | 


(3) Marker 384, index 021. The X1 flip-flop has been zero set, therefore, 
gate (BDX) should be false and is zero tested to ensure this. The X1 | 
flip-flop is tied to gate (BDX) through diode CR11 (fig. 4-19) on board 4 
237. If the diode were open, it would not hold the gate false and an 
error is detected by the FALT, the next negation test begins with index 


031. In this test, diode CR12 will be tested because the X2 flip-flop : 
is now false and this diode should hold the gate false when it is zero 
tested. 


(4) Marker 384, index 041. In the next test, beginning with index 041, a 
negation test of diode CR13 is made by turning off driver /NXD/ and 
zero testing gate (BDX). In order to turn off driver /NXD/, its input 
gate located on circuit board 317 must be false; therefore, one input 
to the driver input gate must be false. In the test beginning at index 
041, flip-flop DSP is zero set, thereby making the driver input gate 
false, thus turning off the driver. With the driver false, gate (BDX) 
should be false and no errors should be detected by the FALT when (BDX) 
is zero tested. If the test passes with no error indication several 
things should be apparent. First, diode CR13 is conduct ing properly 
and holding gate (BDX) false; second, driver /NXD/ is turning off when 
its input gate is false; third, diode CR1 is conducting properly and 
holding the driver input gate false. The remaining diodes to the 
driver input gate must also be tested to ensure that they will hold the 
input gate false. Diode CR2 is tested in the next test when flip-flop 
DSH is one set; diode CR64 is tested next and finally diode CR61. | 





(5) Completion of marker 384. After completing marker 384 on the B test 
tape the primary "and" gates have both been tested even though logic 
driver /NXD/ is not an addressable logic driver. From marker 384 to 
458 the addressable primary "and" gates are tested. However, not al] 
primary "and" gates are addressable. The ones which are not will be . 
tested in other computer logic tests. The addressable write switches 
associated with computer memory writing will be tested in the E test 
tape beginning at marker 252. _ . 


e. Flip-Flop Logic Tests. 


(1) With the completion of the primary "and" gate tests, the B test tape 
begins the tests of flip-flop logic. There are four tests performed 
on the logic for each flip-flop. The tests performed include "or" 
tests for the one input, "and" tests for the one input, "or" tests 
for the zero input, "and" tests for the zero input. Flip-flop logic 
can be defined as all logic equations that are used to one or zero 
set a flip-flop. TM 9-1220-221-34/1/1 contains a complete list of 
the logic equations that exist in the computer. 
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(2) 


(3) 


(4) 
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When a set all command (1SA or OSA) is read on tape the FALT reacts 
in two ways; first, all DU/DL drivers are turned on activating al] 
DU/DL lines; second, a clock pulse is output to all flip-flop 
circuits. The FALT activates all DU/DL lines since all flip-flops 
are to be set. A 1 clock pulse results from a 1SA command and a 0 
clock pulse results from a OSA command. 


To change the state of any flip-flop circuit, two things are re- 
quired; a true logic input and a clock pulse. The DU/DL lines, when 
they are on, can substitute for a logic input. All that is required 
then, to change the state of a flip-flop with the DU/DL lines on, is 
the clock pulse. Therefore when the logic of a flip-flop is to be 
tested, it is used as the logic input. | 


In the first test of flip-flop CL3 in marker 533 the output from the 
first equation is used to one set CL3. In addition to the input 
from the first equation, a 1 clock pulse is required to set CL3. 

The 1 clock pulse results when the 1SA command is generated in the 
FALT. However, with the clock pulse, DU/DL lines are also acti- 
vated. Since the output of the first logic equation is being tested 


to ensure it will one set the flip-flop, the DU/DL lines cannot be 


used. However, these lines will be on when the 1SA command is gene- 
rated. The reference or bias voltage used with the DU/DL diodes 
must be turned off to eliminate interference from the DU/DL lines. 
This reference or bias voltage in the computer is known as -l18VFT. 
The -18VFT originates in the FALT and is on whenever the £18 flip- 
flop in the FALT is one set. By zero setting the E18 flip-flop, the 


=18VFT will be turned off. Since the -18VFT is the bias voltage for 


(5) 


the DU/DL diodes they will not affect the flip-flop circuit when the 


bias voltage is off and the logic input can then be used to set the — 


flip-flop. The 0£18 command on tape will zero set the £18 flip- 
flop. This command will be followed by a set all command to generate 
the required clock pulse to set the flip-flop and effectively test 
the logic equation. After the set all command, the 1E18 command 
follows to one set the E18 flip-flop which turns on the -18VFT bias 
voltage required to test the flip-flop. 


Beginning at marker 533, the logic for flip-flop CL3 is tested. Due 


to the length of the test involved, it will not be reproduced here. 


However, the CL3 flip-flop logic test explanation may be followed by 
using the B test tape. Six equations make up the logic for the one- 
set side of CL3 flip-flop. The logic for 1CL3, as outlined in T™ 9- 
1220-221-34/1/1, is reproduced below. : 


1CL3 = +CL4 (KB5) 


+/( +CL5- S LP- 

( +CL5=- S- LP 

( +#CL5 S LP 

( +CL& S- LP- 

) /KTRS/ | 
+ /KA- /XC/TRC/(BL3) 
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4-32. DESCRIPTION OF B TEST TAPE--Continued 





(6) The second thru fifth equations are first "“ored" together, then 
"anded" with a common term driver, /KTRS/, using a tertiary gate. 
The output from tertiary gate is then "ored" with the first and 
sixth equations to form the logic for CL3. 

(7) The logic for 1CL3 is mechanized in the schematic (Fig. 4- 20). 
first equation for the one-set side of CL3 is tested during the 
first two tests in marker 533. The first equation is made up of 
terms CL4 and (KB5). The logic for "and" gate (KB5) is /KB/ and B5. : 
Driver /KB/ is fed from the one output of flip-flop K which will 
complete the logic for the first equation. The next command 0E18 
turns off the -18VFT bias voltage. A 1SA command follows, gene- 
rating the necessary 1 clock pulse. Flip-flop CL3 was zero set by 
the initial OSA command and since the logic for the first equation 

has been addressed, CL3 should one set with the 1 clock pulse from 
the 1SA command. With the next command the E18 flip-flop is one set 
to turn the -18VFT on for testing; this is followed by the 1TF (one 
test the following) command. Flip-flop CL3 is then addressed and 
tested. In this first test of the CL3 logic, only the first equation 
was tested since it was the only equation whose logic was true. 


The 





-“18V 314 
(K8S) BSI CR26 CR2?7 B50 
CL4 B52 CR25 ICLS 
-18V 
LP~ a62 cCR49 CR5O 
S$ 86) CR4I } sas 1 ee Sa 
| -18 30 
CL5 862 cR42 “oes ati {5 30 
LP AGI CR5B 
S- Aa63 CRS7 CRS3 
CL5-863 CRS4 ae ase crea 447 B20. 
| tem ICL3] 1" IN 
LP als crios } 
Al? CREI 
S$ al6 CRIIO ASO 
314 /KTRS/ 
CLS Ale CRIO9 Pe 
CRIS  CL3 FLIP-FLOP 
LP- als CRS 314 
S- Al4 CRIN2 Al2 
CLS 615 R14 
-18V 314 
(8L3) a35 CRI3I CRI32 A34 
/TRC/ A36 CRI30 ICL3 
XC AST cRri29 


/KA-/ ASB pi Cri28 
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Figure 4-20. 
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Mechanization for 1CL3. 











s 








(9) 


(10), 


(11) 
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The second test marker 533 is also a test of the first equation. 
The first command in this test is 1SA which will complete the logic 


for the first equation. However, before clocking, CL3 must be zero 


“set to test the logic. The -18VFT is then turned on, and the flip- 


flop is 1 clocked and then one tested. 


Index 021 begins the test of the second equation. Since the second 
equation is “anded" with tertiary term, driver /KTRS/ must also be 
true to set the flip-flop. The B test tape continues by testing 
each equation to ensure that when the logic for each equation is 
true the flip-flop will set. 


The "and" test of the logic for the one side of CL3 begins with 


marker 535. In an “and" or negation test the particular flip-flop 


is initially zero set and various logic inputs are set false so that 


no one-set logic equations are true. The flip-flop is then 1 clocked 


and zero tested to ensure it has not one set since no logic equation 
is true. In the first test of marker 535, the 1SA command is followed 
by the addresses for flip-flops no logic equation Should be true. 

In the first equation CL4 has been zero set; in the sixth equation, 
driver /KA-/ is not on and equation two thru five are false. Flip- 
flop CL3 was also zero set and when 1 clocked should not one set. 


If CL3 one sets, two possible causes exist; either diode CR25 (as- 
sociated with the CL4 flip-flop in the first equation) or diode 
CR128 (associated with driver /KA-/ in the sixth equation) is open, 
Since both of these terms have been negated. In the test tape 


listing following the first test in marker 535 the terms associated 


with the diodes under test are called out. For example, 01 CL4 
indicates that the diode associated with term CL4 of the first 
equation is under test. In the schematic (Fig. 4-20), term CL4 is 
tied to the gate of the first equation on pin B52 through diode 
CR25. In the sixth equation the dipde CR128 associated with term 
KA- is also under test (the schematic diagram, fig. 4- 20). All of 
the diodes for each of the six equations will be tested in this 
manner. In addition, the diode of the tertiary gate will be tested. 
The B test tape continues by testing flip-flop logic. Flip-flop LX 
is the last flip-flop to be tested in the B test tape. At the end 


Of marker 730 the composite listing for markers 340 thru 347 is 


printed. 


4-33. DESCRIPTION OF TEST TAPE C 


a. General. The C test tape begins by testing the logic for flip-flop. CP3 
and ends with logic tests of flip-flop 04. In all, the logic for 40 
flip-flops will be tested during the C test tape. The tests performed 
on the logic for each flip-flop are the same tests as those pe rf ormed 
in B test tape. | 
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4-33. DESCRIPTION OF C TEST TAPE--Continued 


b. Sample Tests. 
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(1) The BSC (both sides clock) command is used during the testing of 


(2) 


flip-flop CP3. 


When the BSC command is read on the tape, the FALT 


generates both a 1 and 0 clock pulse which is applied to the flip- 


flop under test. 
used in the "and" test for the one side and the zero side. 
logic for the one and zero input of CP3 


below: 


1 CP3 = +CL4 (KFST) 


The 


flip-flop is reproduced 


+CP3- CP2/0CT/ 


0 CP3 = +CL4- (KFST) 
+(CRS) 


+CP3 CP2/0CT/ 


In the case of flip-flop CP3, the BSC command is 


In the second equation for the one input of CP3 the prime or zero set 
output is used; in the third equation for the zero input of CP3 the one | 


set output is used. 
(fig. 4-21) e 


The logic for CP3 is mechanized in the schematic 
The one-set output on pin B28 of the logic flip-flop 


board is tied to the zero input logic on pin Al8 of board 318; the 
zero-set output on pin B27 is tied to the one-set input logic on pin B6. 


3I9 


“o”" OUTPUT 


BI7 
“oO” INPUT 


AS3 


Al7 


B50 


Mechanization of CP3 Logic. 


B53 crs) 


AIS soc | 
AIG 


CP2 


AIS. CP3 


B82. cL4- 
BS! 


(KFST) 
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(3) The "or" test for the one side of CP3 is similar to the “or" tests 
for the other flip-flop logic. 


will one set the flip-flop. 


The 


Each equation is tested to ensure it — 


"and" test for the one side is 
also conducted in a similar manner except for the negation test of 
the diode associated with term CP3- in the second equation (CR106). 
To perform a negation test of diode CR106 it will be necessary to 
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one set flip-flop CP3 making term CP3- false. However, with CP3 
flip-flop one set, it is now impossible to 1 clock the flip-flop and 
test it since it is already one set. To make the negation test of 
this diode the BSC command must be used. In the logic equation for 
CP3, terms CP2 and /OCT/ are common to the second equation for the _ 
One input side and the third equation for the zero input side. The 
difference in the two equations is CP3- and CP3. For a negation | 
_ test of CP3- the other terms in the equation are true and CP3 is one 
set, making the third equation for the zero input true. With the 
BSC command, a clock pulse is applied to both sides of the flip-flop 
and because the third equation is true the flip-flop should zero 
set. However, if the diode associated with term CP3- in the second 
equation is open, it will not hold the gate false and, therefore, 
when the flip-flop is clocked it will remain one set. 


(4) The test explanation for CP3 may be followed by using the test tape 
C program printout (TM 9-1220-221-34/3). The CP3 "and" test for the 
One side begins at marker 002. The negation test of diode CP3- 
begins with index 041. The 1SA command is followed by zero setting | 
flip-flops B2, D, E, FS, K, and 0B3. Once these flip-flops are zero 
set, the first equation for the one input side is false. Flip-flop 

 K was zero set making gate KFST false. The second equation is also 
false since CP3 is one set. After the flip-flop addresses, the 0E18 
‘command fol lows turning off the -18VFT bias voltage. The next 
command on tape is BSC and both a 1 and 0 clock pulse are now applied 
to all flip-flop circuits. However no flip-flop in the computer 
will be affected by these clock pulses. 


NOTE © 
Whenever a set all command (1SA or OSA) is read on tape, the FALT, 
in addition to generating a clock pulse, turns on all DU/DL drivers 
Since both are required to set a flip-flop. But with a BSC com- 
mand,- the DU/DL drivers are not on. With the DU/DL drivers off, 
ground appears on the DU/DL lines to all flip-flop circuits and 
any logic input signal will then be grounded. When the logic 
input signal is grounded, the flip-flop will not change states 
when clocked. It is necessary, therefore, to address the flip- 
flop which is being tested. After the BSC command, the FALT will 
remain in the both sides clock mode and the flip-flop under test 
can then be addressed. 


(5) After the BSC command, CP3 is addressed and a 1 and 0 clock pulse are 
applied to CP3. Flip-flop CP3 should now zero set since the third 
equation for the zero input logic is true. However, if a true signal 
is also present on the one input side, CP3 will remain one set. This 
condition will exist if the diode associated with term CP3- or term 
(KTRS) is open. After CP3 is addressed, the E18 flip-flop is one set | 
and CP3 is then zero tested. If CP3 had zero set, no error will be 
detected and a negation test has been Succ esSTuy performed on diode 
CR106 using the BSC command. 


(6) There are many flip-flops in the computer whose logic is tested 
using the both sides clock command. In the negation test of the 
zero input logic of CP3 during marker 004 the BSC command will again 
be used. The C test tape continues with flip-flop logic tests 
ending at marker 344. 
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4-34, DESCRIPTION OF D TEST TAPE 


a. General. The D test tape begins with the logic tests of flip-flop 0B6 | 

and ends with the logic tests of flip-flop X1. The computer shorting _ 
cable is used when running the D test tape. Tables 4-7 thru 4-9 indi- 
cate the computer shorting cable term and pin lists for connector J016, 
and JO10. The mechanical reader, one of the input devices, is also 
tested with this tape. | | 





Table 4-7. Computer Shorting Cable Term and: Pin Listing Connector J016 





To | i 








From Wire | | 
pin term Connector pin Term Remarks 
F RI JO17 /J F281 —100-ohm resistor jumper/sub- " 
| assembly to J010-P | 
G R7- «JO17,—i‘<itsé‘«~K~«~S~*«*i29-~=~S*«iD=Om resistor’ jumper/sub- 
, , assembly to J010-R 
H R6 JO17, 2s JM F301 100-ohm resistor jumper/sub- 
| | assembly to J010-S | 
J R6- 3010 X — OPL10 ~—- Subassembly to J010/K 
K R5. 9101 /T F20 —S- Subassembly to J010/E eS 
L R5- =: 010 /v F21 Subassembly to J017-HH/J010/A. 
OM | R4 J016 - y GPSS- Jumper/subassemb1y to J010/V 7 
N R4- JO16 X GPHH- Jumper/subassembly to J010/W 
PRB. 3010 /X -F24.~—s Subassembly to J017-Ju 
R R3- J017 /N F25 _ Subassembly to JO17-KK 
SR? 3017 /P —-F26 Subassembly to JO17-LL 
T R2- J017 /0 F27 Subassembly to JO17-MM | 3 
U —sRFS 3017 /R  F28  ~— Subassembly to JO17/R 
Vv RFS- giz S F29 Subassembly to J017/S 
X GPHH- Jol6 oN R4- Jumper/subassembly to J010/W 
Y -GPSS- ~ —-JOI6 MRA Jumper/subassembly to J010/V 
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Table 4-8. Computer Shorting Cable Term and Pin Listing Connector J017 


~J010 


D300 





From Wire To | 
— pin term Connector pin Term Remarks 
D 11G J010 FF —_ ESU20 
E —s-:12G J017 Z PEQO Jumper 
F 13G J017 Y RDYO dumper 
G 146 J010 K 0202 
H I5G J017 W RGO Jumper 
J 16G J017_— V FB10 Jumper 
—K = 176 J010 u IMTO 
L 186 J010 T AMTO 
MTG JO10 V FBOO 
N TG 3017 x RHO dumper 
p TG0- J017 T MTF = dumper’ 
R TEIP J017 S TR- Jumper 
STR 3017 R —sTEIP. ~—s dumper 
T MIF 3017 P  -'TG0- ~—S dumper 
U . —sIFS — §010 /S F19 
Vs FB10 J017 J 16G Jumper 
W RGO J017 H 15G Jumper 
X RHO | J017 ON TG- Jumper 
Y RDYO J017 F 13G Jumper 
Z PEOO J017 E 12G Jumper 
/A  —sOPLAOs—“‘iéit CP Cé I 
/B OPL50 J010 /Q F231 
/C ——~*OPL60~——<010 /R Fal 
/G F251 L 
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4-34. DESCRIPTION OF D TEST TAPE--Continued 


Table 4-8. Computer Shorting Cable Term and Pin 
, Listing Connector J017--Continued 








From Wire To 


pin term Connector pin Term Remarks 








J010 





/H F261 M D400 
/1 F271 —.-«J010 N D500 : 
/J F28I J016 F R7 100-ohm resistor in series with 
| ) pins (subassembly to J101-P) > 4 ‘ 
/K ‘F291 J016 G  . R7- 100-ohm resistor in series with 
| pins (subassembly to J010-R) 
/M F301 J016 H R6 100-ohm resistor in series with 
| pins (subassembly to J010-S) 
/N F25 J016 R R3-  Subassembly to J017-KK 
/P F26 P017 LL F17 Jumper/subassembly to J016-S 
/Q F27 J017 MM F27 Jumper/subassembly to J016-T 
/R F28 J016 U RFS | | 
/S F29 J016 v RFS- 
HH F14 J010 /A FTF Subassembly to J010-U 
JJ F15 J010 /x —F24 Subassembly to J016-P 
KK F16 3017 IN F285 Jumper/subassembly to J016-R 
LL F17 JO17 /P  ~—=—«F26 Jumper/subassembly to J016-S | 
MM F18 3017 /Q F27 Jumper/subassembly to JO16-T — | : 
NN CTT1 JO10 | 
Pp MRTT —-J010 
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Table 4-9. Computer Cable Term and Pin Listing Connector J010 


J010 


To 


TM 9-1220-221-34/1 








From Wire 
pin term Connector pin Tem Remarks 
od D100 J010 /H -TFBO —s Jumper / 
K D200 J017 G 146 
L D300 «= «0117 /G F251 
M D400 3017 /H F261 
N D500 J017 /1 “F271 
P D600. J016 F R7 Subassembly to J017-/J 
R D700 J016 G R7- Subassembly to J017-/K 
S D800 JO16 H R6 Subassembly to J017-/M 
T AMTO J017 L 186 
T 1MTO 3017 kK 176 
V FBOO J017 M TG 
W STB J010 /I TFBO- Jumper 
X OPL1 J010 /K F191 100-ohm resistor in series with 
pins/subassembly to J016-J 
Y OPL2 J010 /™ F201 Jumper 
Z OPL3 -J010 JN F211 Jumper | 
/B FTF- JO17 HH F14 Subassembly to J010-/U 
JE OFS J010 /T  F20 Jumper/subassembly to J016-K 
/F -«TFAL- ~—Ss-g010 /J-‘TEOP ~—s dumper / | 
/G TFAO- JO17 PP = MRTT 
/H TFBO JO10° J D100 = Jumper 
/I TFBO- =: JO10 Ww STBO Jumper 
/) TEOP /F  TFAl- dumper — 
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4-34, DESCRIPTION OF D TEST TAPE--Continued 














Table 4-9. Computer Cable Term and Pin Listing Connector J010--Continued © 
From Wire To | 
pin term Connector pin Term Remarks 
/K F191 J010 X OPL10  100-ohm resistor in series with 

pins/subassembly to J016-d 

/M F201 J010 Y OPL20 Jumper : 
/N F200 Zz‘  OPL30 dumper . 
/P F221 ~—-J017 /A OPL40 
/Q F231 J017 /B OPL50 
/R —F24] J017 /C ——*OPL60 
/S F19 0017 ~ U IFS 
/T F20 J010 /E OFS Jumper/subassembly to J016-K 
/U F21 J017 HH F14 Subassembly to J010-/A _ 3 ; 
IN F22 J016 M R4 Subassembly to J016-Y @ 
Ww F23 J016 N R4- -Subassembly to J016-X 
/X F24 J017 JJ F15 Subassembly to J016-P 
EE EER20 J017 NN CTT1 
FF ESU20 J017 D 11G 





b. Specific Tests Pertinent to D Test Tape. 
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(1) The input register in the computer is made up of flip-flop D1 thru — 


(2) 


D8. These same flip-flops are also used in the output and display 


functions. 


these input register flip-flops. 


In the D test tape, the mechanical reader is tested using 


During the E test tape these same © 


flip-flops are used when the keyboard, another input device, is 


tested. 


D8 is the first input register flip-flop to be tested. The test 

begins at marker 133 in the test tape D program printout. The logic 
equations for D8 are contained in TM 9-1220-221-34/1/1. Input term 
*I8 appears in the first equation. 
external input device through connector J017. However, when testing | 


I8 enters the computer from an 








TM: 9-1220-221-34/1 


the computer, no input device is connected. The computer shorting 
cable which is tied to connector J017 during testing is used to 
simulate various input terms; in this case *I8. This input term 
enters the computer on pin L of J017 and is then routed to driver 
circuit on board 402. The output of the driver is then "anded" with 
gate (OSA) to form the first logic equation for flip-flop D8. The 
method used to simulate input terms *I8 is on figure 4-22. When the 
Shorting cable is connected, pin L of J017 is tied to pin T of J010 
(J10 is the computer output connector). Output term AMTO, the 
Signal on pin T of J010 is used to identify the address period to 
some external output device. However, with the computer shorting 
cable connected, its function is to simulate the *I8 line. In the 
test of the first equation for D8, at marker location 133, the logic 
s to turn on AMTO will be addressed. Once AMTO is true, the equation 
can be used to one set D8. In addition to testing the logic for D8, 
the *I8 input driver and the AMTO output aniver have both been 
. tested in marker 133. 









212 
08 
JOI7 , 402 212 
L BI7 . BIS _B3 212A3I B40 
18G + I8 IDS “I INPUT 
| (OSAye=— . 
SHORTING 
CABLE A5 
403 | | 
JOO B34 
T <0 B32 A54 B47 OBG6 
AMTO AMT 
7 | » ASO OB5- 
A25 03 
A26 06- 
A27 /KOPC/ 
ARR 80-1232 
Figure 4-22, Stimulation of Input Terms *I8. 
: (3). Other computer output terms are also used to simulate inputs and are 


tested in this manner. When input term *I7 is tested during the D7 
flip-flop tests, output term IMTO is used to simulate *I7. 


(4) The eighth equation for the one input of D8 also contains an input 
term. This input term, *I8C, originates in the computer control 
panel and is an output of the mechanical reader or keyboard. There 
are a total of eight input lines from the computer control panel and 
each one is used with a different input register flip-flop. By using 
the D flip-flop the input device on the control panel can be tested. 
In the D test tape the mechanical reader input device will be tested. 
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4-34. DESCRIPTION OF D TEST TAPE--Continued 


(5) The logic. necessary to activate the wachianteal reader solenoid’: is illus- 
trated in the schematic in figure 4-23. The output from the tape sensing 
lever, called MRL, is used as an input in the mechanical reader logic. 
When the mechanical reader is to be used in the D test tape, a piece of 
tape must be placed under the tape sensing lever to complete the logic. 





(6) The test of I-line 8 from the mechanical reader occurs in marker 134 
beginning at index 081. Once the mechanical reader logic has been 
addressed, a time delay Fol lows ; this allows the solenoid to close 
and push the tape sensing pins up. Since no tape has been placed 
under the pins, they all indicate an output signal of -10 volts. I- 
line 8 is then “anded" in a gate circuit with OB2- and then used to 
one set D8 flip-flop. Each of the I-line outputs from the mechani- 
cal reader are tested separately, when D7 is tested I-line 7 is | ' 
tested. Term *TC (timing control) is also an output from the 
mechanical reader. This term which is used in the logic for 0B4 
flip-flop was tested earlier in the D test tape when 0B4 was tested. 


(7) The remaining input devices located on the control panel are tested. 
when the E test tape is used; the D test tape continues with flip- 
flop logic tests. similar to those described in paragraph 4-32d. 








409 Jo2t 
A65 AGO 3 
“MRL 
——4 tape 
A48 3 SENSING 
MRL 339 = LEVER 
aag B55 ) 
+15 VOLTS 
B49 f 
| -10 eVOLTS 
OBS _A48 on | sozt 
0B4 .A49 B55 | MRGOS. 
OB2- _B49 
; 2 
AS 
/KOPC/ _A25 ae a: MECHANICAL 
337 | a 
me lV READER 
04 ,A26 Aza] AS2 | iver im / (| SOLENOID 
OB6- .A2 B4 
| 134 —32 VOLTS 
—6 VOLTS + 
ARR 80-1233 


Figure 4-23. Logic Circuitry for Mechanical Reader. 
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4-35. DESCRIPTION OF E TEST TAPE 


© a. General. 


During the E test tape the remaining flip-flop logic will be tested; 
in addition, the E test tape also tests the nixie indicators, con- 
trol panel setup buttons, neon lamps, matrix keyboard, the read and 
write circuitry, and the memory. The E test tape completes the 
testing of the computer using FALT. 


The E test tape begins with the logic tests of AP flip-flop. This 
is the A loop extension flip-flop and since the A loop is used in 
most computer functions there are many logic equations associated 


with AP. Following the logic tests of AP the mode control flip-flop 


D is tested. The logic tests of C7 and C3 follow the D flip-flop 
tests and complete the logic flip-flop tests. 


Logic Tests. 


Many of the logic equations used to one set flip-flop C3 contain 
input terms commonly referred to as F-lines. These F-lines originate 
from the FADAC control panel (front panel ) or some external device. 
The matrix portion of the control panel is the source of F-lines 1 
thru 13. The remaining F-lines enter the computer through connectors 
JO10 and JO17. Those F-lines which are not part of the logic for 
flip-flop C3 are contained in the logic for the C7 flip-flop. 


The output lines from the matrix switches Sl] thru S8 and SA thru SH 
are “ored" together on the network A circuit boards to form F-lines 
1 thru 7. These "or" diodes are illustrated in figure 4-24, F- 
lines 8 thru 13 are from the battery and weapon type buttons on the 
matrix and are illustrated in figure 4-25. These 13 F-lines together 
with the F-lines from other external devices are then used in the 
logic for flip-flops C3 and C7. The F-lines originating in the 
matrix may be tested by simply depressing the correct combination of 
matrix switches for any desired F-line. For example, F2 is true 
whenever the numbered switches S2, S4, S6, or S8 are depressed and 
F7 is true if any one of the lettered switches SE, SF, SG, or SH is 
depressed. F9 is true when battery button A is depressed. The 
remaining F-lines, those which originate from external devices, must 


be simulated to test the logic equation with which they are associated. 


The computer shorting cable connected between J010, JQ16, and J017 





is used for this purpose. In the ninth equation for the one input 


of flip-flop C3, term FS is simulated using computer circuitry and 


the shorting cable. 
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4-35. -DESCRIPTION OF E TEST TAPE--Continued 
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Figure 4-24, Mechanization of F-lines. 
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Figure 4.25, Mechanization of C7 Logic Input Utilizing F14. 
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4-35, DESCRIPTION OF & TEST TAPE--Continued 


-* 


(3) The test of C3 logic begins in the E test tape at marker 104. The 
test of the second equation for the one input logic of C3 will be 
explained in detail; the explanation may be followed by referring to 
the test tape E program printout. The first test of the second equation 
begins at index 021 in marker 104. The second equation is shown below: 





+ (+ *F1 /TOA/ 
) /0X/ 


According to the instructions preceding marker 104 in the E test 
tape, matrix buttons F and 8 must be depressed before starting the | — 
SDR. With the depression of any two matrix buttons, the Fl line | 
will be true. The output from the matrix is “anded" with /TOA/; 
this output is then “anded" in a testing gate with /OX/. The first 8 
command in the test of the second equation is OSA. The logic for 
/TOA/ and /OX/ is then addressed completing the second equation. To 
negate the remaining logic equations for C3, flip-flops PS (TD/WI) — 
and El are both one set. Exciter flip-flop E2 is also involved in 
the C3 logic tests and must be zero set. Table 4-25 contains the 
logic for all F-lines except F32 which will be discussed later. 
Following the address for PS, the -18VFT is turned off, a 1 clock 
pulse is generated, and C3 is then one tested. If C3 is one set, 
the second equation has been successfully tested, in addition, Fl 
from the matrix has also been tested. In the following test on the 
E test tape, the second equation is tested again. This test begins 
at index 041, the first command is 1SA, the logic is again addressed 
and the flip-flop is one tested. In this test flip-flops E2 and £4 
were both zero set. £2 was zero set to negate logic and E4 was zero 
set to test for matrix button depression. The FALT exciter flip- 
flops and their uses are explained in detail in paragraph 4-38. 





(4) The E test tape continues by testing the remaining C3 logic equa- 
tions. To test other equations, other matrix buttons must be 
depressed. When the seventh equation is tested, battery button C 
must be depressed for F-line 11. Due to the extensive time which 
would be required to test all] 64 possible matrix combinations al] 
selections are not tested. However, all F-line outputs are tested 
in either the C3 or C7 logic tests. It should be noted, therefore, 
that the matrix is not entirely tested in the E test tape. 7 


c. (C7 Logic Tests. 


(1) The logic tests of flip-flop C7 begin with marker 107 in the E test 
tape. The F-lines which are not part of the C3 logic are used with 
flip-flop C7. F-lines 2 thru 12 originate in the matrix and are 
tested in the same manner as described in C3 logic tests. The re- 
maining F-1 lines except F32 originate from external devices and 
must be simulated using other computer circuitry. The test of the 
eighth equation which contains an external F-line will be discussed 
in detail. The eighth equation for the one input of C7 is shown below: 


( + *V14/TRC/ (BL6) 
) /0X/ | 
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Term F14 enters the computer on connector J017 pin HH. The output 
of the gate containing the above terms is "anded" with the term /0X/ 
(tertiary gate) for the eighth equation, as illustrated in figure 4-. 
26. When the computer shorting cable is connected, the output from 
F21 is used as an input to F14. The input to F21 on JO10 pin /N is 
the output driver of OPL30 which is tied to J010 pin Z. The logic 
for primary gate (OPL3) input to the driver, is composed of flip- 
flops OP1, OP2, and OP3-. The input circuit for F14, when the 
shorting cable is connected, is illustrated in figure 4-26. When 
F14 is to be tested, the logic to turn on driver OPL30 must be 
addressed. The output of driver OPL30 then turns on driver F21 
which simulates input line F1l4. The test of the eighth equation for 
the one-input logic of C7 begins at index 041 in marker 112. After 
° the OSA command the logic is addressed. In addition, flip-flops OP1 
and OP2 are one set turning on OPL3. Line F14 should then be "on" 
completing the logic to one set C7. The remaining F-lines in C7 
logic are simulated for testing in a manner similar to Fl4. The 
computer shorting cable term pin and listing (table 4-8) can be used 
to determine the input circuit for each F-line. The E test tape 
also contains negation tests on term F14 including the input cir- 
cuitry. The diode associated with flip-flop OP1 in the input cir- 
cuit of OPL3 driver is tested during marker 123 beginning at index 
061. In the course of testing the eighth equation, drivers OPL30 
and F21 have also been tested.. Driver OPL30 is a discrete output 
driver that is not addressable and is not normally an input to any 
flip-flop logic circuit. Yet the FALT has effectively tested this 
driver along with its input Ee reueny: 


‘ — JOIO. | 
op, A22 33 BIS B32 B34 -—2 7 
(OPL3) ~“OPL30 | SHORTING 
ope A23 CABLE 








op3- 823 
-6V 
40 as 
: ~JOIO|- N 
_ 85 BIT 
Fe | Ft 
JOIO- U 
* Fal SHORTING 
| : CABLE 
JOIT 
Toc7 Aé65 207 B65 HH 
FLIP FLOP ic7T, FI4 
B64 ij tRcy | 
A64 
(BL6) ARR 80-1236 


Figure 4-26. Input Circuit for F14. 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 


NOTE | . 
The teletype comes from the factory set at 100 wom. The TTY must 
be converted to 60 wpm for operation with FADAC. The TTY to FADAC 
cable connector is also wired wrong for FADAC operation. Rewire 
the connector as shown in figure 4-27, | 





OPL10-403B40 


Pwr Gnd-137E2 





J-6 TTY | ~: 
ARR 80-1237 
Figure 4-27, 537/G Teletype Connection to FADAC. 


J-10 FADAC | 


(2) The last equation for the one input of C7 contains an F-line which 
originates in the computer. The output of the teletype oscillator 
circuit on the network C board is called F32. The normal output of 
the teletype circuit is illustrated in figure 4-27. However, the 
teletype circuit will be under the control of the FALT when the last 
equation of C7 is being tested. Exciter flip-flops £6 and £7 are 
used to control the output of the oscillator for testing purposes. 
The output of E6 and E7 are used to control the output of the oscil- 
lator for testing purposes. The output of E6 and E7 enter the com- 
puter as ET6 and ET7 respectively on connector J015 pins /G and S. 
The last equation is tested beginning with index 081 during marker 
114. Once the logic has been addressed, exciter flip-flop E7 is one 
set, the output from the teletype oscillator gives out a constant -6 
volts as illustrated in figure 4-28. A time delay follows the one 
setting of E7, allowing the oscillator circuit to react to the 
exciter logic that was applied. After the time delay, the -18VFT is 
turned off and C7 is 1 clocked and one tested. In holding the 
oscillator circuit at a constant -6 volts, exciter flip-flop £6 was 
zero set and E7 was one set. When E6 is zero set and £7 is one set, 
term ET6 is false and ET7 is true. These signals are then applied to 
the oscillator circuit on pins B12 and Al5 of the network C board to 
control the output. During the negation test of the F32 diode, the 
oscillator circuit is turned off by reversing the states of the two 
exciter flip-flops. The negation test of the F32 diode occurs during 
marker 130 in the E test tape. It should be noted that the FALT only 
controls the output of the teletypewriter, it has not been dynamically 
tested. 
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Figure 4-28. Teletype Oscillator Output (A) Normal, (B) Under Test Set 
Control. | 


d. Nixie Indicator Tests. 





(1) Following the logic tests of flip-flops C3 and C7, the E test tape 
continues with the nixie indicator tests. In the nixie display the D 
and DA flip-flops are used to hold the numbers to be displayed. 

During the normal computer operation the display flip-flops are 
filled from the two-word D loop on the computer memory. However, 
while testing the nixie indicators, the FALT will control the D and 
DA flip-flops. In addition to the display register flip-flops, the 
FALT using the E test tape commands, must also control the anode 
driver logic flip-flops. The first test of the nixie indicators 
which begins at marker 148 is reproduced below: 


148 DSH and test, zero side. | ee 
1SA B4 B3 B2 TSO 0OE18 OSA 1£18 $§.1TF OSH 


| O01 Xi- . O02 T32 TSO ° { ; ° : 
1SA B6 B3 B2 TSO Xl O£18 OSA 1E18 1TF 
_ DSH - 01 TOP eo . ‘ . . ; 
1SA B4 Bl TSO Xl 0E18 OSA 1618 ITF OSH 
- 01 BLI1 . O02 T32 TSO : ‘ : ° : 
ISA —B6 Bl TSO QE18 OSA 1E18 ITF DSH . 02 


T32 : : ‘ 
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4-35. DESCRI TION OF E TEST TAPE--Continued 





In the nixie indicator display it requires four flip-flops to hold 
the BCD (binary coded decimal) code for one decimal character and 
four decimal characters can be displayed at one time using the 16 
display flip-flops. After addressing the display flip-flops in the 
first test the decimal characters that are held by the D and DA Flip- 
flops are as follows: 


BCD D8- D7- D6 D5 BCD D4- D3- D2 Dil- 
DECIMAL 3 DECIMAL 


BCD DA8- DA7- DA6- DAS BCD DA4- DA3- DA2- DAl- 
DECIMAL 1 DECIMAL 0 


To turn on any given nixie indicator both a cathode and anode driver 
are required. The display flip-flops will select the cathode driver 
depending on the BCD code and the quadrant counter composed of flip- 
flops X1 and X2 will control the anode driver. After addressing the 
flip-flops in the first test, anode driver one is - ‘true. The logic | 
for AD1 is reproduced below: a 


AD1 = Xl=- X2= /NXD/ 


(2) The AD1 driver controls the voltage to the last three nixie indi- 
cators on the right side of the control panel and the first nixie 
indicator to the right of the sign nixie. The logic and circuitry to | 
turn on these four indicators is illustrated in figure 4-29. Both 
the logic and the cathode driver circuit are on the same circuit | 
board. Each network B circuit board contains one anode driver and 13 
cathode driver circuits. Cathode drivers are also used in the | 
battery and sign nixie indicators and the decimal neons. The F-lines 
from the battery buttons on. the control panel matrix control the | 
battery nixie indicators. | 





(3) In the second nixie indicator test, the display flip-flops hold the 
Same counter; however, anode driver two on the second ‘bank of nixie | 
indicators will now light. The logic for AD1 and AD2 is similar 
except the X1 flip-flop us cOne, set in AD2. 


(4) All of the elements of each nixie indicator can be tested by con- 
trolling the display flip-flops and the anode driver logic. 


e. Test of Control Panel Set Up Buttons. 


(1) The eight set up buttons located on the computer control panel are — 
tested during the E test tape. The outputs from the set up buttons 
enter the computer as SU-lines 0 thru 7. These eight SU-lines are 
then "“ored" together on the network A circuit boards to form five 
output lines which are used in the computer logic. In figure 4-30 
the set up buttons and the "or" gates are illustrated. The five 
output lines are: SU, SU-, SUIL, SU2L, and SU3L. Line SU- is true 
(-10 volts) as long as no set up button is depressed. Line SU is 
true whenever any one set up button is depressed. The remaining SU- 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 
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Figure 4-30. Set Up Buttons and Associated Lines. 
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lines are true depending on which set up button is depressed. With 
the depression of the COMPUTE button, line SU- becomes false (0 
volts), and SU, SUIL, and SU3L, becomes true. When the RECEIVE 
button is depressed, all SU-lines are true except SU-. Since the 
SU-lines are used in the logic for several flip-flops these same 
flip-flops can be used to test the various set up buttons. The SU- 
lines and the Pa equations in which they appear are listed below: 


OD = + /KD1/ (EAKO) *GPH- *SU- TSO 
1IC = (+ /KD1/ *SU | 
/TOB/ 


1 0B6 = + /KD1/ *SU3L 
1 OB5 = + /KDI/ *SU2L 
0 OB2 = + /KDI/ *SUIL 


Each of the above equations has been previously tested while running — 
other test tapes. In the D test tape the logic for OB6, OB5, and 
OB2 was tested including the above equations. In the test of these 


equations the FALT exciter flip-flop El was used to simulate the SU- 


lines. When El was zero set, the SU-lines were true. Therefore, in 
the test of the SU-lines, flip-flop E1 will be one set. In the set 
up button tests the El flip-flop is addressed and one Set. 


The first set up button is ‘tested during marker 216. The instruc- | 
tions in TM 9-1220-221-34/5 indicate that the PROG TEST button must © 
be depressed before starting the SDR. With the PROG TEST button de- 
pressed, SU and SUIL, lines are true and the other SU-lines are 
false. Line SUIL is used in the logic for OB2 flip-flop and SU is 
used with the IC flip-flop. Therefore, when the PROG TEST button is 
depressed the other logic is true, OB2 should zero set and IC should 
one set. The remaining SU-lines are false and should not affect any 
of the computer flip-flops. In order to both one set IC and zero 

set 0B2, the BSC command will be used to provide the necessary 1 and 


0 clock pulses. 


The test of the first set up button can be followed by saheniiel to 
TM 9-1220-221-34/5 at marker 216. The first command, OSA, is fol lowed 
by the one setting of TO, D, E1, OB2, and TSO. Once these flip- 

flops are set, the logic to one set IC and zero set OB2 is true, 
providing the PROG TEST button is depressed. The next command turns 
off -18VFT. This is then followed by the BSC command and the flip- 
flop addresses. To one set IC a 1 clock pulse is required and to 


zero set 0B2, a 0 clock pulse is needed. Therefore, the BSC command 


1s used in this test. Since SU and SUIL, are the only lines true at 
this time, the 0B6, 0B5, and D flip-flops should not change state 
when they are addressed after the BSC command. Once the flip-flops 
are addressed after the BSC command, the -18VFT is turned on and the 
FALT one tests IC and D and zero tests 0B2, OB5, and OB6. Flip-flop 
IC was zero set by the OSA and its logic was addressed so it should 
one set with the clock pulse. Flip-flop OB2 should zero set when 
clocked and flip-flops D, 0B5, and OB6 should not change states when 
clocked since their logic is false. If no errors are detected by 
the FALT when the flip-flops are tested it.can be assumed that the 


‘ correct SU-lines are true when the PROG TEST button is depressed. 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 


(5) The E test tape continues by testing the SU-lines for each set up © 
button. The last button tested in the E test tape is the RESET 
button which is not a true set up button since it does not affect 
any of the SU-lines. The output from the RESET button, however, 
does affect several flip-flops. The RESET button is used to reset 
an overflow or parity error. An overflow or parity error occurs 
whenever OFLO of PE flip-flops are one set. Therefore, the RESET 
button whose output is known as *ER is used in the zero input logic 
of these flip-flops. In addition, *ER is used in the zero input 
logic of the D flip-flop; it follows then that the OFLO, PE, and D 
Can be used to test the RESET button. The RESET button is tested in 
the E test tape during marker 224, | 


f. Test of Control Panel Neon Lamps. 


(1) The neon lamps located on the computer control panel are tested in 
the E test tape beginning with marker 226. Following marker 225 the 
POWER READY indicator on the control panel should be on because the 
PS flip-flop was zero set with the last OSA command in marker 225. 
The POWER READY indicator should flash when the MARGINAL TEST switch 
is placed in any one of its ON positions. By placing the switch on, 
the output from the 10-Hz oscillator called MOSC on network C board 
is tied to the POWER READY neon driver circuit through the MARGINAL 
TEST switch S1 on the control panel. In figure 4-31 the POWER READY 
incator circuitry is illustrated. 





| C 
*WI(PS~) BEI, POWER READY (084 
_MOSC FROM MARGINAL B63. | 403 , B 
TEST SWITCH . i - sase 
OPEN @A&S4 aoe. ~ A | 
| . DRIVER — 
+1382 
a 
6 
a 
PARITY | DS6 
B 
pe 9858 
B59 NEO B52 
MOSC DRIVER oe 


ARR 80-1241 & 


Figure 4-31. Power Ready Lamp and Parity Lamp Circuitry. 
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when the PE flip-flop is one set by a parity error at which time the 
PARITY indicator will flash. To test the PARITY indicator to ensure 
it flashes, the PE flip-flop need only be one set. The output from 
PE is "anded" with MOSC (10-Hz oscillator) at the neon driver circuit 
gate. In figure 4-31 the PARITY indicator circuit is illustrated. 

In normal operation PE is zero set, making the driver input gate 
false; the PARITY indicator is on and not flashing at this time. 

When PE one sets, the PARITY indicator begins to blink since the 

neon driver circuit will] now oscillate due to MOSC. The PARITY and 
ERROR indicators are tested during marker 229 when PE and OFLO are 
both one set. Several negation tests ("and" tests) are also performed 
during the same marker when flip-flops 0B3, OP1, K, and CLC are 

| addressed and one set. When K is one set, the IN-OQUT indicator 

‘ | Should be off; CLC should turn off the COMPUTE indicator and, the NO 

| SOLUTION indicator should not be flashing since OP2 is zero set. 
Several negation tests are also performed on the logic for the 
KEYBOARD indicator at the end of the neon lamp tests. 


@ (2) During normal computer operation the PARITY indicator is on except 





}. Keyboard Testing. 


(1) The keyboard is the last input device to be tested in the E test 
tape. The outputs from the keyboard and the mechanical reader are 
tied together in the control panel to form a single input to the 
computer. The SM (sample matrix) and RECALL keys on the keyboard 
were tested during the set up button tests earlier in the E test 
tape. The output from the keyboard is in eight-level field data 
code which is fed to the input register composed of the D flip- 
flops. The flip-flops in the input register are used to test the 
keyboard. | 





(2) The test explanation may be followed by referring to the test tape E 
program printout beginning with marker 237. In the first test, the 
0 key is tested and must be depressed once the tape reader has 
started. With the depression of the 0 key, the eight I-lines from 
the keyboard are in the following configuration 00110000. A zero 
indicates that no voltage is on the corresponding I-line while a one 
indicates -10 volts. 


(3) With the first command on tape, the D flip-flops are all zero set; 
the flip-flops for the input/output mode and keyboard are then ad- 
dressed, The zero-set E18 and 1SA command follow, allowing the out- 
put from the keyboard to set the D flip-flops. After several 
seconds the FALT begins to test the D flip-flops which should be set 
according to the keyboard output. In the first test, all I-lines 
were false except I-lines 5 and 6. Therefore, all of the D flip- 
flops should be false except D5 and D6. Each key is tested in the 
Same manner. The plus (+), minus (-), decimal (.); ENTER and CLEAR 
keys also output a field data code. 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 





h. Write Switch Tests. 


(1) There are 24 write switches located on the two write switch circuit 
boards in the computer. These write switches may be divided into 
three groups. The first group of eight write switches controls the 
center taps of all write heads in main memory. The second group of 
eight write switches controls the writing of ones in memory; the 
third group of eight controls the writing of zeros. The write heads 
and switches for main memory are illustrated in figure 4-32. In 
writing zeros in channel 000 it is necessary to turn on the write : ‘ 
switch for the center tap, the write switch controlling the prime or 
zero side of channel 000 write head and to one set write flip-flop 
MWO. The 24 write switches used for channel selection are all * 
addressable (see table 4-14) and are tested in the E test tape 
beginning with marker 252. 












1c430/ 224 WRITE | 434844 
cp - AS4 
MW . 434B45_ 
JOIZ/Y 
B62 WRITE 
/C760/ | witcn| 434458 woo 
/C5A-/ AS? woo- 
+15V 
434057 
JO13/Q 
| WRITE |434 
1c430/ 444 oe 
co - AS4 
MWwO . B52 
JOI3/Z «— 439A4 ARR 80-1242 . = @ 


| Figure 4-32. Write Switch Testing. 


(2) In normal computer operation the storage selection switch located on 
the inside of the computer is used to determine the number of main 
memory channels that are active or hot. It is impossible to write — 
jnto those channels which have not been activated by the storage 
switch. The storage switch controls the number of channels which 
are activated by controlling the +35 bias voltage used in the write | 
switches. Thirty-five volts are used as the bias voltage for the 
base of the final transistor stage in each write switch. When the 
FALT is connected to the computer and the WR SW switch on the FALT 
front panel is placed in the ENABLE position all main memory chan- 
nels are activated for testing purposes. When the computer memory — 
is to be loaded from the SDR all channels again must be activated. 
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Center tap write switch CTBl is the first switch to be tested in the 
E test tape. Logic drivers /C760/ and /C5A/ make up the logic for 
CTB1 switch and both of these drivers were tested in the B test 
tape. The test explanation of CTB1 may be followed by referring to 
the test tape E program printout. After the OSA command in the 
first test of marker 252, the logic for CTB1 is true; the ITA 
command then follows and CTB1 1s addressed and tested. The 1TA 
command is used to test the write switches since they are address- 
able and are directly connected to the FALT. With the logic true 
the normal output of switch CTB1 is a positive voltage of about 15 
volts. Before this positive output voltage can be used by the FALT 


‘error-sensing circuits, it must be converted to a negative voltage. 


This is accomlished by the write switch conversion amplifiers located 
on the network D and E boards in the FALT. To ensure voltage from 
the center tap write switches is positive, the main memory write 


flip-flops MS1 and MWO are both zero set since their one-set outputs 


are connected to the center tap write switches through the write 
heads. If CTB1 is turned on in the first test, no error is detected 
by the FALT and the next test which is also a one test follows. The 
third test of the switch is a negation test. After addressing the 
logic, driver /C760/ is false and the switch which should also be 
false is zero tested using the OTA command. In the test tape E 
program printout following the third test of CTB1 the terms MSUO and 
C760 appear. These terms indicate that the diode associated with 
driver /C760/ in gate MSUO is under test. Altnough term MSUO does 
not appear in the computer wire list (TM 9-1220-221-34/6) it is the 
logic term used to describe the “and" gate formed by the logic 
drivers /C760/ and C5A-/ on write switch circuit board. This “and" — 
gate is the input gate for write switch CTB1 and is effectively 
tested when the write switch is tested. The diode associated with © 
/C5A-/ is tested in the fourth and final test of CTB1 in marker 252. 
The remaining center tap write switches are tested in a Similar — 
manner. 


The test of write switch SS1 begins at marker 255. This write 
switch controls the writing of ones in eight different channels. 
Therefore, in testing SS1 there are eight separate tests performed. 
In the first test of SS1 the center tap write switch CTB1 is turned 
on by the OSA command and the +15-volt output from CTB1 is present 
on the center tap of channel 000 write head as illustrated in figure 
4-32. The logic for SS1 is also true, and if SS1 turns on, the +15 
volts will be present on the output line to the FALT from the Ssl 
write switch. This voltage is used to indicate that SS] is turning 
on; it is tied to the FALT through J0O13 pin /Y. In each set of SS] 
a different center tap write switch is turned on to test each write 
head that is associated with SS1. All main memory write heads and 
memory connecting plugs can be tested for continuity by using this 
method of testing write switches. 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 


i. Main Memory Write Flip-Flop Tests. 


(1) 


The main memory write flip-flops MW1 and MWO are located in circuit 
boards 437 and 439. The one-set output from the main memory write 
flip-flops feed eight "or" diodes. The “or" diodes on the one-set 
Output of MW1 are then tied to the eight write switches SS1 thru 
$S15. When writing into the memory, the +15 volts from the center 
tap write switch is tied to the one-set output of MW1 through the | 
write head, the SS write switch, and the "or" diode. When +15 volts 
is tied to the one-side output of MW1l and the flip-flop is one set, 
the FOT line is false and the flip-flop can be one tested. To one 
test either main memory write flip-flop it is necessary to activate 
a write head by turning on a center tap write switch and an SS write 
Switch. When 15 volts is not present on the one side output of the 
main memory write flip-flop, the FOT line output is about -3 volts 
and there is an error indication on the FALT when the flip-flop is 
one tested. If one of the eight "or" diodes tied to the output of 
either main memory write flip-flop is open, an error indication wil] 
appear during the logic test of that flip-flop. Therefore, before 
beginning the logic tests of MW1 and MWO the eight "or" diodes on 
the output of each flip-flop must be tested. These diodes are tested 
in the E test tape beginning at marker 280. The test explanation may 
be followed by referring to the test tape E program printout. 


After the OSA command in the first test, write switches CTB1 and SS1 
are both on and +15 volts should be present on the output of MW] 
providing the first "or" diode on pin A4 of board 437 is conducting. 
Write flip-flop MW1 can now be one set and one tested. The same 

diode is checked again in the second test. However, the center tap 
write switch CTB8 is now on together with SS1. After CTB8 is turned 
on, MW1 is one set and one tested completing the test of the first "or" 
diode. Each diode is tested in the same manner. In testing the second 
"or" diode, SS3 must be turned on. To test the third diode SS5 must 
be turned on. Once the eight "or" diodes for each main memory write 
flip-flop are tested the E test tape proceeds with their logic tests 
beginning at marker 284. The logic tests of the main memory write 
flip-flops are the same type of tests performed on logic flip-flops. 


j. Read Switch Tests. 


(1) 
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There are 66 read switch circuits located on the eleven read switch 
boards in the computer. There are 64 channels in main memory. | 

Therefore, only 64 read switches are used. The read switch circuit 
is tied directly to the memory read head which is constantly reading 


information as the memory rotates. However, no information flows 


from the read switch until it has been activated by computer logic. 
There are two types of information words in the computer memory, the 
number word and the program word. Since two different types of 
words exist, there are two different sets of logic to activate any 
one read switch. Illustrated in figure 4-33 is the read switch for 
channel 000. When a program word is to be read from channel 000 the 
"and" gates CPUO and CPLO are true; information will] then flow from 
the read switch to the read amplifier circuit board. 




















(3) 
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Figure 4-33. Channel "000" Read Switch Circuitry. 


The read switch test beginning at marker 296 is divided into two 
sections. In the first section each read switch is addressed and 
tested using logic associated with the reading of a number word. In 
the second section the read switches are again addressed and tested, 
this time using logic associated with a program word. The ON flip- 
flops are used to select the read switch when a number word is to be 
read while the CP flip-flops select the switch when a program word 
is to be read. During read switch testing, the FALT exciter flip- 
flops are also involved in selection. The read switch for channel 
000 is turned on to read a number word by "and" gates (CNUO) and 
(CNLO) as shown in figure 4-33. The “and" gates (CPUO) and (CPLO) 
will also turn on this read switch if a program word is to be read. 
The logic for these "and" gates is illustrated in figure 4-34, | 
Logic gate (CNLO) is true when flip-flop CN2, CN3, and CN4 are zero 
set and when term EM5 from the FALT is true. Term EM5 is an "and" 
gate whose inputs are exciter flip-flops El, E2-, and £3. The "and" 
gate (CNUO) is composed of the CN flip-flops and exciter flip-flop 
E7. To turn on the read switch for channel 000, the CN flip-flops 
must all be zero set and the exciter flip-flops must also be pro- 
perly set. The FALT, by using the exciter flip-flops, can accurately 
control the read switches even when the computer logic is defective. 


The first read switch test in marker 296 is reproduced below: 


OSA E7 £3 £1 E4 1TA MNF 
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4-35. DESCRIPTION OF E TEST TAPE--Continued 
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Figure 4-34, Read Head Logic. 


The CN flip-flops are all zero set by the initial OSA command. The 
E7 term in the FALT is then one set, making gate (CNUO) true. After 
the E3 and El flip-flops are one set, term EM5 is true and gate 
(CNLO) will be true. Once the "and" gates are true the read switch 
for channel 000 should be on. The output from-the channel 000 read 
Switch is then fed to the emitter-follower circuit on the read amp- 
lifier board as shown in figure 4-33. The output from the emitter- | 
follower feeds the threshold circuit and transistor amplifier cir- 
cuit which is used to test the read switch. The collector of the 
transistor is tied to the FALT through connector J013. When the 
read switch is on, term MNF is true and no error is detected in the 
FALT. In the first read switch, test exciter flip-flop E4 was also 


one set to ensure that only the read switch for channel 000 was 


addressed. In the second section of the read switch tests when 
channel 000 is tested for a program word the CP's are set and term 
MPF from the other read amplifier board is addressed thus testing 
the read switch for program operation. Negation tests of the read 
Switch diodes are also performed in the E test tape; for the number 
word operation these tests begin at marker 313. Each read switch is 
tested by addressing the computer logic and the neceseary FALT 
exciter flip-flops, then testing terms MNF or MPF. 


k.. Memory Tests. 


(1) 


4-70 


The last portion of the E test tape is devoted to testing the com- 
puter memory. Each channel in main memory is tested. In addition, 
the channel containing the ejght recirculating loops is also tested. 
The explanation of the test of channel 000 may be followed by refer- 
ring to the test tape E program printout at marker 346. The first 
command in the tape is OSA. With this command, write switches CTB1, 
SS1, and SS2 are on, thus selecting the write head for channel 000.. 
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Once the exciter flip-flops E7, £4, E3, and El are one set, the read 
Switch for channel 000 is on. The FALT strobe control flip-flop E5 
is then one set, allowing the FALT to control the main memory read 
flip-flops. MWO is then one set and zeros are written into memory 
during the time delay. The OSF command then follows, and the read 
flip-flops are zero set; MWO is also zero set along with £5. With 

E5 zero set, the strobe output from the network C board is a constant 
negative voltage of about 10 volts; this will allow signals from the 
read switch to set the read flip-flops. Flip-flop MW1 is then one 
set and a time delay follows while ones are written into channel 000 
of the memory. As the qgemory rotates, the ones are read by the read 
Switch and the main memory read flip-flops should both one set. The 
FALT then one tests the read flip-flops. If channel 000 is defective, 
the read flip-flops will not be one set and an error will be detected. 
MW1 is then zero set and MWO is one set. A time delay follows while 
zeros are written into memory. The read switch should then begin to 
read the zeros and zero set the main memory. read flip-flops which 

are zero tested by the FALT. 


(2) In the test of a memory channel, the channel is first cleared or 
zeroed; ones are then written and the read flip-flops are tested. 
The next Step is to write zeros and again test the read flip-flops. 
Each channel, therefore, is teSted for writing both ones and zeros. 


(3) The E test tape continues by testing the remaining channels in 
memory. Since the logic for each channel is different, the flip- 
flops which are addressed for each test will differ. In testing 
channel 002 flip-flops CN2, CP2, and C2 must be one set to select 
the read and write circuitry for channel 002. The recirculating 
loops or registers are tested during marker 378 in the E tape. The 
loops are tested for both ones and zeros. When the two 16-word 
loops are tested the intermediate read flip-flops are tested in 
addition to the read flip-flops located at the end of the loops. 


4-36. Seren F1T and FOT RESPONSE LINES 


Computer flip-flop circuit outputs are sensed in the FALT gheouoh the FIT 
(flip-flop 1 test) and FOT (flip-flop 0 test) lines. Every flip-flop circuit 
is connected to both an F1T and FOT line through "or" diodes located on the 
flip-flop circuit board. ‘For example, the one-set output of flip-flop DA5 is 
connected to the F1T1 line through “or" diode CR43 and the zero-set output is 
connected through "or" diode CR80 to FOT1 line. The flip-flop circuits 
located on board 230 thru 240 are tied together to form F1T1 and FOT1 lines as 
shown in figure 4-36. Lines F1T1l thru F1T7 feed the seven "or" diodes on 
circuit boards 101 and 433. The outputs from these two "or" gates are tied. 
together to form a single one test response line known at F1T which is con- 
nected to the FALT through the red FALT cable. Before any flip-flop circuit 
can :be one or zero tested it must be addressed by the FALT and since only one 
flip-flop circuit can be addressed at any given time only one response line is 
required for one testing and one line for zero testing. 


4271 
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4-37. FLIP-FLOP ADDRESS AND RESPONSE LINES 





a. General. All computer flip-flop circuits including read and write | 
flip-flops may be set and tested using the address and response lines. 


b. Specific Testing. 


(1) Two conditions are required to one set or zero set any flip-flop. 
First a true signal (-6 volts) on the one or zero set input line and 
second a 1 or 0 clock pulse. Assume the flip-flop in figure 4-36 to 
be zero set and a true signal (-6 volts) to be present on pin B40 ~ 
the one-set input line. When a 1 clock pulse is applied to diode - | | 
CR46 the flip-flop will one set. It is also possible to one set : 
this flip-flop using the DU/DL address lines. By applying -6 volts 
to the DU/DL address line, pins B37 and B34 the address gate com- 
posed of diodes CR60 and CR63 will be true and -6 volts will be 
present on the one set input line via diode CR35. Bias voltage for 
CR35 is supplied from the -18 volt test voltage (-18VFT) on pin B24 
through resistor R13. The flip-flop will one set with a1 clock 
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Figure 4-35. Flip-flop Address and Response Lines. 
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Once the DU/DL address gate is true, it is also possible to zero set 
the flip-flop because -6 volts or a true input signal is also present 
on the zero-set input line of the flip-flop through diode CR89. 
However, when zero setting a flip-flop a 0 clock pulse is applied 
through CR78. By utilizing the DU/DL lines the FALT can control the 
state of every flip-flop circuit in the computer. | 


Any flip-flop circuit in the computer can also be one or zero 
tested by the FALT. Assume the flip-flop in figure 4-35 to be in 
the one-set state. When the flip-flop is one set, -6 volts will be 
present on the one-set output line of the flip-flop. Diode CR52 is 
fed by the flip-flop; diode CR48 is fed by the DU/DL address gate. 


These two diodes form the response line gate wnose output is true 


when the flip-flop is one set and the DU/DL address gate is true. 
Bias voltage for the response line gate is provided through resistor 
R18. The FALT senses or tests the output of the flip-flop circuit 
through the FlT-line diode CR44. For a complete description of the 
computer F1T and FOT lines, refer to paragraph 4-36. The flip-flop 
is zero tested in the same manner except the FALT senses through the 
FOT line. 


The DU/DL ‘lines and the -18 volt test voltage originate in the FALT; 


the 1 and 0 clock pulses, however, are controlled by the FALT. 
FALT EXCITER FLIP-FLOPS 


_ General. There are eight exciter flip-flops located in the FALT. 
These flip-flops are connected to the computer through the FALT cables 
and are used to simulate or control various logic terms for testing 
purposes. 


b. Specific Use of Exciter Flip-Flops. 


(1) 


(2) 





The use of each exciter flip-flop while logic testing 1s outlined in 
table 4-10. In the first column, at the left, the exciter flip-flop 
is listed; the connector and pin is listed in the second column and 


the computer term that the exciter flip-flip is simulating or — 


controlling is outlined in the third column. The last column is a 


_ description of the use of the exciter flip-flop. Table 4-10 con- 


tains only the use of the exciter flip-flops while logic testing the 
computer. When the read circuitry and memory are tested, the exciter 
flip-flops are used in a different manner. In testing the read | 
circuitry each "and" gate used in the read head selection contains 

one exciter term. The "and" gate (CNLO) contains exciter term EM5. 

If the exciter term is false, the read head selection gate will also 
be false. Term EM5 is an "and" gate located in the FALT composed of 
flip-flops £3, E2-, and El. Contained in table 4-11 are the exciter 
terms that are used while testing the read circuitry and memory. 


When testing the computer using the control box it is sometimes 
necessary to address and set the exciter flip-flops. When an 


exciter flip-flop is one set, the corresponding indicator on the 
~ FALT front panel will light. The exciter flip-flop DU/DL address is 


listed in TM 9-4931-204-34/1. 
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4-38. FALT EXCITER FLIP-FLOPS--Cont inued 
Table 4-10. FALT Exciter Flip-flop 








Exciter Cable Computer 





term and pin — term | Remarks 

El J12/Z GPRC- The one output of El is used to simulate 
computer term GPR- when logic testing 
mode control flip-flops E and K. 

El- J12G6 ESU The zero output of £1 simulate SU-lines . 
when testing flip-flop logic; with £1 
zero set, all SU-lines except SU- are ‘ 


true for testing purposes. El- is also 
used as the I-line input when Dl is 
tested in the D test tape. 


E2 JI2AA OPE E2 simulates term OPE when output 
driver D100 thru D800 are tested. These 
output drivers are tested when they are 
used to simulate other terms; 0200 is 
used as I14G when D4 is tested. 


| E2- J12HH FH The zero output of E2 is used as term 
FH when zero input logic of K is tested. 


E3 J12BB FB E3 simulates input terms FB, FBPR and © 
| | FBCP in the CP6 logic tests. These in- 
put terms are used by an external in- 
put device to indicate to the computer 
that information is about to be read. 


E3- J1l2Jd FBH The zero output of £3 is used as tem 
FBH when the zero input logic of K 
flip-flop is tested. 


E4 J12CC EER E4 simulates terms ER when PE and OFLO flip- 
| | | flops are tested and CTT when CP7 is tested. 


E4- —J12KK Fl Matrix Feline test; if two matrix but- 
tons are not depressed £4 will indicate t 
an error.when zero set. 


E5- J12D0 © TC Timing control prime; E5 is used tosimulate + 
this signal when testing flip- flop logic. 





E5- J12/Q FSC-  FALT strobe control; E5- 1s used to con- 
trol the strobe pulse while testing memory. 


E6 J15/6 ET6 E6 controls the output of the teletype 
| | oscillator when F32 is tested. 


E7 -J15S | ET7 E7 controls the output of the teletype 
oscillator when F32 is tested during 
the C7 logic tests. 
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Table 4-11. Exciter Terms Used in Read Selection 


© Exciter Cab] @ 

















term Logic and pin Gates 
EM2 F3- £2 £1 J12/S (CNL1) (CNL6) 
(CPL1) (CPL6) 
EM3 63+ £2 €1 J12/T (CNL2) (CNLS5) 
(CPL2) (CPL5) 
: EMA £3 £2- El- J12/U (CNL3) (CNL4) 
(CPL3) (CPL4) 
° E6 F3 £2 ~~ #€1- J12EE (CNLO) (CNL7) 
— (CPLO) (CPL7) 
EM6 E3 £2 €E1- J12/W (CNX) (CPX) 
E4-  912/X (CNU2) (CNU5) 
(CNU2) (CNU5) 
EMS J12/V (CNU1) (CNS4) 
(CNU1) (CPS4) 
E7 J12FF (CNUO) (CNS3) 
(CPUO) (CPS3) 
EM7 E8 J12/W (CNU4) (CNSS) 
(CPU4) (CNS5) 
4-39. PROBABLE ERROR FROM FALT FRONT PANEL INDICATION 





Basically the FALT addresses and tests logical terms in the computer. 

A DU (upper address) and a DL (lower address) selects the term to be 
set or tested. The F1T (flip-flop one test) line and FOT (flip-flop 
zero test) line are then monitored. If the voltage output on the F1T 
and FOT lines are correct, the test passes and another term is ad- 
dressed and tested. This process is continued until all terms have 
been tested. The test indicators 1TF and OTF indicate the test being 
performed. The 1SF and OSF indicators indicate that a particular flip- 
flop is to be set up either the one-set or the zero-set state. The Fl 
and FO indicators indicate the output from the F1T and FOT lines from 


the computer. When a test tape has stopped because of a malfunction in | 


the computer, the TEST ERROR indicator in the FALT will flash. This is 
a result of the F1T and FOT lines inputting incorrect voltages to the — 


FALT threshold amplifiers. When a logical term is being one set or one 


tested the FlT-line should be -6 volt level and the FOT-line should be 
at the 0-volt level. When a logical term is being zero set or zero 
tested the FOT-line should be at a -6-volt level and the FlT-line 
should be at a O-volt level. 
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4-39. PROBABLE ERROR FROM FALT FRONT PANEL INDICATION--Continued 


d. 


4.76 


NOTE 


If the lines have the correct voltages on them, the TEST ERROR 
indicator will not flash and the Fl and FO indicators wil] not 
light. | | 


. When a test tape has stopped and the TEST ERROR indicator is flashing, 


the FO and Fl indicators will indicate the type of malfunction that 
- caused the error. 


If the logical term was to be one set or one tested and the ERROR in- 
dicator flashes, the FO and Fl indicators will be in one of the four 
following configurations. 


(1) 


Neither the FO nor the Fl indicator is lit. This indicates a shorted 
output from the particular term or a shorted output to the F1T line 
or open F1T diode. See paragraph 4-40 for procedure to locate and 
correct malfunction. a 


Both FO and Fl indicators are lit. This indicates that the FOT line 
which is supposed to be at 0 volts is -6 volts or an open DU/DL 
diode. See paragraph 4-41 for procedure to locate and correct mal- 
function. | | 


The Fl indicator is lit; the FO indicator is not lit. The FOT-line 
which is supposed to be at 0 volts is at some potential between 0 | 
and -6 volts. See paragraph 4-42 for procedure to locate and cor- 
rect malfunction. | | 


The FO indicator is lit, the Fl indicator is not lit. This indi- 
cates a logical error to the input of the circuit board or a faulty 
circuit board. See paragraph 4-43 for procedure to locate and 
correct malfunction. 


If the logical term was to be zero set or zero tested, the configura- 
tion would be as follows: 


(1) 


Neither the FO nor the Fl indicator is lit. This indicates a shorted 
output to that particular term, a shorted output to the FOT line or 
open FOT diode. See paragraph 4-40 procedures to locate and correct 
malfunction. . 


Both the FO and the Fl indicator are lit .. This indicates the F1T- 
line which is supposed to be at 0 volts is at -6 volts, or DU/DL 
diode is open. See paragraph 4-41 for procedure to locate and 
correct malfunction. 


The FO indicator is lit; the Fl indicator is not lit. The F1T-line 
is supposed to be at 0 and -6 volts. See paragraph 4-42 for proce- 
dure to locate and correct malfunction. | , 


The Fl indicator is lit; the FO indicator is not lit. This in- 
dicates a logical error. See paragraph 4-43. 
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PROCEDURES IN TROUBLESHOOTING WHEN FO AND Fl INDICATORS ARE NOT LIT 
AND ERROR INDICATOR IS FLASHING 


betamiine the test being conducted by cross-referencing the marker 
index number in the test tape program printouts. The term being one or 
zero tested is now known. Use tables 4-13 thru 4-15 to find the 
particular board location of the term being tested and its output pin; 
use the one side if being one tested, zero side if being zero tested. 
Replace that board and rerun test tape. If error is still present, use 
T™ 9-1220-221-34/6 and look up that particular term. There will be a 
list of all circuit board connector pins connected to that output. 

Pull out each of the boards listed, one at a time, except the board 
that the term is located on until the test error lamp stops flashing. 
If this does not correct the problem, carefully examine each one of the 
board and pins listed for that term. If this does not locate the prob- 
lem, use an ohmmeter to determine which lead(s) is shorted to ground. 


NOTE 
For clarity it will be assumed that a one test is being con- 
ducted. 


If the -6 volts is present at the one output pin, FlT-line circuitry is 
defective. Referring to the appropriate schematic, find the F1T output 
pin. Using a voltmeter, check that -6 volts is present at that pin. If 
not, again referring to the schematic check the input to the DU and DL 
input terms. If DU or DL term is not present as represented by -6 volts 
at each pin, there is a short at that pin. Locate it using component 
list (TM 9-1220-221-34/7) and ohmmeter. If DU and DL input terms are 
correct then one of the FlT-lines is defective. Using the component 
list (TM 9-1220-221-34/7) look up the board and pin number of that 
particular FlT-lineé. Assume that when that board and pin are referenced | 
FlTl-Line is indicated. Using the wire list (TM 9-1220-221-34/6) look 
up F1T1. Replace each of the boards except that board being tested 
until the short is removed (-6 volts is present). If this does not 


correct the problem carefully examine each one of the pins listed for 


that term. If this does not locate the problem use an ohmmeter to 
determine which lead(s) is shorted to ground. 


If both F1T1l and output are true, replace boards 101, 433, and 434. 
These boards contain the “or" gates whose outputs are FIT and FOT. 
(Refer to fig. 4-36). In this example F1Tl is an input term to board 
101 pin A2 as found by referencing term F1Tl in the wire list. The 
output of this "or" gate referencing the schematic of the power control 
C board is on pin Bl (F1T). By using a voltmeter and/or an ohmmeter and 
the wire list, the pin can be detected and corrected. | 


PROCEDURE FOR TROUBLESHOOTING WHEN FO AND F1 INDICATORS ARE BOTH LIT AND 
ERROR INDICATOR IS FLASHING 
Continue running test tape until only one light is lit. 


Replace board indicated in the tape listing. 
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4-41. PROCEDURE FOR TROUBLESHOOTING WHEN FO AND Fl INDICATORS ARE BOTH LIT 
AND ERROR INDICATOR IS FLASHING--Cont inued | | 











io! F1Ti | 
DAS CR43 B32 - iol fa2 | | lO! g JOIS 
DA4 © 30 FiTi . FAT A 
aota cee eae sas | Ol ay | 
F1T : 
CR7. 23! ane lol B2 
OB4 932 FiT 3 
BI 232 | 433 B25 | 433 933 
CL2 832 
CRS 233 
CP6 §32 
cP2 234 : 
PP 832 
D6 235 | 
N4 832 . 
CPFS 237 
CFS - B32 
CNS 2368 
LP B32 | 
AC 239 ioi B4 87 . JOIs5 
07 R32 FOTI 101 FG | 
CNG 240 = — AS 
rove 8 
FOT3 
434 B25 434 A33 
FOT4 isu vee 
FOTS 
434 A40 | 
FOTG6 | 
434 B39 
FOT? ARR 80-1246 


Figure 4-36. Computer F1T and FQ@T Response Lines. 


— 4-42, PROCEDURE FOR TROUBLESHOOTING WHEN ONE SET OR ONE TEST COMMAND HAS BEEN 
EXECUTED AND Fl IS ON AND ERROR INDICATOR IS FLASHING 


Follow the same procedure as above. Replace board indicated in tape listing. 


4-43, PROCEDURE FOR LOCATION AND CORREEE ION OF LOGIC MALFUNCTIONS IN THE — 
_ COMPUTER 


a. No absolute step-by-step procedures will be given. The method of 
approach will be given in the form of an example. The example given is 
based upon a typical test tape listing from TM 9-1220-221-34/2. It is « 
possible that in the future, minor changes in logic may appear but the 
listing will be similar in format. 


b. To analyze and correct malfunctions the list of logic equations must be 
used (TM 9-1220-221-34/1/1). In addition, the following TM's must be 
available. 

(1) TM 9-1220-221-34/2, test tape B program printout. 


(2) TM 9-1220-221-34/3, test tape C program printout. 
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Cc. 


4-44, 








(3) TM 9-1220-221-34/4, 


(4) TM 9-1220-221-34/5, 
(5) TM 9-1220-221-34/6, 
(6) TM 9-1220-221-34/7, 





™ 9-1230-221-34/1' 


test tape D program printout. 
test tape E program printout. 
wire list. 

component list. 


If the control box C-4020 is available, it offers the following ad- 
vantages in malfunction isolations. 


(1) It verifies that the test tape has not been misread and met the 


error is legitimate. 


(2) It saves the time necessary to back up and rerun the test tape. 


(3) It permits the maintenance man to directly address a particular 


flip-flop, logic driver, etc at the generating board. However, this 
measurement by the FALT is taken at that particular board and does 
not detect broken wires, poor solder connections, and defective 
diodes in other logic circuits where the addressable term is used. 


7 NOTE | 
Refer to TM 9-4931-204-34/1 for operation and use of the control 
box. 


MALFUNCTION ISOLATION 


AB test tape has been placed in the SDR and run. The tape has stopped, 
indicating a malfunction in the computer. The MARKER INDEX READOUT on 
the FALT is 692 007. os 


The operator must now consult the technical manual corresponding to the 
tape used in the SDR. An example of the listing from one of the techni-- 
cal manuals is. given below. | 


692 XP and test, zero side. 


1SA 
1SA 


1SA 
-  -1SA 
1SA 
XP 
1SA 


1SA 








E 0E18 OSA 1E18 1TF XP : O1 MP. 
1E18 


CL4—i‘(imeéC OK MP OE18 QSA 1TF  =—s XP 

QO1 KB ‘ O02 CL4 ° 04 XC- ° ° . ‘ 
K MP OE18 OSA 1E18 1TF XP 02 E- 

01 KB K ‘ 03 IX- ° . : . ° 
E K _ MP — XC OE18 OSA 1E£18 1TF XP 

02 XC ° O1 KB K ° 04 CL4- ° ° ‘ 
CL4 E K MP IX QE18 QSA 1E18 1TF 
. O3 E ° 01 KB K ° O2 CL4 ° 04 XC- 

fe MP XC IX 0E18 OSA 1E18 1TF XP 
03 XC . 01 KB OK - O04 CL4- ‘ ° ° 
CL4 = =XC 0E18 OSA 1E18 1TF XP 04 KB- 

O01 MP- — ° ° es ° . : e 
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4.44, MALFUNCTION ISOLATION--Continued 


c. Observe that the marker number is 692. The operator selects the marker 
number corresponding to the readout. Counting commands after the marker © 
number, 1SA, E, 0£18, OSA, 1£18, 1TF, and XP counts to 007 corresponding to | 
the index number 007 displayed in the readout. The operator then knows the 
fol lowing: 





(1) The tape Stopped when flip-flop XP was being tested for one state. 


(2) It is apparent that XP did not remain in the one state as it should 
have since it was previously one set during the one set all (1SA) 
command, hence an error occurred and the tape stopped. 


d. Reading across, the action which has taken place up to the point of 
failure (index 007) is as follows: one set all (1SA) was given to 
place all flip-flops in the machine in the one state. This command is * 
automatically followed by zero set the following (OQSF) generated internally 
within the FALT. The flip-flop symbols which follow the internally 
generated OSF command are all zero set through the set-reset lines of 
each listed flip-flop. In this case only flip-flop E is listed. 

Therefore, E should be zero set. The next three commands (0E18, OSA, 
and 1£18) act as a‘clock pulse to zero set all flip-flops. This will 
result in those flip-flops which have a true condition at their zero 
set logic inputs being zero set. The next command listed is one test 
the following (1TF), and the next listed flip-flop, XP will be one 

tested. This is accomplished by means of threshold amplifiers in the 
FALT which are capable of discerning, with tolerance, the voltage on a 
line; in this case, the output of flip-flop XP. 





e. It is at this point that the test failed (index 007). Flip-flop XP was 
found zero set as indicated by the FO indicator on the FALT being lit 
(instead of Fl) and a flashing error indicator. Flip-flop XP should 
have remained one set when it was set previously by. the 1SA command. 


f. Replace each of the boards suggested in the tape listing one at a time, 
each time backing up the tape or by using the control box C-4020 to 
enter the given test rerunning the test until the suggested boards 
and/or assemblies are tested and/or Pebrcees In this case boards 334, 
335, and 436 are listed. | a 


g. If this does not correct the problem, the operator should refer to the | 
logic listing (TM 9-1220-221-34/1/1). The portion of the logic under ‘ 
test in this example is reproduced on the following page for convenience. | 


h. Inspection of the test listing and the logic equations reveal that this 

_ particular portion of the test, the "and" diodes to the zero-set side 

of the flip-flop XP are being tes ted by negation tests. A negation 
test is one in which each input to an "and" gate is made false in turn, 
while all other are held true. If an “and" gate output is found to be 
true, the diode held false is thereby shown incapable of holding the — 
‘output of the entire gate false, hence tiiat particular diode is probably 
open. The "or" gate (01, 02, etc) and the "and" gate term (MP-, /KB/, 
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etc) tested is listed, after the numbers 01, 02, etc, offset from the 
regular column positions. For example, at marker 692, index 007, 01 
MP- indicated that the first "or" gate term MP- in the "and" gate of 
the logic has just been tested. 


Refer to figure 4-37 for a view of the mechanization of XP logic. For 


Vs 
an overall] illustration of the equations mechanized, refer to TM 9- 
1220-221-34/1/1. 

xc -8!8 334860 
: e- -S2A SECONDARY 
ci4 828 
x- SIA 334860 |]  OXPTI ASS 335A47 
xc -83A SECONDARY | 
- 638, 
TERTIARY 
xc- 536A 334B56_ jn ee 
cL4--578 SECONDARY | 
xB; 28 = OXxP= 
| MP-/KB/ 
mp- -228 +(+E -XC CL4 
| (+E XC IX- 
(+ XC- CL4- 
/KB-/ 
ARR 80-1247. 
Figure 4-37. Mechanization of OXP. 

j. Referring to the tape listing, (marker 692 index 007) and starting from 
the first 1SA or OSA command preceding the term that failed, and not 
preceded by an 0E£18 command; determines the state (one set of zero set) 

: of each one of the terms involved in the specific logic equation (TM 9- 
1220-221-34/1/1). | 
: k. In this case all terms are one set except the E term which is zero set. 





Gate 01 (MP- /KB/) is false because MP is one set not zero set. Gate 
02 (E XC CL4) is true because all of its terms are true. Gate 03 (E XC 
1X-) is false because term IX is one set and term E is zero set. Gate. 
04 (XC- CL4-) is false because terms XC and CL4 are both one set. 
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4-44, MALFUNCTION ISOLATION--Cont inued 


1. Referring to the mechanized equation in figure 4-37, monitor the output 
voltage of each one of the output gates. 


(1) In this case the voltages should be: 


- 334850, gate 0l--approx 0 volts (F) 
334B60, gate 02--approx -6 volts (T) 
334B60, gate 03--approx 0 volts (F) 
334B56, gate 04--approx 0 volts (F) 


(2) Gate 01 should be false; the tertiary term /KB-/, which should also 
be false is “anded" with gates 02 thru 04. XP is one set. There- 
fore, XP should remain one set because the logic to zero set X0 
Should not be true. However, XP is being zero set. Therefore, the 
most likely gates to be at fault are gate 01 and the tertiary gate. 


m. Normal electronic signal tracing techniques may now be utilized to 
troubleshoot and correct the logical error. 


4-45. EXPLANATION OF DU/DL ADDRESS TABLES 


The operator using the tape printouts can acknowl edge the commands of flip- 

| Flops and desires the DU/DL address (address code is needed either for testing 
using a voltmeter or for addressing using the control box C-4020 or for both). 
Table 4-12 contains the flip-flop primary functions; table 4-13 contains the 
flip-flop address and location; table 4-14 contains the write flip-flop address 
and location; table 4-15 contains the read flip-flop address and location; 
table 4-16 contains the flip-flop address and response lines; table 4-17 
contains the.read flip-flop address and response lines; table 4-18 contains | 
the address for the addressable primary "and" gates, logic drivers, and write 
Switches. 


Table 4-12. Flip-Flop Primary Function 


Logic | Logic | 

name Purpose name Purpose 

AC A loop control. | CFS Channel field switch. 

AK Carry for addition; mode CFSW Channel field switch for 
control. writing. | 

AP A loop extension, Tp phasing. CLC Computer light control. 

AX A loop extension, TX phasing. CL2 Channel no. buffer (next 

| CL3 instruction address). 

Bl Bit counter. | CL4 

B2 CL5 

B3 | | | CL6 

B4 7 CL7 

B5 
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© Logic 


~name- 





CN2 
CN3 
‘CN4 
CN5 
CN6 
CN7 


— ~CP2 
CP3 
CP4 
CP5 
CP6 
CP7 


CPFS 
CP76 


CR2 
CR3 





CR5 
CR6 
CR7 
C2 


c4 
C5 


C7 


DSH 
DSP 
DX 
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Table 4-12. Flip-Flop Primary Function--Continued 


Purpose 


Number channel selection 
register for reading. 


Program channel selection — 


register. 


Channel program field 
Switch. ? 
Special program channel 
control. | 


Channel no. buffer (operand 


address). 


Number channel selection 
register for writing. — 


D loop control. 
Display shift timing. 
Display control. 


D loop extension. TX phasing. 


Logic 
name 


DAI 


Purpose 


Display register; input- 
output register. | 


Display register. 


Mode control (down mode). 
Mode control (execute). 

Field switch. 

Psuedo mode control. 

I loop control. | 
Instruction disagreement. 

I loop extension, Tp phasing. 
Mode control] (compute). 

L loop control. 

L loop extension, Tp phasing. 
L loop extension, TX phasing. 
Main memory read control. 
Number read. 


Program read. 
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Table 4-12. Flip-Flop Primary Function--Cont inued 








Logic Logic | 
name Purpose name Purpose 
MN Main memory number collector. RX R loop extension, TX phasing. 
MP Main memory instruction S Selector track read 
collector. " _ 
—MWI Main memory write. ae counene) 
MWO : TP Timing . 
NC N loop control. | TSO Timing | 
ND Number disagreement. TY Timing 
NX N loop extension, TX phasing. XC X loop control. 
OB2 Operation code buffer. | XD Display delay. 
0B3 | | ~ | 
oa ) XR X loop recirculation control. 
OB6 X1 Display anode counter. a © 
X2 | 
OFLO Overflow indicator. 
A32 L ite flip-flops. 
OP1 Discrete output register. pp See iene aye 
OP2 132 
OP3 L32 
| oe NP 
02 Operation code register. QP 
03 RP 
04 XP 
05 
06 AO Loop read flip-flops. 
D ‘ 
PE Parity error indicator. ee 
: | LO 
PN Parity generation and de- NO ‘ 
tection for numbers. RO 
| a RM 
PP Parity generation and de- 00 
tection for instructions. OM 
XO 
QC Q loop control. 
QX Q loop extension, TX phasing. 
RC R loop control. | 
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Flip- 
flop 





AC 
AK 
AP 
AX 
Bl 
B2 
B3 
B4 
BS 
B6 





CL3 

CL4 
CLS 

CL6 
CL7 
CN2 
CN3 
CN4 
CNS 








CL2 


Location 


239° 
224 


320 


— 315 


232 


— 340 
208 


440 
441 
226 


233 


314 
339 
330 
317 
218 


333 
332 


237 


238. 


One set 
Input 
(pin) 


40B 
20B 
20B 
40B 
40B 


20B 


208 
20B 
208 
40B 
20B 
20B 


408 


20B 
40B 
40B 
208 
40B 
20B 
40B 


Zero set 
input 
(pin) 


46B 


178 


178 
46B 
46B 
178 


178 


17B 
17B 
46B 
17B 
17B 
46B 
17B 
46B 
46B 


178 


46B 
17B 
46B 


33B 


28B 


288° 
338 


338 
288 
288 
288 
288 
338 
288 


288 


33B 
28B 
33B 


33B 


28B 
338 
28B 
33B 


Output Output . 
true if true if 
one set zero set; Line Jl2}Line J12 


(pin) (pin) 


36B 
278 
278 
36B 
36B 
27B 


278 


278 
278 


36B 


278 
278 
368 
27B 
368 
368 
278 
368 


— 278 


36B 


Table 4-13. Flip-Flop Address and Location 


no. 


05 


—06 


15 
14 
05 


04 
ll 
04 


02 
05 
02 
15 
07 
15 
07 
16 
06 
12 


11 


07 


= 7 - om 






pin 


oo > Co > oO G? oO Oo ros mm m CO 


nn" DO Em 


no. 


20 
22 
2] 
30 


21 
25 


24 
31 
31 
22 


21 


30 
25 
26 
30 
22 
26 
26 
20 
20 
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M18 


pin 
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<~ FD ~x«<~ <= <& 


T™ 9-1220-221-34/1 





4-45, EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 
Table 4-13. Flip-Flop Address and Location--Continued 
—— ; 









Output Output 
One set Zero set true if true if 








Flip- input input one set zero set ‘Line N12 Line N12 
flop Location (pin) (pin) (pin) (pin) no. pin| no. pin 
CNG 240 408 = 468 338 36B 03 Bt 20 #N 
CN7 335 208 178 288 278 02 Al 2 vV- " 
cP2 234 40 6B 338 36B 16M {| 20 =#N ‘ 
CP3 319 208 178 288 278. «| 02 «=A | 30 =X 
cP4 321 208 178 288 278 13. J | 27 WwW 
CP5—titis2113 208 178 28B 278 13 J] 23 Ss 
CP6 = 234 (BCT 2B 26 27B—C«d| «5 SCL | 20)—ON 
cP7 337 208 17B 288 278 «=O | «130~«C | 25) 
CP76 319 40B 46B 33B 36B 03 Bi 30 Xx 
~ CR2 328 408 468 33B 36B 0 of] 27 WwW 
CR3 206 408 #468 338 368 16M | 24~«OT 
CR4 217 408 46B 33B 36B 03 B23. § 
CRS 233 408 46B 338 40 s(36B 03 B21. ?P 
CRE 227 40B 468 —«-33B 368 | 03 B| 22 R 
CR7 231 408 46B 338 42 s:36B 07 F{a2l sv 
C2 336 408 468 338 (368 16 6M | 25) UU 
C3 227 208 17B 28B 278 02 Al 22 R y - 
C4 229 = 20B-—i( ts«dB 288 27B 13 J|21 P 
C5 228 = AB 468 338 36B 16 M| 21) ?P 
C6 330 «408 46B 338 4 46=s:36B 16M | 2 «VY 
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Table 4-13. Flip-Flop Address and Location--Continued 


wt 
Output Output 





One set Zero set true if true if M18 
Flip- input input one set zero set} Line J12|Line J12 
flop Location (pin) (pin) — (pin) (pin) no. pin 
7 207 40B- 46B 338 308 | «140=CK «| kT 
CFS 238 208 17B 288 278 06 E—|20 U 
CFSW 338 208 178 288 2B «S| «tl 6G | 25 UU 
CLC 338 408 468 338 368 122 H| 2 Uv 
CPFS 237 408 46B 338 368 12 HI 20 JU 
DC 212 208 178 288 278 6 L{| 23 § 
DX 216 = «408 468 338 368 0 od| 23 § 
DSH 215 408 468 - 33B 2 36B 07 FI 23. =§ 
DSP 213 40B 468 338 368 4 «kK { 23 #§ 
DAI 440 408 468 338 368 06 pis Y 
DA2 «(340 408 468 338 «= 368 | «05 «Cl | 258 
DAS 211s 468 338 368 | 03 BI 24 T 
DAG 230 408 468 33R 368 2 oH] 21 Pp 
DAS 230 208 178 288 2B «2d «ol GG | 2k OP 
DAG 321 408 468 338 368 4 KI 27 R 
DA7 326 408 468 = =s(isi338 368 12 HI 27 R 
DAB 33602 ti«é208 178 288 278 6 Ll 2 u| 
Dl tis 208 ‘178 228 4286S «i27BsC«éd]«ads~=CiG«|| «30—X 
‘D2 314 408 46B 338 4«©=ss«36B-—«iéd|«(l6 =SCM | 30,—CX 











4-45. EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 


Flip- 
flop 
D3 
D4 
D5 
D6 
D7 
D8 
D 
: 
FS 
G 
IC 
ID 
IP 
K 
LC 
LP 
LX 
MC 
MN 
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Table 4-13. Flip-Flop Address and Location--Continued 
a a 


Location 


—320 


223 
224 
235 
240 
212 
231 
315 
44] 


211 


208 
229 


317 


215 
218 
239 
217 
216 
210 


One set 
input 
(pin) 


408 
208 
40B 


40B - 


20B 
40B 


208 


208 
40B 
20B 
40B 
40B 


20B 


20B 
20B 
20B 
20B 
20B 
20B 


Zero set 
input 
(pin) 


46B 
17B 
46B 
46B 
17B 
46B 
17B 
17B 
46B 
17B 
46B 
46B 
17B 
17B 
17B 


178 


17B 
17B 
17B 


Output 
true if true if 


(pin) 


33B 


288 


33B 
33B 
288 
33B 
28B 
28B 
33B 
28B 


33B 


33B 
28B 
28B 


28B 


28B 
28B 
28B 


28B 


Output 


(pin) 


36B 
278 
36B 
36B 


278 


36B 
27B 
278 
36B 
27B 
36B 
36B 
278 
278 
278 
278 
27B 
27B 
278 


06 
13 
03 
02 
12 
14 
06 
06 


15 
04 


02 


04 


04 





no. pin 
27,—sWW 
22 OR 
22 oR 
20 2N 
20. ON 
23.—COSS 
21 =~?P 
30. X 
31 
24 OT 
24 «T 
21 «=P 
30 
23 
22 
20 
23 
23 
24 


— —~ Yn =z xa ~— >< 




















Flip- | 


flop 


MP 
NC 
ND 
NX 
OB2 
0B3 
0B4 
0B5 
0B6 


OFLO | 


OP1 
OP2 
OP3 
02 
03 
04 
05 
06 
PE 


Table 4-13. 
| One set 
Location (pin) 
341 208 
327, «OB 
328 208 
327 208 
209 408 
214 208 
232 208 
226 208 
228 208 
341 40B 
318 408 
223 408 
334 40B 
222 408 
318 208 
335 40B 
331 208 
222 208 
209 208 
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Flip-Flop Address and Location--Continued 


Zero set 
input 
(pin) 


17B 
468 
17B 
17B 
46B 
17B 
— 7B 


178 


178 
468 
46B 
468 
468 
468 


17B 


46B 
17B 
17B 
17B 


‘Output. 


true if true if 
one set zero set ;Line J12j|Line J12 
pin 


(pin) 


288 
338 
288 
28B 
33B 
28B 
28B 
28B 
288 
33B 
33B 
338 
33B 
33B 
28B 
33B 
28B 
288 
28B 


Output 
(pin) 


278 
368 
278 
27B 
36 
278 
278 
278 
278 
36B 
36B 
36 
36B 
368 
278 
36B 
278 
278 
278 





02 


07 
04 
06 
07 
ll 
04 
04 
15 
03 
05 
12 


05 


14 
04 
03 


13 


13 
06 


nm OW UOC OT] OC aK CT 9 iE sc os se cawsase ear :.:Falc ;OWlCl.eFRlFlCTllCOCUTSe C.F | 





> 


25 


2] 
27 


27 


24 
23 
2} 
22 
21 
25 
30 
22 
26 
22 
30 
26 
26 
22 


- 24 





<_ DBD x<- DAD x ce =—lUlUCllUlUCTDTClClCOCAClCUCcUNMDlLlUcEEUCUClCCSEClLCUCECUCUCSS 


=—+ 7D <= < 
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4-45. EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 


Table 4-13. Flip-Flop Address and Location--Continued 





: Output Output 

One set Zero set true if true if 

Flip- input input one set zero set |Line J12 |Line J12 
flop Location (pin) (pin) (pin) (pin) | 





PN 329 20B 178 28B 278 





' 

PP 235 208 178 288 278 20. ND 
ac 331 408 468 338 0368 2 OV 

aX 334 20B 17B 288 278 26 «OV 

RC 326 (208 178 = 28Bti«TB 27 WwW 

RX 329 408 468 338368 27 Ww 

TO =. 339 208 178 28B 278 25 OU 

TP 210 40B 468 338 = 36B 240C«*‘T: 

TSO 332 208 478 288278 260~CO 

TX 207 208 178 288 —«-.278 24 «OT 

1 214 408 46B 33B 36B 23. «Ss 

x2 337 408 468 33B 36B 2 UU 

XC 316 = 408 468 33B 368 30 X 

XD 333 408 = 468 33B 36B 26 OV 

XR 206 20B 178 28B 27B 24 «OT 
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Table 4-14, Flip-Flop Address and Location (Write Flip-Flops) — 
© a tput tput | . 
Logic One set Zero set true if true if DU DL 
(symbol ) Board input input one set zero set _—iline line 
write location (pin) (pin) (pin) (pin) no. no. 
L32 435 468 568 =. 378 64B 03 23-32 
DP 435 10B 19B BA 23A 02 32 
; NP 436 468 563 378 64B 16 31. 
. XP. 436 108 19B SA 23A 15 31 
RP 437 iC BB 56B 378 648 8 =«._—«413 31 
132 438 468 ‘5 6B 378 648 2 31 
A32 438 108 198 BA «SA 113 
QP 439 46B 568 37B 648 07 31 
MWO 439 10B 19B 3B 23k 06 31 


MW1 437 10B 19B 3B 23A 14 31 
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4-45, EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 
Table 4-15. Flip-Flop Address and Location (Read Flip-Flops) 


| | DUR DLA 
| a Output Output 
Logic One set Zero set true if true if M18 — 
symbol Board input input one set zero set} Line J12|Line Jl12 
read Location (pin) (pin) (pin) (pin) no. pin 
S303 ASB 6B 5A 33 /E 
X0 304 3A 19B 6B 5A 34 /F 
D0 305 3A 198 6B SOSA 35 /G 
RO =: 306 3A 198 6B 5A 360 /H 
RM 307 A198 6B 5A (330°C 
ee: 3A——(i9BC“(itst«i@SC~*~«‘«SS 340 O/F 
QM  =—s_—s-309 3A 19B 6B 5A 35 = /G 
NO 310 3A 198 6B 5A 360 /H 
lo 31 3A 198 =—itéSB 5A 33.0 /E 
IX 312 3A 19B 6B SA 340 
AO 313 3A 19B 6B 5A 35 /G 
MMN 302 2A sd 12 7A 36H 
MMP 301 2K 118020 ti(it«éd2LWW 7A 3300 /E 
TD/WI 101 12A 14A. 178 ~—- 3:18 34. /F 
(PS/ ~ (TD) WT) 





PS-) (PS) (PS-) 
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Table 4-16. Flip-Flop Address and Response Lines. 






pray o7 
& 240 
nw [33 | 233 | a2 1 |e 

DL21 
Tle le lela tale, Te 
| . 227 | 227 | 226 | 226 . 
ror TIE THES Woe Poet [eet oe [os [oe oe [oe 
> 217 | 217 | 216 | 216 § 215 214 | 213 212 {212 DL23 — 


a 
taf Su [SU [oo ose [0 DoS Ue [See Le 


re, eels [as es ele Tesla lg 
341 | 341 | 340 | 340 | 339 | 339 | 338 | 338 

335 335 334 333 332 331 331 330 330 -DL26 | 
rte Te Ps le le, fo Ieee Te La 
| 329 | 329 | 328 | 328 p | 
| 319 318 318 317 317 316 316 315 | 315 | 314 314 DL30 


vt [TT TTT Tt 
oof is [ie (2 Pe (Se [ee Ue [ee [ee 
441 | 441 437 | 437 


v™TI TTI ttt 
Tes 






OP2 


<0 


| 20 





ge 





Re 






ou31 


& 
FOT 
| DL32 
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4-45. EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 





Table 4-17. Read Flip-Flop Address and Response Lines | 


so fh fo |e 

307 311 301 

eo |g | 
308 312 

0 

30 












FIT 7 DLR33 
& 
TMI ae 
FOT 7 PS 101] DLR34 ' 
5 313 DLR35 
DLR36 


le Te 
306 
ll 7 
& 


Table 4-18. Addressable Primary Gates, Logic 
Drivers and Write Switches 


AL ) 
2 | # [ « | « | o 
sm a 
( | ( 
) 
) 


—” 





21 


0 a0 
os 
9) [ ce 


23 


(CR65) 


93 

( ) 

( ) 

(BL1) 

(cL34) 

oo “ten oa 

in a 

oo a 

on omy fa] 
a ra 
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Table 4-18. Addressable Primary Gates, Logic 
Drivers and Write Switches--Cont inued 


= & 
— C 





(SS4B) 


— 
— 
ale 
r 


Ww Oo 
f | Ww 


(SS3B) 


( 
(SS11B) -(S$15B) | (SS16B) | 21 


ssi) tse) (510 


(CPS5) 
(FST) 
(Ksu0) 
(OBW) 
 (OMDM) 
(oves) | (oyR) 
/C430/_ | /C431/ 


/IXA/ ‘/KA-/ 31 


(CR75) 
(ICP) 


(0 


23 


7 
5 


(DOP) (DSPH) 


ee (a) si 
—(OCL) 
(OMF) 


27 


ca 
own (01 
0 7) 


m5 “ann 


OW 
NO 


13 
@ = 0 
PF 





Gd) 


) 
(MMPT) (OA) (OBN) 
/ 
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4-45. EXPLANATION OF DU/DL ADDRESS TABLES--Cont inued 











White-Red 
White-Orange 
White-Yel low 
White-Green 
White-Blue 
White-Violet 
White-Grey 
White 





Table 4-19. Wire Color Versus Function Chart 

Wire Color Function 
Black Power Ground, Shield Ground, Chassis Ground, 

Read Ground 
Red +15 volts | | ‘ 
Orange +1.25 volts . 
Yel low 1 and @ clock pulses 
Green +150 volts, one and zero input logic, tertiary 

outputs | 

- Blue +6 volts 

Violet +35 volts 
Grey -+73-volt Zener 
White-Black +20 volts 
White-Brown -10 volts 


-12-volt Zener 
-3 volts 


Strobe pulse 


el.5 volts 


-6 volts 


227 volts 


-18-volt test, -18 volts | 


+138-volt Zener, +66- volt Zener, logic 
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4-46. GENERAL INFORMATION FOR MALFUNCTION ISOLATION 
rr, 


a. Printed Circuit Board Connector. 


(1) Each printed circuit board in the computer connects circuitry 
through a printed circuit board connector. Voltage levels and 
various input/output signals which are used with a particular prin- 
ted circuit board, are tied to the board connector on the wiring 
Side. When the computer is open, the wiring side of all board 
connectors is exposed. The board connector is divided into the A 
Side and the B side. There are 65 pins on each of these sides for a 
total of 130 pins. In troubleshooting the computer, it is sometimes 

. necessary to test or measure various signals tied to the pins on the 
board connector. The pins are identified by using a combination of 
letters and numbers. For example, Al5 would be the 15th pin on the 

= A side of the connector. Pins can be located by the color code 
insulating sleeving used on every five pins of the connector. 

Illustrated in figure 4-38 is a circuit board connector showing the 

various colors used to identify the pins. Those pins where color is 
not called out have white insulating sleeving. To locate pin A28 it 
is easiest-to first locate the orange pin A30 and then count: two 

pins to the right or left depending on the position of the computer. 

The A and B side of the connector is easily identified by noting the 

position of the printed circuit boards. The components on the 
printed circuit board are mounted on the A side and the etched 
wiring is on the B side. Pins 1 and 2 of the A side are both brown 
while only pin 1 of the B side is brown. 





f \ 
(2) Due to the keying arrangements for each type of printed circuit 
board, several pins on each connector have been removed. When 
locating on a connector, allowance must be made for the missing 
pins. 
B SIDE 
BLUE GREEN YELLOW ORANGE RED BROWN BROWN 
GREEN GREEN GREEN GREEN GREEN GREEN | GREEN 
O 0000000000 
‘ 15 10987654321 
O 0000000000 
GREEN GREEN GREEN GREEN GREEN GREEN GREEN 
BLUE GREEN YELLOW ORANGE RED BROWN BROWN 
rm A SIDE | ARR 80-1248 


Figure 4-38. Printed Circuit Board Connector. 
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4-46. GENERAL INFORMATION FOR MALFUNCTION ISOLATION--Continued 





b. Wiring Color Codes. Some wires used to carry various voltage levels 
and signals throughout the computer are also color-coded according to 
their functions. Many wires are coded using two colors such as white- 
black. When two colors are used, the first color indicated the tracer. 
The computer wire color-coding scheme is outlined in table 4-19. 


4-47, DIODE GATES 


There are three types of diode gates contained in the FADAC. They are the 
primary, secondary, and tertiary gates. An example of the three types of . 
gates and brief explanation and illustration fol lows. 


PRIMARY: PRIMARY MAY DRIVE SECONDARY 


ie : | 
Al Al A2A3 t 
(NO OR= DIODE; | Al . 2 | 


A2 A3 
A3 A3 8 






(NOTE 1) 












SECONDARY: | | 
PRIMARY MAY DRIVE LOGIC DRIVER (AMPLIFIER) 
B) Bl B2 83+ 
; B4 B5 B6 
Al — 6V 
A2 
A3 : Al A2A3 
(NOTE 2) 
PRIMARY MAY DRIVE SECONOARY WHICH DRIVES 
TERTIARY. 
TERTIARY: | | Al 


A2B2C1C2 . 
(NOTE 3) 


PRIMARY ANO SECONDARY MAY DRIVE 
TERTIARY 







NOTE 
1. SECONDARY DIODES (B) LIMITED TO 12. A2 A3 C2 


Al B1 B2 B3 
2. MAY DRIVE UP TO 25 DIODES. | A2 (NOTE 4) 
: A3 
3. NO MORE THAN 12 DIODES (A,B) MAY PRECEDE 
| TERTIARY(C). 


4, SECONDARY MAY DRIVE TERTIARY ONLY AT 
a ae ARR 80-1249 
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Table 4-20. Flip-Flop Logic Pin To Gate Chart 









PIN B 
SIDE NRS_ SIDE 





1 26 24 -18V 
2 26 25 25 
3 26 «= 26 FOT 
4 26 2] OUT 
5 Fl- 
6 10 28 OUT 
7 Fl 
8 10 29 25 
9 10 30 = «10 
7 31 GND 
7 32 FIT 
7 33 OUT 
F2 
13 34 DL 
13 35 7 
13 36 OUT 
F2- 
13 37 DUZ 
13 38 I-C 
-18V 39 +1.25 
14 40 in 
F2 
— Al 
14 42 4 


A20 Al9 B18 B2 A25 
A2i B29 A26 
A27 

-6V -6V 





ARR 80-1250 


Figure 4-40. Primary Diode Gates. 
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4-47. DIODE GATES--Cont inued 


SECONDARY 


—————_______ 


B53 A53 B14 


©) 








ARR 80-1251 





Figure 4-41. Secondary Diode Gates (sheet 1 of 2). 
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" ® 








83 
AS. 
BA 
, BS 
,Bé 
A62 
_ BOT (23) 
B62 
B60. 
.A6l 
,A63 
B63 | 
ARR 80-1487 


Figure 4-41. Secondary Diode Gates (sheet 2 of 2). 


———— TERTIARY a 
(24) Ad7 (25) 


A55 
B48 





A51 (26) aa @) 


B54 B49 B55 


A52 
A48 ARR 80-1252 





Figure 4-42. Tertiary Diode Gates. 
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4-48, 


a. 


b. 


4-49, 
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F1T and FOT LINE TROUBLESHOOTING 


General. The FALT one and zero tests the computer flip-flop circuits 
through the F1T AND FOT lines. The "or" diodes are used to the one F1T 
and FOT lines. If this "or" diode is open, an error will result when 
the flip-flop circuits on that particular F1T or FOT line. 





Line Troubleshooting. 


(1) The flip-flop circuits located on boards 230 thru 240 are tied 


together to form F1Tl and FOT1. Assume that diode CR43 on logic 
flip-flop board 230 is shorted. This diode ties the one-set output 
of DAS flip-flop to the F1Tl line. When the B test tape is run, the | < 
first error will occur at marker 001, index 003, "or" D7 one test. | 
Replacing the boards called put for marker 001 will not solve the 
problem. A voltmeter can be used to measure the one-set output of 

D7 on pin B28 of board 240. Voltage measurement will show that D7 

1s one set. However, due to the shorted diode on board 230, 0 volts 
appears on the FlT-line resulting in an error on the FALT. The 
remaining flip-flop circuits on F1T1l, except DA5, would all indicate © 
an error when they are one tested, even though they are one set. 

The zero testing of these same flip-flops will not be affected by 

the shorted diode in the F1Tl circuit. The solution to the error 
would be to replace and circuit board involved in FlTl-line, one at 

a time, until the board with the shorted diode has been found. Each 
time a new board has been replaced, D7 should be one tested until 

the test passes. The computer wire list (TM 9-1220-221-34/6) con- 
tains lists of all boards involved in F1Tl. The wire list calls out 
boards 101 and 230 thru 240 except 236 as be ing involved with F1Tl. 





(2) Board replacement should solve the majority of F1T and FOT line. 


problems. However, other problem areas will also arise. Computer 
wiring, cold solder connections, and defective test cables could 
also be the source of F1T and FOT line problems. When board re- 
placement fails then these other areas must be investigated. 


LOGIC DRIVER TROUBLESHOOTING 


General. The computer logic driver circuit may be divided into three 

parts: the input gate, the driver circuit, and the output load. When . 

the logic drivers are tested in the B test tape, the circuit boards “ 
containing the input gate and driver circuit are called out in the 

program printout. To determine the circuit boards which comprise the | 
output load, the maintenance technician should refer to the computer . 
wire list (T™ 9-1220-221-34/6). The majority of logic driver failures 

can be corrected by replacement of the circuit boards called out in the 

program printout. When replacement of these circuit boards does not 

solve the problem, the defective area can be easily isolated us ing a 

voltmeter. 


Input Gate Tests. The input circuit for all logic drivers except /TOS/ 
is an "and" gate. Logic drivers which are fed by a single term also | 
have an "and" gate as their input circuit. When a logic driver is one | 
tested, all terms in the input gate are true. The logic driver circuit | © 
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a 2u7 | 
(-6V) E- a BI9 J15/0 
(-6V) K- Bee 3 213 82 
| | @ 213 B10 
(-6V) O- A22 213 A10 
213 B23 
INPUT ee 
GATE | 
7 DRIVER CIRCUIT 214 Al8 : 
| vey 219 | 
(-6v) 084 eA 22 aod AS¢ AB Bl2 OUTPUT 
KIOAL /KIOA/ LOAD 
47 
(-6V) AK : ey) 
ey | 222 AIO 
1228 B23 


229 A60 


337 B2 
337 B6 


337844 ARR 80-1253 
Figure 4-43, Mechanization of /KIOA/. 


can be mechanized and these input terms can be measured using a volt- 
meter. Illustrated in figure 4-43 is logic driver /KIOA/. Since five 
terms make up the input for /KIOA/, two circuits are used to form the 
input “and" gate. Three input terms and the -6-volt clamp are tied to 
the remaining two input terms forming a five-input "and" gate. When 
the input terms are measured using the voltmeter, the common lead of 
the meter should be connected to a suitable ground point. A negative 
voltage of about 6 volts should appear on each pin of the input gate 
when the logic driver is one tested. If all inputs are normal, the 
output. from the gate can then be measured. When all inputs are true 
the normal output level of the driver input gate is -2 volts. This low 
output voltage is due to the loading effect of the logic driver circuit 
on the input gate. Negation tests are also performed on the logic 
driver input circuit. One term of the input gate will be false and the 
driver will be zero tested. A failure in this area usually indicates 
an open diode and board replacement will correct the majority of fail- 
ures. When board replacement fails to correct the error, the driver 
circuit, which is illustrated in TM 9-1220-221-34/1/1, can be retested 
using the voltmeter. The first step in the solution of a negation 
error is to determine the diode under test. At the end of each nega- 
tion test in the program printout, the term which has been negated is 
called out. In the first negation test of driver /KIOA/, which is 
mechanized in figure 4-43, term K- is false and the driver should also 
be false. When the input pin is measured, pin B23 of board 217 should 
be at 0 volts. If B23 is 0 volts and the output of the gate circuit is 
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LOGIC DRIVER TROUBLESHOOT ING--Cont inued 


true (-2 volts in this case) then an open circuit exists in one negated 
term. Board replacement eliminated the possibility of an open diode. 
Therefore, wiring continuity from the gate input back to the source of 
the negated term must be tested. A high resistance cold solder connec- 
tion on B23 of board 217 would be a possibility. A poor or dirty 
contact between the circuit board and the board connector on pin B23 is 
Still another possibility which must be checked. When the negated term 
is false and the gate output is also false then the input circuit is 
functional and a problem would exist elsewhere in the circuitry. 


Driver Tests. With a true signal on the input of the logic driver, the 
Output should also be true. If the input to the driver is false, then 


the output should also be false. The signal level measured at the gate 


output should be the same as that measured at the driver input. When 
these signals differ, wiring continuity from the driver input back to 
the gate output must be checked. The output of the driver circuit 
Should be at -6 volts when measured with the voltmeter. When the | 
driver output is false (0 volts) while the input is true then the | 
driver circuit is defective and the circuit board should be replaced 
with a functional one. A low resistance short in the output load jis a 
possible problem area when the driver circuit output is low. If board 
replacement does not solve the problem of a defective output, then the 
output load must be checked. | 


Output Load Tests. The output level of a driver circuit can be deter- 
mined by referring to the computer wire list. The output load of 
driver /KIOA/ is illustrated in figure 4-43, The output load will vary 
with each driver ciruit. Some drivers are tied to as many as 25 logic 
circuits. Determining the defective circuit board in the output load 
is simply a matter of removal or replacement. Whenever a circuit board 
is to be removed or replaced the computer must be turned off. When 
many boards are involved in the output several may be removed at one 
time; each time a group of boards is removed the driver can be tested 


again using the control box C-4020. Circuit boards that are involved 


in both the output load and the input circuit must not be removed. 
However, these boards can be replaced with boards from stock. Other 
possible problem areas in the output load are the computer wiring and 
the FALT cables. Resistance measurements can be made to test these 
other areas. | 


PRIMARY "AND" GATE TROUBLESHOOTING 


General. Many of the failures incurred while testing the primary "and" 
gates in the B test tape will be corrected by replacing the circuit 
boards contained in the program printout. When board replacement fails 
to solve the error, the defective area can be isolated by voltage 
measurement. 
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—b. "And" Gate Troubleshooting. 


© (1) If the error occurs during a one test, the gate illustrated in TM 9- 
1220-221-34/1/1 can be viewed and the voltmeter used to measure the 
inputs. In the one test, all inputs should be true with a signal 
level of about -6 volts. A false signal on any of the input pins 
will localize the problem to that input term. When all input terms 
are true and the output is false, then the problem could exist in 
the output load. 





(2) The majority of primary "and" gate input terms are outputs of flip- 
flop and logic driver circuits. When a circuit is part of the "and" 
gate logic, it is usually the first test of this driver circuit. If 
a primary "and" gate error has been isolated to a logic driver, the 

: logic driver input circuit and the remaining output load must be 

considered as the possible source of the failure. A malfunction in 
another portion of the logic driver output load will be reflected in 
the primary "and" gate. A defective logic driver circuit will also 
affect the nand” gate wnen it is tested. 


4-51. TROUBLESHOOTING FLIP-FLOP LOGIC 


a. "Or" Test Failures. During “or" testing of flip-flop logic, each logic 
equation “or" gate is usually tested separately. When an error occurs, 
note the marker and index numbers which are displayed on the FALT and 
locate the test in the program printouts. A number indicating the 
equation being tested is printed following the address of the flip-flop 
under test. When circuit board replacement fails to correct the error, 
the voltmeter is used to isolate the defective term. The normal input 
to each diode of the gate under test will be a negative voltage of 
about -6 volts. A voltmeter reading of 0 volts on any input will 
localize the problem to that input tern. 


NOTE — 
Logical mechanization of terms is detailed in ™ 9-1220-221-34/1/1. . 





b. "And" Test Failures. For "and" tests of flip-flop logic, one or more 
terms may be negated during a test. The test tape program printout 
will indicate the terms of an equation that have been negated for any 

: given test. Using the mechanized logic diagram the negated terms can 
be checked with a voltmeter. A negated term should read about 0 volts 
on the voltmeter. When a negated term is true, the problem is with 
this input term. If board replacement does not solve the problem, the 
wiring should be checked for an open circuit and the board connector 
pins should be checked for proper contact. 
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Section V. Input-Output 


- GENERAL 
This section covers troubleshooting pertinent to input and output 
circuitry. 


Inputs to the computer can be any one of the following: the SDR, 
keyboard unit, mechanical reader unit, matrix unit, or external de- 
vices, €.g. another computer, auxiliary memory storage devices. 


_ The primary output is to the nixie readout panel. When properly 


programmed, the computer will output to external devices such as the 
teletypewriter, another computer, or other equipment. 


~The schematics in figures 4-44 and 4-45 depict the scheme and sequence 


- of coverage to be disclosed in this section. | 


4-106 


ANDO 
CIRCUITS | 


MODE | Ee 
KEYBOARD 


CONTROL 
= on 
rs ie | 











LOGIC DEVICES 
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CIRCUITS | : 
ARR 80-1254 


Figure 4-44, Input Scheme. 
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Figure 4-45. Qutput Scheme. 


4-53. MODE CONTROL FOR IN/OUT SET UP OPERATION 
a. Main Operation No. l. 


(1) The computer mode of operation is controlled by the AK, D, E, and K. 
flip-flops (flip-flop G is used during some modes). Computer turnon 
generates the TD signal, forcing the mode control flip-flops into | 
the following states: 





= * Td 


. | NOTE 
During logic discussions, reference may be made to logic equations | 
in T 9-1220-221- 34/1/1. 


(2) The mode control veitch diagram for input-output metas in figure. | 
4-46 will be referred to throughout this text and should be referenced | 
each time a particular mode configuration is noted. | 


; (3) The computer will remain in the sync bit counter mode until the bit 
counter flip-flops (Bl thru B6) synchronize with the sector track on | 
the memory disk. This action occurs during the presence of Td. ae 
Refer to paragraph 4-55 bit counter sector track and synchronization. | 
With the bit counter synchronized, flip-flop TX one sets, STONING: fe 
Papen ae E to one set. : 


= /KD1/ E- Ue /TXA/ 
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4-53. MODE CONTROL FOR IN/OUT SET UP OPERATION--Continued 








D 
ARR 80-1256 
Figure 4-46. Mode Control Veitch Diagram for 1/0. | 
(4) With TX flip-flop now one set, Eve word time the computer wil] | - 
enter the program halt mode. 
O AK = /ED3/ /TXB/ 
(5) While in the program halt mode, the following are some of the actions Q 
that will take place in anticipation of going to the. input-output mode. 
9 03 = (KED3) 104 = (KED3) @ OB6 = (KED3) | : 
@ 02 = (KED3) 1 0B3 = (KED3) @ OBS = (KED3) 
@ CP6 = /KA-/ E 1 0B4 = (KED3) 
905 = (KED3) 1 OB2 = /KA-/E 


(6) The computer will remain in the program halt mode until actuated by 
the operator or an external device such as the SDR. Reference to 
figure 4-49 will show that the term GPR- jis true when the SDR is 
cabled to JO17 and the COMPUTE switch on the SDR is in the HALT 
position. This condition places flip-flop E in the off state: 


@ E = *GPR- (KED3) AK- 
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The computer is now in the manual halt mode. 


b. Main Operation No. 2. 


(1) Depression of the START FADAC button on the SDR results in the 
fol lowing: 





(a) The computer will go to the input-output mode. 


| NOTE 
Refer to paragraph 4-56 for discussion of input device selec- 
tion, | | 


(b) Input device determination is made. 


‘ | (c) The FADAC and SDR generate logic signals causing information to be 
transferred from the SDR to the computer. 


(2) Reference to the illustration in figure 4-52 shows that depression of 
the START FADAC button generates the term FBPR from the SDR. The 
term FB in the computer causes the one setting of CP6. 


1 CP6 = /KD1/ (EAKO) *FB /TPA/ 


(3) The one setting of CP6 provides logic necessary to one set flip-flop 
E and zero set the D flip-flop. 

° «1 E = /KD1/ (EAKO) CP6 

9 D = /KD1/ (EAKO) CP6 





(4) The computer is now in the input-output setup mode and will remain 
so for 17 word times. At this time the IN-OUT indicator on-the 
front panel is illuminated (fig. 4-47). | 


MAIN FRAME 





FRONT PANEL 
BOARD No. 402 | 
. 1 
DBE ! | 
; SH >t ? +138Z 

K- B61~ | | Soca: 
| | | | IN/OUT 
Pete ee ee ee 


ARR 80-1257 


Figure 4-47, Input-Output Lamp Circuit. 
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4-53. MODE CONTROL FOR IN/OUT SET UP OPERATION--Continued 


c. Main Operation No. 3. 


(1) 


(3) 


(4) 


4-110 


The computer will remain in the input-output setup mode for 17 word 


times to allow zeroing of the Q loop at TP time of each Q word, to 
prevent information flow into memory until desired. During information 
flow, a one at TP time in the Q loop indicates data in the Q loop is 
to go to memory. To prevent flow of nonpertinent data into memory, 
this bit (TP) is zeroed until the proper time. This 17-word period 
is controlled by the L register maintaining a count of 16. At the 
beginning of this 17-word period the left channel of the L register 
is zeroed: y 

1 LC = /KED2/ (TLC) (BL1) (ERR-) 

9 LP = 05- B6 K= LC 

@ L32 = LP- /TOA/ /KB=/ 


The illustration in Figure 4-48 shows that the above logic will zero 


the left channel portion (T28-T32) of the L register. At TP time of 
the first word of the 17, LC is zero set and 05 is one set: 


9 LC /TPA/ 
ol 05 = 05- /04A/ (KsUD) /TPA/ — 


With 05 in the one state, Q loop control flip-flop QC one sets and 
will remain on for the duration of each of the ensuing 16 words, 


except at TP time: 


1 QC = (KSUQ) (054) OB3 /032-/ (ERR-) /TXC/ 
9 QC = TP | 
9 QP = /TOB/ 
+(KSU@) QC 04 TP 
At T28 of the second word, LC will one set: 
1 LC = /KED2/ (TLC) (BL1) (ERR-) 
During this word time at T30, LP will one set through: 
1 LP = 05 B6 LX- (KLC-) | 
And LC will zero set and remain off until T28 of the next word: 


4 LC LX- (KLC- ) O5 B6 


Flip-flop LP now will be controlled by recirculate logic and will 
remain off due to the writing of zeros during the first word time of 
this mode. Refer to figure 4-49. At the end of second word time, 
the left channel portion of the L register contains a count of one. 
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LEFT CHANNEL OF L REGISTER 
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LPo LP- 
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LOGIC UNTIL TP TIME 
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SETUP MODE 
TP #/T32/ OCCURS EVERY WORD AT T32 
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Figure 4-48, L Register Counter. 






L REGISTER 











RECIRCULATION 


WLP e LX LC -(TXP-) 

RECIRCULATE LOGIC 
1LP * LX-LC ~ (TXP-) - | 
ILP = O05 B6 LX-(KLC-) 


COUNT UP LOGIC 
OLP*= 05 BE LX (KLC-) 


ARR 80-1259 


Figure 4-49. L Register Block Diagram. 
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MODE CONTROL FOR IN/OUT SET UP OPERATION--Continued 


At 728 of the third word, LC will once again one set: 
1 LC = (KED2) (TLC) (BL1) (ERR-) 


LP will remain zero set due to LX being on as a result of recirculate 
logic. The L register contains a count of one from the last word 
time. At T31 LC will zero set due to recirculation logic: 


@ LC = 05 B6 (KLC-) 
And LP one sets as a result of the same logic: 
1 LP = 05 B6 LX- (KLC-) 
Recirculate logic will zero set LP at T32: 
| @ LP = LX- LC- (TXP-) 
The conclusion of the third word time wil] show the L register con- 
tains a count of two. Refer to figure 4-48, the L register counter. 


The L register will continue counting in the manner Shown above for — 
the next 14 word times. 


Logical counting by the L register counter will show that LC, TP, 
and 05 flip-flops are one set at Tp time of the 17th word, or the L 
register containing a count of 16, and will allow the computer to go 
to the input-output mode, AK D- Es K-. 


/KED2/ (OLTP) (ERR-) 


AK 
E (054) 0B3 LC /KED2/ /TPB/ (ERR-) 


1 
p 

| NOTE 
Refer to mode control veitch figure 4- 46. 


(8) At this same time 05 will zero set: 


4-112 


G9 05 = LC 05 (KSUP) TP 
The term RGO, comprising /KOPC/, 04, and OB5- is now true, and 
energizes the SDR tape feed mechanism, refer to figure 4-52, 
INPUT-OUTPUT MODE OPERATION 
General. All explanations of input-output mode operations will be 


detailed by means of the input-output mode operations veitch diagram. 
The box numbers used below refer to the box numbers in figure 4-50. 
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4-54. INPUT-OUTPUT MODE OF OPERATION--Continued 
b. . Box l. 


(1) The left channel portion of the L register is zeroed during the 
first word time in the input-output mode: 


1 LC = /KIO/ (TLC) BEY 
@ LP = 05- B6 (KLC-) 
@ L32 = /KB-/ LP- /TOA-/ 


The display control flip-flop DSP also zero sets: 
G DSP = /KIOA/ OB5- 


(2) The next word time brings the zero setting of 0B3, and the one set- 
ting of CP7 if the SDR is in teletype input; refer to Figure 4-53 
for term *CTT generation. 


§ OB3 = /KIOA/ OB3 O0B2 TO 
1 CP7 = *CTT /O4A/ OB5- /KIOA/ 


C. Box 2. During the next word the left sector portion of the L evar over 
is zeroed and flip-flop O0B2 is zero set: | 


9 OB2 = /04A/ (OSHB) 05- /TXA/ 


d, Box 3. Flip-flops D1 thru D8 which are used as the input-output register 
are zero set by (OCL): 


9 D1 D8 = (OCL) 
Additionally, OB3 and PP flip-flops are one set: 


1 OB3 = /KIO/ OB3- OB2- 
1 PP = /KOPC/ OB2- 


e. Box 4. 


(1) The term TEI is generated whenever the SDR reads an informmeion: line 
from the program tape and will cause 0B4 flip-flop to zero set which 
allows loading of the input-output register (Dl thru D8). See 
figure 4-52 for generation of TEI. 


0 OB4 = *TEI OB6- OB5- (OWT) 


(2) Term TEI is derived from the SDR term, TR, and is used in conjunction 
with TEI-, a term derived from the SDR term, TR-. These terms, TEI 
and TEI- control OB2 and 0B3 flip-flops which in turn control 0B4, 
thereby controlling the input-output register. 0OB4 flip-flop must 
be zero set before Dl thru D8 can accept an input. The OB4 flip- 
flop prevents signal bounce from affecting the Dl thru D8 flip- 
flops. See figure 4-51 for analysis of input signals and effect on 
OB3 and O0B4 flip-flops. 
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TC MECHANICAL READER OR KEYBOARD SEQUENCING TERMS. TC IS TRUE SHORTLY AFTER AN L- 
LINE 1S TRUE. TC-IS TRUE PRIOR TO I-LINE GOING FALSE. 


TC~ 


TEL WITH SOR AT JOI7 TEI IS TRUE WITH ANY I-LINE TRUE. WITH EXTERNAL INPUT EQUIPMENT 
THIS TERM CAN BE SET TRUE WITH A SWITCHING DEVICE. 


TEI- WITH SDR AT JOIT TEI- 1S TRUE DURING READING OF A SPROCKET ,OR CLOCK ONEACH I-LINE. 
WITH EXTERNAL INPUT EQUIPMENT THIS TERM CAN ALSO BE SET TRUE WITH A SWITCHING DEVICE 





TEO 


-FEEDBACK FROM AN OUTPUT DEVICE 
TEO- | 







TC | 
+TEL gos4 LOAD 01-08 gos3 TC 
+ TEO T 





SIGNAL 
BOUNCE 


PERIOD PERIOD 


SIGNAL 
| BOUNCE 


ARR 80-1261 


Figure 4-51. Input Information Line Breakdown. 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Cont inued 
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Figure 4-52. SDR To M18 Computer Input Cable (sheet 1 of 
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Figure 4-52. SDR To M18 Computer Input Cable (sheet 2 of 3). 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Cont inued 
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Figure 4-52. SDR To M18 Computer Input Cable (sheet 3 of 3). 
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f. Box 5. 
(1) The input-output register can be loaded: 


1 Dl = *I1 (OSA) 
1 D8 = *18 (OSA) 


NOTE 
Refer to figure 4-52 for I-line generation from SDR. 


(2) With TEI- present, 0B2 will one set: 
1 OBZ = 0B6- OB5- /KI0S/ 
g. Box 6. 


(1) Flip-Flop PP is zero set for teletype- -sector track or field data- 
sector track character comparison. — | 


@ PP = (OTR) /04A/ 


(2) At this time if the input characters were field data, 0B3 would zero 
set: 


e 9 OB3 = CP7- /O4A/ 02- /TRS/ (0G0) /BL4/ 
(3) Field data-sector track character comparison will not be discussed 


here because it is similar to teletype-sector track character com- 
parison, which is discussed in paragraph 1. 


h. Box 7. Because T15 thru T19 of the sector track contains the teletype 


comparison information, 0B3 must be zero set to indicate this time: 
9 0B3 = CP7 /04A/ 02- /TRC/ (BL4) (060) 
Term /TSH/ is now true. 
/TSH/ = K= E= D= AK DSP- OB3- OB2 TP- TD- TX- 
i. Box 8. 


(1) Teletype character in the input register, which is being recircu- 
lated, is compared with the sector track teletype codes for legiti- 
macy. See figure 4-53. 


(2) The computer will accept 16 field data characters and any character 
other than one of the 16 will be ignored. See table 4-21 for input/ 
output characters acceptable to the computer. In that the sector 
track teletype and field data information is written in two's com- 
plement, inverse comparison must be made between 5, the sector track 
read flip-flop, and flip-flop Dl of the input register. The follow- 
ing shows the agreement and disagreement conditions. : 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Cont inued 





SECTOR TRACK 








ADDRESS READ HEAD RECIRCULATION 
TELETYPE — -—” : 
CHARACTER | 
CHARACTER 1D6*0! 0B4-PP-/TSH/ 
SECTOR 606=01-084-PP-/TSH/ 


1052 DIS PP- TSO-04-(OSHA) +D5*06/TSH/ 


ADDRESS > 
DDRESS +DI-S-PP-TSO-04-(OSHA) 


605=06-/TSH/ 
104=D5/TSH/ 084 - 
#04=05-/TSH/0B4- 
103=084-D4 /TSH/ 
$03=084-04-/TSH/ 
102= 03 CL6-/TSH/ 
gD2= 03-CL6-/TSH/ 
101" 02/TSH/ 
g01=02-/TSH/ 


ARR 80-1265 


NOTE: FIELDATA AND TELETYPE 
CHARACTERS ON SECTOR TRACK 
ARE IN TWO'S COMPLEMENT FORM 


Figure 4-53. Sector Track Input Character Comparison. 


(a) Agreement. With inverse agreement between T15 and 119, flip-flops 
| 05 and PP have been zero set at box 6 and 05 zero set with entrance 
to the input-output mode. At T19, PP will one set: 


| 1 PP = CP7 /O4A/ (T19) /TSH/ 05- 
With field data input: a 
1 PP = CP7- /O4A/ /TRC/ /BL4/ /TSH/ 05- 
If flip-flops S and Dl are inverse from 715 thru 119, flip-flop D8 
will copy the sector track information from T20 thus copying the 


BCD conversion of the teletype code. 


S- /TSH/ (00P) 
S /TSH/ (O0P) 04 


1 D8 
§ DB 


(b) Disagreement. If flip-flops S and Dl are the same at any time 
from T15 thru 719, 05 will one set and prevent the one set of PP 
which prevents reading of the teletype to BCD conversion into the 
input register. | 


1 05 = Dl S PP- TSO- 04 (OSHA) 
+ D1- S- PP- TSO- 04 (OSHA) 


PP will now remain in the off state. With 05 one set, go to the 
disagree box until T7 when OB3 is one set: 


1 OB3 = (OSHA) 05 /TRS/ (BL6) 


4-120 
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Table 4-21. Computer Input/Output Characters 





Teletype Meaning. Computer Meaning Field Data Meaning 





Octal BCD 





Character Tape code mode mode cae Tape code Character 
0, P 01101 0 0 0000 00110000 0 
. 15:0 11101 ] 1 0001 10110001 1 
2, W 11001 2 2 0010 101100102 
, 3, £ 10000 3 3 0011 00110011 3 
4, R 01010 4 4 0100 10110100 4 
5, 7 00001 5 5 0101 00110101 ‘5 
6, Y 10101 6 6 0110 00110110 6 
7, U 11100 7 7 0111 (101101117 
8, 1 01100 HALT 8 1000 ~=©=——:10111000_—Sés 8 
9,0. 00011 COMPUTE 9 1001 00111001 9 
‘ (+)", 2 10001 FILL + ~ 1010 00100010 = + 
-, A 11000 VERIFY - 1011  00100001_—=é« 
,M 00111 LOCATION . 1100 10111101 =. 
/, Xx 10111 CLEAR CLEAR 1101 11011101 Xx 
Car. Ret. 00010 ENTER ENTER 1110 01000100 Car. Ret. 
Blank 00000 BLANK BLANK 1111 BLANK 


00000000 





05 also allows the L register to once again begin a counting 
sequence up to 16. 


/KIO/ (TLS) (BL1) 
05 B6 LX- K- LC 
/KB-/ LP 


1 LC 
1 LP 
1 032 


Refer to figure 4-50 and 4-51 which illustrate the L register as a 
counter. At the end of the word time, flip-flop 05 will zero set: 


@ 05 = (KEO) OB3 PP- /TPA/ 
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~—4-54,. INPUT-OUTPUT MODE OF OPERATION--Cont inued 


At T15 of the next word, teletype-sector track character compari- 
son will resume. This word time will bring the character in the 
next sector being compared with Dl flip-flop. If disagreement 
continues, 05 will once again one set and cause the L register 
counter to up its count by one. The comparison by the S and Dl 
flip-flops is continued until inverse agreement is reached, or the 
L register counts to 16. If the L register counts to 16,. this is 
indicative of an illegitimate character. At the count of 16 in 
the L register left channel, flip-flop LC is one set, TP is one 
set at the end of that word time, and 05 is one set due to dis- 
agreement logic (Dl and 5 or Dl- and 5-). Under this condition 
return is made to box 1 to begin processing of the next input ‘ 
character. 





Je Box 9. 


(1) If inverse comparison was successful, the BCD code on the sector 
track is copied into the input register. 


S- /TSH/ (OOP) 
S /TSH/ (OOP) 04 


D6 = D8- (O0P) /O4A/ /TSH/ | 
D6 = D8 (OOP) /04A/ /TSH/ 
D5 = D6 /TSH/ 

D5 = D6o- /TSH/ 


D5 /TSH/ OB4- 
D5- /TSH/ OB4- 
D4 /TSH/ 0B4- 
D4- /TSH/ OB4-— 





HA @Beareaearerwee 
o 
> 


© 
> 
runt tnt en tot t mom ont 


D2 = D3 /TSH/ CL6- 
D2 = D3- /TSH/ CL6- 
D1 = D2 /TSH/ 
® D1 = D2- /TSH/ 
NOTE 


Flip-flop D7 is not utilized in that only seven bits are copied 
from the sector track. 


(2) At. 726 flip-flop PP will zero set: 
9 PP = /O4A/ /TLS/ /BL4/ /TSH/ | 
k. Box 10. .Go to box 10 and remain until TP time of the word when: 


1 OB4 
1 05 


(OSHA) /TPA/ 
(OSHA) CP7 /TPA/ 


1. Box 11. Reference to table 4-21 will show that the computer uses the 
octal format, digits 0 thru 7, for information purposes. The remainder 
of the 16 characters are used for control purposes. While in box 11, | 
the octal character will be loaded into the A register, and shifted left 
in the A register with the processing of each new character. Reference 
to figure 4-54 shows the flow of an input character from a device such 
as the SDR. 





4-122 














Tape 

code 

11101 
11101 
10000 
11001 
10000 
00111 
11101 
11101 
10000 


15 
14 
13 
I2 


Il 


Teletype 
meaning 


TELETYPE 


BIBI BIE 
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Table 4-22. Sample Piece of Program Tape 


BCD 6=6ss—éOc0bctchXd Tape 
meaning meaning code 
1 l 11001 
1 1 01010 
3 3 11001 
2 2 00001 
3 3 01101 
Location | 10000 
1 1 11001 
] 1 10000 
3 bi 00010 — 


COPY 
BCO CODE 
FROM SECTOR 


AGREE 
' TRACK AT 
COMPARISON OF 
INPUT TELETYPE 
CHARACTER WITH 
SECTOR TRACK FOR 


[INVERSE AGREEMENT] DISAGREE 


WAIT 
FOR 
NEXT 
CHARACTER 


A REGISTER 


| RECIRCULATION 





Teletype BCD Octal 
meaning meaning meaning 
2 2 2 
4 4 ih 
2 2 2. 

5 5 om) 

0 0 O- 
= 3 3 
2 2 2 
3 3 3 
Carriage Enter Enter | 

return 
BCD sit 
OCTAL 


COUNT 







ONE SET 
AC WHEN 

INPUT REGISTER 
HOLDS DIGIT 

© THROUGH 7 — 


1 AP» DI(KAKI)CL7-/ TOA-/AC 
6 AP= DI-(KAKI)CL7—AC 


ARR 80-1266 


Figure 4-54. Input Character Flow Diagram. 
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4-54. INPUT-OUTPUT MODE OF OPERATION--Cont inued 
m. Sample input flow. 


(1) As an example of flow, the following information is shown on a piece 
of program tape (table 4-22). When this instruction is interpreted 
it directs the computer as fol lows: 


(a) Go to location channel 112, sector 123. 


(b) At this location enter next instruction-channel 112, sector 124; 
command 24 (clear and add); and operand address-channel 112, sector 


123. | 
NOTE 
Refer to paragraph 4-62 for explanation of meaning and formation 
of computer word. 


(2) The location is the first piece of information processed into the A 
register. Look at the first digit of location 11323. The input 
register would be the following with the digit 1. 


0 0 0 0 0 
D5- D4- D3- D2- Di- 


(3) With D4 flip-flop zero set, AC will one set and allow AP to copy 
flip-flop Dl. | 


D4- /OCT/ 

AC /TXF/ /DA-/ 

Dl (KAK1) CL7- /TOA-/ AC 
Dl- (KAK1) CL7- AC 

AX /TSH/ 0B4 /032-/ 

AX- /TSH/ 0B4 /032-/ 

D3 /TSH/ CL6- 

D3- /TSH/ CL6- 

D2 /TSH/ 

D2- /TSH/ 


UTVTU0U UD UDO rPYrrYry> 
—= — NS PO GC) W UU OO 
tout nm tm om oe eon 


BereQe Qe Qe are 


(4) The AC flip-flop will remain one set until TXF time allowing D1 and 
AP to copy the first digit of the address into the A register. At 
T27 of this word, the 05 flip-flop will be zero set allowing flip- 
flop OB3 to one set: 


9 05 
1 OB3 


/OSH/ (TLC) 
(OSHB) 05- (04X) 


(5) Return is now made to box 1 to begin processing of the next charac- 
ter, the second digit of the address 11323. This process is con- 
tinued until five octal characters, indicative of the channel and 
sector location address are in the A register. 


4-124 
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A REGISTER 
RECIRCULATION 


HOLDING LOCATION CODE 
ILC = /OCT/ (OL4) (043 )(D21-) 
LC oLC = /TPA/ 
| +/KA-/ /TLS/ 
L REGISTER 


RECIRCULATION 





TRC TRC | 






ILP = AX QC- B6-(KLC— ) 
@LP = AX-QC-B6- (KLC) 


| aa 
tefisfialisfi2]u fiojstel7je[s}s{sf2}v 


L REGISTER CONTAINING LOCATION 


CHANNEL SECTOR 
ADORESS 11325 112 123 


| ARR 80-1267 
Figure 4-55. Loading L Register with Location Address. 


(6) Upon receiving a location code, the input register, after inverse 
agreement, would be the fol lowing: 


110 0 
D4 D3 D2- Di- 


This will allow the L register to copy the contents of the A regis- 
ter (fig. 4-55). The following logic will then be effected. 


1 LC = /OCT/ (OL4) (D43) (D21-) 
~~ LC = /TPA/ 
+ /KA-/ /TLS/ 
1 LP = AX QC- B6- (KLC-) 
® LP = AX- QC-B6- (KLC-) 


‘Between T2 and T14 the L register will copy and hold from the A 
register, location address 11323. 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Cont inued 


(7) 


(9) 


4-126 


The next piece of information to be processed will be the 11 octal 
Characters that constitute an operand word or an instruction word. 
Each character of the ll-character word will be processed into the A 
register in the same manner as the location address. Upon receiving 
an enter code (1110), the contents of the register A will be loaded 
into the N register. The enter code allows CL7 flip-flop to one 
set: 


1 CL7 = (OL4) /0CT/ (D43) D2 Di- 
At the beginning of the next word, CL2 flip-flop will one set: 
1 CL2 = (KIOC) /TOA/ (0L4) 
CL2 will be used in the processing of the information word into 


memory through control of the R loop. The N register will now copy 
the contents of the A register: 


1 NC = (KIQC) 04 /T0B/ 
® NC = /KA-/ /T32/ 
With NC one set: 
1 NP = AX /KB-/ 04 NC /TPO-/ 
® NP = AX- /KB-/ 04 NC /TPO-/ 


Refer to figure 4-56 for loading of N register. 


It should be noted that the first word of both 16-word loops, R and 
Q, is under the read head when the location address is for sector l. 
For sector 2 location address, the second word of the 16-word loops 


would be under the read head if 16-word agreement. On input by 


character, the R, Q, and D loops are not used. One word time after 
the N register contents are copied into the R loop, the contents of 
the L register, containing the location address, is copied into the 
Q Toop (figure 4-57). 


The QC flip-flop will one set due to the RC flip-flop being in the 
one state. 


1 QC = /KIO/ RC 04 (ERR-) /TXC/ 
And will zero set at the end of each word: 
8 QC = 
With OC in the one state, QP wie copy the contents of the L register: 


/KB-/ QC LX TP- 
/KB-/ QC LX- TP- 


—100P 
9 QP 














ONC 
@NC 


iNP 
GNP 








7 
iCL2 
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RECIRCULATION 


= (OL4) /OCT/ (043) D2 Di- 
= (KIOC) /TOA/ (OL4) 


= (KIOC) 04 /TOB/ 
= /KA-/ /T32/ 


z= AX /KB-/ 04 NC /TPO-/ 
= AX- /KB-/ 04 NC /TPO-/ ARR 80-1268 


Figure 4-56. N Register Loading. 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Continued 





oat 


QP QO ox, 


1QC =/KIO/RC O4(ERR-)/TXC/ 

gQC=TP 

,QP= /KB-/QC LX TP- 

gQP=/KB-/QC LX-TP- ARR 80-1269 





Figure 4-57. Copying of Location Address Into Q Loop. 


When the Q loop copies the contents of the L register, a1 is always 
written in the Tp bit position of the Q loop word to indicate SPOnede 


of the word in main memory : 


1 QP = (KAK1) QC TP 


(11) The contents of the R loop are copied into the D loop continuously | as 
(fig. 4-58). | 
(12) While the R loop has been recirculating the word, or loading the 


word into the D loop, the Q loop, which contains the location address 

of the word in the R and D loops, is copied into the I register. 

This is done to allow 128-word writing agreement between IP + 2 and 

S$. Flip- Flop IC one sets every word time through: 
= /KIO/ /TOB/ 

And zero sets at T18 or TP of the word: 


g IC = _* (KAK1 ) 
+ 


4-128 
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{0C=/KIO/ (OL4) /TOB/ 
gOC=/TPA/ 
|OP=/KB-/DC RX 
gOP=/KB-/DC RX -/TOB/ 


ARR 80-1270 © 





Figure 4-58. D Loop Copying the R Loop. 


(13) With IC one set, the IP flip-flop will copy the location address 
contained in the Q loop: 


1 IP = QX (KAK1) IC 


: a e Q IP = QX- (KAKI) IC 
See figure 4-59 for loading of the I register. Flip-flop ID in the 
. zero state will indicate 128-word writing agreement and will allow 
} the word contained in the D loop to be loaded into main memory (fig. 
4-60). 
(14) Flip-flop MN will copy DO continuously: : 
1 MN = /KA-/ DO MC 


@ MN = /KA-/ DO- MC 
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4-54, INPUT-OUTPUT MODE OF OPERATION--Cont inued 





7 cat ox 


ele ata) 


IC = /KIO/ /TOB/ 
giC= /TOP/ (BL6) (KAK1) +TP 

1IP=QX( KAK1) IC 

gIP=QX- (KAK1) IC ARR 80-1271 





Figure 4-59. Loading I Register. 





»>MWi = /MNA/(KW)/TPO-/ 


iMN= /KA-/ DO MC 
1MWO=/MNA~/(KW)/TXP-/ 


gMN = /KA-/ DO-MC 


ARR 80-1272 





Figure 4-60. Main Memory Loading From the D Loop. 
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4-55. BIT COUNTER SYNCHRONIZATION 


a. Sequential Timing. 


(1) 


Initial turnon of the computer causes generation of the TD signal 
which places the computer in the sync bit counter mode (fig. 4-46). 


1 AK = *TD 
1D = *TD 
PE = *TD 
9K = *TD 


Refer to figure 4-61 for the makeup and the prescribed count of the 
bit counter. | | 


Flip-flops Bl thru B6 comprise the bit counter and are controlled by 
the timing flip-flops TO, TX, TP, and TSO. To show the sequencing 
of the bit counter assume energization of the computer causes the 
timing flip-flops to be at random and Bl thru B6 to be in the con- 
figuration shown in table 4-23. 


b. Synchronization of Bit Counter. 


(1) 


(2) 


Once the bit counter comes into the proper counting sequence, it 
must now synchronize with the sector track on the memory disk. 
There are 128 sectors or word locations on each of the 64 main 
memory channels and are numbered octally 000 thru 177. The sector 
track tells the computer what sector on the disk is passing under | 
the read or write heads at any given time. Each sector on the 
sector track contains the address of the next sector at T2 thru T8, 


and T20 thru 726. In addition, the two's complement format of the 


16 acceptable teletype and field data characters are contained on 
the sector track for comparison with input characters. The require- 
ment of two's complement for character designation on the sector 


_ track will be discussed during sector track-bit counter synchroni- 


zation. | | 


As shown, the first four bits of each sector are the same except 
sectors 036, 076, 136, and 176. In that the highest location address 
is 177, seven bits are satisfactory for addressing. The field data 
and teletype information, during input-output mode, is compared with 
the two's complement of that information on the sector track. Table 
4-21 shows the character seven being 110111 in field data and 11100 
in teletype. In two's complement it takes the form shown in sector 
026. It might be noted that bits 8 and 7 of the field data code are 
utilized for parity and timing and are not considered on the sector 
track. Sector track information is read from memory by read flip- 
flop S. | 


During the synchronizing phase, the TO flip-flop will be control led 
by the S read flip-flop. Flip-flop TO will one set each time the S 
flip-flop zero sets. : | 


1 TO = /KD1/ E- /AKA/ S- TO- 





JM 9-1220-221-34/1 





4-55. BIT COUNTER SYNCHRONIZATION--Cont inued 





B6 85 B84 83 B82 BI 


| 86 = B6-(B5 B3 82 -Bi-) TO- 
6B6 7T32/ 


+ /TOA/ 
(85 =(TBS) /BL4/ TO- 
gBS = (B85 83 82-BI-) 

+/TOA/ 
184 = BS5-/BL4/ TO- ‘ 
$B4 =(BS B3 B2-BI-) 

+ /TOA/ . . 
(B83 #82 

+ /TOA/ 

$83 =82-TO- 
182 =82-BITO-. 
982 =BI- 

+/TOA/ 
181 =83-BI-TO- 
gBl = (TBS)B3-8! 






OPERAND 
SECTOR 


; 
xr 
xs 
fo 
a 
a 
= 
a 
ks 
[s 
ka 


7 





OPERAND 
CHANNEL 
















| 15 | +B3 82 
OPERATION 
ADE he +B2/TOP/ 
t/TOA/ 








NEXT 
INSTRUCTION 
SECTOR 













INSTRUOTION [28 ITP 2/T32/ ITO *«(TXS) 
CHANNEL 29 | eTP =/TPA/ + / KDI/E-/AKA/S-TO- 
30 | aT0 = /TOA/ : 
31 | ITX =/TPA/ 
sign | [32] eTX #(TXS)  ITSO=(TLC)(BLE) 
fe sTS0#/TOA/ 
ARR 80-1273 


Figure 4-61. Bit Counter Configuration. 
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Table 4-23. Sample of Bit Sequencing. 








Bit counter Logic Timing Flip-Flops 








TURNON TSO 


wo 
Ov 
CO 
On 
w 
a 
wo 
Ww 
wo 
NO 
oo 
- 
—{ 
“Oo 
om 
o< 
ome 
© 


1 0 1 182 = B2= Bl TO- 


* 0 1 0 0 0 oOo 0 
0 1 0 O 1 1 §B3=B2TO £0 0 0 oO 

Oo 1 0 2 12 1 183 = B82 0 0 oOo 0 

oO 1 O 2 1 +O Bl =B3 B2 0 0 oO 0 

oO 1 0 1 O OO 82 = Bl- 0 0 oO 0 
* 0 0 0 0 0 0 #83 = B2 TO- 0 0 oOo oOo 

0 oO 0 0 0 1 181 = B3- Bl- TO- 0 0 oO 0 

0 oO 0 0 1. 1. 182 =B2- Bl To 0 0 oO 0 


*Bit counter in an improper counting sequence. 





> | **Bit counter in proper counting sequence (Tp time). 





(4) When TO is one set, the bit counter will go to Tl through: 


/TOA/ 
/TOA/ 
/TOA/ 
/TOA/ 
/TOA/ 
/TOA/ 


9 B6 
9 B5 
9 B4 
1 B3 
9 B2 
§ Bl 


(5) This action will take place for each zero read from the sector 
. track. There is only one sector on the sector track that will allow 
Synchronization of the sector track with the bit counter. Table 4- 
22 shows that sector 176 contains ones with the exception of TXF and 
. XS. TO will be one set at TO time due to the zero at TXS time. At 
| Tl, the TO flip-flop will zero set. 


G9 TO = /TOA/ 


(6) At Tl time, the bit counter will begin counting and continue through 
the remainder of the word due to T0 not one setting again until the 
next word. The sector track is now in synchronization with the bit 
counter. 3 
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4-56. INPUT DEVICE SELECTION 
a. Control of Input. 


(1) Input device selection is controlled by the 0B6, 0B5, and 04 flip- 
flops. At computer turnon: 












| KEYBOARD MECHANIC AL 
READER 


@ OB6 = (KED3) 
® OBS = (KED3) 
1 04 = (KED3) 
Figure 4-62 shows that the input plug is selected at turnon of the 
computer. : 
086 
OUTPUT OUTPUT 
, FD TT | 
*TEO = MAG TAPE 
* TE! = PHOTO READER 
* TC = KEYBOARD * 
MECH READER 
085 


on 04 


INPUT 
PLUG 
PHOTO 
READER 


MAG 
TAPE 


ARR 80-1274 


Figure 4-62. Input Device Selection Veitch Diagram. 


(2) At times it may be desired to use the keyboard or mechanical reader 
units to input short routines or other information. These units may © 
be energized under program control, or through external means. When 
energized externally, the SDR must be connected to the computer or | 
provisions made to simulate the GPRC-, GPHC-, and FBPR signals; see 
figure 4-52, 
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(1) 
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b. Energizing of Input Unit. 


To energize the mechanical reader or keyboard unit, the SDR is © 

cabled to J017, and the COMPUTE switch on the SDR is placed in the 
HALT position. Depression of command switches RECALL or SET UP on 
the FADAC front panel will energize set up lines SU1 and su2 (fig. 


4-30). This action will one set OB5: 


(2) 


(3) 


a 





(1) 


1 0B5 = /KD1/ *SU2 


Flip-flops OB6 and 04 will not change; figure 4-62 shows the mechanical 
reader as the selected device. Depression of the START FADAC button 
on the SDR will complete the logic requirements necessary to energize 
the mechanical reader, and the IN-OUT indicator. See subparagraph c 
that follows for detailed discussion of the mechanical reader. . 
Depression of the TRIG or RECEIVE switches on the FADAC front panel 
will energize the SU2 and SU3 set up lines (fig. 4-30). These terms 
true will: 


1 -0B5 = (KD1) *SU2 
1 0B6 = (KD1) *SU3 


Flip-flop 04 will remain one set; figure 4-62 shows the keyboard as 
the selected device. Depression of the START FADAC button on the 
SDR will provide logic necessary to allow keying of data through the 
keyboard. See paragraph d below for detailed discussion of the 


keyboard. 


c. Mechanical Reader as an Input Device. 


The mechanical reader is a plug-in type tape reader using a rotary 
solenoid as a driving force for tape feed. In the Soroban-manu- 
factured tape reader, reading contacts close during the solenoid 
energizing stroke and remain closed until the solenoid is deener- 
gized. Tape advance occurs during the solenoid cae enaeiG Stroke. 
The following logic requirements must be met: 


*MRL OB4 OB2- _ -/KOPC/ 
0B5  OB6- 04 


The control and stepping of the solenoid is provided by flip-flops 
OB4, OB3, and OB2. To energize the solenoid the computer must be in 
the input-output mode, and is accomplished by the fol lowing: 


After turnon, the computer will go from the program halt mode to 
the manual halt mode when the SDR is connected to J017: 


@ — = GRP- (KED3) AK- 


Depression of the RECALL switch on the FADAC front panel will one 
set OBS and zero set OB2: 


1 0B5 = /KD1/ SUZ 
9 OB2 = /KD1/ SU1 


See figure 4-30 for generation of SU terms. 
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4-56. INPUT DEVICE SELECTION--Cont inued | 
(c) Depression of the START FADAC button on the SDR will one set CP6: 





| 1 CP6 = /KD1/ (EAKO) *FB /TPA/ 
(d) Flip-flops E and D will: 


1 E = /KD1/ (EAKO) CP6 
@ D = /KD1/ (EAKO) CP6 
(3) The computer is now in the input-output setup mode and will go to 
the input-output mode after the L register counter completes a 1/- - 


word count. Refer to paragraph 4-53 for an explanation of the L 
register as counter. Once in the input-output mode the logic driver 
/KOPC/ will be true (-6 volts). | : 


/KOPC/ = K- E~ D- AK PS- 


Figure 4-63 shows the logic and circuitry necessary to energize the mechanical 
reader drive solenoid. 


CIRCUIT BOARD 


aap =P WEEP aD Gap eee Ga e=P GP aes aaa eae 
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134 l 
*MRL IS - IOV FOR VOLTAGE MONITORING RECTIFIER | 
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The term MRL is true when the tape is properly positioned in the 
mechanical reader. Flip-flops 04, OB6, and OB4 were set in the 
required states at computer turnon. Flip-flops 0B5 and OB2 were set 
in the required states by the RECALL switch. With MRGO in a true 
State (-6 volts), the switch amplifier circuit on the power control 


-C board will turn on Ql on the capacitor assembly board and energize 


the solenoid in the mechanical reader (refer to section VII and 
reference appropriate schematic). Figure 4-64 shows the makeup and 
the logical terms generated by the mechanical reader. 


(5) The following describes the terms corresponding to the mechanical 


(a) 


(b) 








reader connector pins. 7 


MRL. With a piece of tape under the tape contact arm and wheel, 
Switch S12 will close and provide a true output of -10 volts. 





BROWN, REO =| CUS 6 I16C 


TC. This term is true (-10 volts) when switch S9 is energized 
through solenoid advancement. 
RI 
300. RED PI 
EDF! S 20 MRGOS 
E] BLACK |, 3, 
CRI 
| 
| R2 a AES BLUE 33 TCR- 
43UF Ee 3307. Poe Sit BLACK SIO ee au 
as VIOLET Rtc | 
——_—---__--—_|.> 
YELLOW i. 7 ti 
s9 RCC 
PCCORANGE———is I> 18 
BROWN, GRAY | fete ine 
S| : | VIOLET | 9 -IOV 
[__° "BLACK, GRAY Pee 
{ 
BROWN, VIOLET > 2 12¢ 
2 BLACK, VIOLET Lee 
| 
| BROWN, BLUE I> 3 13¢ 
Pe BLACK, BLUE Bs 
| 
BROWN, YELLOW > 4 14¢ 
$4 " BLACK, YELLOW | ae 
I 
| BROWN, ORANGE > § 15C 
SSy-_°_____ BLACK, ORANGE] : 
BLACK. ORANGE > 26 
: ! 
cee ees __ BLACK, RED Ly 27 
| 
BROWN, BROWN ts 7 117¢ _ 
a BLACK, BROWN ass ale 
| 
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| 
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Figure 4-64, Mechanical Reader Diagram. 
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4-56. 


INPUT DEVICE SELECTION--Continued 


(c) MRGOS. An output from a switching circuit resulting from logic 


necessary to energize the mechanical reader. 


(d) TCR-. This term is control led by S10 and will be false (0 volts) 


during the reading of a hole in the tape. When the mechanical 
reader solenoid deenergizes, this term is true (-10 volts). 


(e) -32V. Solenoid energizing voltage. 


(f) -10V. Logic voltage. 


(6) 


(7) 


(9) 


(10) 


d. 


When the START FADAC button on the SDR is depressed, the mechanical 
reader will energize and read the I-lines on the tape. The I-lines 
are true (-10 volts) during the solenoid advance. At the same time 
the term TC wil] be true (-10 volts) and cause flip-flop O0B4 to zero 
set: 


G OB4 = *TC (OWT) 


Figure 4-63 shows that 0B4 must be one set to allow energizing of 
the solenoid. With OB4 zero set, 01 on the capacitor assembly board 
will cut off, causing the solenoid to deenergize. The TCR- term > 
will now be true at -10 volts and cause OB2 to one set and 0B3 to 
zero set: 

*TC- OBS 04 /KIOS/ 

*TC- OB5 04 (OWT) 


1 OB2 
Q 0B3 


To reenergize the mechanical reader solenoid, flip-flops 0B4 and 0B3 
must one set and OB2 must zero set. The OB3 FEED =e tOp will one set 
after 16-word agreement or disagreement: 

1 OB3 = (OSHB) 05- (04X) (agreement ) 
+ (OSHA) 05 /TRS/ (BL6)(disagreement) 


After 16-word agreement or disagreement has been determined, flip- 
flops 05 and OB2 will zero set: 


9 05 = (KEO) 0B3 PP- /TPA/ 
 OB2 = /04A/ /TXA/ (OSHB) 05- 


The logic necessary to energize the mechanical reader solenoid js, 
again present and will allow the solenoid to advance the tape to the 
next character where the above action will resume. 


Keyboard as an Input Device. 


(1) 
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The FADAC keyboard provides a manual means for entering information 
into the computer. The keyboard consists of 17 keys, 15 of which 
provide a field data code. output. The remaining two are set up 
Switches. When the computer is in the keyboard entry mode, depres- 
sion of the key sets up the field data code on the I-lines. con- 
trolled by the particular key that has been depressed. Inputting 
through the keyboard unit follows much the same scheme as with the 
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mechanical reader. The keyboard unit can be program controlled or 
externally controlled. With the SDR connected to J017, the computer 
will go to the manual halt mode. To energize the keyboard, the 
RECEIVE switch on the FADAC control panel is depressed. See figure 
4-30 for generation of SU terms. This will cause flip-flops OB5 and 
OB6 to one set and OB2 to zero set. 


1 OB6 = /KDI/ SU3 
1 OBS = /KD1/ SU2 
§ OB2 = /KD1/ SU1 


(2) Depression of the START FADAC button on the SDR will one set the CP6 
flip-flop causing flip-flop E to one set and D to zero set. 


1 CP6 = /KD1/ (EAK@) *FB /TPA/ 
1E = /KD1/ (EAKG) CP6 
9D = /KD1/ (EAKG) CP6 


(3) The computer is now in the input-output setup mode and will go to 
input-output after the L register counter completes a 17-word count. 
Refer to paragraph 4-53 for an explanation of the L register as a 
counter. Once in input-output mode, logic driver /KOPC/ is true (-6 
volts). Depression of the START FADAC button also energizes the 
keyboard and IN/OUT indicator on the front panel. See figure 4-47 
for the IN-OUT indicator schematic, and figure 4-65 for the keyboard 
lamp circuit. 


MAIN FRAME | FRONT PANEL 





| 
| 
| 
| 
04 
OB6 
OB5 3 “ +1382 
/KOPC/ | OS iO 

| KEYBOARD 
| 
| 
| 
| ARR 80-1277 


Figure 4-65, Keyboard Lamp Circuit. 
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4-56, INPUT DEVICE SELECTION--Continued 


(4) The keyboard is enabled through the term KGOS. Figure 4-66 shows 
the logical and electrical makeup of this term. The term KGOS is 
"anded" with keyboard I-line terms to generate I-line information to 
the input register (Dl thru D8). (See table 4-24 for keyboard | 
coding.) The input register flip-flops (Dl thru D8) are set by the’ 
following logic when the mechanical reader or keyboard is used: 


1 D1 = I1C OB2- 
1 D8 = I8C OB2- 
| NOTE 
X indicates a true condition. The SM and RECALL keys generate SU 


line terms. 












| 
| FRONT 
| PANEL 
| 1K 
E 
106 | Y 
| ODE 8 
BOARD 441 _ B28 KGOS sess A 
-30 |-30 R 
) 0 
Wibee) BOE | B49 KGOO B26 | 
, wee AS59 KGO1 825 | 
| | | | 
ee Se ck <j | 
| 
| 
| 
| 
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Figure 4-66. Keyboard Logic Diagram. 
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pene 4-24. Keyboard Coding 


Key 


<4 
| 
— 


s 
~ 
~ 
4 
>< >< o< >< >< o< >< >< — 


—4 
» | 


function. 


Cy 
2 





Left Down 
Drop 

ae He Up 

Decima | 

Point (.) 

CLEAR. 

ENTER 





(5) On input by character, which is the case when using the keyboard, | 
the flow of information is from the input register into the A register; 
then from A register to the N register. The Q loop and R loop are 
not used during character input. Figure 4-67 shows the terms and 
voltages used with the keyboard unit. 


(6) The following is a description of the terms corresponding to the 
keyboard connector pins: 
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4-56. INPUT DEVICE SELECTION--Coxtinued 


(a) 
(b) 


(c) 
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TC. This term will be true just after a key is depressed on the 
keyboard. It will remain true for approximately 25 milliseconds 





after the key is depressed, then turn false. 


TCK=. This term will be false approximately 5 milliseconds before 
TC is true, for the duration of TC and 5 milliseconds after TC 
turns false. At any other time TCK- is true. 


I1C thru [8C. Information line outputs from keyboard circuits. ° 


TC 





a | 
incurs i ner 
12 | -32V « 
Tes 
lane 
ef] fe et 
‘Lee 
tl ceeriochaia dete 
pp 
TT fe Pee 
Pi 
| 


8 | Ic8 
13 | KGos 
| 16; SM 


19 | RECALL 
+—{ 14 | Gnd 
+-—— |5 | Gnd 


—— 23| -18v 
+ 11 | -10v 
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Figure 4-67. Keyboard Unit Diagram. 








T™ 9-1220-221-34/1 


| | NOTE | 
_ The wave shapes in figure 4-68 represent the timing sequence 
of the above signals. 


(d) KGOS. The keyboard enable term. This term is controlled by logic 
generated by a programmed instruction or an external device. 





(e) SM. A set up switch not associated with keyboard logic. 
(f) RECALL. Same as SM key. 
(g) +-32V. Keying circuits voltage. 

+ (h) -18V. Reference and driver voltage. 


« | (i) -10V. Logic voltage. 


TC owl “Leann 
7 


TCK- } TRUE (IOV) 
| | TIME REQUIRED TO 
| CONSUME SIGNAL 

BOUNCE 


ric —18c | [ TRUE (-10V) 
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Figure 4-68. TC, JCK-, and I1C to I8C Wave Shapes. 


e . ¢ 
e. Matrix Unit as Input Device. 


(1) The matrix unit consists of 64 indicating windows, each’ illuminated 
by a lamp module containing a single removable lamp in series with 
a single removable diode. The lamp module lights when two associated 
matrix selection switches are depressed. Additionally, a logic term 
1S generated corresponding to a program parameter. Figure 4-69 
Shows the makeup of. the matrix unit. 


| (2) Terms with an F-line designation are generated through the depression 
D of the switches and are so shown in table 4-25. 
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INPUT DEVICE SELECT ION--Cont inued 


4-56. 
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Matrix Unit Diagram. 


Figure 4-69. 
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Table 4-25. F-Line Versus Switch Selector 








Switch Terms Switch Terms 
A Fl | 1 | Fl 
B Fl F5 2 | Fl 
C Fl F6 3 Fl F3 
D Fl FS F6 4 Fl F2 F3 
E FLF7 5 Fl F4 
: F Fl FS F7 | 6 Fl F2 FA 
G Fl F6 F7 7 FL F3 FA 
H F1 F5 F6 FT g Fl F2 F3 F4 
Weapon 1 or 2 F8 
Battery A FQ 
Battery B F10 
Battery C : F1l 
Battery D F12 
Battery E | F13 
f. Input Cable. The cable connected to J1l7 is the input cable to ee 





computer from the SDR. This cable and associated logic pertinent to 
input are shown in figure 4-52. | 


TROUBLESHOOTING DURING INPUT 


Table 4-26 shows some tests that may be conducted to check input oper- 
ation. 


During input through the keyboard, the A, L, and N register contents 

may be monitored using an oscilloscope. Utilization of an improvised 

template made according to figure 4-70 and placed over the face of the 

oscilloscope will allow observation of the bits of input data being 

processed through the A, L, and N registers. Using a dual trace oscil- 

loscope trigger with the output of the TP flip-flop and use TX as the 

reference for a word length. The TP flip-flop can be obtained at J016 

pin C. TX (/TXC/) can be obtained at J015 pin KK. See figure 4-70 : 
for TP pattern. | 
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4-57. 


Table 4-26. 


TROUBLESHOOTING DURING INPIT--Cont inued 


Input Operation Testing Chart 











Condition Circuit Test 
The computer is in program Flip-flops AK, K, 02, 03, Zero set 
halt mode (POWER READY 05, OB5, and CP6. 
indicator is lit). 
Flip-flops D, E*, 04, 0B2, 


Input through the mechani- 
cal reader. | 


Input through the 
keyboard. 


OB3, and OB4. | 


Control logic and circuits. 


Mechanical reader switch 
contacts. 


Control logic and circuits. 


Output logic and circuits. 


One set 


Refer to figures 
4-63 and 4-64 
for voltage moni- 
toring points. 


Figure 4-64 shows 
the connector 
pins of the 
mechanical reader. 
Manual advance- 
ment of the sole- 
noid will allow 
ohmmeter monitor- 
ing of logic and 
I-lines switch 
contacts. 





Refer to figures 


4-66 and 4-67 | 
for voltage moni- 
toring. 


Rapid successive 
depressions of 

the keyboard a 
keys will allow 

voltage moni tor- | 

ing of the . 
I-lines and con- 

trol logic at 

the input of Dl 

thru D8, OB2, 

0B3, and 0B4 

flip-flops. 





*Flip-flop E will be zero set if the computer is in manual halt mode. 
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Figure 4-70. Oscilloscope Template and Patterns. 


NOTE 
Computer word format is detailed in paragraph 4-62. 


-c. Figure 4-70 also shows the oscilloscope presentation when monitoring AP 
flip-flop at board 320 pin B28. Channel A of the oscilloscope displays 
the TX bit and can be obtained at J015 pin KK. Keying in of the address 

11323 is shown in binary form, as monitored using channel B of the 
oscilloscope in figure 4-70. Depression of the decimal point (.) key 
on the keyboard will transfer this address from the A register to the L 
register and can be monitored at LP on circuit board 239 pin B28. 


d. Troubleshooting of the matrix unit can be done using figure 4-69. 
Table 4-27 provides pin number and corresponding logic term found on 
the front panel to main frame interconnect ing cables. 


e. For troubleshooting of the logic, involving the front pane lamps, use 
figure 4-71. 
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TROUBLESHOOTING DURING INPUT--Continued 


K B66I 





CLC- B63 


04 


O86 
OB5 


* WI 


OPL7 


PE 


\ 


OFLO 858 
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MOSC B59 


Figure 4-71. 





Front Panel Logic Diagram. 
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Pin J018 to P5 





Table 4-27. Front Panel to Main Frame Wiring 


T™ 9-1220-221-34/1 





JO2Z21 to P2 





J019 to P6 J020 to Pl 
tL Pwr Gnd CD1 1382 Spare 
7 wires 
2 AD1 cD2 NE1 Mechani- 
cal read- 
er 
, 3 AD2 D3 NE2 
‘ 4 AD3 cD4 NE3 -18V 
5 AD4 CD10 NE4 Spare 
wires 
6 BAD CD11 NE5 Keyboard 
7 CDA CD12 NE6 
8 CDB CD13 ~ NET 
9 CDC cp14 NES 
10 cDD CD15 NES -10VC 
11 CDE CD16 NLC -10VD 
12 CDM e017 -62 ~32VA 
13 CDP CD18 6VACL ~32VB 
14 F8 CD19 6VAC2 SU3 
15 FO. cD20 6VAC3 SU3- 
16 F9- CD21 SPARE Shd Gnd 
17 F10 CD22 SPARE Ch Gnd 
18 F10- CD23 -10VB 11C 
19 Fll cp24 SER 12C 
20 Fll- CD25 sul 13C 
2h « F12 CD26 su1- 14C 
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Table 4-27. Front Panel to Main Frame Wiring--Continued 


Pin J018 to P5 JO19 to P6 J020 to Pl JO21 to P2 
22 F12- CD27 SU2 I5C 

23 F13 CD28  SU2- 16C 
24. F13- CD29 Su4 17¢ 
25 SAX CD30 SU4- 18C 
26 SB CD31 SUS TC 
27 SC CD32 SU5-— 

28 SD CD33 SU6. 

29 SE CD34 SU6- 

30 SF CD35 SU7 

31 SG CD36 SU7- 

32 SH CD37 Pwr Gnd 

33 $1 CD38 P Off 

34 S2 CD39 N2 

35 $3 CD40 Ph 4A* 

36 S4 CD41 Ch Gnd* 

37 S5 CD42 Shd Gnd 

38 S6 CD43 

39 S7 cD44 

40 $8 CD45 

41 ~10VA CD46 

42 +15V CD47 
(43 CD48 

44 cp49 














SEE ESET ESC ELE aE Sa SEE OES DE ne 2 TYR er ee ee 
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Table 4-27. Front Panel to Main Frame Wiring--Continued 











Pin —«-«JO18 to P5.——(étsé*i«é«iD to J020 toP1 —=—-JO21. to P2 
45 
46 
47 | 
. 48 | Matrix 
49 Spare Spare 
. Wires : Wires 
50 





*Shielded wires, 


4-58. OUTPUT 
a. General. 


@ (1) Primary output is to the visual display (nixies) on the front panel. 

It is also possible to program the output to other external devices. 
Output information can be either five-level teletype, two-wire 
teletype, or field data. 





(2) Output, like input, is by character or by word. In character output, 
the A, L, and N registers are used; in word output the A, L, N, R, 
and Q loops are utilized. Unlike input, output is program-control led 
only. .The following shows the purpose of the flip-flops utilized 
during output: | 

(a) DSP. Controlled by the program instruction for display. 


. (b) DSH. DSH along with DSP will control the shift of information 
| ' from the D loop into the display register. 


. (c) D1 thru D8 and DA1 thru DA8. Display register. 
(d) OB6. Output device selection. 


(e) OP1 and OP3. Three-bit counter to determine output line to be 
used. Counts currently used are shown in table 4-28. 


(f) Xl and X2. Comprise quadrant counter; sector track controlled. 


» (g) XD. Display delay. 








4-58. QUTPUT--Continued | 





Table 4-28. Input/Output Count Codes 


Count Location Purpose Count —_ Location Purpose 
1 J010 Two-wire teletype 5 J017 Input device 
2 J010 Output device 6 J017 Input device 
3 J010 Output device 7 Front panel | ‘ 
NO SOLUTION 
4 JO17— Input device indicator J 


b. Output via Nixie Display. 


(1) As mentioned earlier, the primary output is to the nixie display. 
The nixie display is a programmed visual display in which output 
information converted to BCD characters, is stored in the two-word D 
loop and displayed. This display consists of 17 tubes and 16 neon 
lamps used as decimal points. The sign nixie assembly does not 
contain a neon lamp. The battery nixie is not part of the D loop, 
but is wired into display which battery button, A, B, C, D, or E, is 
depressed on the matrix unit. See figure 4-72 for relationship 
between D loop and nixie display. 





(2) Nixies 2 thru 9 will display the contents of Dl of the D loop, while 
nixies 10 thru 17 will display the contents of DO of the D loop. 
Only the BCD characters shown in table 4-29 may be displayed at 
positions 2 thru 17. 


(3) The flow of information from the D loop to the display register (Dl 
thru D8, DAl thru DA8) is shown in figure 4-73. Up to 16 BCD char- 
acters can be programmed into the two-word D loop and displayed. The 
display register can hold only four BCD characters, see figure 4-73. 


(4) For this reason the memory disk has been divided into four quadrants. = 
Table 4-31 will show these quadrants appearing at sectors 036, 076, | 
136, and 176. Four characters are displayed during one quadrant of 
disk revolution, followed by four more during the next quadrant, and 
so on until all 16 characters are displayed during one disk revo- 
lution. The cycle is repeated under program control. Since the 
Operating frequency of the disk is 100 rps, the display appears to be 
continuous. 7 


(5) Flip-flops X1 and X2 serve as a counter to determine the quadrant on 
the memory disk. The loading of the display register will be con- 
trolled by DSH and DSP flip-flops. Once the computer has read the 
display instruction (IDM), flip-flop DSP will one set: 


1 DSP = (0X0) C5 (CNL2) C6 
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With DSP one set, (XCT) will be true when the sector read head senses 
a zero at TXF time; this occurring at sectors 036, 076, 136, and 176. 
Table 4-30 (XCT) energizing the quadrant counter (X] and x2) each 
time a zero is read from the sector track at TXF time. 





BATTERY CHARGE 


FUZE QUADRANT 
SIGN  OEFLECTION SETTING ELEVATION | 
A +) 
TO} | _ 
e 2 Ee 
| 


i7 23485 6 7869 10 (2 13 141516 





—o| ee 
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Figure 4-72. Relationship Between D Loop and Nixie Display. 








@ | Table 4-29. Binary Coded Decimal Code Versus Digit Displayed 
Digit displayed BCD code | Digit displayed BCD code 
0 0000 B 1000 

1 | 0001 9 | 1001 
2 0010 a + : 1010* 

. 3 0011 = 1011* 
, 0100 Decimal point | 1100 

5 0101 Blank 1101 
6 0110 Blank 1110 
7 0111 Blank 1 


*Usable in nixie pose eon 17. However, it shows up as blank in all other 


® nixie positions. 
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4-58. QUTPUT--Cont inued 


“ D rT) LOOP 


8 BCD CHARACTERS 8 BCD CHARACTERS 





* 41 = FIRST FOUR (4) BCD 


CHARACTERS IN THE D-LOOP . 
42 = SECOND FOUR(4) ETC. 
2. BCD CHARACTERS RBCD CHARACTERS 432 THIRO FOUR (4)ETC. - 
| 44= LAST FOUR(4) ETC. 
pe ——— 01 DAs ————>p a! | | 
DSPH 
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Figure 4-73. D Loop to Display Register Configuration. 


(6) In addition to controlling the quadrant counter, (XCT) will one set 


flip-flop DSH: 
1 DSH = (XCT) 7 
+ X2 S- TO | 


When DSH is one set, information in the D loop will be loaded into 
the display register, Table 4-31 shows that four BCD characters are 
shifted into the display register each quadrant of disk revolution. 
The D loop, for explanation purposes, is shown as 4; and 42 (eight 
BCD characters), and is held in DO. The second word of the D loop, 


4, and 4, (eight BDC characters), is held in D1, (fig. 4-73). | 
Table 4-30. Quadrant Counter 
X2 X1 Count Logic . 
0 0 0 1 X1 = Xl- (XCT) *. 
0 l 1 1 X2 = X2= X1 (XCT) 
1 0 2 ® Xl = X1 (XCT) 
1 1 3 1 X1 = Xl- (XCT) 
| @ X2 = X2 X1 (XCT) 
0 0 0 9 Xl = 


X1 (XCT) 
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& | 
Table 4-31. Loading Operation of Display Register D Loop 
| : Sector 
Display register Quadrant track | 
contents counter* location Remarks 
-01 1 DSH = (XCT) X2- Xl- 036 ~~ First 16 bits (DO) of 
> 4 the D loop are loaded | 
into the display regis- 
ter and displayed. 
-00** | 037 No action. 
7 —-02 1 DSH = (XCT) —-X2- Xi1- 076 The second 16 bits of 
| | : the D loop are shifted 
in the display regis- 
| | ter and displayed. 
-02** — | 077 No action. 
201 1 DSH = (XCT) X2 X1- 136 The first 16 bits (D1) 
| DSH = Xl- /TOP/ (BL1) sof the D loop are 


shifted into the dis- 
play register, but not | 
| | displayed. This is due 
@ - 3 to the display register 
reloading one word 


time later (137), pre- 
venting display. 





-03** 1 DSH = X2 S- TO 137 The third 16 bits, 
9 DSH = Xl- /TOP/ (BL1) which are held in Dl, 
| are shifted into the 
display register and 


| displayed. 
-02 1 DSH = (XCT) . X2 Xl 176 All of Dl is loaded 
. ~  § DSH = /T32/ | into the display regis- 


ter, but not displayed. 

: | This is due to the dis- 

: | | | play register reloading 
) during sector 177. : 


-04** 1 DSH = X2 S- TO 177 The last 16 bits of D1 


9 DSH = /T32/ | will be held in the 
| , display register and 
displayed. 





*See table 4-30 for logic. 





@ | **Indicates the portion of the D loop that is held in the display register | 
during this quadrant. 
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4-58, OQOUTPUT--Continued 


(7) The display register will copy the DX flip-flop during the time that 
DSP and DSH are one set. The display register will copy the D loop 





serially: 
1 D8 = DX (DSPH) 
9 D8 = DX- (DSPH) 
1 D7 = D8 (DSPH) 
$9 D7 = D8- (DSPH) 
1 DA1 = DA2 (DSPX) 
® DA1 = DA2 -(DSPX) . 
(8) Figure 4-74 shows that the output of the display register together _ 
with anode driver output AD1, AD2, AD3, or AD4 will allow energizing 
of a nixie numeral, nixie sign, or a neon decimal point. . 
(9) During memory disk rotation, anode driver 1 (AD1) will be true from 


sectors 036 thru 076, and will allow energizing of the SIGN or 

CHARGE nixie and nixies in plugs 17, 18, and 15. AD2 will be true 
between sectors 077 and 136 and al low nixies in plugs 12, 13, 14, - 
and 16 to energize; AD3 will be true between sectors 137 and 176 and 
allow nixies in plugs 9, 10, 7, and 11 to energize; AD4 will be true 
between sectors 177 and 036 and. allow nixies. in plugs 4, 5, 6, and 8 | 
to energize (fig. 4-75). | 

















"NEON 
DECIMAL CAT HODE LOGIC 
POINT au DRIVER GATE 
mo NUMERALS ) ee 
9 CATHODE REGISTER 
| DRIVER : 
2 | 
2 3 | 
; 
wxo 2 e i 
7 | 
_AN RIVER DATA 5 
LOGIC TERM OUTPUT NIXIE SIGN CATHODE 
/NXD/XI-X2- ADI 406B3 DRIVER 
-/NXD/ XI-X2. AD2-— 40783 + | 
/NXD/XI-X2- AD3 40883 me fe 
/NXD/XI-X2 AD4 40983 ‘ 
DECIMAL POINT DATA | ATA 
LOGIC TERM OUTPUT SIGN LOGIC TERM OUTPUT 
“SEE COID 406823 + | COP 406A54 
TABLE 4-29 CD20 407823 
FORBCD CD30 408823 COM SOTRSS | 
4 
CODE CD4D 409823 ARR 80-1286 
Figure 4-74, Nixie Driver Interconnection. 
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(10) 
nixie plug 10: 


NOTE 
Refer to une 4-75 during text dceusstén: 





(a) Nixie plug 10 ‘anode is energized when AD3 is true. 
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The fol lowing is an example of the numeral 8 being illuminated in 


The cathode of 


the tube is controlled by a cathode driver which in this case will 


be CD48. 
register. 
numeral for nixie plug 12. 


D8 D7- Do- DS 


The CD output is a result of inputs from the display 
Figure 4-75 shows D8 to D5 flip-flops containing the 
The numeral 8 is represented through: 


(b) Reference to the matrix decoder in TM 9-1220-221-34/1/1 shows CD48 


at 409A24 and AD3 output at 408B3. 


With the anode energized 


. through AD3 and the cathode through CD48, the numeral 8 in the 
nixie tube will be i] luminated. 





ALTITUDE 









NORTHING 


D8 D4 DAB DA4 DB D4 DAB DA4 DB D4 DAB DAS DB D4 DAB 


kIT 





DAI D5 DI DASDAI DS DI DAS DAI DS DI DAS DAI D5 DI DAS 
CDIO SERIES = DA4 DA3 DA2 DAI BOARD 406 
CD20 SERIES = DAS DA7 DA6 DAS BOARD 407 
CD30SERIES = D4 D3 D2 DI BOARD 408 
CD40 SERIES = D8 D7 DE D5 BOARD 409 
_ NUMERAL TUBE SIGN TUBE 
PIN ELEMENT PIN) ELEMENT 
‘ | | | NO CONNECTION 
2 2 2 C 
3 3 3 B 
e 4 4 4 wot 
| 5 5 5 E 
6 6 6 + 
7 7 7 NOCONNECTION 
8 8 8 A 
9 9 9 NO CONNECTION 
10 O 10 D 
11 I ANODE 


ANODE 


Figure 4-75, Anode and Cathode Selection. 











TUBE 
NUMBER 


ve 
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cx 
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NIXIE TUBE 
PINS 
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OUT PUT --Cont inued 


(11) The battery nixie is controlled by the battery switches on the 


matrix unit and term BDX. The terms associated with battery selection 


are shown in table 4-32. 
® 


Table 4-32. Battery Selection Terms 


Battery switch | Term Logic | Output 
A CDA *F9 (BDX) 406A52 
B COB FLO (BDX) 40752 
C CDC F11 (BDX) 408A52 
D CoD F12 (BDX) ~ 409A52 
E CD3 F13 (BDX) 408A54 








*F terms are from the battery switches. 


c. Qutput to Teletypewriter. 
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(1) 


Output to a teletypewriter is performed through the use of the | 


output device stepping -1 command. This command has a code of 36 
102; changing of the code energizes the output driver term 0PL10 


found on J010 pin X. Figure 4-76 shows the logic SOM gursE ION when 


using a teletypewriter as an output device. 


The output of the teletype oscillator on network C is a 22-milli- 


second square wave, alternating true and false every 11 milliseconds. 
During the true period and TLC (timing left channel), flip-flop C7 


will one set: 


1 C7 = *F32 (TLC) (BL6) /0X/ 


When C7 is one set, primary "and" gate (OX0) will be true each TO 


time. This term, with C5- and C2 true, will allow OP1 to one set: 


1 OP1 = C2 (0X0) C5- 


OP1, OP2, and OP3 flip-flops were zero set at turnon: 
9 OP1 = *TD 
9 OP2 = *TD 
9 OP3 = *TD 











(5) 





(6) 
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If OP2 and OP3 are one set as the result of another operation the 
following would zero set both flip-flops: 


C3- (0X0) C5- 
C4- (0X0) C5- 


9 oP2 
8 0P3 


The primary "and" gate (OPL1) is fed to a driver circuit on network 
A and output at JO10X as OPL10. By turning (OPL1) on and off through 


- program control, a train of pulses representing the various characters 





is fed to the teletypewriter for printout. 


| NOTE a 
For a dynamic test of the teletype output capability of the 
computer, use the teletype output test tape routine. Refer to 
TM 9-1220-221-34/8 for operation and maintenance procedure. 


~ 22 MILLISECONDS 


—p| fa JIMILLISECONDS ~~ 


A26 
/0X/ A27 
TO _A25 


(OxO) 
A24 





239 


206 


/0X/ A50 +) A54 


208 


Al4 OPI 
cS-_ a3}, \ ale ego | [933 
C2 BIS 
aa 0 WIASO | 
be AS4 
06-0504 03 02 C7 C6-C5-C4- C3-C2 ope 
8 moor GEE = 
COMMAND 3 6 2 335 
: 83 | 
| OPLIO 
223 A23 B19 a39| NET | B40 ae 
OP3 A22 A 
335 
403 
Bs 
| 334 ARR 80-1288 





Figure 4-76. Output to the Teletypewriter. 
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4-59, FUTURE OUTPUT DEVICES | | 
Figure 4-77 illustrates the output connector J0O10 and figure 4-78 illustrates ©& 
Output connector J016. These two illustrations indicate other inputs and 


outputs that may be used in future input-output devices used in conjunction 
with the computer. 


O1 317 —Ol0 408 —____|)>____— 405 

OPE A24 B32 | B34 | 

02 317 —260 405 ———_[>>_____— 405 K 0200 

OPE B19 836 837 , 

03 319 O20 a5 esi Seat 405———{ L_ D300 ; 

OPE B19 B39 840 

D4 227 —049_ 405 ——_)> > 405 3 M D400 

OPE 825 B43 B44 OUTPUT ‘ 
050 | DRIVERS 

05 256 cs 405 ———_|D>_____— 405———+N D500 

OPE B25 846 B48 

06 page. 49415 > 404——! p p600 

OPE 625 832 834 | 
070 

07 240 ——_—_— so4 [p> 404 R 0700 

OPE A\9 B36 837 | 

08 Zana P8o soa 404———{ S 0800 

OPE Al9 B39 B40 


/KOPC/ _—- 23:2 | | 
06-03 A24 | | 


232 an ea eacerteeey aero 403 
OB6 OBS- A54 B32 834 
223 | 
OB6 O8S- A55 - 
PS ccc Serene 3— u IMTO 
/KOPC/O6- sai 5 B36 837 
a 235 236 ab — A /BLO/ Uae 
: TERMS 
ce s ——_{>>___—_ 325 B /B8L4/ 
326 ar | A2 | 3 
| 


BI- | 
| ABI9 85 208 | 
Be- | "B23 208-4, ¢ (TLC) 
B3 B6 208 B19 , 
B23 


| 
| | 
V.R. | 109 — 0D TTWO 
No. 4 A38 


| 
oot | | ‘ 
/KOPC/04- mI | 
404 —f80_{3>—____ 404——1 v FBOO 
084 082- 354 B43 B44 | 
/KOPC/ 
084 04- = 
oe ge S18 fp gg 
0B3-0B2 535 B37 


1!CLOCK 








DIOO 








T AMTO 








w sTBo 


ARR 80-1289 





Figure 4-77, Output Connector J010 (sheet 1 of 3). 
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OP 3-0P2- OP! ao 


| ‘ 
403 QPL! 403 ——+ x OPLIO 
839 840 
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OPL3 > 402 
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P3- OP2 OPI- 335 
OP3- OP2 O A34 
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< 
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* WI 334 
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g083 214 
B30 
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1082 209 
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Oo 
MA 


TFAI~- OUTPUT FEEDBACK 
STROBE PRIME 


Hy 


sci kpoenonnwiied 


TFAO- 


TFBO - OUTPUT FEEDBACK 
STROBE PRIME DRIVER 


gos4 231 , 400 —<o |_—__—— 404——{h TFBO OUTPUT FEEDBACK 
A46 8 Vt BI2 | STROBE 
TEO _ 
$084 232 406 406 ——! | TEOP OUTPUT FEEDBACK 
B63 A7 | : B10 | STROBE DRIVER 


wos 
Na 
Ooh 
ae 
i a 


104B-/ | 
105e-4! ceeeteues @ FTF- FADAC TO FADAC INFO. 
TRANSFER DELAY 
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404. | 
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Figure 4-77. Output Connector J010 (sheet 2 of 3). 
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4-59. FUTURE OUTPUT DEVICES--Continued 


en | 
LCLOCK 407 ——{>————-s07 ——l 6G CLOCK 
as a5 | DRIVER 
on 
(C3 227 ———————- 405 ———<}___-0 ———+ k FIST 
815 87 88 | 


ed 3 FIQ- 
IC? 206 ——_____-405 ——0 $95 lm F20 
93 Bil B12 | : 
| | | 
| t F20 
a 
(C3 227 ——»»»_-» 405 405 ——<r F21 
830 B15, ] B17 \" ae 
| 
eee ee 
iC? 206 ————_-----405 a 405 is peer 
86 819 B20 y 
eee | F22 

















| 
IC3 226 405 405 5 F23r 
963 B26 | B28 : 
C? 207 404 eG neice ae F24r 
A38 


F24 


PS2A FIELDATA 
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Figure 4-77. Output Connector J010 (sheet 3 of 3). 
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Output Connector J016 (sheet 1 of 2). 
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Figure 4-78. Output Connector J016 
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FUTURE OUTPUT DEVICES--Continued 
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Section VI. 


Read and Write Circuitry 


SCOPE 


This section covers troubleshooting pertinent to read and write circuitry in 
the computer. 


Contained in this section is the theory of operation of the 


write switch, write amplifier, the logic involved in loading the memory, the 
read switch, read amplifiers used in reading out of memory, as well as a 
description of the mEnory itself. 
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COMPUTER MEMORY 


General. The computer memory is a rotating magnetic disk driven by a 
three-phase, 120/208 +20 volt line-to-neutral, 400 +20 Hz motor at a 
nominal speed of 6000 rpm. The disk is ‘coated on both sides with 
ferrous oxide similar to the coating on conventional magnetic tape. — 
The disk rotates between an upper and lower head plate which contains 
stationary magnetic read heads and write heads. Binary numbers may. be 
written by the write heads as the disk rotates or read by the read 
heads. To write information on the disk, a current is caused to flow > 
in a write head producing a magnetic field (fig. 4-79). This field 
produces magnetization on the disk which remains until replaced by new — 
information. The polarity of the magnetization on the disk is a func- 
tion of the current direction in the write head. The read heads are — 
similar to the write heads but operate in reverse. A change in magneti- 
zation on the disk produces an electrical current in the head (fig. 4- 
80). This signal is sent to the read amplifier circuitry. 


WRITE ‘1° CURRENT 
CURRENT RETURN 
WRITE “O" CURRENT 


MAGNETIC ee 
(FLUX RETURN) 


LAMINATED POLE 






coit WRITE Htad 


RECORDING FLUX 


LOW PERMEABILITY 
~ COATING 

HIGH PERMEABILITY — 
COATING 


OF MAGNETIC 


CROSS SECTION — 
DISK 






TH Ee 


RECORDING OIGIT LOT 1! 





WRITE CURRENT 





RECORDING FLUX 
5 jad 


ARR 80-1294 


Figure 4-79. Memory Channel Writing Process and Write Head Cross Section. 
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ROTATION MAGNETIC DISK 


PH PA AL 


ALU TAAL 
Cy Vy 
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RECORDING DIGIT 


FLUX PATTERN 







INDUCED VOLTAGE PULSES 


Figure 4-80. Memory Reading Process and Read Head Cross Section. 


b. Memory Contents and Layout. 


(1) The memory disk has 64 permanent channels (tracks) for information 
storage. There are 32 tracks on the side (channel 000 thru channel 
076) of the disk and 32 on the other (channel 330 thru channel 336). 
Refer to figure 4-81. | 


(2) Each track has a storage capacity for 128 words (64 x 128 = 9192- 
word total) of 36 bits each word. Each word includes three sync 
bits and a parity bit. The remaining 32 bits are used for a 32-bit 
instruction "or" number, including one bit for sign. The three sync 
bits of each word provide the necessary switching time between the 
channels that is required by the write and read switch circuitry. 


(3) Four, 12, or 16 channels may be used for working storage (fig. 4- 
81). The remaining channels are used for storage of the permanent 
program. The permanent program is loaded into the computer using 
the SDR and a selected program tape. (See section V for inputting 

information). Once the memory is loaded and the SDR is disconnected 
the permanent program is unchangeable. The working storage channels 
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are used for temporary storage of information under control of the 
permanent program and information fed in by the operator. The 
permanent and working storage channels constitute main memory 
channels. 7 





CLOCK TRACK 


SECTOR TRACK 
-RLOOP 


@ LOOP 
A LOOP 
L Loop 
N LOOP 
1 LOOP 
x LOOP 


0 LOOP D LOOP 





MAIN 
MEMORY 





J] READ HEAD | . 
; | ————— J write HEAD | ARR 80-1296 


Figure 4-81. Conceptual Layout of Memory. 
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4-61. COMPUTER MEMORY--Continued 


(4) In addition to the main memory channels, one channel contains eight 
recirculating loops (registers). They are as follows: 





(a) R register. This is a 16-word recirculating rapid access loop, 
with an eight-word intermediate register output. — 


(b) Q register. This is a 16-word recirculating rapid access loop, 
with an eight-word intermediate register output. 


(c) A register. This is a one-word recirculating accumulator loop. 
It is used to accumulate words during arithmetic operations and | . 
input operation (see section V). 


(d) L register. This is a one-word recirculating lower accumulation 
register (see section V for use). 


(e) N register. This is a one-word recirculating lower accumulation 
register (see section V for use). 


(f) D register. This is a two-word recirculating output loop. It is 
used for processing of output information to display indicators | 
(nixies) (see section V for use). 


(g) I register. This is a one-word recirculating instruction register. 
It is used to store instructions. 





(h) X register. This is a one-word recirculating instruction register. 
It is used to store instructions. 


(5) Two permanently recorded channels contain data for timing purposes. 
These channels are the clock track and the sector track. The informa- 
tion read from the clock track is a continuous sine wave of frequency 
approximately 460 KHz. This sine wave is amplified and shaped by 
the clock board and provides synchronization within the computer. 

The sector track provides sector address. (See section V for 
information on the use of sector in inputting. )- 


4-62. WORD FORMATS 


a. General. As numbers appear in memory, there is no distinction between 
operands and instructions. Both are stored as 32 bit numbers of words 
with, in addition, one parity bit and three sync bits. When a number ° 
is read from memory it is interpreted by the control unit according to : 
the computer phase. In the operand read phase, the number is read as 
an operand word; in the instruction read phase, it is read as an instruc- 
tion word. Such a 32 bit word may be a number, an instruction, or any 
pattern of 32 bits desired for any reason. The 32 bits are labeled 
from the sign or flag position to the least significant position, S Lis 
as shown on figure 4-82(a). 


b. Computer Octal Format (fig. 4-82(d)). Each 32 bit computer word is 
represented by 11 octal digits. The first digit is formed from the two 
most significant bits of the binary word, and has a maximum value of 3. 





. 4-168 





“ara i Me sigt abe gag: Uo die Vhbae Se fad ee ae fh ce che ate ac i ee eed be tach etal eupaceieneg desl ek lic ten pes, 





ah re POR Oo ESE EEA pi ASD Dane tT epdep te EN kee ee PLAS ARI SOREN TP oh lg 





T™ 9-1220-221-34/1 


- Each of the remaining digits is formed from three bits of the computer 
word, and has a maximum value of 7. Because of the short (two bits) 
first octal digit in the computer format, it can be seen that a pure 
octal number and its octal representation are not the same. 


ol [2] 3] 4] s] 6] 7 [2 [s ro| | 2|is] ta] is] 16 [17] 6] 19] 20]21 [z2[esleales jes|27|29{ 23] 30)31| 
eh php peep ppp pepe peppy py to 
pS oe ee et 7 | 7? | 7 | te 
op 3 a 5 6 ? ee a oe (4) 








| ARR 80-1297 
‘ Figure 4-82. Computer Word. 


c. Instruction Word Format (fig. 4-83(A)). 


(1) Commands are stored in the memory in the form of one instruction per 
computer word represented by 11 computer octal digits. Each command 
consists of four separate fields, a flag, a next instruction address, 
an operation code, and an operand address. 


(2) The FLAG, which is in the sign position, provides for the modifi- 
cation of the computer instruction, and is represented by an octal 
2. 


(3) The NEXT INSTRUCTION ADDRESS, which tells the computer where to go 
next in the program sequence, consists of a channel and a sector 
portion. 





(a) The channel portion consists of 6 binary bits. These are repre- 
sented by 3 octal digits which are evenly numbered from 000 to 
176. 


‘(b) The sector portion consists of 7 binary bits. These are repre- 
sented by 3 octal oe which are numbered sequentially from 000 
to 177. 


° | (4) The operation code consists of 5 binary bits. These are represented 
by 2 octal digits and are even numbered from 00 to 76. Refer to 
tables 4-33 and 4-34 for computer operations codes. 


(5) The operand address is the address of the number to be operated 
a upon. It consists of a channel and sector portion and is in the 
same form as the next instructions address. 


(6) Referring to figure 4-84 it can be seen that a total of 15 octal 
digits are required to represent an instruction word: 1 for the 
flag, 2 for the operation code, and 6 each for the addresses. Since 
a word is only 11 octal digits, it is necessary to "absorb" the four 
extra digits in the following manner (fig. 4-84). 


(a) Let X represent the octal digits in each of the four fields and Y 
represent the octal digits. 
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462, WORD FORMATS-~Cont inued 





COMMANOS (A) 


- NEXT INSTRUCTION ADDRESS OPERAND AOORESS 
OPERATION 


CHANNEL ae SECTOR CODE CHANNEL > SECTOR 


| => SPEER EERE TEP EP EEE EDP EEE LEED Sam BINARY 


FLAG 





| = | Nee! — 5" \meeae/ 7 8° 9° Peace eet aw Peel at iW) oa 15° QUASI-OCTAL | 
1 2 a | 4 : 5 6 7 8 9 10 a OCTAL 
| | NUMERICAL QUANTITIES (8) |  ., 
§ = NUMBER . , : | BINARY REPRESENTATI 






OCTAL REPRESENTATIC 


ALPHA NUMERICAL CODE (C) 


SREP EE EPP EERE EE EEE EEE EEE EEL 
ee 


6 ALPHA NUMERIC 
CHARACTERS (a/n-5) 


~ § ALPHA NUMERIC 
CHARACTERS (a/n-6) 





- SPARES | 










ARR 80-129€ 
Figure 4-83. Actual Word Format. 
# 
} NEXT usTRUEUCN, a OPERAND ADDRESS : 
FLAG F— ae 
SECTOR | CODE saan [Sere 
Rin FE 3 Ng Loe 6 27] 7 tgp he xis Xie XI8| OCTAL 
COMPUTER 
Pe [we [ete [ew] vee [ve [oat 


ARR 80-1299 


Figure 4-84, Computer Instruction Word Formation. 
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Table 4-33. Qperation Codes 




















Computer es | Op Right Right. = 
Instruction Mnemonic Flag Code Channel — Sector. 
Clear and add? CLA 0/2 24 
Clear and subtract CLS 0/2 | 26 
Add | ADD 0/2 00 
Subtract. SUB 0/2 02 
Mul tiply | MPY 0 20 
Divide DIV =—‘“iéiDes—“(<tstéi‘ié CO 
Store A-register“ STA 0/2 ~—-50 
Store N-register STN 0 40 
Store D-register STD 0/2 — 42 
Store L-register STL 0/2 «$2 
Store Operand Address? STO 0/2 70 
Store Program Address STP 0 60 
Load R-loop) LDR* 2 72 
Load Q-loop LDQ 0 72 
Store R-loop STR 0 62 
Transfer on Zero TZE 0/2 12 
Trans fer on Plug TPL 0/2 10 - 
Transfer | TRA 0/2 14 : 
Transfer on Overflow TOV 0/2 16 - 
"A" Right Cycle? ARC 0 76 000 s 
"A" Right Shift” ARS 0 76 002 S 
"A" Left Cycle ALC 0/2. 76 004 as : 
"A" Left Shift ALS 0/2 76 006 So 
Long Right Cycle” LRC 0 76 020 ge 





pp TE, EROS EEE oe ene pewter neh Se aD ON Seat ne ee Lat fe gen day WEE eae REE Br RF 
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4-62. WORD FORMATS--Continued 











Table 4-33. Operation Codes--Cont inued = 3 © 
Computer | Op Right Right 
Instruction Mnemonic Flag Code Channel Sector 
Long Right Shift LRS 0 76 022 S 
Long Left Cycle LLC 0/2 16 024 S 
Long Left Shift LLS 0/2 76 026 s 
Extract EXT 
Take Absolute Value \ 
Replace A on Minus RML 
from L 
_ Replace A on Minus RMN 
from N 
Zero L ZEL 
_ Equal Search EQS 
Greater than or Equal GES 
Search 
‘Halt Program HLT 
Halt Display Mode HD 


Initiate Display Mode IDM 


Discrete Input to A DIA 

Discrete Outputs Off DOF 

Output Device 01 

_ Stepping- 

Output Dev ige 0D2 
Stepping- | 

Output Devige OD3 
Stepping-~: 

Input Dev ice ID] 
Stepping- 
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Table 4-33. Operation Codes--Cont inued 





Op Right Right 


Computer | | 
Instruction Mnemonic Flag Code Channel Sector 
| Input Devicg ID2 0 36 112 | 
S§tepping- | 
| | 
Input Device ID3 0 | 36 114 
Stepping- | | 
No Solution Light NSL 0. 36 116 





lthe flat bit is indicated by a (2) and not a (1). 


‘The memonic for this command was formerly STO. 


3Tthe mnemonic for this command was formerly STA. 


4 DR - the Op Code for this command is a flagged LDQ command. 


| "One can code a (2) here as a flag bit; however, it is not recommended. 


Table 4-34. Input-Output Command Summary 





Right Right 





Mnemonic Flag Op Code Channel Sector _ Interpretation 
REO 0 54 (000 Read Ext. device in Octal 
Mode. 
RTO 0 54 020 Read tape device in Octal 
Mode. sy 
PKO 0/2 54 060 Read Keyboard in Octal Mode. 
RED —s_«CO0/2 54 10X No. of — Read Ext. device in Decimal 
blocks Mode. 
RTD 0/2 54 =S—si«d2X~Ss*sé‘WNG OF ~=©—— Read Tape device in Decimal 
| blocks Mode. 
RKD =ss«aO/2—ti‘<‘éCSO“*S 16X No. of Read Keyboard device in 
| blocks Decimal Mode. 
RE6 0/2 56 00x No. of Read Ext. device in Alpha-6 


blocks Mode. 


~RT6 0/2 56 O2X No. of Read Tape Device in Alpha-6 
| blocks Mode. 
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4-62. WORD FORMATS--Cont inued 











Table 4-34, Input-output Command Summary--Cont inued 
| Right Right | 
Mnemonic Flag Op Code Channel Sector Interpretation 
RM6 0/2 56 04x No. of Read Mag. Tape in Alpha-6 
blocks Mode. | 
RK6 —s-(0/2 56 06x No. of Read Kayboard in -Alpha-é a 
| blocks Mode. | | 
RE5 0/2 56 10X No. of © Read Ext. device in Alpha-5 : " 
: blocks Mode. 
RT5 0/2 56 12X No. of Read Tape device in » Rphacd 
| blocks Mode. 
RM5 0/2 56 14x No. of Read Mag. Tape in Alpha-5 
blocks _ Mode. 
RKS «0/2. 56 16X No. of Read Keyboard in Alpha-5 
blocks Mode. 
WEOT 0/2 44 0OX No. of | Write FADAC to Ext. Octal 
| blocks Info. in teletype code. 
WFOT 0/2 44 02x No. of Write FADAC to FACAC Octal 
blocks Info. in teletype code. 
WEOF 0/2 44 04X No. of — Write FADAC to Ext. Octal 
| blocks Info. in Fieldata code. 
WFOF 0/2 44 O6X No. of — Write FADAC to FADAC Octal 
blocks Info. in Fieldata. 
WEDT 0/2 44 10X ° No. of Write FADAC to Ext. decimal 
blocks Info. in teletype code. 
WEDT 0/2 44 12X No. of — Write FADAC to FADAC decimal 
blocks Info. in teletype code. 
WEDF 0/2 44 14X No. of Write FADAC to Ext. decimal © 
; blocks Info. in Fieldata code. 
WFDF 0/2 44 16X No. of Write FADAC to FADAC decimal 
| blocks | Info. in Fieldata code. 
WE6 0/2 46 00x No. of Write FADAC to Ext. Alpha-6 
, blocks Info. : 
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Table 4-34. Input-output Command Summary--Cont inued 





Right Right 








Mnemonic Flag Op Code Channel Sector | Interpretation 
WF6 0/2 46 02X No. of Write FADAC to FADAC Alpha-6 
: 3 blocks Info. : 
WE5* 2 46 10X No. of Write FADAC to Ext. Alpha-5 
7 : | blocks Info. | 
WF5* 2 46 12X No. of Write FADAC to FADAC Alpha-5 
| blocks Info. | 
WEA sO) 46 10X No. of — Write FADAC to Ext. Alpha-5 
blocks Info. 
WF4 0 46 12X No. of Write FADAC to FADAC Alpha-6 
blocks Info. | 
(b) Then Yn will have the fol lowing values: 


Y, =X, +X, 


i rt 
Yo, = Xs 
ae’ 
Las, 
kh 
Ye = Xe 
Vy = Xg + X46 
Ye "Any 
Mgr Ape 03 
10° 4 | 
"a P16 


NOTE a 
All channels and operation codes are evenly numbered. Therefore, 


whenever an odd number appears in a channel address, a sector 
greater than or equal to 100 is addressed (i.e., Y, = X, + Xe or i; 


a Kea eo 3) Whenever an odd number appears in the Op code the 
chahhel of the operand address is greater than or equal to 100 
(i.e., Yo = Xo + Xio)° 
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4-62. WORD FORMATS--Cont inued 
(c) The flag digit is derived as follows: 




















¥1 = Xt Xo 


Y, = 0 When no flag is called and Next Instruction (NI) channel 
is less than 100. : 


Y, = 1 When no flag is called and NI channel is greater than or 
equal to 100. 


Y, = 2 When flag is called and NI channel is less than 100. 


Y, = 3 When flag is called and NI channel is greater than or equal 
to 100. 


(7) To illustrate an ing enieeion wort 
(a) Given the instruction "Clear and Add (CLA = 24 from table 4-34), 
) the contents of channel 102, sector 123, and go to channel ile,. 
sector 1240 the word format as shown in figure 4-85. 


oe Thus the computer octal code referring to figure 4-85 is as shown 


in figure 4-82. 
NEXT INSTRUCTION OP OPERAND ADORESS 


FLAG 
CHANNEL SECTOR | CODE SECTOR 






OC TAL 





ARR 80-1300 
Figure 4-85. Sample Instruction Word. 


d. Operand Word Format (fig. 4-83). Operand words, include a sign bit and 
31 information bits. If a number is positive, the first bit position 
or sign position always contains a J. The subsequent 31 bits are the 
binary representation of a fixed part fraction. Negative numbers are 
represented in two's complement form and, therefore, always have a1 in 
the sign position. Since the first octal digit is the sum of the sign 
position and the most significant bit position (fig. 4-82) in the | 
computer this digit will equal a @ or 1 when a number is positive and 2 
or 3 when a number is negative. 


e. Special Code Formats. Special alpha-numeric codes also form words. 


These special codes are used mainly to control external devices con- 
nected to the computer (fig. 4- ai 
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WRITING DATA INTO MEMORY — cobee 


General. There are five write amplifier boards and two write switch 
boards. On each amplifier board there are two write amplifier cir- 
cuits, making a total of 10 write amplifier circuits. Five write 
amplifiers are used for the five one-word loops (A, L, N, X, I), two 
write amplifiers are used for the l6-word loops (Q and R), one write 
amplifier is used for the one two-word loop (D), and two write ampli- — 
fiers are used for main memory writing. On each write switch board 
there are 12 write switch circuits. 


NOTE 
Refer to TM 9-1220-221-34/1/1 for the write amplifier schematic — 
and for the write switch schematic. 


Writing Operation. 


(1) As explained in a. above, the two main circuits in the writing opera- 


tion are the write switches and the write amplifiers. Two write 
switch circuits, a number of isolation diodes, and a write amplifier 
circuit are used in writing into memory. TM 9-1220-221-34/1/1 illus- 
trates the entire main memory write head configuration with the write 
switch logic indicated by block diagram. Utilizing this chart the 
technician is afforded complete mechanization of main memory write 
heads. | 


(2) As an example of mechanization the writing of a1 into memory lo- 


cation 60 will be performed. The procedure to accomplish this is as 
fol lows : | , 


(a) Locate the one side of memory write head 60--location W60. 


(b) The center tap of this write head 1s the output of CTB4--a write 
Switch circuit. 


(c) The one side output is connected through an isolation diode to 
SS1A output--the tap write switch. 


(d) W60 logic is mechanized. 


(3) The writing of information (1 or @) in memory will be given by 


example. Referring to figure 4-86, the signal flow for writing a1. 
into memory location 60 will be as follows: 


(a) Determine the configuration of the channel flip-flops. The chan- 
nel flip-flops (C7 thru C2) will be in the state shown in figure 
4-86. : 


(b) Since the logic C7 C6- is true, C761 will be true. 
(c) Since C5 is true and C761 is true; transistor Qc will turn on, 


allowing +15 volts to be present at the center tap of the write 
head 60. 


(d) Since the logic C4- C3- is true, C430 will be true. 
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4-63. WRITING DATA INTO MEMORY--Continued 





LOGIC 
/C76I/= C7-C6 





/CSA/= CS 
/C430/= C4-C3- 


C2- = C2- 





BOARD 434 





CHANNEL O60 CAN BE 
WRITTEN INTO WHEN — 
LOGIC IS TRUE: 


—s aw ae ae aoe ——e my Ge er eeeeEe oe ae ee oe EE ae eae oo 





MEMORY 
WRITE 
FLIP FLOP 


i ARR 80-1301 





—p ame see oe oop ee ee ee ee eee 


Figure 4-86. Circuitry for W60. 


(e) Because C2- is true and C430 is true, transistor Qs will also turn 
on. 


(f) When the logic to write a 1 comes true, transistor Qw turns on. 


(g) Current will now flow through the write head. The path is from 
ground, through the 80-ohm resistor, through transistor Qw, through 
the 82-ohm resistor, through diode CRW, through transistor Qs, 
through diode CRM, through the write head W60, through transistor 
Qe to the +15-volt source. A 1 has been written into memory 
location 60. 
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NOTE | 
| Refer to TM 9-1220-221-34/1/1 for the MW1 and MW@ circuitry. 
Also refer to paragraph 4- 61a for write head current necessary 
| to magnetize the disk. 


4-64. READING DATA FROM MEMORY 





a. General. Read heads passing over recorded flux areas on the memory 
generate voltage pulses. Induced pulses are interpreted by the computer 
as binary digits (fig. 4-80). 


(1) The read head senses only changes in magnetic polarities. A posi- 
tive pulse occurs when one of two adjacent digits change from binary 


. 9 to binary 1. A negative pulse occurs when one of two adjacent 
digits change from binary 1 to binary 9. A succession of identical 
7 binary digits does not affect the read head. After a positive 


pulse, all succeeding digits are interpreted as binary 1's until a 
negative pulse occurs. Similarly successive zero digits are in- 
terpreted as 9's until a positive pulse occurs. 


(2) Each of the 64 main memory channels require one read head. A chan- 
nel is selected (see para b below) when the correct sector of word 
is addressed. The sector address digits stored within a command are 
compared with the sector digits stored in the sector channel of 
memory. When agreement occurs, meaning that the read head is pass- 
ing over the correct sector in the memory channel, the output from 

the head is sent through the appropriate read switch to the read 
amplifier whose output--(read flip-flop) is sent to the logics cir- 
cuitry. 


(3) Clock and sector channels also have one read head each and require 
no addressing. 





(4) There are also read heads for loops A, N, L, I, X, D, R, and Q. 
Loops R and Q having intermediate loop read heads (fig. 4-81), 
require two read amplifiers per loop. 


b. Selection of Read Head. 


(1) T™ 9-1220-221-34/1/1 shows the entire main memory read head conf igu- 
ration. All the read switches involved in selecting a given memory 
. : location are depicted here. The output from the read head is con- 
trolled by two separate sets of read switches. The reason for this 
is the parallel search capability of the configuration. Both oper- 
: : and data and next instruction data are searched simultaneously. The 
inputs to the read switches whose outputs are connected to the input 
of the MMN (main memory number) read amplifier are related to the CN 
flip-flops. These allow searching for an operand. The inputs to 
the read switches whose outputs are connected to the input of the 
MMP (main memory program) read amplifier are related to the C flip- 
flops. These CP flip-flops allow searching for instructions. 


(2) The operation of read head selection will be given by example. Read 
selection of channel 066 for next instruction data will be described. 
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4-64, READING DATA FROM MEMORY--Continued 


NOTE 
The specific reading of a given word by sector location and 
comparison is explained logically in section V of the chapter. 





(3) Referring to the read switch shematic in TM 9-1220-221-34/1/1 to 
find the CP logic input, any given read switch can be mechanized. 
Figure 4-87 shows the specific circuitry for M66. The logic for 
(CPU3) and (CPL3) is as follows: 


CP7- CP6 CP5 
CPA CP3 CP2 


(CPU3) 
(CPL3) 


This logic allows instruction information to be felt at pin A65, the 
input to the MMP read amplifier. os 


(4) This circuit functions as a class A emitter-follower. The voltage 
is induced into the read head by the magnetic flux on the disk. Q3 
is normally on so that the emitter is a few tenths of a volt neg- 
ative. If the signal is positive, indicating a 1, the transistor 
will conduct more and the voltage at the emitter will increase 
toward ground. If the signal is negative, indicating a @, the ’ 
transistor will conduct less and the voltage at the emitter will 
become more negative. Gate (CPU3), (CPL3), and the output from 03 
form an "and" gate. Pin A65 will read what is contained in memory 
Channel 066 when gates (CPU3) and (CPL3) are true. 


c. Amplification of Selected Read Switch Output Signal. 





(1) As explained previously, the output from the read head is at a low 
level (in the millivolt range) and has the form: 


(a) A positive pulse if a series of 1's are being read. 
(b) A negative pulse if a series of 0's are being read. 


(2) The function of the read amplifier is to amplify these pulses and 
convert them to logical read outputs (a 1 represented by a sg volt 
output, a @ represented by a O-volt output). 


(3) The block diagram in figure 4-88 is from the read amplifier board. . 
The discussion will begin at TP time. At this time the TP input 
after being shaped and amplified, will zero set the read flip-flop. 


(4) The output from the read switch comes into the read amplifier at pin 
65A and is amplified in the low level amplifier. 


(5) If the pulse is positive indicating a 1 or a series of 1's, the out- 
put is fed into the degenerative amp whose function is to clip the 
wave to maintain a constant output. After this stage the pulse is 
fed to the read one amplfier where it is again amplified and shaped. 
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: | | 
| | CRIG ov —sCR25 les 
* (CPL3)c¢ 
| | | TO MMP READ 
Q3 CR2 | AMPLIFIER 
CRI7 | BOARD 
ASI | = | 
| 
ww 
EAD R4 | 
FAD 6.8K ae , 
| 
-3y | 
iOK S R7 | 
| 
-BV 
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O 6 6 ARR 80-1302 
Figure 4-87. Memory Read Head and Read Switch Mechanization. 
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4-64, READING DATA FROM MEMORY--Cont inued 





LOW LEVEL | ! ) 
SWITCH —- —,,+ .| DEGENERATIVE | OE: 
65A er AMP 





FROM READ 
SWITCH OUTPUT 


FROM | 
NETWORK IB a ar 


BOARD STROBE 


SWITCH 


: 
: 


128 


| ZERO | 
148 TRIGGER SHOT AMP Co | MMP — 
~ 
READ 
FLIP-FLOP 


p 


gash Rises 
to ARR 80-1303 


Figure 4-88. Read Amplifier Block Diagram. 


(6) When the strobe switch is turned on, that is when the strobe signal 
is -10 volts, the read flip-flop will one set if a 1 was read from 
memory. | | 


NOTE 
Although not shown in the block diagram, the output of the read 
flip-flop is the input of an output driver. Therefore, when we 
speak of the output of the flip-flop we are truly speaking of 
output of driver fed by the flip-flop. 


(7) The flip-flop will remain one set until either Tp time (the end of 
the sector) or a negative spike (representing of ™) is read from the 
memory. | 


(8) As before, the negative spike is amplified in the low level ampli- 
fier. 


(9) The negative spike now, however, triggers the one-shot multivibrator. 
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(10) The pulse from the one shot is amplified in the read zero amplifier 


and when the strobe pulse is true, will zero set the read flip-flop. 


(11) It will remain zero set until another positive pulse is detected by 


d. 


the read head. 


| NOTE 
Refer to ™ 9- 1220-221-34/1/1 for the schematic of the read 
amplifier board. 


Parity Generation and Detection. Parity errors are detected when read- 
ing data out of memory. Since operands (numbers) and instructions can 
be read simultaneously, two flip-flops are used to detect parity errors. 
Take the case of operand readout first. . Flip-flops MN and PN, which 
were used in generating the parity bit during writing of information 
into memory, are now used in detecting parity errors in reading operands 
(numbers) out of memory. If there are an even number of ones in a word 
while reading, then PN will be zero set at parity bit checking time, TP. 


This tells the computer that an even number of zeros (which also makes 


an even number of ones in a 32-bit word) were recorded while reading. 


The computer then compares the next bit out of MN which was generated by 


- the computer when this word was originally written into memory. If, in 


this case, a zero was originally written into the TP bit position of 


this word, a parity error would exist and computations verifying would 


halt and the PARITY indicator would flash. PE would be one set by one | 
of the following gates depending on whether in compute or verify modes. 


1 PE = + C7- /MNA-/ KE (MMPT) PN- 
C6- /MNA-/ KE (MMPT) PN- 
C7- /MNA-/ ND- (KIOP) (MMPT) PN- 
C6- /MNA-/ ND- (KIOP) (MMPT) PN- 


+++ 


Note that PN- and MN- both must be true (zero set) in the above 
gates in order to one set PE and thus designate a parity error. 
Other gates take care of the other parity error conditions when PN 
is one set and MN reads a 1 bit at Tp time; ij.e., 


1 PE = + PN /MNA/ KE (MMPT) | 
+ PN /MNA/ KD- (KIOP) (MMPT) 


In the case of reading inctructions:. flip-flops PP and MP are used 
as a control to one set PE by 


1PP = PP- MP- CP76- /KD3/ XC 
This in turn causes PE to one set by 
1 PE = PP /TXF/ K 
An even number (2, 4, etc) of altered bits in a word being read from 
memory cannot be detected by this method. Parity checks (on charac- 


ters, not words) are also made when AIPUEEENG into DERN with the 
field data (8 level) code. 
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4-65, REGISTER READING AND WRITING 


a. General. Figure 4-89 is a diagram of a typical register (A register). 
The register shown has the storage capacity of 36 bits with 34 of the 
bits on the disk (which would include one each being sensed by the AO 
and A32 flip-flops). The information on the disk is constantly being 
read, passed through the flip-flops, and written back onto the disk. 

As the read head picks up a binary digit from the memory channel, it is 
immediately stored in read flip-flop AO. The bit that was in AO is 
sent to flip-flop AX (A loop extension flip-flop), the bit that was in 
AX is sent to the AP flip-flop, what was in AP is then copied by the 
write amplifier A32, which is immediately sensed by the write head, and 
the bit is written back on memory. 











os —® REPRESENTS NO TIME DELAY. 


TIME DELAY OF ONE 
CLOCK PULSE 


WRITE O READ O 


' 
! 
| 
i 
Jd 


—_— eo om ewe em ee ie ew ew = = ee nw 






/ 
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a 








>------- ie 


4 
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Figure 4-89. Functional Diagram of A Register. 
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b Addressing and Loop Length. 

| (1) The number of words between the read and write heads determine the 
| 
| 


length of the particular loop. The A, L, and N registers are one- 
word registers since their contents are available every word or 
sector time. They are addressed as channels 170, 172, and 174 
respectively. 


| NOTE é‘ | 
The sector numbers are ignored for these registers. 


The R and Q rapid access loops are of 16-word lengths but have 


intermediate read heads which makes the contents of a particular 
sector available every eight word times. The intermediate read 
heads have no effect on the recirculation process. The channel . 


address of R is 142 and the channel address of Q is 152. The sector 


address may be any sector number from 000 to 177 but only the last 
four binary bits are interpreted by the computer. Thus, the sector 
addresses are actually 000 to 017. The intermediate read heads for 
the R and Q loops have as their channel addresses 140 and 150. 


The display register or D loop is a two-word loop and has a channel 


address of 160. The right half of the two-word loop is addressed by 


odd sector numbers (i.e., 003) while the left half is addressed by 
even sector numbers (i.e., 004). 

| 
The ins truction register 1 and the X register are one-word loops and 
have no channel address. They are used to perform interim tasks. 


c. Reading and Writing into Registers. 


Table 4-35 shows the various registers, channel mel ane evn and 
the associated Flip-Flop functions. — 


The write flip-flop writes information directly into the memory. 

The writing operation is basically the same as writing into main 
memory with one exception, write switches are not necessary to 
select the given channel. The write amplifiers of the registers are 
connected directly to the write heads, with +15 volts applied to the 
center taps. Therefore, when the write flip-flop is one set, a 

ground return path is provided for the +15 volts through the write 
to ground through the write amplifier oeeen? The same is true for 
writing a Q. | | 


NOTE 
Refer to paragraph 4-63 for main memory aratine operation and 
table 4-35 for the write flip-flop used for each register. 


Information read from a given register is fed directly to a read 
amplifier circuit (the circuit is located on one of the read switch 
boards). As in the case of writing no switches are necessary to 
select a given memory location. The read amplifier circuit functions 
exactly the same as the main memory read amplifiers (refer to para 4- 
64).. The read flip-flop for each of the registers is shown in table 
4-35, : | 
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4-65. REGISTER READING AND WRITING--Continued 











Table 4-35. Register Flip-Flop Functions © 
Loop | Loop 
| > extension extension 
| Loop flip-flop flip-flop 
Channel Write , ¥ Read control — (Tp 3 (Tx 
Register designation flip-flop wren 2 flip-flop phasing) | Phasing)” 
A 170 RBZ \ a ve RP 
cL 172 132 LO lc 80 LX 
N 174, NP NO NC None NX 
R 142 RP RO,  —s- RC None RX 
140 RM | | 
Q 152 — QP Q0, QC 8 Nome  - YX 
150 QM | | 
D 160 DP DO re None OX 
I None 132 | IX | IC IP None _— 
X None XP XO XC — None- _ None © 
1 


Refer to table 4-14 for location. 


Refer to table 4-15 for location. 


Spefer to table 4-13 for location. 


7 4M and QM are rapid access loop read flip-flops. They allow access to a given 
word in 8 word lengths instead of 16. They are not involved in the recirculation 
process (table 4-15). | 


d. Recirculation. 


(1) The specific recirculation process is given in paragraphs (2) thru 
(9) below. In all cases of recirculation the loop control flip-flop 
must be zero set. Refer to table 4-35 for each of the flip-flops | 
referred to in text. | : 


NOTE 


Specific logic can be followed by referring to the japhenriate: 
logic list in TM 9-1220-221-34/1/1. 
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(2) The A register recirculation process is as follows: 
(a) A32 writes information into memory. 
(b) AO copies information from memory. 
(c) AX copies AO. | 
(d) Since AC is zero set, AP copies AX. 
(e) A32 copies AP and hence the loop is completed. 
(3) Thel register recirculate process is as follows: 
(a) L32 writes information into memory. 
(b) LO copies information from memory. 
(c) LX copies LO. 
(d) Since LC is zero set, LP copies LX. 
(e) L32 copies LP and hence the logic is completed. 
(4) The N register recirculate process is as follows: 
(a) NP writes information into memory. 
(b). NO copies information from memory. 
(c) NX copies NO. 


(d) If NC flip-flop is zero set, NP copies NX. This completes the 
loop. 


(5) The R register recirculates information as follows: 
(a) RP writes information into memory. 
(b) RO reads information from memory. 
NOTE | 
RM also reads information for rapid access but is not involved 
in recirculation. | 
(c) RX copies RO. 
(d) If RC is zero set, then RP copies RX. This completes the loop. 


(6) The Q register is identical in operation to the R loop. Merely sub- 
stitute Q for R in each of the steps. | 


(7) The D register is identical in operation to the R loop. Merely 
substitute D for R in each of the steps. 
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| 4-65. REGISTER READING AND WRITING--Continued 


(8) The I register recirculates information as follows: 
(a) 132 writes information into memory. 

(b) IX copies this information from memory. 

(c) If IC is zero set, IP will copy IX. 


(d) Since IC is zero set, I32 will then copy IP. This completes the 
loop recirculation. ° 


(9) The X register does not recirculate information. Its reading and 
writing operation, however, is as follows: 


(a) XP writes information into memory. 

(b) X0 copies this information from memory. 
4-66. TROUBLESHOOTING 
Troubleshooting can be approached by two general procedures. One method is the 
replacement of modules on the basis of probable failure. The second is isola- 
tion of malfunctioning part by dc voltage measurements, wave shaped tracing the 
resistance readings. The basis for approach here will be the former. However, 
a procedure will be given here for writing into and reading from any main 
memory channel and sector. Using this procedure and the theory of operation in 
paragraphs preceding this one, wave shape tracing can be accomplished. 
FILL AND VERIFY PROCEDURE 


l ‘Connect the SDR to the FADAC as snow in T™ 9-1220-221- 208P. 


2 Set the SDR controls as follows: 





a. TAPE ADVANCE switch to OFF position. 
b. COMPUTE switch to HALT position. 
c. FIELD DATA-TELETYPE switch to TELETYPE position. 
d. AUXILIARY MEMORY switch to OFF position. 
@. FILL-VERIFY switch to FILL position. 
f. POWER switch to ON position. 
g. SIGNAL Switch to ON position. 
3 Turn ‘computer on. 


4 After POWER READY indicator Nights depress RESET button on FADAC. 
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5 Depress RECEIVE button on FADAC. 


6 Depress START FADAC button on SDR (KEYBOARD and IN/OUT indicator will light 
on FADAC, and FILL indicator lights on SDR). 





7, Address desired channel and sector using five octal digits. The most 
Significant digit of the sector number is combined/added to the least 
Significant digit of the channel number. Thus channel 002 sector 100 is 
entered as 00300. | | 


| NOTE 
| The channel flip-flops, C7 thru C2, and the logic associated 
. | with the write switches (para 4-63b) Should be properly set and 


can be measured if so desired. 
8 Depress decimal point (.) key (this is the locate code). 


9 Key in on keyboard the word to be written into the location selected. One word 
length is 11 octal characters. A good test pattern is a two-five pattern 
(25252525252). This will write alternate 1's and ~'s into memory when the ENTER 
key is depressed. | 


NOTE 
When the ENTER key is depressed, the information, 1's and O's 
alternately in this case, can be viewed at the write amplifier 
board. (See TM 9-1220-221-34/1/1 for schematic and para 4~63b 
for theory of operation.) 


10 Depress. ENTER key (word is now in memory) . To enter into the next sector of 
the same channel with the same word, depress ENTER key again. Each time the 
ENTER key is depressed the next sector will be filled. | : 





11 To verify the contents once it is entered depress minus (-) key on keyboard. 
VERIFY indicator on SDR will Night. | 


12 Address the same channel and sector again and depress point (.) key (as in 
example previously 00300 and then decimal point (.)) 


13 Key in same word (i.e., 25252525252 as before) and depress ENTER key. As 
| before, each time the ENTER key is eep ocean the next sector within that 
channel is verified. | 


NOTE 
The read switch output and the logic input can be checked now 
(see para 4-46 and in T™ 9-1220-34/1/1). The output from the 
read amplifier can also be monitored (alternate 6 volts and 0 
volts). See paragraph 4-64b for theory of operation of the 
read amplifier and TM 9-1220-221-34/1/1 for read amplifier 
Schematic. 








14 If the ERROR indicator on the computer is flashing the word did not verify. 
Either information was tested incorrectly or a malfunction exists in write 
circuitry, the read circuitry, in the memory or in the associated wiring. 
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| NOTE 
To enter keyboard mode again to test another memory location 
(providing word verified ok) depress the plus (+) key on the 
- computer keyboard. 


15 In the event that testing was not correct enter and verify information 


again. 


16 If problem persists follow either of the two troubleshooting procedures 


discussed above. The procedure for malfunction on the basis of probable 
failure is contained below. 


MALFUNCTION REPAIR BY MEANS OF REPLACEMENT AND RESISTANCE CHECKING 


1 
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Once the defective channel is determined by either keyboard entry testing, 
by using the memory evaluation tape, or by any other means, the technician 
Should begin by replacing the appropriate read switch board. 


To locate the board, refer to table 4-36. The read switch boards and the 
input pins from the read head associated with the channel location (left 
column ) are listed here. The memory plug and the pins connected to the read 
head in memory are also listed. 


The technician should replace this board and retest. If the channel passes 
successfully, replace the original board to verify that it is defective and 
rerun test. A loose read switch board may result in a parity error. Ifa 

new read board does not correct the parity, replace the original board and 

proceed to step (4). 


NOTE 
Since FALT testing has, it is assumed, been performed, the CP 
and CN flip-flops and the CPU, CPL CNU, and CNL gates should 
have been tested. However, if unsuccessful in remaining 
steps of this procedure these terms (see TM 9-1220-221-34/1/1 
for term associated with memory locator) should be referenced 
using TM 9-1220-221-34/6 to their associated boards, replaced 
and retested. 


Replace read amplifier boards 301 and 302 and retest. If the channel passes 

successfully, replace read amplifiers one at a time to determine which one 

is defective or overly sensitive to noise. If the read amplifier boards do 

(s) correct the parity, REDIBCE the original boards and proceed to paragraph 
5) below. 


Replace network C board 323 and retest. If the channel passes successfully, 
replace original board to verify that it is defective and rerun memory 
evaluation test tape. Network C board contains the strobe circuit. (See 
para 4-64 for use of strobe in setting read flip-flop on read amplifier 
board.) If a new network C board does not correct parity, replace original 
board and proceed to paragraph (6) below. 
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Table 4-36. Memory Read Switches and Plugs 


Memory Read switch Memory Memory Read switch | Memory 








channel board pins Plug Pins Channel. board pins | Plug Pins 
MOO 303 B48 B46 Pl 25 26 | M56 306 ASG ASB P2 28 29 
M02 303:«A4B «AMG = PLs27 «28 «| = M60) = «307 BAG BABS P2303 
Mos 303 B51 B49 = P1_s«s2930:«|s MG2~Ss«307 «AMG AMBP 
MOG = «303-49 ASL «=SséPLSCBs Mea «-307:B49«BS1«=SssP2S 343 
. M10. 303 B56 B58 Pl 34 35 | M66 307 ASQ ASL P2 36 37 
m2 303: ASG «ASB P1S36-«37 | ~=M70 «=: 307:«BSE BSB PZ 3B 39 
M14 «304:«B46 «B48 ~~ «Pl «38 «39: «| =«OM72)~—Ss 307 ASG ASS = P24] 
M16 304 AMG ASB P1401 M74 308: «B46 «BABS P2423 
M20. 304 B49 B51 Pl 43 44 | M76 308 A46 ASS P2 44 45 
M22 304 AAO AS] «= PLS 6: «|S MN00.ss«308« B49 B51 PSs 
Moa © 304-BS6 «BSB OCP2:SsCid1s2:~'|:«SCMLO2«Ss308 «ASD AS] PS 
M26 304: ASE «ASS = PZ | MO4 «= 308 «B56 BSB PSCC 
M30 305 B49 B51 P2 5 6 | M106 308 A56 ASB PS 7 8 
M32«305:« AM ASL «Silt M110 309 B49 B51 P5 9 10 
M34 «305 «B56 B58) = P2ss«s«d10 M112. -309:-AMO ASL PBs 
M36 305 ASG ASS  P2 11 12 | M114 309 B56 B58 P5 13 14 
mao «305 «B46 «BAB)=SsP2_Ssd13:«14_«d|SsCM16. «309 -ASG ASB PS OS 16 
M42 305 A46 MB P25 16 M120 309 B46 B48 P5 18 19 
N44 —«306«B46 «BOB=SP2Ss8 19 | =MI22 «309 AAG AMMBPH5 20 2 
m6 306 «AKG «AABSP2:s20 21 | «M24 «310 BAG BAB PS 2223 
M50 306 -BA9 B51 «= P2_—é«22.s 2B M126 310 -A46 ASB P5245 
M52 «306 «AAD ASI «= P2245 M130 310 B49 B51 PS 26.27 


M54 306 B56 B58 P2 26 «27 — M132 310 A49 A51 P5 28 29 
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Table 4-36. Memory Read Swi tches and Plugs--Continued oe © 
Memory Read switch Memory | Memory Read switch Memory 
channel — board pins Plug Pins channel board pins. Plug Pins 
M134 310 B56 B58 P5 =30 «31 M316 312 A46 A48 P6 «615 «(16 
M136 310 A56 A58 P5 32 33 M320 312 B49 B51 P6 «18 «19 . 
M300 311 B46 B48 P6 L. (2 M322 312 A49 ASI P6 = 20s 21 
M302 311 A46 A48 ~~ P6 3 4 M324 312 B56 B58 ss PSC? 233 
M304 311 B49 BS P6 5 6 | M326 312 A56 A58 P6 = 24 «25 
M306 «311. A49 ASL = PSEsCaT”sé8B M330 313 B49 B51 P6 26 27 
M310 311 B56 B58 P6 9 10 M332 313 A49 A51 P6 =28 «29 
M312 311 A56 A58 P6 11 12 M334 313. A56 A58 P6 30s 31 


M314 -312«&B46 «BAB PSC. M336 313.:«ASG «ASB PG 32-33 





6 Replace the write switch boards 433 and 434 and rerun memory test. If the 
channel passes without a parity replace original boards one at a time to 
determine which one is defective. If new write switch boards do not correct 
the parity, replace original board and proceed to paragraph (7) below. 


7 Replace write amplifier boards 437 and 439 and rerun memory test. If 
channel passes successfully, replace write amplifier boards one at a time to 
determine which one is defective. If the new write amplifiers do not correct 
parity, replace original boards and proceed to paragraph (8) below. 


8 Determine from table 4-37 the circuit board associated with the write head — 
wiring. For example, channel 004 is associated with write amplifier board 
436. If the defective channel is associated with a circuit board which has 
not as yet been replaced, replace this board and rerun memory test. If the 
defective channel wiring is associated with a board that has already been 
replaced, proceed directly to paragraph (9) below. 


9 Refer to T™ 9-1220-221-34/1/1 and reference all boards, write switch and 
write amplifiers associated with the defective channel. For example, W64 
has associated with it boards 436, 433, 437, 434, and 439. Replace these 
boards if not previously replaced and retest. If the channel passes suc- | 
cessfully replace these boards one at a time to determine which one is 
defective. If replacement of these boards does not correct the error, 
replace the original boards and proceed to paragraph (10) below. 
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Channel Write head wiring 


W00 
WO0/ 
WOOCT 
WO2 - 
W02/ 
WO2CT 
W04 
WO4/ 
WO4CT 
W06 
WO6/ 
WO6CT 


~ W10 


W10/ 
W10CT 
W12 
W12/ 
W12CT 
W14 
W14/ 
W14CT 
W16 
W16/ 
W16CT 


439 —— 


437 
434 


438 


438 
434 
436 
436 
434 
435 
435 
434 
434 
434 
434 
434 
434 
434 
433 
433 
434 
433 
433 
434 


A63 
A63 
A58 
A63 
A4 

A58 


A63 
Ad 


A58 


63 


A4 

A58 
B31 
B38 
A58 
A45 
B40 
A58 
B31 
B38. 
A58 
A45 
B40 


A58 © 





Memory 
Plug Pin 
P4 1 
P4 2 
P4 17 
P4 3 
Ph 
P4 17 
P4 5 
EG 
P4 17 
P4 7 
P4 8 
P4 «617 
P4 9 
P4 = 10 
P4 17 
P4 | 11 
P4 = 12 
P4 = 17 
P4. 13 
P4 =14 
P4 «(17 
P4 =15 
P4 = 16 
P4 (17 





Channel 


W20 
W20/ 


W2OCT 


W22 
W22/ 
W22CT 
W24 
W24/ 
W24CT 
M26 
W26/ 
W26CT 
W30 
W30/ 
W30CT 
W32 
W32/ 
W32CT 
W34 
W34/ 
W34CT 
W36 
W36/ 
W36CT 


439 
437 
434 
438 
438 
434 
436 
436 
434 
435 
435 
434 
434 
434 
434 
434 
434 
434 
433 
433 
434 
433 


433 


434 
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Table 4-37. Memory Write Amplifiers and Plugs 


Write head wiring 


A57 
A57 
B64 
A57 
Al2 
B64 


—A57 


Al2 
B64 
A57 
Al2 
B64 
A31 
A38. 
B64 
A46 
Aal 
B64 
A31 
A38 
B64 
A46 
A4l 
B64 


Memory 
Plug Pin 
P4334 
PA 35 
P4 «18 
P4386 
P4377 
PA «18 
P4 38 
PA 39 
PA «18 
Pa 40 
Pa 4 
PA «18 
PA 42 
PA 43 
Pa -18 
P44 
pa AS 
pA 18 
PA AG 
P4447 
PA «18 
PA «48 
PA 49 
PA «18 
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Table 4-37. Memory Write Amplifiers and Plugs--Cont inued 


Memory | Memory 
Channel Write head wiring Plug Pin Channel Write head wiring Plug Pin 





W40 439 B65 P31] WS6CT 434 AG P3. «17 
—W40/ 437 B65 P3 = 2—«|:s« 60 439 A61 P3334 
W40CT «434 M6 =—Ssi«éiBesi«d‘”s«éd;'s«WHG/ 437 A61 P3335 " 
W42 438 B65 P3 3 | W6OCT 434 a2 P3118 

W42/ 438 A3 P33. As|sCW62/ 438 A6 P3837 

W42CT 434 A6 P3. «17 ~«| «W62CT 434 A2 P3. «18 

W44 «436 B65 P35 «| wea 436 A61 P3 38 

W44/ 436 A3 P3.—(i«GC*d|:sCW64/ 436 = AG pP3 39 

W44CT = 434, AG P3117: «| ~WO4CT = 434 A2 P3118 

W46 435 B65 P3. «= 7~«|:«(W66 435 A61 P3 40 

W46/ 435 A3 P3—( BCS|s«CW66/ 435 A6 P34] 

W4ECT 434 AG P3 17 | We6CT 434 A2 P3«18 

W50 434 - B30 P3. «9s «W770 434 A30 P3. 42 

W50/ «434 B37 P3. 10 | W70/ = 434 437 P3483 

W50CT 434 A6 P3. 17 =| W7OCT 434 A2 P3. «18 

W52. 434 A48 P3111 «| «O72 434 A39 P3444 
W52/ 434 B43 = P3.—s«d12-—s«éd;s«W72/ 434 A43 P3. 45 : 
W52CT 434 AG P3. 17 ~+| W73CT 434 A2 P3. «18 

W54 433 B30 P33. | W74 433 (A380 P3 46 

W54/ «433 B37 P3114 «| W74/ 4330 P3. AT 

W54CT 434 A6 P3. 17 «| ~=W74CT 434 sO P3. «18 

W56 433 A48 P3 «15 «| «(W76 433.9 P3. 48 

W56/ 433 — B43 P3 «16 W76/ 433 A43 P3 49 
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Table 4-37. Memory Write Amplifiers and Plugs--Cont inued 


: ; 





| _ Memory © 7 - Memory 
Channel Write head wiring Plug Pin Channel Write head wiring Plug Pin 





W76CT 434 A2 P3. «18 W116CT 433 A2 P8 18 





w100 439 A64 P8120 439 A608 PB 84 
, W100/ 437 A2 p82 | «W120/) 437s P8335 
W100CT 433 A2 ps8 18 | W120CT 433 ~~ AG PB 30 
W102 438 64 = iPBCs«d:sCW122 438 = AGO P8 36 

W102/ 438 A2 P84 W122/,0 438A P8 37° 
W102CT 433 A2 P8 18 | Wi22CT 433 AB OB 

w104 436 A64 pas | «W124. = 436s P8338 
W104/ 436 A2 P86 «S«d|sCW124/ «36 A7 P8 30 
— waoacT 433 a2 PBs | wi24cT = 433 AE = PB (30 
@ W106 435 M64 = PB7s«d|sCW126 435 AGO P8 «40 
W106/ 435 a2 siBCOC*dYCW2G/ «435 AD BOD. 
W106CT 433 2° ps 18 | wiz6ct 433 AG P8 30 
W110 434 B34 Ps «9s |sW130 434 B35 P82 
W110/ 434. (s«CB’ P8 10 | wi30/ 434 B28 PB «43 
W110CT 433 A2 P8 18 | W130CT 433 AG Ps 30 
W112 434 —sCOADO ps 11 | wi32 434 Aig PBA 
W112/.434—i—i“‘t*é‘«éi P8 12 | W132/ 434 n24 PROS 

W112CT 433 A2 P8 18 | Wi32cT 433 AG Ps 30 
w114 433. «B34 = P83 |sW34 433 B35 PS «46 
W114/ «433 A28 P8 14 «| W134/ 433. B28 P8 AT 
W114CT = 433i :ts«CD P8 18 | W134CT 433 AG P8 30 
@ W116 433 A20 PS 15 | W136 433 A19 PS 48 
W116/ 433,—=—t«—“‘éi P8116 ~«| «(W136/ 2S 433 A24 P89 
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4-66. TROUBLESHOOTING--Continued 





Table 4-37, Memory Write Amplifiers and Plugs--Cont inued @ 


| Memory Memory 
Channel Write head wiring Plug Pin Channel Write head wiring Plug Pin 








W136CT 433 AG P8 30 | W316CT 433 A58 P7 «18 
W300» 439i sO P7,—«1s«|s«W320 439 A59 P7 34 : 
W300/ 437 A65 P7 =2 «| W320/ 437 A59 P7 35 
W300CT 433 A58 P7 18 | W320CT 433 B64 P7 30 
W302 «438 nes =P? 3«| 322/438 P7? 37 
—W302/. «438i (sD P7 = «4 «| «W322CT ~=— «433 B64 P7 30 
W302CT 433 A58 P7 18 | W324 436 — ASS P7-38 
W304 436 A65 P75 «| «W324/ «436 B7 P7 39 
W304/ 436 AL P7_s«Gs|s W324CT = 433i P7 30° 
W304CT 433 A58 P7 (18 | W326 435 ASS P7 40 
W306 = * «435 A657? 7 «| W326/ 435 B7 P74 
W306/ - 435 Al P7 8 | W326CT 433. | B64  P7 30 
W306CT 433 A58=—s=P7-s«18 «| W330 434—ts«éiD P7 42 
W310 434 A386 P7 9 | W330/ 434 — B29 P7. 43° 
W310/ 434. —s«CD P7 10 | W330CT 433  — B64 P7 30 
W310CT 433 A58 P7 (18 W332 434 - B26 P7 44 : 
W312 434° A26 P7 11 | wW322/ 434 A23 P7 45 
W312/,434.—=—i<“(‘i«é‘é OT | C8 B64 = P70 
W312cCT 433° «=«©ASB.s=«é‘ T:SCdBSYSCW3340—s«433 B362P7s«6 
W314 433 ABE P7 13 | W334/ 433 B29  P7 47 
W314/ 433 A29 P7 14 | W334CT 433 B64 P7330 
W314CT 433 «ABB P7, 18 | W336 433 B26 P7 «48 
W316 «433 a6 =—s«iP7-18 | W336/.  433—'—(tsiCB CPT 
W316/ 433 B23 P7 16 | W336CT 433 B64 P7 30° 
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10 Refer to table 4-36 and determine memory plug associated with defective 


channel. For example, channel 024 is plug P2 pins 1 and 2. Remove the 
plug from the memory, clean the male pins on the memory jack and the female 
pins on the plug using trichloroethylene (NSN 6810-00-664-0338). Reconnect 
plug and tighten securely. Repeat cleaning procedure for memory plug used 
in writing; refer to table 4-37 for plug and pins associated with write 
a ie Rerun memory test; if parity persists, proceed to paragraph 

11) below. 


CAUTION 
When using the ohmmeter to measure resistance do not place 
ohmmeter probes on pins B39 and B41 of read switch board 303 or 
pins B59 and B60 of pulse generator board 432. Do not place 
ohmmeter probes on pins 22, 23, 47, and 48 of memory jack JOOL. 
These are the sector track and clock read heads and this informa- 
tion may be damaged by the ohmmeter current. 


NOTE 
For any given memory unit the resistance measured should be 
the same for all heads. For example: if resistance 
measured was 17 ohms then all heads should be near 17 ohms. 
Use extra caution in establishing a good electrical contact 
when uSing the ohmmeter roe this measurement. 


11 Remove the read switch board associated with the defective channel accord- 


ing to table 4-36. Make a resistance measurement between the two pins on 
the read switch board connector. For example, channel 042 is board con- 
nector 305 pins A46 and A48. The ohmmeter should be on the R x 1 range; 
zero the meter to obtain the most accurate measurement. The resistance 
Should be between 14 and 19 ohms. The resistance of the read head should 
be constant, that is, it should not vary in any way. When the resistance 
is changing or slowly floating it usually indicates a cold solder joint or 
an insecure connection in the wiring, plug, or memory. To eliminate the 
wiring and plug remove the plug and check the resistance directly at the 
memory jack; check continuity of wiring between memory plug and board pin. 
Examine plug to eliminate possibility of a loose solder connection within 
the memory plug itself which could cause intermittent parity errors. Refer 
to table 4-36 for the correct pins. When the resistance measurement of the 
read head is less than 14 ohms or more than 19 ohms the read head may be 
defective; however, before changing the memory measure the read circuitry 
ground loop resistance accerding to step (13) of this procedure. An open 
or cold solder joint in the group loop may result in a parity. If the read 
head resistance measurement is between 14 and 19 ohms proceed to step (12) 
of this procedure. 


12 Refer to table 4-37 and determine the write head wiring connections for the 


defective channel. Measure the resistance between the one and prime sides 

of the write head first. The resistance measurement should be 2 ohms. Now 
measure the resistance between each side and the center tap. The resistance | 
measurement should be 1 ohm. When the resistance is not within tolerance, 
check the wiring and plug before changing the memory. If the resistance is 
within tolerance, proceed to step (13). 


4-197 








IM 9-1220-221-34/1 


4-66. TROUBLESHOOTING--Continued 


| CAUTION ~ | 
When using the ohmmeter to measure resistance do not place the. 
ohmmeter probes on pins 21, 22, and 23 of memory jack J003 or 
pins 21, 22, and 23 of memory jack J004. These pins are the 
write head connections for the clock and sector track and the 
information will be damaged by the ohmmeter current. 


13 Locate board connector 301 pin B60. Remove (unsolder ) the black wire fran 
313 A57 on 301 B60. Do not remove the remaining black wire on this pin. 
Insert an ohmmeter in series with pin B60 and the wire that was removed. 

The resistance would be 0.5 ohms or less. When the resistance is greater 
than 0.5 ohms there is a cold solder joint in the ground loop, refer to 
figure 4-90 for read shield ground wiring. After making the resistance 
measurement replace the wire on pin B60, board 301, When it appears that 
the parity error exists only during the first few minutes of operation or 
that the parity error is intermittent it may be helpful to run the memory 
test in one of the five marginal test positions. An intermittent parity 
may become more consistent in a marginal position which will aid in trouble- 
shooting. If it appears that the parity error disappears after running the — 
computer in a few minutes it may also be helpful to measure the resistance 
of the read and write heads before turning the computer on and then again 
after the computer has ope Gere for a period of time and compare the 
measurements. 


14 When the resistance measurement of the read or write head indicates either 
one is defective or after all other possibilities have been exhausted, the © 
memory should be replaced. (Refer to para 5-8.) If possible, the defec- 
tive memory should be installed in another computer to verify that it is 
the cause of the parity. With a new memory | in the computer the defective 
channel must pass the menor) test. 
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Figure 4-90. Shield Ground Loop for Read Head Circuitry. 
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Section Vil. Computer Board Circuitry 


4-67. SCOPE 


This section provides the technician with a detailed explanation and an elec- 
trical schematic of each FADAC circuit board. It contains a brief theory of 
operation on the circuitry located on each board and a reference to other 
sections of this chapter that utilize these various circuits. 


NOTE | 
All component designations can be referenced to actual component 
value by referring to TM 9-1220-221-34P under the board in ques- 
tion. | 


4-68. POWER CONTROL A BOARD 


The power control A board is intended to monitor extreme ambient temperature 
conditions and to detect cooling fan failures. The board consists of the low 
memory temperature detector, the low and high temperature warning detector, 
and the low and high temperature kickout detector circuits. TM 9-1220-221- 
34/1/1 contains the schematic of the power control A board. See section II 
for its integrated function in power control of the FADAC. 


4-69. POWER CONTROL B BOARD 


a. High Voltage Kickout Detector. Gives a false output (0 volts) when 
prime input voltage exceeds 140 vac. This prime input voltage level is 
~ detected by an unregulated -27-volt power control power supply. When 
the input prime voltage is at 140 vac the output from the unregulated 
-27-volt source is -31.5 volts. This unregulated source is the input 
to the high voltage kickout detector. | 


b. Low Voltage Kickout Detector. Gives a false output (0 volts) when 
prime input voltage is less than 80 vac. The input to the low voltage 
kickout detector is the same -27-volt unregulated supply to the detec- 
tor will be -16.5 volts if the prime voltage is 80 vac. 


Cy Low Voltage Warning Detector. Gives a false output voltage (0 volts) 

when prime input voltage is 108 vac or less. The -27-volt input source 
will be at -20 volts or greater (e.g., -19 volts). The TRANS indicator 
will flash. 


‘d. High Voltage Warning Detector. Gives a false output voltage (0 volts) 
when prime input voltage is 132 vac or more. The -27 volt input source 
will be at -29.5 volts or less (e.g., -30 volts). 


e. Low Voltage Transient Kickout. Gives a false output voltage (0 volts) 
when prime input voltage is below 100 vac for 7 or more seconds. The 
-27-volt input voltage will be -18.6 volts for 7 or more seconds. 


f. Voltage Warning Inverter. Gives a true output signal when one or both 


of the inverter inputs are false. See foldout-1 for inputs to voltage 
warning inverter. 
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g. Main Power Relay Driver. Activates the main relay which applies power 
| to the computer. | 


h. Memory Motor Relay Driver. Activates a relay to anol the power to the 
memory motor when the memory motor. temperature is above a specific 


limit. 

NOTE 
See section II for the power control B board function of the 
computer. 


4-70. POWER CONTROL C BOARD 
Power control C board consists of and is intended to do the fol lowing: 


a. TD/WI Flip-flop. Inhibits the normal operation during the turnon and 
turnoff state of the computer. 


b. TD Circuit. Allows’ the memory motor. te attain operating speed during 
the turnon state. 


C. Temperature Warning Inverter. Gives a true output signal when one or 
both of the inverter inputs is false. See foldout-1 for input terms. © 


d. Keyboard and Mechanical Reader Solenoid Switch Driver. Operates power 
transistors. See section V for further explanation. | 


e. Primary Power Rectifiers. Applies a dc voltage to a relay (K1) (FO-1). 


f. Phase Detector Rectifiers. Operates relays to apply the proper phase 
voltage to the memory and blower motors. See section II of this 
chapter. | | 


NOTE 
See section II for the power control C board function of the 
computer and section V for circults: associated with input-output 
circuitry. 


4-71. POWER SUPPLY SUBASSEMBLY (CAPACITOR ASSEMBLY) 


NOTE 
Refer to section III for the power supply function in the power 
supply circuitry. | 


This assembly consists of two fullwave diode rectifier bridges, various capa- 
citors, a power transistor, and a power resistor used in the power supply 
Circuits of the computer. Each rectifier bridge circuit uses six diodes to 
Supply fullwave rectified voltages to the +150-volt regulator and the -18-volt 
pwn (pulse width modulated ) regulator. The power transistor is used as a shunt 
regulating element in the -1.5-volt regulator. The capacitors are used through- 
out the power supply circuits as filter capacitors, blocking capacitors, and 
by-pass capacitors. 
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4-72. TRANSISTOR ASSEMBLY BOARD 


NOTE 
Refer to section III for its function in power supply circuitry. 


This assembly consists of six PNP transistors which are used as series or shunt 
regulating elements in the power supplies used in the computer. These transistors 
operate either class A (between cutoff and saturation) or as a switch (cutoff 

or saturation). The impedance presented by each transistor may be controlled 

by the base. Regulation of the external circuit is thereby obtained. 


4-73. RECTIFIER TRANSISTOR ASSEMBLY BOARD 


NOTE 
Refer to section III for its function in power supply circuitry. 


This assembly houses the power rectifiers used to convert three-phase voltage 
into dc voltages. It also contains the medium power transistors used as 
drivers for several of the regulated power supplies. Zener diodes, mounted on 
the board, are used to establish bias levels for the power supplies. 


4-74, VOLTAGE REGULATOR SUBASSEMBLY (REGULATOR NO. 1) BOARD 


NOTE 
Refer to section III for its function in power supply circuitry. 


This voltage regulator subassembly contains the control elements of a +6-volt- 
type series-voltage regulator, a +3-volt shunt-type voltage regulator, and a - 
3-volt shunt-type voltage regulator. Provisions are made for fail safe remote 
sensing at the load for increasing or decreasing the output voltage by five 
percent for marginal testing procedures. Temperature compensated over-current 
protection is provided for the +6-volt and the -10-volt regulators. When 
overcurrent conditions are detected, a signal is sent to an external master 
trip circuit that shuts down selected regulators. Efficiency is increased by 
directing the +6-volt load current through the -3-volt shunt regulator and its 
load. 


4-75, sitet ae SUBASSEMBLY (REGULATOR NO. 2) BOARD 


NOTE 
Refer to section III for its function in power supply ancieey. 


This voltage featiiator contains the control elements of a +150-volt series- 
type voltage regulator, a -1.5-volt shunt-type regulator, and a +15-volt 
series-type regulator. Provisions are made for fail safe remote sensing at 
the load for increasing or decreasing the +15-volt output voltage by five 
percent for marginal testing procedures. Temperature compensated overcurrent | 
protection is provided for the 150-volt and +15-volt regulators. When over- 
current conditions are detected, a signal is sent to an external master trip 
circuit that shuts down selected regulators. 


4-76. VOLTAGE REGULATOR SUBASSEMBLY (REGULATOR NO. 3) BOARD 


NOTE 
Refer to section III for its function in power supply circuitry. 
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This voltage regulator subassembly contains the sensing and amplifier portions 
of a +1.25-volt shunt regulator, the sens ing and amplifier portions of a -18- 
“OK pulse width modulated regulator and nixie neon supply circuits. 


a. +1.25-Volt Shunt Regulator. With the output power transistors con- 
nected to the voltage regulator and the -18-volt pulse width modulated 
regulator operating to supply the current, the +1.25-volt shunt regu- 
lator is designed to maintain its +1.25-volt level for a load of 1.27 
to 1.88 amps. 


b. -18-Volt Pulse Width Modulated Regulator. With the output power tran- © 
sistors and the filtering portions connected to the voltage regulator 
the -18-volt pulse width motor modulator is designed to maintain -18 
volts for variation in a load from 3.2 to 5.6 amps. — 


c. Nixie Neon Supply. The nixie neon supply by the use of zener diodes 
and a +150-volt supply will output +138-volt, Shen One bias voltage for 
the nixie Bre circuits. 


V7 VOLTAGE REGULATOR SUBASSEMBLY (REGULATOR NO. 4) BOARD 


NOTE 
Refer to section III in power supply circuitry. 


This voltage regulator subassembly contains the sensing and amplifier portions 
of a +35-volt series regulator, the sensing and amplifier portions of a 6-volt 
pulse width modulated regulator, and a master trip circuit. 


a. +35-Volt Series Regulator. With the output power transistors connected 
to the voltage regulator the +35-volt series regulator is designed to 
maintain +35 volts for a variation in load from 0.39 to 1.02 amps. 


b. -6-Volts Pulse Width Modulated Regulator. With the output power 
transistors and the filtering portions connected to the voltage re- 
gulator the -6-volt pulse width modulated regulator is designed to 
maintain -6 volts for a load variation from 3.8 to 6.7 amps. 


c. Master Trip Circuit. With the master trip circuit connected to the 
+150-, +35-, +15-, +6-, -6-, -10-, and -18-volt regulators, the master 
trip circuit will turn off al] of the above regulators whenever an 
overcurrent is sensed by any one of the above regulators. The master 
trip circuit remains tripped until it is reset by removing the power 
from the master trip circuit by turning off the computer. 


4-78. PULSE GENERATOR (CLOCK) 


The pulse generator is intended to form, amplify, and generate three output 
Signals to be used for synchronizing the computer circuits. The input is 
derived from a synchronous 448 KHz sine wave signal, permanently recorded on 
the timing or clock channel of the memory disk. The theory of operation is as 
fol lows (fig. 4-91): | 


a. Clock Pulse Circuits. The clock sine wave from the memory disk is 
amplified in the preamplifier and applied to the first limiter stage as 
a 3 +2-volt peak-to-peak signal. This sine wave is shaped into a 
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4-78. PULSE GENERATOR (CLOCK)--Continued 


Square wave in two successive limiter (clipping) stages. The output of 
the second limiter stage is the input into a differentiator and drive. 
Differentiation of the input square wave results in an output of posi- 
tive and negative pulses. The negative going pulse drives an emitter- 
follower into conduction which in turn triggers the next stage, a . 
monostable multivibrator. The monostable multivibrator (one shot) 
generates the required pulse width of the clock pulse. Circuit con- 
Stants of the one shot are such that the clock pulse is true for 1.7. 
microseconds and false for 0.5 microseconds. True level is -6 volts +1 
volt, false level is 0 to -0.5 volts. The clock pulses are then applied 
to the two final amplifiers to develop the clock output and the strobe | | 
Output. The strobe output is the exact inversion of the clock output. 8 
The strobe output is used in read amplifier circuits. | 
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Figure 4-91. Block Diagram of Clock Pulse Circuits. 


b. Split Synchronous Clock. The clock pulse drivers are so arranged that 
one set of clock pulse drivers drive the one side (1 clock output) of 
all flip-flops while a second set drive the zero side (% clock output) 
of all flip-flops. 
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4-79, LOGIC FLIP-FLOP BOARD 

NOTE 

Refer to section IV to see how the FALT tests mnese flip-flops 
and logic gates. 





The logic flip-flop circuit board consists of two bistable multivibrator 
circuits used for performing logical computer processes such as counting and 
storing information. Each bistable multivibrator is capable of driving 28 
standard logical gates. Each flip-flop has a zero side input and output and a 
one side input and output. When the logic to the one input is true and the 
clock pulse goes false the one output of that flip-flop will be true (-6 
volts) and zero output will be false (0 volts). It will remain in this state 
until the logic for the zero side comes true and the clock pulse goes false. 
At this time the one output will be false (0 volts) and zero output will be 
“ true (-6 volts). The circuit board also contains logic gates ("and" and "or" 
gates) which are connected to various points in the computer to mechanize the 
logical processes which the computer performs. 


4-80. LOGIC DRIVER BOARD 


The logic driver circuit board consists of 20 identical driver circuits. Each 
circuit is used to provide power amplification of primary “and" gate outputs 
to drive 20 secondary “and" gates. 


4-81. NETWORK A BOARD 


There are five of these boards in the computer. On each board there are five 
input drivers, five output drivers, a logic driver, and two neon drivers. The 
theory of operation of each circuit is explained below. 





| : | * NOTE 
Refer to table 4-38 for A) input and output terms for all net- 
work A boards. 


a. OQutput Driver. These drivers consist of two transistor circuits using , 
Q1 and Q8, Q2 and Q9, Q3 and Q10, Q4 and Q11, and Q5 and Q12. These 
drivers convert logic signals into output signals. An example of a 
typical output driver is shown in figure 4-92. When A,input is false 
(0 volts) Ql is in effect open. The voltage at the bade of Q8 is -6 
volts. The bias voltage at the emitter to base junction of Q8 is 0. 

Therefore, Q8 is in effect open, resulting in a false output at the 
coljector. When A, input is true (-6 volts) Ql is forward biased and 
hence turns on. The collector of Ql is now a potential of -1.5 volts. | 
.The base of Q8 is now more positive than the emitter and hence this 
transistor turns on producing a true output or -6 volts. 


b. Input Driver. These drivers consist of two transistor circuits using 
~Q13 and Q18, Q14 and Q19, Q15 and Q20, Q16 and Q21, and Q17 and Q22. 
These circuits convert computer input signals into logic signals. An 

example of a typical input driver circuit is shown in figure 4-93. 
When A, input is false (0 volts) Q13 is forward biased. The base of 
Q13 wit] be approximately -1.5 volts. Q13 is now forward biased and 
will conduct. A, output will be at a false potential (0 volts) due to 
the forward bias’of CR19. When A, input is true (-6 volts) Q13 is 
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4-81. NETWORK A BOARD--Continued 


reverse biased and its collector voltage arises to +6 volts. This | © 
voltage reverse biases Q18 cutting it off. The A, output is now at a 
true level (approximately -6 volts). | | | 
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Figure 4-93. A Driver Circuit. 
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c. Logic Driver. This circuit is the same as those on the logic driver 
board. The transistors used are Q23 and Q25. 


a NOTE ©. 
Refer to table 4-38 for A, input and output terms for all network 
A boards. 





d. Neon Driver. These drivers consist of two transistor circuits, 06 and 
Q7 in one and Q24 and Q26 in the other. These circuits utilize logic 
Signals to drive the neon indicators on the front panel. The two neon 
driver circuits are shown in figure 4-94 for Nl drivers and figure 4-95 — 
for N2 drivers. — | | 


| NOTE 
Refer to table 4-38 for Nl and N2 input and output terms for all network 
Ps _A boards. 


(1) Nl neon drivers. When any one of the Nl sueeute are false the 
emitter of Q6 will be at a 0-volt potential. Q6 is now biased off. 
Since Q7 is open circuited, the collector of Q7 will see the voltage 
developed by the voltage driver made up of R13 and R14 or approxi- 
mately +111 volts. Nl output is connected to one side of a neon — 
lamp. The other side of the neon lamp is connected to +138 volts. 
Approximately 90 volts difference of potential is needed to ionize 
the lamp. Therefore, with +111 volts at the collector of Q7 and 
+138 volts on the other side of the neon lamp, the lamp will not 
light. When all the Nl inputs are true the emitter of Q6 will be at 
a -6 volt potential and that transistor will be forward biased. Q7 
now has a return path and therefore, will conduct. The collector of | 
Q7 will be at approximately -6-volt potential. The voltage across 
the neon lamp is now sufficient to cause ionization. 





(2) N2 neon drivers. When any one of the N2 outputs is false, a 0-volt 
potential will be present at the base of Q24. The emitter of Q24 
will be present at the base of Q24. The emitter of Q24 will be at 
a -3-volt potential. Therefore, Q24 will conduct being forward 
biased. Q26 will also be forward biased and will conduct heavily; 
-3 volts will be present at the collector of Q26. The N2 output is 
connected to one side of a neon lamp. The other side of the lamp is 
connected to +138 volts. With N2 output approximately at -3 volts, 
the lamp will light. When all the inputs are true the base of Q24 

. will be at a -6-volt potential. This will in turn cut off Q24 and 
open circuit Q26. The collector of Q24 will not be at a +150-volt 
potential and the neon lamp will extinguish. 


e. Matrix Decoder. The decoder matrix consists of the diodes shown in TM 
9-1220-221-34/1-1 on all five network A boards. This circuit is used 
to convert the signals from the matrix buttons, the set up buttons, 
etc, into the proper codes for use in logic. 


NOTE 
Refer to section V to see its use in input-output circuitry. 
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NETWORK A BOARD--Continued 
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4-81. NETWORK A BOARD--Continued 


Table 4-38. Network A Input and Output (sheet 3 of 3). 
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Figure 4-94. Neon N, Driver Circuit. 
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@ oe Figure 4-95. Neon N, Driver Circuit. 





4-82. NETWORK B BOARD 


The board has 1 anode driver, 12 cathode drivers, 1 inverter, 1 clock driver, 
and 5 cramping circuits on it. There are four network boards. 


NOTE 
Refer to ™ 9-1220-221-34/1/1 for input and output terms of alt 
network B boards. 


a. Anode Driver. This circuit uses Q2, Q11, and Q12. The anode driver 
controls the voltage on the anodes of the nixies on the readout panel. 
Refer to section V for its function in outputting information through 
the nixies. 


b. Cathode Driver. These are one-transistor circuits using Q3 thru A8 and 
Q13 thru Q19. The cathode drivers control the voltage on the cathode 
of the nixies on the readout panel. Refer to section V for its func- 
tion in outputting information through the nixies. 


c. Inverter. Q9 is the only transistor in the inverter. This circuit 
inverts a clock signal to provide a strobe signal to field data equip- 
ment. 





4-21) 





™ 9-1220-221-34/1 | 


4-82. 
d. 
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NETWORK B BOARD--Continued 


Clock Driver. Ql and Q10 are in this circuit. The clock driver Sup=- 
plies a clock signal to field data equipment. 


Clamping Circuits. These clamps use CR17, CR18, CR19, CR21, and CR22. 
They are used to clamp the input lines from keyboard, the mechanical 
reader, and the SDR. The clamp using CR22 has an "or" gate connected 
to it so that the FALT signal may replace the input signal. 


NOTE 
Refer to section V for use of some of these circuits. 


NETWORK C BOARD 


This board contains a 10 Hz multivibrator, a neon driver, pulse stretcher cir- 
cuits (PS1 and PS2 one shot), the clock strobe circuit, the teletype (TT) 
flip-flop and a battery anode supply circuit (BAD supply). 


Ge 


C. 


4-212 


Neon Driver. Transistors Q5 and Q6 make up the neon driver circuit 
which controls the illumination of the KEYBOARD indicator (NE=-3) on the 
control panel. Circuit operation is identical to that of neon driver 
no. 1 on network A board (para 4-81d). 


PS1 One-Shot. Q15, Q18, Q19, Q2Z, Q24, and Q28 are in this circuit. 
The PS1 one-shot is used with field data equipment while inspecting 
Signals to the computer. It is used to delay input signals by a period 
of 6.2 microseconds or greater. Refer to section V for its purpose in 
inputting signals. 


PS2 One-Shot. Q15, Q17, Q20, Q23, Q25, and Q29 are used in this cir- 
cuit. It is used with field data equipment while outputting signals 
from the computer. Refer to section V for its use in outputting signals. 


Clock Strobe. This circuit uses Q1, Q2, Q8, and Q9. The input is from 
the pulse generator (clock). The output is the strobe signal. The 
strobe circuit provides a signal for driving the strobe switches of the 
reading system. Refer to section VI for reading and writing into 
memory . | 


Ten Cycle Oscillator. This circuit uses Q21, Q26, and Q27. Q21 and 

Q27 constitute the free running 10 Hz multivibrator. Q27 is the driver. 
This circuit provides the term MOSC which causes the blinking action of 
the neon lamps on the control panel to indicate malfunctions of the 
computer. Refer to section II to see how the oscillator is used to 
indicate malfunctions. 


TT Oscillator. Q2, Q7, Q11, and Q14 are used in this circuit. It is 
used to control the two-wire teletype output. Refer to section V for 
further explanation. 


BAD Supply. This circuit is composed of a 6.2-volt zener diode (CR7) 
and a 22,000-ohm resistor (R11). The input is +138 volts zener. The 
output on pin B14 will be +131.8 volts. This circuit is used to reduce 
the anode supply voltage for battery display nixie indicators. 
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WRITE SWITCH BOARD 





4-84, 





NOTE 
Refer to section VI for an explanation of the write switches and 
other circuitry involved in writing into memory. 





The write switch board contains 12 separate write switches, write head isola- 
tion diodes, test diodes, and a temperature sensing thermistor. The write © 
switches (Q1, Q5, Q2 in TM 9-1220-221-34/1/1 make up a typical write switch) 
are used to complete continuity from the center tape of main memory write 
heads to selected wire amplifiers. The head isolation diodes isolate the 
selected write heads in the write switch matrix. The test diodes are used for 
logic testing circuitry elsewhere in the computer. The thermistor is con- 
nected to power control circuitry elsewhere in the computer. 


4-85. WRITE AMPLIFIER BOARD 


NOTE 
Refer to section VI for a detailed explanation of its function 
in Lee xe ng into memory. — 


The write ‘amplifier contains two bistable flip-flop circuits with emitter- 
follower output drivers. The circuit's function is to supply a ground return 
path for the selected write head in the main memory. The two groups of diodes 
on the module are used to isolate a selected write head from other write heads 
within the computer's write switch matrix. 


4-86. READ SWITCH BOARD 





NOTE 
Refer to section VI for a detailed explanation of the read 
switch board circuits in reading and converting signals. 


The read switch board has two distinct functions. The six read switches are © 
used to select the channel to be read from main memory. These signals are 
then amplified in the read amplifier board and converted to local signals. 
The amplifier consisting of transistor circuits Q7, Q11, Q15, Q17, Q18, Q19, 
Q20, and Q21, the strobe switch consisting of transistor circuits Q10 and Q14 
: and the flip-flop and driver circuits consisting of transistor circuits Q12, 
Q13, Q9, and Q16 on the read switch board are used to amplify and convert the 
Signals from the circulating registers (loops) of memory into logical signals. 


4-87. READ AMPLIFIER BOARD 


NOTE 
Refer to section VI for detailed explanation of the role of the 
read amplifier in amplifying and logic converting of read head 
Signals. 


The read amplifier receives main memory signals from the read switches. These 
read signals are amplified and converted into logical signals. | 





4-213 (4-214 blank) 
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CHAPTER 5 
REPAIR OF FADAC 








Section |. Common Procedures 


5-1. GENERAL 


This section contains repair procedures that are commonly used throughout the 
computer. Refer to TM 9-254 for general maintenance procedures on electronic 
equipment. 


| WARNING 
Shut down power and disconnect power source before attempting any 
removal or installation procedure. 


CAUTION 
Do not operate memory unit when the chassis is on edge and unfolded. 


5-2. REMOVAL AND INSTALLATION OF POWER RESISTORS 
_ NOTE 
This procedure is used by general support maintenance only. 
Refer to table 5-1 and 5-2 if required. 
REMOVAL 


1 Make note of wires soldered to 
terminals on. resistor (1). 





2 Indicate which end (arbitrarily 
designated A and B) of resistor (1) 
receives which set of wires. 


3  Unsolder wires. 
4 Remove screw (2), washer (3), and 
resistor (1). 


INSTALLATION 


. 1 Clean excess solder from wires and 
resistor terminals. 


2 Strip insulation on wires, if neces- 
sary, to obtain clean tinned end 
with no broken strands. 





3 Install resistor (1), using two screws (2) and two washers (3). 
4 Attach wire to terminal, using at least one full turn through eyelet. 


5 Solder wires, as noted, to terminals on resistor (1). 





o= 1 
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5-2. REMOVAL AND INSTALLATION OF POWER RESISTORS--Continued 





Reference 
desig- 


nation 


Rl 
R2 
R3 
R4 
R5 
i 
R7 
R8 
R9 
R10 


R11 


Rating 

— toler- 
Ohms ance 
125 3% 
125 3% 
160 3% 
0.1 3% 
14 3% 
40 3% 
32% 
70 3% 
— 200 3% 
1 3% 
0.1 3% 


Watts 


10 


10 


25 


25 


25 


25 


25 


25 


10 


10 


25 


Screw: 
Washer, 
no. 2 


Screw: 
Washer, 
no. 2 


Screw: 
Washer, 
no. 4 


screw: 
Washer, 
no. 4 


Screw: 
Washer, 
no. 4 


Screw: 
Washer, 
no. 4 


Screw: 
Washer, 
no. 4 


Screw: 
Washer, 
no. 4 


Screw: 
Washer, 
no. 2 


Screw: 
Washer, 
no. 2 


Screw: 
Washer, 
no. 4 


Attaching 
hardware — 


no. 2-56 x 
Helical: 


no. 2-56 x 
Helical: 


no. 4-40 x 
Helical: 


no. 4-40 x 
Helical: 


no. 4-40 x 
Helical: 


no. 4-40 x 
Helical: 


no. 4.40 x 
Helical: 


no. 4-40 x 
Helical: 


no. 2-56 x 
Helical: 


no. 2-56 x. 


Helical: 


no. 4-40 x 
Helical: 





1/4 
1/4 
3/8 
3/8 
3/8 
3/8 
3/8 
3/8 
us 
1/4 


3/8 


Table 5-1. Power Resistor Location 


National 
stock no. 
(Part no.) 


5905-00-809-9651 


(10525778-18) 


5905-00-809-9651 
(10525778-18) 


5905-00-809-9667 
(10525778-7) 


9905-00-809-9655 
(10525778-2) 


5905-00-809-9666 
(10525778-6) 


5905-00-809-9665 
(10525778-5) 


5905-00-080-6497 
(10525778-3) 


9905-00-081-1074 © 


(10525778-4) 


5905-00-087-2718 


(10525778-17) 


§905-00-087-2718 


(10525778-16) 


5905-00-809-9655 
(10525778-2) 


Front of. 



































Location 


chassis 
assembly ; 
on upper 
control B 
(main 

control 

panel 
removed). 





Power 
supply : 
chassis 
wiring 
Side 

(main 
control 
panel 
removed 
and 
chassis 
unfolded). 
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Table 5-1. Power Resistor Location--Continued 


Reference Rating | National 
desig- toler- Attaching Stock no. | 
nation Ohms ance Watts hardware (Part no.) Location 
R12 so32,:té‘“K!*~*«SS*é«SScrrtew: «nt 4-40. x 3/8 5905-00-080-6499 | 
| Washer, Helical: (10525778-3) 
no. 4 





*This information is given for guidance in replacing authorized parts. 
Do not use for requisitioning. Refer to TM 9-1220-221-34P for requisitioning. 


Table 5-2. Power Resistor Wiring 








Gage Color From To 
22 WHITE R1A 108B-57 
22 WHITE R1A 101B-36 
22 WHITE R1B 109A-48 
22 WHITE R2A 133B-65 
22 WHITE | R2B 109B-56 
—622 WHITE R3A 106A-26 
22 WHITE R3B R6-B 
22 BLACK R4A 107T-8 
22 BLACK R4B 137T-11 
22 BLACK R4B 137T-10 
22 WHITE R5A 134A-6 
—622 WHITE R5A 132B-38 
22 WHITE R6A a 106A-6. 
22 | WHITE R6B R3-B 
22 WHITE R6B 105T-6 
22 WHITE/BLACK R7A 109A-59 
22 BLUE R7B 133A-26 
22 | WHITE/VIOLET R8A 133A-57 
22 WHITE/BLUE R8B 132B-6 
20 BLACK ROA CR2-A 
22 BLACK | ROA 137T-2 
20 WHITE ROB C4-A 
20 WHITE ROB CR1-A 
22 WHITE/BLACK R10A 103T-23 
22 WHITE R10B 201A-64 
20 WHITE R10B CR2-B 
20 _ WHITE R11A L2-2 
20 WHITE R11A L2-2 





5=3 
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5-3. REMOVAL AND INSTALLATION OF REACTORS, CHOKES, AND TRANSFORMERS 


NOTE 
This procedure is used by general support maintenance only. 
Refer to tables 5-3 thru 5-8. 





REMOVAL 


1 Make note of wires soldered to lugs 
(1) on part to facilitate installa- 
tion of replacement part. Do not 
remove more than one part at a time. 


2 oo or detach wires from lugs 
1). 


3 Remove four screws (2) and washers 
(3) attaching reactor, choke, or 
transformer (4). Support heavy 
items from beneath chassis (5). 


INSTALLATION 


1 Install reactor, choke, or trans- 
former (4) in place and attach to 
chassis (5), using four screws (2) 
and washers (3). 


2 Clean wires and terminals. Solder 
wires to lugs (1). Dress wires and 
provide as much wire service loop as 
possible. 





5-4. EXPLANATION OF SYMBOLS 
For tables 5-4 thru 5-7, the following symbols are used: 


a. An asterisk (*) after the number in the Gage column denotes 600-volt 
wiring. 


b. A letter A in the To column denotes the component side of the etched 
circuit board. 


c. A letter B in the To column denotes the wiring side of the etched 
circuit board. 


d. A letter T denotes a terminal strip. 


5-4 














~ Reference 
destination 


National 
stock no. 
(Part no.) 
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Table 5-3. Reactors, Chokes, and Transformers* 


Attaching hardware 





Ll 
L2 
L3 
Tl 
T2 
T3 


T4 





*Do not use this information for requisitioning. 


34P. 





1220-00-861-3841 


(10525930) 


1220-00-870-3748 
(10525920) 
1220-00-862-4769 


5950-00-862-0001 
(10525905) 


5950-00-861-7103 
(10525900) 


5950-00-862-0002 
(10525910) 


5950-00-862-0003 
(10525915) 


Screw: no. 8-32 x 3/8 
(MS35233-43) , 
5305-00-543-2580 


Lockwasher: split, no. 
8, (MS35337-80), 
5310-00-042-9067 


Lockwasher, split, no. 
2 (MS35337-77), 
5310-00-058-2950 


Screw: no. 2-56 x 5/16, 


(MS35233-4) , 
5305-00-543-2759 


Refer to T™ 9-1220-22]1- 
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9-4, EXPLANATION OF SYMBOLS--Continued 





Color 


WHITE 


WHITE © 


WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
WHITE 
BLACK 
BLACK 
BLACK 


Table 5-4, Power Supply Wiring of Transformer T1 


TO 


K6-1 
T2-1 
K6-7 


‘72-2 


T2=3 
M2-3 | 
106A-56 
106A-52 


—106B-54 


106B-56 
106B-48 
106A-46 


-106A-50 


106B-50 
106A-45 
106A-41 
106B-43 
106B-45 
134B-54 
134B-52 
134B-56 
134A-56 
134A-50 
134A-46 
134B-48 
134B-50_- 
134A-45 
134A-41 
134B-43 
134B-45 
134B-63 
134B-34 
134A-34 
134A-11 
134B-11 
134A-1 
T2-19 
T2-20 
137E-15 
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Table 5-5. Power Supply Wiring of Transformer T2 
Gage Color From To 
22 WHITE T2-9 201A-41 
22 WHITE T2-10 106B-62 
22 WHITE T2-11 106B-33 
22 WHITE T2-12 106A-33 
22 WHITE T2-13 201B-54 
22 WHITE T2-13 140-52 
22 WHITE T2-14 201B-61 
22 WHITE T2-14 1408-60 
22 WHITE T2-15 201B-64 
22 WHITE T2=15 140B-63 
22 WHITE T2=16 134B-24 
22 WHITE T2-17 134B-20 
22 WHITE T2-18 134A-17 
22 BLACK T2-19 T1-16 
22 BLACK T2-19 T3-16 
22 BLACK T2=20 T1-17 
22 BLACK T2-20 T3-17 
22SH WHITE T2-1 J20-35 
2e* WHITE T2-1 Tl-1 
22SH WHITE T2-1 M2-1 
22% WHITE T2-2 T1-2 
22SH WHITE T2-2 M2-2 
22* WHITE (T2-3 K3-6 
22* WHITE T2-3 T1-3 
22 WHITE T2-4 140A-37 
22 WHITE T2-5 140A-39 
22 WHITE T2-6 140A-41 
22 WHITE T2-7 201A-37 
22 WHITE T2-8 201A-39 
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EXPLANATION OF SYMBOLS--Continued 


Table 5-6. Power Supply Wiring of Transformer T3 


Table 5-7. Power Supply Wiring of Transformer T4 





K1-9 
104B-65 
K1-6 
T4-2 
K1-2 
140B-59 - 


109A-22 


109B-17 
109A-19 
109A-51 
J020-14 
J020-15 
106B-24 
1068-20 
106A-17 
106A-11 
106B-11 
106A-1 
T2-19 
T4-17 
T2-20 
T4-18 








eee ee Enel ee odie ne Pol ase eee eee 
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Table 5-8. Power Supply Wiring of Reactors and Chokes Li, L2, L3 





Gage : , ' Color From To 

20 | BLACK | | L1-1 107E-11 
20 BLACK L1-2 C2-A 
20 BLACK L1-2. 107E-9 
20 BLACK : L1-2 -107E-8 
20 _ 3 WHITE L2-1 135E-20 
20 WHITE L2-2 R11-A 
22 * WHITE/GREY L3-1 135E=5 
20 WHITE/GREY L3-1 CR3-B 

. 20 WHITE | L3-2 CR3-A 


22 WHITE ~~ L3-2 107E-1 


5-5. REMOVAL AND INSTALLATION OF CAPACITOR AND BRACKET 


| NOTE 
Refer to table 5-9 if required. 


REMOVAL 


1 Make note of wires soldered to 
capacitor terminals (1). Note the 
orientation of the positive and 
negative terminals of capacitor. 
Mark if necessary. 


2 Unsolder and detach wires from 
capacitor terminals (1), remove nuts 
(2) and washers (3), and remove 
bracket (4) and capacitor (5). 





3 Remove insulator (6) from capacitor 


INSTALLATION 
1 Install insulator (6) on capacitor (5). 
2 Assemble capacitor (5) to bracket (4). 


; 3 Install assembled capacitor (5) and 
bracket (4) to chassis (7), using 
nuts (2) and washer (3). Make note 
of terminal orientation. 


4 Solder wiring to capacitor terminals 
(1) of capacitor (5) in accordance 
with previously noted arrangement. 


5 Press wires against chassis (7). 
Leave service loop. 





5-9 
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5-5. REMOVAL AND INSTALLATION OF CAPACITOR AND BRACKET--Continued 


Table 5-9. Power Supply Wiring of Capacitors 





Gage © : Color | From To 


20 BLACK C1A — C2A 
22  WHITE/BLUE C1B 107E16 
20 BLACK | C2A C1A 
20 BLACK C2A Li2 
22. WHITE/BLUE | C2B 107E17 
20 - 3 WHITE C3A C4A | | ; 
20 WHITE C3A R9B 
22 WHITE/GREY C3B 135E2 | 
20 WHITE C4A ROB . 
4) WHITE C4A C3A 
22 WHITE/GREY C4B ~~ 135E3 
20 WHITE C5-A ~ CB-2 
( 600v ) 
WHITE C5-B C6-2 
20 WHITE C5-B 135E-4 





Section Il. Removal and Installation of Specific Items 
5-6. GENERAL | 





a. Scope. This section contains procedures that are applicable and unique 
to particular parts and assemblies and that are used only once in 
servicing the computer. 


b. Reference. For procedures on removal of front and rear covers from 
case assembly, removal of chassis assembly from case assembly, removal 
of cover panels from top or bottom of chassis assembly, and removal of | 
- Circuit boards, refer to TM 9-1220-221-208P. 


WARNING — , 
Shut down power and disconnect power source before attempting any - 
removal or installation procedure. 


CAUTION 
Do not unfold chassis to obtain access to wiring unless every 


means possible has been exhausted to determine if the malfunction 
is due to a broken circuit or a short.: | 


5-7. GAINING ACCESS TO CHASSIS WIRING 


1 Remove chassis assembly from case assembly. 
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T™ 9-1220-221-34/1 — 


Remove upper cover (1) and loosen 
three tie bolts (2). 


Loosen two captive screws (3) on 
upper chassis assembly (4). 





ry) 
. 


4 Unfold chassis along axis of hinge 


ASSEMBLY OF CHASSIS ASSEMBLIES 


XLT PR 
Y 


* 1 Fold chassis along hinge (5). 


\\ 


~ 2 Secure with two captive screws (3) 
and three tie bolts (2). 


3 Install upper cover (1). 





5-8. REMOVAL AND INSTALLATION OF MEMORY 


CAUTION 
Do not place magnetized screwdrivers or other maintenance tools 
within 1 foot of the memory. 





Do not place memory in an area subject to high magnetic fields. 
Do not place energized soldering irons producing magnetic field 
within 1 foot of the memory. Store clear of high current con- 
ductors or machinery. 





Protect connectors with caps or suitable devices. 


REMOVAL 

1 Gain access to memory (1220-00-861- 
3842) (1) by removing chassis assem- 
bly from case assembly. Unfold and 


: remove lower cover from lower chassis 
assembly. 


2 Remove connector (2) from outer face 
of memory (1). 


3 Remove three retaining screws (3) 
from outer face of memory (1). 
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9-8. REMOVAL AND INSTALLATION OF MEMORY--Continued 


4 Remove two attaching screws (4) 
from two mounting brackets (5) on 
inner side of chassis assembly. 
Remove mounting brackets. 


§ Tilt top of memory (1) to inner side 
of chassis assembly to gain access 
to top connectors (6). Remove top 
connectors. | 


6 Tilt bottom of memory (1) to inner 
Side of chassis assembly to gain 
access to bottom connectors (7). 
Support memory and remove bottom 
connectors and temperature sensor 


7 Remove memory. 


INSTALLATION 


1 Position memory (1) in place in 
lower half of computer. 


2 Support memory (1). Tilt bottom of 
memory to inner side of chassis 
assembly and instal] bottom con- 
pal (7) and temperature sensor 

8). 


3 Tilt top of memory (1) to inner side 
of chassis assembly and install top 
connectors (6). 


4 Position two mounting brackets (5) 
on inner side of chassis assembly 
and attaching screws (4), 


9 Install and tighten three retaining 
screws (3) in the outer face of the 
memory (1). 





6 Install small connector (2) on outer 
face of memory (1). 


7 Fold computer together and install 
chassis in case, 
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5-9. REMOVAL AND INSTALLATION OF MAIN CONTROL PANEL ASSEMBLY 


@ REMOVAL 


1 Remove 16 bolts and washers (1). 





2 Pull away main control panel assem- 
bly (2) until free from chassis 
assembly (3) while supporting the 
main control panel assembly. 


3 Remove four connectors P2, Pl, P6, 
and P5 from receptacles J18, J19, 
J20, and J21 on chassis assembly. 


° INSTALLATION 


1 Plug the four connectors P2, Pl, P6, 
and P5 respectively into receptacles 
J18, J19, J20, and J21 on chassis 

assembly and secure tightly. 


2 Attach main control panel assembly | 


(2) to chassis assembly (3), using 
16 bolts and washers (1). 


5-10. REMOVAL AND INSTALLATION OF BLOWER 





REMOVAL 





1 Remove main control panel assembly. 
CAUTION 
Avoid damage to gasket (1). 


2 Disconnect blower connector (2) and 
- remove eight screws (3) and washers 


(4). 
NOTE 
The illustration shows removal 
: | of lower blower. Blower on 


upper part of chassis is re- 
moved in a similar manner. 


3 Remove blower (5). 
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5-10. REMOVAL AND INSTALLATION OF BLOWER--Continued 
INSTALLATION _ 


1 Dress connector lead away from 


blower (5). | 
2 Install blower (5) in place. 


3 Fasten with eight washers (4) and 
screws (3). 


4 Install connector (2) in mating 
_ receptacle (6) on blower (5). 


5-11. REMOVAL AND INSTALLATION OF MAIN POWER CIRCUIT BREAKER 


NOTE 
Refer to table 5-10 for circuit breaker wiring. 


REMOVAL 


1 Remove covers on computer. 
2 Remove control panel assembly. 


3 Remove three screws (1) and bracket 
(2) from circuit breaker assembly. 


4 Remove three nuts (3) and circuit 
breaker (4). | 


5 Make note of wires attached to 
circuit breaker. 


6 Dress wires away from chassis 


assembly (5), and remove wires from 
circuit breaker (4). 


5-14 
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5-11. REMOVAL AND INSTALLATION OF MAIN POWER CIRCUIT BREAKER--Continued 
INSTALLATION | 


1 Clean excess solder from removed 
| wires. 


2 Solder wires to circuit breaker (4). 


3 Install circuit breaker (4), using 
three nuts (3). , 


4 an bracket (2) and three screws 
1). 


5 Perform physical inspection. Clean 
chaff from the area. Retouch paint 
on external surface of chassis 
assembly (5) if required. 





Table 5-10. Circuit Breaker Wiring 








Gage Color From | To 
— 20 WHITE CB-1 J11-A | 
—(600v) : 
22 WHITE — CB-2 Ki-10 
( SHLD) 
20 WHITE CB-2 C5-A 
—(600v) — 
20 WHITE CB-3 J11-B 
(600v) | 
220 CO WHITE CB-4 —K1-5 © 
( SHLD) | 
20 WHITE CB-4 C6-A 
(600v) | 
4!) WHITE CB-5 J11-C 
(SHLD) 
22 WHITE CB-6 K1-3 
(SHLD) 
20 WHITE CB-6 C7-A 
(600v) 





5-15 (5-16 blank) 
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CHAPTER 6 
FINAL INSPECTION 


6-1. GENERAL 
Final inspection is performed after repair has been completed to ensure that 
materiel is serviceable according to established serviceability standards. 
Any item containing defects disclosed by the final inspection will be further 
repaired to place it in a serviceable condition. 
6-2. PHYSICAL INSPECTION 

a. Soldering. 


(1) Inspect for burned insulation around areas where removal and in- 
stallation of a soldered item was accomplished. 


(2) Check for broken strands where wiring was removed. 


(3) Inspect for presence of sleeving on terminals where wiring has been 
removed. 


(4) Check for broken strands next to soldered joints. 


(5) Check for loose solder, hardware, or other chaff which may have 
resulted from the work accomplished. 


b. Screws and Washers. 
(1) Check for presence and tightness of all screws attaching connectors. 


(2) Check. for proper dress of harness, proper support with clamps, and 
attaching screws on detail parts. 


(3) Check for presence of washers where required. 
6-3. INSPECTION CHECKOUT PROCEDURE 
Perform dnepection checkout procedure as detailed in TM 9-1220-221-208P. 
6-4. LOGIC TEST 


Run all tapes in a complete logic test in accordance with TM 9-1220-221-208P, 
T™ 9-1220-221-34/2, T 9-1220-221-34/3, TM 9-1220-221-34/4, and TM 9-1220-221- 


- 34/5 with the MARGINAL TEST switch in each of its positions. 


6-5. DYNAMIC EVALUATION 


Perform dynamic evaluation of the computer utilizing self-test and problem 
solution as detailed in IM 9-1220-221-208P. 
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6-6. ASSOCIATED EQUIPMENT 


Perform physical inspection of associated equipment and computer table. ©} 
Inspect condition of basic issue items for physical condition and completeness 
in accordance with IM 9-1220-221-10-1 or TM 9-1220-221-10-2. 
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APPENDIX 
REFERENCES 





A-1. Scope | 
This appendix lists all forms, field manuals, and technical manuals ‘vetepanced 
in this manual. 


A-2. Forms 

Accident Reporting and Records ...crccccccccccccccccccccecoce eecccccese AR 385-40 

Equipment Control Record - Transfer Report ...c.cccscccecceseee DA Form 2408-9 
‘ EQUTDMENC:. Dall Y: LOG 2:6:46.0.5's.64c:4 4 disease ele Wieenewieaeereee coeccceee DA Form 2408-10 | 


Equipment Improvement Recommendation ...cccccccsccsccccccccsccssceccsces oF 308 
Equipment Maintenance Log (Consolidated) .....iccececccccecceeees DA Form 2409 
Equipment Modification Record ....cccccccccccsccccccccvccsscces DA Form 2408-5 
Recommended Changes to Publications ..... big Sis. eRe Seis Sawa eeeeee DA Form 2028 
Uncorrected Fault Record: = Alrcratt.. ccsccveedeesisweweeeues ease DA Form 2408-14 


A-3. Pamphlets 
Index of Blank Forms ci Sig ecwia eve eae were lb Ove acer el-5\or6 6-0)a ere ee oe be we eeleees DA PAM 310-2 
US Army Equipment Index of Modification Work Orders ....cceceeeee DA PAM 310-7 


A-4, Technical Manuals 
Direct Support and General Support Maintenance Manual : 
Computer Gun Direction M18 (1220-448-0131) (Logic 
Equations and Schematic Diagrams) ....ccecseseccesee IM 9-1220-221-34/1/1 
Direct Support and General Support Maintenance Manual: 
Computer, Gun Direction: M18 (Test tape B program printout) 
(Reprinted w/Basic Incl C1) Changes 1 ...cccccccccecseelM 9- 1220-221- 34/2 | 
Direct Support and General Support Maintenance Manual: 
Computer, Gun Direction: M18 (Test Tape B Program | 
Printout) (Reprinted w/Basic Incl C1) Changes 1 ...... TM 9-1220-221- ~ 
Direct Support and General Support Maintenance Manual: 
Computer, Gun Direction: M18 (Test Tape D Program | 
Printout) (Reprinted w/Basic Incl Cl-2) Changes 1,2 .. TM 9-1220-221-34/4 
Direct Support and General Support Maintenance Manual: 
Computer, Gun Direction: M18 (FSN 1220-448-0131) (Test 
Tape E Program Printout) (Reprinted w/Basic Incl C1-3) 
Changes: 1=3:. .isue0sisssaen ee eeedevewses seeseseesawesace IM 9=1220=c21=34/5 
°: Direct Support and General Support Maintenance Manual: 
Computer, Gun Direction, M18 (Wire List) (Reprinted w/ 
Basic Incl C1) Changes 1 we cecscccccecccccccccccescees IM 9-1220-221-34/6 
Direct Support and General Support Maintenance Manual: Computer 
Gun Direction: M18 W/E (FSN 1220-448-0131) (Component 
List) (Reprinted w/Basic Incl C1) Changes 1 ........0. TM 9-1220-221-34/7 
Direct Support and General Support Maintenance Manual: 
Computer: Gun Direction M18 (1220-448-0131) ......00. TM 9-1220-221-34/8 
Direct Support and General Support Maintenance Repair 
Parts and Special Tools List for Computer, Gun 
Direction M18 W/E (1220-448-0131) ...cccccccccccesseces IM 9-1220- 221+ 34P 
Direct Support and General Support Maintenance Repair | 
Parts and Special Tools List for Reproducer, Signal 
© Data AN/GSQ-64 W/E (1290-973-2180) ....cccccccccccccees IM 9-1290-326-34P | 
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Appendix A--Continued 


A-4, Technical manuals--continued 
_ Direct Support and General Support Repair Parts and 
Special Tools List for Test Set, Computer Logic 
Unit AN/GSM-70 (4931-045-6540) ......cceee cccccccccccee IM 9-4931-204-34P 
Direct Support and General Support Maintenance Manual: 
Test Set, Computer Logic Unit AN/GSA-70; Control 
Box, Computer Logic Unit Test Set C-4020/GSM-70 | 
(4931-045-6540) ...ccccccccccccccccccccccccccccvcscces IM 9=4931-204-34/1 
General Maintenance Procedures for Fire Control 
MACEV 16) ccicconits ouaduedcuesaesewsebakdeedebessbeteeeeoecueawces. IM 96254 
Operation and Maintenance Manual for Computer, 
Gun Direction, M18 (FADAC) 1220-00-448-0131 .........6. TM 9-1220-221-10-1 
Operation and Maintenance Manual for Computer, 
Gun Direction, M18 (FADAC) 1220-00-448-0131 .......... ™ 9-1220-221-10-2 
Operator and Organizational Maintenance Manual 
- Including Repair Parts and Special Tools List for 
Reproducer, Signal Data, AN/GSQ-64 (SDR) 1290-00- 
973-2180 and Test Set, Computer Logic Unit, 
AN/GSM-70 (FALT) 4931-00-045-6540 ...... rieeeaeeeuee oe IM 9-4931-204-12&P 
Organizational Maintenance Repair Parts and Special 
Tools List for Computer, Gun Direction M18 W/E 


(1220-448-0131) Changes 1 ....cceceeee csccccccccccese IM 9=21220-221-208P 
The Army Maintenance Management System (TAMMS ) | 
(Reprinted w/Basic Inc] C1) Changes 1 ....cccccccccccccscceeeee IM 38-750 
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ALPHABETICAL 
_INDEX 





Subject | | | Paragraph Page 


A board, network: | 
Input drivers COOH CO SHOE SEO OEE EOE EE EO EEO EEL OES E SEO OOOe 4.81 4-205 
Input/output CHESS HHCHHHHHEHSEHHSHHHHHOHHHCE HEHEHE HHELE EES EOO® 4-81 4-208 
° Logic driver COCO COHEEO OEE EEE EEO ECE EOL OEEEO OOH OCS EEEELOS 4.81 4-207 
| Matrix decoder CHHOCHHCEEEOHEEHOOH OSE HSCEO HCE HEOCEH OCHO E CEL ESEE 4-81 4-207 
- | Neon driver Co er cer crcvecccersccccccceceerececesecceceees 4-8] 4-207 
| Output drivers CHOSHSHSSESSHHSHHHSHSSEHSHOHSHSHECSHEHOSESHOHEHO SHEE HEOE®E 4-81 4-205 


A board, power control ba Se cies Wis G0die.b0 4s Ne teee tee weeeoeee 4-68 4-200 
Addressable logic drivers @e2e020200000060000000000000008006080888088080 . 4.45 4.82 
Addressable primary gates, logic drivers, switches ........ 4-50 4-104 


Address: | 
DU/DL flip-flops Pee ee eT OT TT TEE oR Tee eee ee 4n45 4~82 
Read flip-flops CHOCO OOHCOES OOOO OES E HE ES EH EOSESCO ROLES 445 4-82 
S flip-flop SCHESSHSSHSHHHSHSHSHSHOHSEHSSHHSHHSHEHEHOHSHEHOHHOC EEE EEHE® 4-32b(6) 435 


Write i Wb C6 W606 0.6 6-0 -@ 6.0 050 6 0066 6.0.6 0:6: 0.60 00.6 06 0 605'6.005:006 660 6 4.45 4.82 


Addressing and loop length: — 3 
Addressable primary "and" gates ..ccccccccccccccscccccece 4-32d 4~38 
D loop CROTCH OHEHEHHEEESOEEHEHEEHOOECEOHHEHH OHO ETE TOO OEEEOEO®S 4=65b 3) 4-185 
I and X loops SCROSHCSHEHEHOHSEEEHEHHHSHOHHHSHOOHHHHHSEHHEHOCOHEOHEESE 4~65b 4) 4-185 
. R and Q 100ps Cece rercccrccrccccesecceeseccsereveeseccces 4-65b(2) 4~185 





Address lines, flip-flop CHESS HHEHSOHSHHHHOSHHHEHHHESHOHETEOE® 4-37; 4-72 
| | | 4-43 4-78 


Address, location, copying into Q 100P ..cccccseccccccseess 4-54 4-112 

. —— Address tables, flip-flop .cccccccccccccccccccccccccceccces 4045 4-82 
‘A loop, extension flip-flop AP ccscscscsscecsccscscsscscses 4965 4184 
Amplifier board: 


Read asi od ra eral Sie ieite a Wie aiSIe AoE Sie Ue Gin Oa Diew wae MeO en Beek we Es 4-87 4-213 


Write SCHESHSHSEHESHSHHSHSSHOHOHSHSHSHHSHSHSHSHSHHHHEEHSHHEHSHHSEHEHSHOHESHCHOEEEHE 4~85 4-213 
| Amplifier, memory read seaaoaeawn sue aes eareeak baeeeseuaesae 4-64 4-179 


Amplifiers, memory write, troubleshooting ....cccccccccecee 4-66 4-188 


"And" gates: 
Driver circuit, MECHANIZATION ceccccccccvcccssccccveccves 4-32¢c 4-36 
Primary, addressable @@e020000006060000000600000000000060000080828008@ 4-32d 4-38 
| Primary, troubleshooting SCHOKRSCHCHHEHHOHHSHSHOHHEHEHCHEHHSHOHOOTEHOEOE 4~50 4-104 





Index | 
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ALPHABETICAL INDEX--Continued 


Subject 
A 
“And test TATINVOS: knisaeeceessauceeanaedunsteseees coe eevcvces 
AN/GSM-70 (FALT) computer logic unit test set .......ecceees 
~ AN/GSQ-64, signal data reproducer: | - 
SDR to M18 computer input cable see eeeeeeeeeees sa sime @awiaars 
Use in memory loading .....cecscccccccccecs borg aig aewaues suas 
Use in troubleshooting read and write circuitry . cer 
~ Anode driver, network B board ......cccccccccccecs $5 eee re 
- Anode Selection ...cccsccccsccccccccces soe evcenevcecceoes see 
7 Anode supply circuit, battery (BAD) .......ccceeee isapanuaarens 
| A register: 
Ss Se bAPS TOP TUNCETONG. 26c:5cictwcc.e nets bewute wee seeeeseeuesees 
. Monitoring with oscilloscope .......eeee0. peteseviewewes 
REAA1ING “ANd WET EING . o:s:c6's.6-cers serve oe-6 owsae eww sewn ss ereieuevenels 
RECIVCUVACION: 6sc4uone-sedbawa.ban eiwes So edanwneeeseecsecucs 
aa Assemblies, receipt of defective ..........00- Meee eawees Veue 
_.: Assembly of chassis assemblies ......... ee eee besa | 
| B 
| Battery anode supply (BAD) circuit ........ccceccccccccccees 
- Battery, nixie @eeeeoeeoeoaeeoeeoeee@@ 8 @eee2ee20e8208088090 0 eoeccccceccece @#eeee @e0@ee 
Battery, Selection CeEYMS ...ccccrcccccccccccccccceces acericenale-e 
" B board, network ....cccccceccesceeccecs Lieraae Kens eles 
-. B board, power cOntrol ....ccccecceece eee soak eeeceee ae 
BCD mode, sector track input sigan eeu GA ataatee nares eaeaer saa 


Binary coded decimal (BCD) code .......sssee- 


- Binary conversion, sector track input .... 


Bistable multivibrator circuits ...cccccccccccccscccccsccceses 





Paragraph 


4-51b 
2-2 
4-54 


4-61b 
4-66 


—-4-58b; 


4-82 
4-58 
4-83 
4-65 


4-57 
4-65 


4-65d(2) 


had 
o=7 - 


4-839 


~ 4-58b 


4-58 
4-82 
4-69 
4-54 
4-58 
4-54 


Page 


4-212 


hel 52, 
4-152 


4-211 
4-200 
4-122 


4-153 
4-112 
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Subject Paragraph Page 

















Bit counter, sync: 
In/out set up mode Control ....cccccccccccee j demedeeeweees 
SYNCHRONIZATION os cs cda scien wins pa qusrGieacapeaiate avetiee GL Nee occas 


BTU -SCQUCNCT ING. <i ese.c wis-d-cyelintawinse ia 6.65 ie. ei6s doy era ewes wea eee ds 


Blower, removal and installation Of ..cccccccccccccccccccees 


Board, computer: 


Circuitry eeeoeevoeveveeeseeaonoea ease oanoeceneeooeoene ean eeoeeeeee eee eee eee 8 6 


Logic driver eeeeeevoeeveenenueonoeeoneoeee one0ee00e02eenue08eeeeeeneeee ee 6 


Logic flip-flop eeeeeean eeu easnoaoenueoenoeoeonoaeeoeneneeeeneneeeeeeeeeeeecetecelceUlcetl et 


Network: 


A board Bit Sede Saye eater asasianiescasO-can 1a se. dat rahe taro ceiia Gre kw besa eH aa eee orale 

B board @e2@@eee0ee20e20e20e00e0202000200000000600800000000000000000608068688 088 @ 

COV ::455-5.w-6 oie hbo a0 556 Ws SS bw SSS OWS 66 6 BOW Ree Owe Oars 
Power control: | 

A board @eeoeeononeeeeoeeeaeseeeaeaneaeneaneaeaeeaeneueaee~wsceenaneoeneneaeaene7~eeee ee ee 6 8 

B. DOAN -c.s.c\sev0so.00s-e ears oN wee ewes eee oe see eeeeeee receus 


C board eeeeeeevoeevnanenueeeaeonaeoeeaeaeoeaoeseaeeaea2enaenenoeeeeeeeeeeeeeee8l 8 8 


Power supply Subassembl y ..ccccccccccccccccccccccccccccccs 
REAG: ANDI IT TIEY: <0:civ:0,0:0:6 0s 605051e 0.6 6.60.00 6500 00ers 40605000 
Read SWITCH cccccccccccccccescccscccccscccccesesesecccese 
Rectifier transistor assembly board ....cccccccccccccccces 
Transistor assembly board ...ccccccccccccccccccccscccccccee 
Voltage regulator subassembly board: 
Regulator no. 1 
Regulator no. 2 
Regulator NOW 3 scccccccccccccccccccccsvevsescevccsseees 
Regulator NO. 4 cccsccccsccccccseccccccccccccsssccsences 
Write amplifier CEC RES CECE OWES S ENS WSR 4 SOO E SS 
Write switch eeeeeeneeeoeaeeeeeeeeeeeeesenesesesneeeeeeeeeeeee 


Box, control, C-4020 (See also Control box.) poetaaeecenees 


Bracket, removal and installation Of wcccccccccccccccccccccs 


B test tape program aM atein Sie eGisieeie 6 Cowie Cee a aina Dem Rwees 


Capacitor assembly: 
Power Supply SUbDaSSEMDIY .ccccccccccccccccccccccccsvescves 
Power SUPPLY WIPING ceccccccccccccccccccccccccccccvscccees 
Removal and installation wccccccccccccscccccccccccccccvecs 


CHESS SCOHSSHESOSOOSHEHOSESEHHOSHESHEHHHEEHEEHEE EG: 


4.53 
4-55. 


4-55a 


5-10 


4067 


4-80 
4-79 


4-81 
4-82 
4-83 


4-68 
4-69 
4-70 
4-71 
4-87 
4-86 
4-73 
4-72 


4-74 


4-75 


4-76 


4-77 


4-85 


4-84 
4-43¢ 


5=5 


l-1b; 
4-32 


4-107 
4-131 


4-131 


5-13 


4-200 
4-205 
4-205 


4-205 
4-211 
4-212 


4-200 
4-200 
4-201 
4-201 
4-213 
4-213 
4-202 
4-202 
4-202 
4-202 
4-202 
4-202 
4-213 
4-213 


4-79 


5=9 


lel 
4-33 


4-201 
5-9 


Index 3 
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ALPHABETICAL INDEX--Continued 





Subject Paragraph Page 
7 

4-58; 4-151 
4-82 4-211 


Cathode driver (network B board) Saag piesa a a ORO 


Cathode selection @e@eee20000802000000000060000000000000060000086000008080 4-58 | 4-151 


C board: | : 
4-212 
4-201  € 


Network @ea2e200000000000000600000000000000000000000000000608080080 4.83 


Power control @eeaeeeenvoeonveaeeoeneevoenoneevoeoneoe 000208002800 ee0e ee ee 8 ee 6 6 @ 4-70 


Channel, main memory, registers: 
4-165 


Index 4 





Reading process eaoeeeveveoen eves eeneanenoeeoeoeeoeeee2e2e2e eee eeeeee eee ee @ 4-61 


Writing process Coe eeeccocccrcoossooecososeorecsscoorecosors 


Characters: 
. Input/output COCO COOH CEO OOCOEOEEEOO CEE OEE OOO EE EEL EE OOS 
: Sector track input, comparison eseeeseeaeeneeaoede e002 eee eee ee eee 8 6 @ 


Chassis: 
Assemblies ee See ae eee SO eR ee OO ee Ne ee ee eee ee eS 


Wiring @eeoeeoedeoedenonoeoeaeeanoneneoevneaoeaoeaeoeenweneenweeeececeececlceclcecllcecCceecUlcetecClcecmUcecmUlccecCceecUlcecUlceUceUlcheUcel ee le 


Chokes: 
Power supply wiring Pe ea ee ae er a a a ere er ee arr ee ee a 
Removal and instal lation o@e@2e20000200000000000008080600808808888608 8 @ 


Circuit breaker, main power: : 
Removal and installation @eeeoeeae0@aeo@eege08e eee e00208088 e808 000 eee 0800 @ 


Wiring @OCSCOSTSCHEHEHSHEHOHHSHSHESEHEHHSHEHESESHHSOHHSSESHEHSHESEHSHEHSHHHEHCHEHEHESES SE 


Circuitry, operation of power CONTTO] ..ccrccccccccccccccccs 


Circuits: 
Driver, "and" gate 22:6 S22 828 2 Se S88 Oe 2 2 88 2-8 2 OS Se 28S 88 Oe ee 
Keyboard lamp COOKS HSSHEHSHOHSHSHSHOSHSHSHSHSSSHSSHHSHSHSHSSHSHSSCHESEEESE®S 


= Master kickout 22 O86 2S SOOO: OS'S BOS SOD OS ORS D2 OOOO SSS 8 See 


Physical location of @@eeee@e0282020002000000000080600000800008080868 68888 © 
Power supply protection Oe2 29 2 OS tS O'S 2 Se 888 2:9 2 2 8 Pee eS ee. 8 2 


Clamping circuits (network B board) @eeee@eeeoeeoeenge0edee ed eoee8e e808 e868 6 
Clock channel: 
Driver errr Tr ee ee eS ee eee Pe aT ee a ee CT Ce Pe ER CT ee Ce Ce ee 


Reading data from memo ry eeeeeeeoneoeaoenoeoeonoonoeneneen ene eoe ee eee ee ¢ 


Strobe CHOOSSHSHSHOHSSSHSHSHSSSHSSHSSHESHSSSHHOHRHOHSHSHHOSHSHEHSHEHCHOEEHHHEE®E 
Clock pulse circuits @eeoeoeneeeoeoeneneoeneeoaeneseoeeoeneneeeee eee eeeeee ee 8 


Clock pUlSE GENETatOLr .cncecceccccccccccccccvccccvccsvescees 





4-61 


4-54¢ 
4-54h 


5-11 
5-11 


4-20 


4-32Cc 
4~56d 
4-29a 
4-20 

4=29b 


4-82 


4-82 — 


4-64a 
4-83 


4-78 
4-78 


4-165 


4-114 


4-119 


5-14 
5-14 


4-8. 


4-36 


4-138 © 


4-32 
4-8 

4-32. 
4-211 
4-212 
4-179 
4-212, 
4-203 


4-204 
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Subject | 


Paragraph Page 











Code, input/output count saad aieateaiaaneeaetneataan oeoecunne 


Code, operation:. . 
Binary coded decimal (BCD) we iardanaveleveCdieralend blew ee aaa he awe 
Computer instruction @ee@2@0200200000000000080000000606880 88868 © 


F ag Be ee See eS Oe OR Se Le OS LANES 9 SOS: BOS SOS SS 8S S88 Oe 8608 


Mnemonic COC CCE LEE re EE OLED EEE EDEL ELE EO LES ELESEEELOE EG 
Code, tape, sector track input @#e020e202000000000000600006000000086006 


‘Coding, keyboard sai a Eee Sea le Sie Rie ean Rese nee 


Color codes, wiring CHHCCHCHOHCHOCHOOHOOHOOCHEOOHOHOHOHEOOSCEOOOHEOOSEEEE 


Command, input/output: 


PROG) coaves cuca elec bie eeeanareeti werd ares suse. jecueeaterered ecueies 
Write @#ee837@e@e¢8 80 Ce oe oe oe oe ee ee | - @#eee0e?ee¢8es9¢@ @ee@eoeoe0e0e0e0@e0e0@02080808860686 @ @#@e@e0e80800 @ 
COMPUTE indicator, test ........  paaeeeeaied eet eciees errr 


Computer board circuitry (See Board, computer. ) 


Computer instruction: 


Code @eeeaeeeoev@mwea0e2eeeeee8 088 @ @ ib Gee tele wo ew SS ws ees ee @eoeee 

Word formation @eeeown002808060080080 6 e@#ee37ee eae ee eee ine #e@e@@e0e0800@80 6 @ ee Se ee ee 
Computer shorting cable term and-pin listing: 

Connector J010 @#eeee721eee2 @e @eeeoeeaoeaead@easneoeaovneeoeveeaevs ee eee eeeneoe eee ee 6 

Connector J016 @#eee env @eaeeeo1oeeeee ee eed @ @eeoeooeoeeeee028080680 0 @eeeo7ee?8e 

Connector J017 @e@eo@2008800808868 @ @eeendadse0e002060868086460 6 @eee@eeoea2e0ee ee 0 0 
Connector: 


JO10 5. OU COUT. i.c6 Sy weds waweeies Re ee ayes 
J016 


JO17 oi @eeoeosvoeeevuev 0200202008808 006 86080 6 @ @ee@eoeee @eeeoeoeoe eee 8 6 @ @eeeeoeeeee@ 
Printed circuit board be teracevese @#e2#eeo0neo200608000 @eeo#eoeov0e0e0208080808080680680 86 @ 


Connector pin terms, input ......... ee ee neeews 


Control box: 
Computer logic unit, test set C-4020/GSM-70 ......cccceees 
Use in location of logic malfUNCtION ......ceeecccceecees 


Control, input eecvoeveveeveeeoeoe ee eee @ eeevcece 


Control, mode: 
“< D flip-flop test eoeeecvoeeeeeeeeeee eoeceeeceeeeeneee eoeeceeeceene 
INJOUE SOC UD 6 i0idiee5866 6s 6W Sec ewew ha Gueeeeew wwe eee adeoea 


4-57 


4-58 


e622 


4-62 
4-62 


4-54 


4-56 


4-46a;: 


4-46b 


4-62 
4-62 


4-35 


4-62 


4-62 


4-34 
4-34 
4-34 


4-59 


4-34; 
4259 
— 4-34 


4~46a 


4-56 


(2-2 


4-43¢ 


4-56 


4-35 
4-53 


4-145 


4-152 
4-169 


4-169 


4-169 
4-112 
4-138 
4-97 


4-98 


4-168 
4-168 


4-53. 
4-169 
4-169 


4-49 
4-46 


4-47 


4-160 


4-46 | 


4-163 
4-47 
4-97 
4-134 
2-1 
4-79 


4-134 


4-53 


4-107 


Thdex' 5 
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ALPHABETICAL INDEX--Continued 


Subject 
C 


Control panel assembly, main, removal and installation...... 


Control panel neon lamps: 
Indicator test: 
COMPUTE ....... 


eeeeeoeeaetoevoeoeneoeoeneeoneeeene7eee eee eee eee @ 


ERROR ....00.- pa wcoeeacs Geese S50 ord a Wieior aus Soe aeeae ee eee 
ENSOUT: -: ciceinconeveue eee Gai erayeseiat easel 8 Ge w 64s Wsie sie bak eee se eie eres 
NO: SOLULION | 20%3.0aeeivlewe< ves aeeau< (ac tannaiasteenweenes 
Power ready ..ccccccccce dba a aeGiet aw WW aiale 06.0666 S Bowes 
Parity indicator ....cccccee ws @Nibceteate Oe eis i eweaie eaincewk ee 


Power ready lamp and parity lamp circuitry ......eeee 


Test @®eeee @eeeaoseoeoeaeoenoev0702020000808808088 0808088880800 8 028882888888 6 O 


Control panel set up buttons, test: 
PRUG TEST DUC LON: a:scs scnceveis sere ss aaa sewennauseecuueseees 
SET UP buttons and associated lines .... 
SM key (Sample matrix) ..ccccccccccccccccccccccscccscsvecs 
SU=11NES .occccccccce (see ee piavniarete is ace eeered dioiier ures anette ereneravae 
RECALE, KOY. ssis-<.dusicerw serena 


_ Control power (See Power control.) 
Conversion, binary, sector track input iviea cates Ase erase 


Count code, input/output 


Counter, quadrant @eeeeoegvseeaeoneeoeeeseoaoeaseaws@ eeoea ens oaoeaeeoax2esneoeaee ee ee @ @#eeee 
Counter, L register . @#e@eee @eeeeoeoeeeseaeaesesgeeeaoesneaeaneaesn@eoeeegeeseeoenenee eee @ 
Counter, sync bit: 

In/out set up mode control eeeeeveneeneneneeeneoeeeeeeee eee 60 ee & @ 


Synchronization .. 


C, test tape, program ...... aie sie ieleeeeie Cees Ga ewes on 


C3 logic tests, test tape E @eeeoeewsvpoeoeanaenea@e#esonenee0e e088 08002860808 @ 6 @ 


C7 logic input UCEIIZING 614i écccetewsienee de Cpeueerew wane 
C7 logic tests eeve5e evoeeevoaeene Coeoeoeeeeoeeeoeo eee eeeeeeeeeee eee 
Input circuit for F14 testing ....ccccccccccccccccce ere 

C-4020 control bOX ..sccecceccccecceccceccccecceeucs saeaniean 

D 
Data, computer logic .....eeeee Matdsetaiawweeee es eaeueeee es 
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4-35f(2) 


4-35f 
4-35f 
4-35f 


4-35F(1) 


4-35 ( 
4..35f 
4-35f 


4-35e(3) 


4-35 
4.35e 
4-35 
4-35g 


4-54 
4n57 
4-58 
4-53¢ 
4-53 
4-55b 


l-1b; 
4-33 


4~35b 
4-35b 
4~35c 
4~35c 


4-43¢ 


| 125 


PPOhALHLAGD 


4-63 
4-60 
4-60 
4-60 
4-65 


4-112 
4-145 
4-151 
4-110 
4-107 
4-131 


1-1 
4-43 


4-53 


4-53 
4-56 


4-57 


4-79 


1-2 
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Subject 




















Decimal, binary coded (BCD) . 


Decimal point NINIG: scies cc eawieestaetaeencwatees 


Decoder, matrix (network A board) ...ccccccccsccecs 


| Detector: 


High voltage kickout Pious control B cioaed raientetereveeacurane 
High voltage warning (power control B board) ......... wear 
Low voltage kickout (power control B board) . | 
Low voltage warning (power control B board) .......... ee 
Phase detector rectifiers (power control C board) bciavetolevans 
Phase (1 and 2) ...ccccccees 


‘D flip-flop: 


test SeSSSSHSHSSESHSHSHHHCOSEHSSCHSSESESESBECECH EOE ES 


Mode control, 


Diode gates: 


Flip-flop logic pin to gate chart ...cccccccccccccccccccce 
Input gate test for logic driver troubleshooting ......... 


Primary. S929 2S OSS 2 Oe O'S SS SS OS Oe 8:2 2 808: 8 OOS SS SO 8S OOS OO OO 0.20 80 


, Secondary See eee eee ee ee Eee Oe ee Ee ee eee. Oe eee Pe eee ee ee : 


Tertiary eee020e20000008000000000000600000000000080000008080808868006 80 


Three types of diode gates Coe secccccccscsescovescocccscces 


Disk, memory @ee02e02020000000800080800080802080868080088020C28000880808808 06888 @ 


Display, nixie Cece ree eveccccccccssccevecccesecccsccccccooes 


Display register: | 
D , oop to oe ee Te ee TL TLE ECR CR ORC ORC eT CRT Ce eee 


Loading. operation, D loop OOD OS OO AMS OO 2 0 .O OOS O20 8S 2:8 0 0.006 8 


D loop: | 
Addressing and loop length CHOOCHOHSHOSCOSOOCHOOCHOOHO HOES EOE HOO OCEO OS 
Copying the R loop COOSHCOCHOCHOCEEOSOHOECE SEO OO OOOO OOO EEELE 
D loop to display register configuration ....cccccccccccee 
Loading into memo ry @eee20200000000000000006000000000008080808068008080 
Is04G 1NG “OPEV ATION: 60450 61s66-05 sce 4-0ieo0eneeeeeueasweeewseeee 
Relationship to nixie display ..cccccccccccccccccccccccece 


D register, main memory channel @2e@ee¢200000000000000000088682080808680 

Driver: , | 
“And" ate /KD1/ @ee2e@@0000000086080080002080002080008880880 888088062 6 
Anode lietaces B board) @@eeeeeoeeoedeaedeaedeoeeee ee eee ee eee eee ee @ 


Cathode (network B board) gba wetea ieee baie totaeewes Gos 


4-58 
4-58 
 4-81e 


4.69 a 
4-69d 
4-69 b 
4.69¢ 
4~70f 
4-21 


4-35 


4-47 
4-49b 
4-47 
4-47 
4-47 
4-47 


4-58b 


4-57 


4-58 
4-58 


4-65b 
4-54 
4-58 


4-54 


4-58 
4-57 


4-61 


— 4-32 


4.58; 
483 
4.58; 
4-82 


Paragraph Page 


4.153 
4-152 
4-207 


4-200 
4-200 
4-200 
4-200 
4-201 
4-13 


" 4-53 


4-98 
4-102 
4-98 
4-98 © 
4-98 
4-98 


4-152 


4-145 


4-151 
4-155 


4-185 
4-128 
4-154 
4-128 
4-155 
4-145 


4-168 


4-36 

4-152 
4-212 
4-151 
4-211 
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ALPHABFTICAL INDEX--Continued 


Subject 


D 


Clock (network B D0ard) sisscsessdsesccecesiscsusowcesissces 
Input: (network A DOaTd) vais ssiensnwe's scccccieweviecdene cose 
Keyboard and mechanical reader solenoid switch driver 
(power control C board) .cccccccccccccccccsesccccccceces 
Logic driver board: SPO OS OO SOO SOOO OOOO SO: OO Oe O18: 08:0 8 0 0:8 
Logic: ( W@twork A: DOard) weseceuocsssadauwseoectiesice e.cuees 
Main power relay (power control B board) ....sccccecccceee 
Memory motor relay (power control B board) ...cccccccccces 


Neon COSTE HEOHO SO SEEE OSHC H LETHE E COREE OH OLEH EOE OOOH OLEOLE 


Nixie interconnection CHESS HOOCHEHHOOHSHSHOHCHEHOOSC EOE OEE HO HOHOL ESO 
Output (network A board) @#e2e@000002000090000080808808008000068088080 8 @ @ 


Driver, logic, input gate test, troubleshooting ....ccccceee 


e 


Driver, logic tests dud apiece csetae euler sie ae aa ation acne: 
Drivers, addressable VOQNG Siaccaseceusiaasen oe etc: saleanes 
Drivers, DU/DL (See also DU/DL drivers.) ....sscececeeeeeees 


Drivers, logic (See also Logic drivers.) ....eseeee eae sass 


0 test tape, program @eeoeoaeeeoeveveaenoeoeeoevneo7ee ee eee @ 


DU/DL drivers: 


Address of S flip-flop .....scecececes sce fenaravanete atusecetenoaie atest 
AdGrGsS. Cab leS cxiwiwidscewawia es weres enue gekieenemeewews es 
RS INDUC. 16.6%: 5e-5-0: 60.56 a-5ie Grateia Wieecoe sine ews dieies avers Gas eiaoaeane 

- During set all command ......csccesccees Meee wae Scelneareaes 
Flip-flop address and response lines ..... ia e@aseaas iietens 
Test error, FALT front panel indication .......ssee. ee eees 
DU/DL flip-flop, address and location ....... pacacatans setae 
Dynamic evaluation ..cccccscccscccerccvvcscccsesccceccsscess 

E 
Electrical assemblies and parts, inspection stokeoneeneunense: 
Energizing input unit: 

—— Mechanical reader .....cccccccccccccccsccccccccesecccseces 
SDR @ee~@@0e0080 @ eee eo0ed @ @eeeaeee@esde e000 @ SOP TENG eRe oe es ear pty Pn ee eee eg 


Environmental condition versus computer. reaction 
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Paragraph 


4-82 
4-81b 


4-70 
4.80 
4-81c 
4.69 
4-69. 
4-81; 
4.83 
4-58 
4-81a 


4-49b 


4-49c 


4.50 
4-32b 


4232C 


l-1b; 
4-34 


4-32b(6) 


4-45 
4-33 
4-33 
4-37 


‘4-39 


4-45 
6-5 


4-56 
4-56 


Page 


4-211 
4-205 


4-201 
4-205 


4-206 


4-201 


4-201 — 


4-205 


4-212 


4.156 
4-205 


| 4-102 
4-104 
4-104 


4-34 
4-36 
1-1 
4-46 


4-35 
4-82 


— 4243 
4-43 


4-72 


4-75 


4-82 
6-1 


42135. 
4-135- 
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Subject 


Equipment, maintenance: 


Common eooevVeveeoeeoeeoeoeeereoeoeoeoeen eee eeneeeeeeeeeee eee ee een eeees 


Special @eeeoeoevoevoeveesvseeeoevoeevoeaeeoeveeoeneeaeeeoeeoeaeoeaeoeeevneeaeoeaoeew ewe ee eee 8 


Error, from FALT front panel indication ...cccccccccccvccces 


ERROR indicator test Se ae ia aha edo lasceaie foicicoueeea erste aak GL ata 
Error, test, from FALT front panel indication saa auew eases 


Exciter, FALT, flip-flops (See also FALT exciter 
flip-flops.) 


Fo and Fh Indicators ...c.seeee spas aiced Grete eae ree Ceca ie wae ea has 


F1T and FOT lines: 
Address and response lines ...... sae areas 


Computer FIT and FOT response 1ineS .....sseeeecccccccceee 4436 4-71 
Diagram eeoeveoeeveeeeece eoeveeeoeeeevneeseeeeeeeeneeee eeeeeeeneneee 4-40c 4-77 
F1T and FOT line troubleshooting . peu dies ens eeaeen Scutetenets 4.48 4-102 


Test error, FALT front panel indication Serre rte ee ere 
Troubleshooting when FO and Fl indicators are not lit .... 


F14 testing, input circuit in C7 1Ogic wccccccccsccccvccccas 
FADAC: 


Paragraph 
2-1 
2=2 
4-39 


4-35f(2); 
4-39 


4-39 


4-38 


4.39 
thru 
4-42 


4-45 


4-39 
4-40 


4~35¢ 


Page 
2-1 
2-1 
4-75 


4-65 
4-75 


4-75 


Description CH CCC CHOSE EES HO HEH O HEE ESOT EHH OOH O OSE LET EO EOE 1-4 l-] 
Inspection CH CCHHC HOS HSC EOS OOOH OSE EHS OHO OHHH HHHOHOHEHRHESHOH OHO HEE 3-10 3-10 
Repair of eevee eeeeeoeeeeeeeeeeoeHeeeeeeseeeeeseeeeeeseeeeoe 5-1 5-1 
Teletype connection eeovoovevee 900.00 OO 0:9: © 0:60 4°90 0:4 0:64:09 0:66 08 0:86 4-35 4.53 
a FALT, AN/GSM-70 Seer Ter Cer rT e TE ee Ce COROT ee eee 2-2 2-1 
FALT exciter flip-flops: 








Exciter terms used in read S@1ECTION ...ccccccccvcccccccce 
General @eeeoeeg0e02e0e00e00e20@008000080080808080200C0020808080G02 0282808828000 8 08888888 6 8 @ 


Specific use of 


4-38b 
4.38a 
4-38 


FALT, front panel indication of test error ..... Sinaia eueene deca 4-39 4-75 
FALT: 
Front panel indication @eeo@@e@00@200080800600000880@80888888088C 886 OO 8 e°@ 4.39 4.75 
Function @eeeeoe ete 8008 e@e@ @ @@e@@e@0@@ @ @ @eee@eeoeone07e20e2006008008080808000@0@ 0860000886 6 @ 4.36 4.7] 


Use in malfunction isolation SET OE Ot Le a eo a ee Ae! Oe ee 


thru 
4-39 
4.36 


4-71 
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ALPHABETICAL INDEX--Continued 


Subject 
F 

Field data meaning, sector track input ........ a eeeeeeeees 
Fill and verify procedure (read and write troubleshooting).. 
Flag code and word format @ee@eeeaee@envo0e20e2020020000080808080808020080882@0880808 C80 @ 
F-line: ? 

In C3 logic test CCHS EEO H HOCH OHH OHH OEE EHEOHOOCOE 

Versus switch selector eeeseeaeoeaenve0eo02020200280000000008060000080808088088 8 6 @ 
Flip-flop functions: 

Address and location: 


DU/DL eoeso@eeeovoeceaoeveeaooveaeseseoeaseaeos@eeaeoeeonveeeeeeececleclcecClceclccecClcewclceclcccUlcrcwCcrewlcOWUcelcelcele le 


Lines ©e@~@ e080 eT Rea OE go Oe OE GGT EON TE NOT Sat Pa ae. atte tty @©eeee@ 
Read flip-flops @e@eeoeoev 02 0eeeeaeevaeve0ode02ee29020000080808088 028028888888 8 8 @ @ 
Write flip-flops arerenain o-Wlecise Wa We Riera oe Sis eR Rw ka eens @#eee28e? 
CP3 logic mechanization ....cccceees pueweaeais reer ee 
Logic: 
BOON) 425 ccra Sines wee weeers awere-srate ssaiee a eeiereale were rere 
Tests @eeeaeoeseeovoeaseeoeneeee20e080808080 0 @#e@@e@e000200886808@2088808 888 8 e e°@ 
— Troubleshooting ...cccccccece ee weewes sew bdeiwwecesadaes 
Primary function @eeeee7e34e81es @eeese@aqo0d02@e2e20e20e00800008800808 Ce oe oe ee ee e 
ROGISCEN vsisacecnsaeeswdwswe cae Sins awe ewer aulew ese aeees 
TD /WI circuitry @#ee0ee828 @ Se SS SSS eS Oe SS OOS OS OS See See SS. OES 
1CL3 mechanization ........ iéiieesewae ees is sewedaees sas 
Flip-flop, S, address of ....... sis orcemaewieseee ceseeeees “a 
Flip-flops, FALT exciter ......ecen. Sewue weer eee aes. 
Flip-flop tests, main memory Write ....secceeeeceeece cc eeees 
Flow, input character eeceoeeeveveeeoeoeee @ eeeeeevneeveeoevneeeoeen eee eee e 


Format, word: 
: Flag. @eeoeeeoeee 8&8 6 @ @ 
Instruction ...cecseee 


@eeeeevoeseenvseeseeoeaevneeaoee eoeevaeeaseeaeseeaeoeaneeeeeecmcemUcemUcCUmUCUCOlUc8lUe 


Next instruction address ...ccccccccccccceccccccccececcccs 
Octal eceoeoeoeneeeeeee ee ee ee eaeoe0e eeoeeeceeeoeeeeneeeeeeeeeeeee 
Operand address ....ccescecseees rer seaeeee-es ert r ee 

Special code @eeeeoee2eeae2ausvs,seeeeeeeeeee @ @e@eeaoesae0d@e20e0eeee¢?@ees @ @#eeoee7e7ee#7e? @ 


Forms, records and reports: 
General eeoeoeeanvnveoeneoevoeaeeaeaeevoeaoeaenoeseene7ea2eenw ene eeeoeeeeeneeeeeeeemcemcemUceUlceU tO 


Inspection eoe@e@@e8e@ @ @ eeuvueeeeeevnevneeneneeneneeeeneee eee eee @eeeeeee8 
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Paragraph 


4.54 
4-66 
4-62 


4-35 
4-56 


4-45 
4-37; 
4-45 
4-45 
4-45 
4-33 


4.79 
4..32e 


4-32b(6) 


4-45 
4-65 
4-17; 
4-70 
4-32 


4-32b(6) 


4-38 
4-357 
4.54 
4-62c 
4-62c 


4-62¢C 
4-6 2b 


4-62C; 


4-62d 
4-62e 


1-3 
3-4 


Page 


4-119 
4-188 
4-168 


4-53 
4-145 


4-91 
4-72 
4-85 
4-94 
4-94 
4-44 


4-205 
4-40 
4-35 
4-82 
4-185 
4-8 
4-201 
4-33 


4-35 
4-73 

4-68 

4-124 
4-169 
4-169 
4-169 


4-168 
4-169 


— 4-176 


4-176 
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Subject — Paragraph = Page 
Front panel indication, FALT ....ccccccccccccccccccccccccees 4639 4475 
Front panel input terms (Folines); 2tcseaceievivedwesiemmene 86396: ~4271~ 
Front panel to main frame WITING .4:sinien weds es eenees es ees ewe 4-57 4-149 - 
" Gate, diode (See also Diode gates.) ss agit asta eeuaeei nets 4-47 4-98 


Gate, primary "and": | ) | | : 
Addressable primary is ase tg doigtatiokiora iia’ sevay @ilohia 6: we -ere aS ee elaia eee eae bee 432d; 4.38 an 
| 4-50 4-104 





Primary (BDX), mechanization .....cccccececces ewe ecees 4-32 4-39 
Gate to flip-flop logic pin chart ...ccccccccccccsccscscccce. - 447 4-98 
Generator, clock pulse eeoeoeevece @eeeeeeeneeoeeeeoeoeeeeeeeeeeeeee 4.78 4.203 
Ground loop, shield (read head) ......cccccrcccccccccccccces 4-66 4-188 
| ; | a 
High voltage kickout detector (power control B board) ...... 4-69 | 4-200 
High voltage warning detector (power control B board) ...... 4-69 4-200 / 
I loop addressing and loop length .......eeee g egidieretrersaaieen 4-65b_ 4-185 
Indicator: | 
Cincud try MECHANTZAC TON: <6sé.c:ca0-0. deere wie weiacsisie wore ee fees 6 4-22 4-14 
COMPUTE eeceoeceecevreeceececrecs evoeeeceeeseeeevoeereeeeeeeeeeeereoeres 4-35f(2) 4-6§5 
Fi and FO eeeeeeoeseeeeeneoeeeeeee ee a ee ee er ee er rt er rr rt er rr ae i 4.40 4.77 
® : IN=OUT: |b: ceierereasine.c-o6 es sereeee cami sidcacewee wae itetesesaseeesece ¢ 4e35F 4-64 
Lamp identification oe@eeeee4ee ete hocles ters ca arate Ger ein ta tere ardteree ewe 4.25 | 4-15 
Nixie logic eeceoaece50 eeo5aeee5ee CCOHCCCHRECOCC OCC CHOC HOEC HO OHR OOOO SOLO EOE EOE 4~35d 4.59 . 
: NO SOLUTION ......... lata Caria eae i coradietendxe- Sieber ers, ears 4-35f 4-64 
| Parity 34446000 sweswous sie ois eee alana s ieee eisaue orerets cbiareni-s 4-35f(2); 4-65. 
4-6 4d 4-183 
POWER READY ........<- CREWE eae sess Bs re ere jee 4-22c; 4-14 
| : 4-35f(1) 4-64 
TEST ERROR eoeveveeeeeoeneceee eeeeeeeeeoeeeeeeooeeeoeeeoeeeeeeeees 4.35f; 4-64 
: : | 4.39 4-75 
| TRANSIENT eoeeeeeeeseeeeoeceeeeececee eeeeeeee ee ee eoeoeoeeeenoceon 4-22b 4.14 
© IN-OUT indicator, test eveonvn0u0e TO 4-35f(2) 4-65 
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ALPHABETICAL INDEX--Continued 


Subject 


IN/OUT set up, mode control: 
Main operation no. 1 @ee@ee eeoeoeoeeeoe@eeeeeseeeenweneageeoesgeoeneeeoeeee eee @ @ 


Main operation no. 2 e#@eeeeeoeoeaoeveaenoeeoeoeasv eos eo@e@seoeoeaeaoes eee eee ee ee @ 


Main operation no. 3 @eeoeesvovoeveoovoeoeoeoeene27e2e0e6ee2 eee ee ene e ee ee 6 @ @ 


Input: . 

SEN AAC CONS: 2o:5.siesdst-s Ar ws Wea ou 5-0. 5 ore 6a waco ete sieve 0:0 wy Giese ota Sikes 
Circuit. Tor P14 COSting: assess swseewsoretueseeees is aus 
Command summary ...... eT eT TT Cee Tee eR eee er 
COMUMO! OR cwisiedodlndincisieet ois Wie 00s 46am Owe eee 6 eww ewes 
COUNE: COMES: ss. 6:srccescre aie 0: 6 e-as eres s bare 50 w 64S 6-9 Wee ewe wee reas 


C7 logic -.-e... gia wise Siew ew rarer andie ares Tere ee eee ee | 


Device selection .......6. dase loreatlinn Geese Ge Maireeca ais wtaveile eles Bataa aes 
Drivers (network A board) ..... see. geass err rers beeen 
DU SOL GR UVGNS: iis éacassediee.656:5 hea wisweie6'b5 000i O's Wwe Ww oeneecawiars's 
ENON Z UNG: co andais ard cd sain iaraie oss Case wee eee wa wee ees ees 
Gate test for logic driver troubleshooting be babe aoaateavere es 
In/out set up mode Control ...cccrecccccccccces a averetavaetateere 
Keyboard aS Input ...cccccccccccecs ee ee re ee 
i ere ee ee ee eae ee ee ee eS ee ee re ee 
* Matrix unit as input ........ ere te er eT Ce eR Ce ee 
MECHANICA |) TOAGOI 5sisicave-0's 6s wets Ga wo ww oe wiwiee wd wie eel eeueurs 
SDR £0: COMPUTE? Cable : oc icc cases ee'eee's.00nee naw owe eee eek 
Sector track input character COmpariSON ....ccceccccccvees 
Terms, *I8 simulation, test tape D ....cccceccccccccescccs 
TESTING -CNOLE .si.0.4.sdeeewe ose s ae d wraceiavens Siig ese 1s stones Srereuene oie avers 
To computer (troubleshooting) seatendt sa iaay bse ceestinta drome tei ses 


Input/output lamp circuit .......c.ceceeee Sat avua dessus wed 


Inspection: 


Checkout procedure ....ccsccccscccevecccecs cea err err | 


Electrical assemblies and parts. SEG OGee Secale eet Sees 
EQUIPMENt 2... cccccccccvececcene Miitiaen sere eeedesewseeus 
PM). co careceaed osx Ue dhealataeaneievews piatiois weavers vedere eweesuaew es 
GONCV al sé.swwsi Seton sheweeeeeeesesaseawets Meee iasieas wes 
PHYS 10a sce os os :5.6:555 0-050 01's 4:0 65 05-0546 6:6 0:0'o'e i000 0 6 eine e's 060.0 


Upon receipt of materiel .........eeeeee se alaeeeeca ieee Gees 
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Subject 


Installation: 
Blower ..... 


Main control panel assembly ...... 


Main power circuit breaker 


Memory ... 
Power resistors .... 


Instruction, computer: 


Next instruction address Woda sua creeuae eras oeneaees 
Sample word Ft Pare ey Senta nee Fon se ak irg ata ee Wg a ieee gm @#eeoe 0oeo2ee e806 @ 
Word formation CHOCO HSHOCH HES ECE ESOC OOO SOOO EOS ELEC EEO ELLE | 


Inverter: 
NOCWOIK B DOAIO -i6:5.d:s-50 0:5 6. 06e-6 0% ois hos bee ieee seus seacaies 
Tempera tu re warning (power control C board) ..........e6. 
Voltage warning (power control B board) ..........ceeeee ; 
I register: | 
* “MOOGING’ 2566 susie ab-iaeig eieib dee ee btw wae wee abba dee are wladeceuiesaie 


_ Main memory register ......... 


@#eeeoeee se 


JO10, output connector ......cceeee. 


J016, output connector . 


Keyboard: 


As input device @eeeeeeeeveeeseoeeoeeeee eee 


Coding ..... 


Lamp circuit Se OE Oe Ee ee Oe 8 Se eee es 


Logic eoceeeeeeeeoeoeneneee 


Kickout: 


Circuit, master (power supply protection) 
Low vol tage transient (power control B board) .......ccee. 


Kickout detector: 





Pen EP EEE RE EI MOE gy Bee EE Ran re ALR Pee Pee vr Ten res 
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Capacitor and bracket . 


Reactors, chokes, transformers ...ccccccscccccecccccccce urs 


-. High voltage (power control B 3 board) Neti eeuaneaanates 


Low voltage (power control B board) 


/KIOA/, mechanization ....... saniea'Sialb.6-4 Wie oon ws ge eunveante watexe 


- Paragraph 


4-56d 
4-56 

4-56d 
4-56d 


4-69 


4-69 
4-69 


4-49 


4-169 
4-176 
4-170 


4-211 
4-201 
4-200 


4-129 
4-168 


4-160 
4-163 


4-138 
4-134 
4-138 
4-138 


4-32 
4-200 


4-200 
4-200 


4-102 
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Subject © Paragraph — Page 
L 
Lamp: | a | 
Circuit keyboard eeceevenveveseose eeoveveece @eeevececeoeeceeeeeeeees eevee 456d — 4-138 
Indicator (power supply) ....cccccccccccccccceces ree aus 4-25 4-15 
Input/output eoeececeeeeneeeece Coe error reer ererceceeereerceseres 4-53b 4-107 
Parity eoeeceovecce eecoee5e Coe eeorercerecorecererccecreereroerereoeoe — 4-35f 4264 
Power ready CCCCHCCH SCC EC HHO OCHS EOHOSC HOH OSC HOES HOOHEO OS HOS EC SOO OEE OEE 4-35f 4-64 
Lamps, control panel neon (See also Control panel | 
neon lamps.) eoeecee50e yw aeeN eeceeeevneeeeeoeeeee eeeeeeveveen 4-35f 4.64 2 
Line breakdown, Input enue eoeoee Seca ceeu ees a ap ve ccs 4.54 4-123 © 
Lines, flip-flop address and response ........... ioibeswiete 8537 4-72 
Loading: eo, 
Display register D loop Terre ee eee ee ee 4.58 4-151 
| register eoeveeeeeecnecce eee ee ee ee ee 4-54 4-130. 
Loading memory: | | | | 
From D loop eo eee ee ee eeereeeeoesereeeerererereseoeeoseneeoes 4.54 4-130 
N register eoecevneeceoneevneeeeeeeeeeeeeoeeeeeneere eovveeeeneeoecone 4.54; 4-127 — 
: | | 4-56 4-134 
Use of SOR eoeceevecen Coe eeceeececrceoreccesererceroreceoreoeeoecoreoce | 4~61b 4-166 
Load tests, output (in logic driver troubleshooting) eee 449d 4-104 
Location address: | | . | 
Copying into Q WOOD: si. csieliretdew sdieseaveee ete sietwees es 6eses 4.54 4-128 
Loading L register evovceceene ee ee er ee ee ee ee 4-54 . 4-125 — 
Logic: | 
| Data eeoveoeecce Wess CbSA CUS owt oar hee ebewesetesds 1-5 1-2 
Driver board eoee5ne eeoeoeeceseeeeeeoeeeeoeoeeeeaeeeeeeee eeceeveevece 4.80; 4~205 
| | 4-81c 4-207 
—Flip-flop board eecevoeveeeeeee Ee keeles oe eae eA we ee eeees 4.79 , 4-205 
PIID=f OD. COSt ais. sseeeadustaseees Meee eeeR seat ainsiew eee 4-32e 4-40. 
Keyboard eoeeveeeeceoeceoeoeees ee ees esveeoveceosee eoeoceece eeceoeeoeeveesn 456d | 4-138 
Mechanical reader ....cccccccccccccccccccccccvecs eens eee = 46 4-134 
Terms, front panel to main frame wiring ...... sicecaerg elas 4n57 4-149 
Test (final inspection) ........ mada ease ho ste urea 6-4 —sséOG 
Troubleshooting eoeceeveeaeeosv ee -@eeoveveeo5e eooeee eoeoeoeveoeeveeee eee 4.30; 4.33 


Index 14 © 

















®@ Subject 





SEE PES Lote RSE ES gb BS: Ree foe cue Wig te pe aera UO OP neg ae ere CP eae oe 
= See TERE gO PE DU oP Beep 


Paragraph 
Logic Drivers: 
AGGVCSS40 16 scciactaset eens ceweesaeseeeseeleieseuasesueess 4-45 
DPIVEr’ SES US: sunny iesetanieeciietewseeous ewes tuts euee 4-32c; 
| 4-49¢ 
RDU Gate: COS. 2 b.ce 5 oic-a:.cs xs law rteces ers Vet ats, wieieieve ees ce-ataereeeevare 4-49 b 
/KIOA/ « MECHANTZATION (OF céviidsewescdiewwdsewsews eae dee weres 4-49 d 
Logic driver troubleshooting ...cccccccccccccccccsecsccces 4-49 ; 
| | 4-50 
Logic: 
Flip-flop: 

PVM {CO-'Ge CO. CNN OC. %:c:5-cne-essiotaccrsach eecerens eetce 6 @ ewes ees ars wees 4-45 
MEOUDICSNOOC ING <ov sect teed aaa. 00 oe os0 eee soe aw eeas eis 4-51 
Input, C7, utilizing Fl4 (See C7 logic input.) ........... 4-35¢ 

Malfunction isolation: 
Mechanization of OXP .........26. siesta ace taliaises oem wie aie ane elo leriots cine 4-44} 
Printed circuit board CONNECTOL ..ccccceccccccccccccseces 4-46 
Procedure for location ....ceeeees alae w RoaG ee wie wd ace. a shares 4-43 
US@.-0F CONETOl DOX(C=8020 sess cles c'oeeseeen ty hota eee sal 4-43c¢ 
Mechanical reader .....cesceccees cue se eee d es eeueee ss 4-34 
NIX1@ INd1CatOr wassacceawseeer ee wales eg Svea asers 4-35d 
REA NOdG  x7lswt oo. bes sie rete wae es ee oe eue cs iachasee aes 4-35j 
Tests: | 
C3, COSt Cape Ev ssesiadewss sore later acactouaenane Viaerwmmaes eeeveulas 4-35b 
CY 4-aete os er re re ee jscgeaeias's sete ahaig. erase re Gcetasn a auabeead 4-35¢ 
ee ee ee ee ee ee ee ee ae 4-32e 


Flip-flop 


Logic test set, AN/GSM-70 (FALT) ..cccccccccccccccccccccsecs 


Loop: 


A @eeeoe@enuvpeoeanosvu eo eoeoe20202000000000000000000800000000008080808888 08086 8 @ 


DMOZ 


COSHH HCE T ETE LESH EEO OEE LEE EL ELLE SEL ELEL EL ELELELEDESEOCOCS 
CHOOSE CHES ECOSOC H EEE OSOH OHH TOOTH EEEEHEEEO SEH EEE EEE OES 
e@oeweeeeosveeeeeeeeeoeeeeeeneeoeeeeeeeaseeoeneeenneeeneeene ee eee ee @ 
e@eeeeeeeeeeeeeeeeeeeeeeeeeeeeeseeeeeeeeoeeseoeeneeseeneeeoeeod 


Ki bsgcas ora ava sa evacusie sh heres ane bi) Se Wie Os aS RAE Re EPL 


Loop length 


(Re: Ds Lac K)) csceeee esse tes teswsmeneveccews 


Loop, read head shield ground ss beceaiereie tae earee eet ae bation 


— 4-65b(5) 


4-65b(9) 
4-65b 
4-66 
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4-82 

4-36 

4-104 
4-102 
4-104 
4-102 
4-104 


4-85 
4-105 
4-56 


4-81 


4-97 
4-78 
4-78 
4-46 
4-59 
4-68 


4-53 
4-56 
4-40 


2-1 


4-187 
4-187 
4-188 
4-187 
4-128 
4-128 
4-187 
4-188 


4-185 
4-188 
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ALPHABETICAL INDEX--Continued 


Subject 


L 


Low memory temperature S@NSOr ..cccccccecccccccvcccccccccccs 
Low temperature operation ...cccccees 


Low voltage: | | 
Kickout detector (power control B board) ...ccccccccccsees 
Transient kickout (power control B board) ...cccccccveccece 
Warning detector (power control B board) 
L register sr endcereiieAiee-Gele eee RIS oa ie Ee he eae ED a reas 


L register counter, loading w/location address ....ccccceees 
L register, main memory Channel ...cccccccccccccccccevcccese 


M 


Maintenance personnel, responsibility: 


Direct support and general SuPpOrt ...cccccccccccccsccccce| 


Organizational eeeeesvseeeoeneeao eon eeeneneoeeaeeneaoen0e7e2e002028eeeee eee ee 6 8 
Maintenance WOrk Orders .oscoccccescccvccvcvcsevecsccscccers 


Malfunction isolation (power supply): 

Logic CHHCHCEHHSHEHE HEHEHE EOHSHHOHHOECHOSHHSHHHOHEHHHOEHEHEHECHOHEOEHESEE® 
PYOCCOULE Oe: 1: sg 6 se:e sats ese Sie 5 ae wwe Wwe e e166 00 Ore een 
PYOCECdUVE NOs <2 26oeiwdobwds a Aiewieatvete Sa wes wae. 06 18-60 6 wrsve eta 


Malfunction, logic: 
MecnaniZation OF OXP a scinecise ccisaceesie.bies se keaeeeeweweeees 
Procedure for location and COrrection ..cccccccccccccccccecs 
Use. Of Control box -C=4020: 6.65 siesewidewe oe eauis beeen eesees 


Marginal test switch CROCCO HEHEHE CHEE ORE ESOL H EEL OOO LEEO® 
Master kickout circuit eeeoeeveeaeeosnoeoeooeeonoeaenaeneeneoeneeeeeeeceecelelelele le Ce 


Master trip circuit (voltage regulator no. 4 subassembly 


, board) COCCHOHC OSCE HOHSHEHEHSEOHSHSEHOHHOSHEHECHHOHOOCEHSEOEEHOEO EEE EE 


Matrix decoder eeecoeevoeaeoevoeaoeeoenueeoen een eneenenenee7eeeeeececlcectclCcelctclUlcetcUlcecUlcelcelcelcelelo 8 8 


Matrix unit: 
As input device e®eeoeoeoeaoenveecedeaoeaee0e020e208028000000000000000608 808808868 @ 
Troubleshooting 


@eeeeeveveneane020e200000080008000000080008080868000608000000808680 
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4-14 
4-15 


4-69 


4-69 
4-69 


4-54 


4-53; 
4-54 


4-573 


4-61 


— 4n3 


4.2 
3-5 


4-30 
4-26 
4-28 


4-44 


«443 


4~43¢c 
4-27 
4-29 


4-77 
4-8le 


4-56 
4-57d 


Page 


4-6 


47 


4-200 
4-200 
4-200 
4-125 


4-107 
4-125 


4-145 
4-165 


4-1 
4-1 


3-1 
4-33 


4-15 
4-31 


4-79 
4-78 
4-78 
4-29 


4-32 


4-203 
4-207 


4-134 
4-147 























Subject 





Ry tes ot UDMA a gaps oe Reise ome BESTE Sestak 





; Matrix SM key ss cucshion debvote eiora deustroktaiek GRASS Guan eeeaeeean 


Mechanical reader: 


As input device @eeeeoeevnenoeneeeeeeeseseooaneoeoeeoanovu eee eee7dcenee eee @ 
Connector pin terms eee oooocececrsersocsecoroetesescceosocsocecs 


Energizing input unit @eeeeeveneaueeneeneeonenenenenesee eee eeee ee ee eee e@ | 


Logic CHESS OHSSEEHEHEEHSSEHSHOEHEHOSHOHOSHEHOCOHOHHOHSHHHROHOC HEEL EOE EOL E®E 


Logic circuitry for @eeeeoeeeeeeeeeeeeeeeeneeeeevneeeeeeenevneaeede 
Solenoid switch driver (power control C board) .....ccees 


Test Se ee ee eee ee ee ee Oe See ey eee ee Oe, OOS See Se Se ee Se See: 2018 


Mechanization: 


C7 logic input Big he OR AWS OS SSeS eae ES VOUT ER ter aaa ens 
Driver circuit "and" gate /KD1/ @#e@ee20e0202002000008000000000006000600 


Fe lines @eeeoeenenen7eednonveeeneoeeeeeeeeeeeeeeneneneeeeeeneeenee eee e ee 8 


- JKIOA/ reer CCR CECE ELE OCCT EORTC CCT er ee 


NIXTE: ANGIGACON JO01C 220505cueckbtueeiebiviwssbeeseutecees* 


OXP CHEHSSHHSHSSSHHSSSHSHSHSHHSHOHHESSHHSHOHHOHOSHSHSEHEHEHSOSHOEOEOEEOE®S 


Primary “and” gate’ (BDX): 2453<scenseseleocbweemen scwe'caeads 


Read head @SSCSHSHHSHESHSEHSHHHSHHHSHHHHSHSHHHSHHSHHSEHBSEHHEHBEHHEH HOE 


Read Switch @ee2e207020280200000008600060000600060006808008060000080808088806808808808 


1CL3 flip-flop CHCCSCHSCEOECOHOHOOHEOOEEEEOHEOH OLEH ECE ECC EHOSOOEG 


Memory , computer: 


Channels Main, VEQUSCENS <2 5.6.06 wuiwee hewiew'sisieseseebe bees sees 
Contents €Nd: AVOUT. 16:6:5.5-66:6:5:4:00.4r55 siGbaes ewes weenie eee es 
Loading: From) Di lOO: avsisesaeecine heise sews ees ee eben euscnwe 
Memory channel reading Process .ecccccccccccccsccccssccves 
Memory channel writing Process .cccccccccccccccccccccccces 


Memory, computer | 
Memory disk quadrants ..... Souaereceerevesaveee-w aes Mee aa eas 
Memory temperature SeENSOr, OW .eccccccccccccccccevccccces 
Motor relay driver (power control B board) .......cccccece 
Read head ...... ji teu ere ee Te Cee T eee ee 


Read head and read switch @e@e@eeoeose@eeee0edgeee20e20080808 00808008 @ 0 8 8 @ 
Reading data from MEMOry ..cccccccccccccccveccvesevesvecs 


Removal and. tnStal lAtION: sks owidc sie cteene S6-05.6 46600-4048 oes 
SOR in loading eeeoeeveeenevoeoeoeoevn*7eeoe7e7eneneenee ee eee ee ee eee ee e608 6 Ce 


Tests @eeeooeeeeeoeesee @ @ 


eeeoeoeaevseveen eae eos eeevneaeaenenn ee eee eee eee ee ee @ 


Write amplifier and plugs eeeoeneoeoevoeoeoeoneaeneeeoeee ee eee eee eee @ @ 
Write head @eeeee eeoeseoevoeeveeooeoeoeveoeoeoeeseneeeseeeeeee @ @ee2eoeeee@ @ 


Writing data into . 


Mode: 


BCD, sector track faa ree ee re er rer 


Input/output .....ceeee eeaces uatate Ore Wie dea Was bares au entee are 
Octal, sector track input seleareisitvens S Dineen ‘a aereeane awe 


Paragraph 


4-35e 


«4-56 


4-56 
4-56 
4-56 
4-34 
4-70 
4-34 


4~35¢ 


4-32, 


4-35¢c 
4-49 
4~35d 


4-44 


4-32 
4-64 


4-64 


4-33 


4-61 
4-61b 
4-54 
4-61 
4-61 


4-58b 


4-14 
4.69 
4-61 


4-64 


4-64 
5-8 

4-6 1b 
4-35k 
4-66 
4-61 

4-63 


4-54 


4-54a 
4n54 
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Page | 


4-60 


4-135 
4-134 
4-134 


* 4-134 


4-46 
4-201 
4-46 


4-56 


4-33 
4-56 
4-102 — 


4-59 


4-81 
4-33 


— 4-179 


4-179 
4-43 


4-165 
4-166 
4-130 
4-165 


4-165 


4-152 
4-6 
4-200 
4-165 
4-179 
4-179 
5-11 
4-166 
4-70 


4-193 


4-165 
4-177 


4~122 
4-112 
4-122 
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ALPHABETICAL INDEX--Continued 


Subject 


Mode control: 
DFT TOD ig COS Cee: argireceras a: acdieuace ce aves? dv sotasere a ecetaraateernee are aaverers 
EN OWE. SOC We 2c cilewsstnve o-deeie 5e-6- 5c ues Shree Swe oes Sew eee 


Motor, memory motor relay driver (power control B board) ... 


Mnemonic code ....eeee Piesadeacan eet NG ead tastes ae lacatece aitavialanbvara a ela aoees | 


Multivibrator circuits, bistable ... cc ccc ccc ccc cece c ccc cces 


Neon lamps, control panel (See also Control panel neon 
lamps. ) : 


Network A board eoeenven evoeee50 eoeoeoeeoeoeeoeeeees Pe ee rent ee er 
Network B board ......e. i awe saan eta ees enctosennoenioe: 
Network CPOATG é54460isawse- wees eee c eee e eee rerccccecceevens 
Next instruction address ....sesseccceecacs Soccer ev esceeens 
Nixie: | 

Dd CLEVY bare wisseaes Gussie sew ene ina eens so ees ene ede sce 

Driver INCeErCOnneCt1 ON: a6.446 cebw Swe 6cie seas ood weeeeias 

Neon supply (voltage regulator no. 3 subassembly board) .. 

10-cycle oscillator ..... gee Gisasiev ase Oooo Wabracei grees ers eileia arareaers . 
Nixie display: | | 

OUTOUE. Vie) Sisisanscteeurtesowmnevewans ha sod agora GS Ghee atta Soares 

Relationshio.to: 0 1000: sécsc-cssssuwesecusiekes oc evececcecns 


Nixie indicator: 


N register, main memory channel: ....ceccccccvscccccescceecs 
LAG TING wees viceccaing.- 0.6.06 GN Ge WO WSOG SONS WOSS- ORS ee eee 


Monitoring with oscilloscope 


Octal mode, sector track input 


OCtal WOrd “fOYMa t. seesi shee Moen eee Seno we ee 
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4-35 
4-53 


4-69 
4-62 
4-79 


4-35f 
4-81 
4-82 
4-83 
4-62c 
4-58 © 
4-58 


4-76 
4-83 


4-57. 
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4-35d 
4-35d 


4-35F(2) 


4-61 
4-54; 
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4-53 
4-107 


4-200 


4-171 
4-205 


4-64 

4-205 
4-211 
4-212 


4-169 
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4-212 


4-145 
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4-59 


4-59 
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® Subject | 











4-188 


Ohmmeter (memory read/write troubleshooting) a netetenarea abr eweees 4-66 
Operand: | 
Address CROC HT OSS O SEE OHHH CEE EOE ESE COCO SESE OE EOC® 4-6§2c 4.169 
Word format in ewww eee eeeoeene eoeoeeeoeeeoeseseeeeeeeoeneeeeoneenee 462d 4-176 
Operation codes: 
Computer INSTVUCEION 64 .06400sessceiues ose endewes a) eee 4.62 4-168 
Flag Coeoeeeveoeeeceo eo een eee eoeeeoesn eee eeeeee ene eeceeone eoeeneeeee ee 4-62 4-171 
Mnemonic eoccecsecersersecs SOO SRO Sin SSC Oe8 S00 8:6 eoeceeoe eecoeeeece ee | 4-62 4-171 
Operation, input testing chart ...ccccccccccccreccece coccees 4-57 49146 
Operation, low temperature .....cccccrcccrcccccssccsccsccccs : 4-15 4-7 
“HOt test failures ee logic, troubleshooting) se eeee 4-51 4-105 
Oscillator: | 
Teletype (TT) COCR Ceo Kee Cee eE EEE EEE HERE EELS ESOC EOS 4.35; 4.53 
. | | 4-83 4-212 
(10-cycle (network C board) eeeeceeeeeoeeeeeeeeeeeoeeeeereeees 4-83 4-212 
Oscilloscope: | 3 a 
Monitoring A, L, N registers wcrcsccccsccvccccscvcscvens re 4-57 4-145 
Template and patterns eeoeeceeveceecn @CeOCCCC CCC Ho SCC CHOC HOHE HEE OE 4.57 4-145 . 
Output: 
Characters, sector track input eeooececcerscesneccecsesseeccseccoseeeccs 4.54 4-112 
Command summary — eeovevee eeeeeeceee ee 4-62 4-173 
Count codes e eeoeveeeeeeeeoeeeeeeeeeeeeeeeeee 4.57 4-145 
Drivers (network A head) eeoeoeoecereececeereeeceeeseeeeeoeeeeeeeee 4-81a 4-205 
Future devices CO o eee seo eseseseeeeeeeHeseeoeseesereseeses 4.59 4-160 
In troubleshooting eeveeeeeeeeeeeese eeoeececceseveceeecerece a 4.52 4-106 
Load tests in logic driver troubleshooting .....ccescecces 4-49 d 4-104 
Mode control for set up eeoeoeeeeeeececece Coeeccereeneeerecccce 4.53. 4-107 
Mode operation ee eee Te er ee rT eer eee ee 4.54 4-112 
Teletype oscillator CoCo ee eee ee ESOL EEE SEC EE EEL ELE OEE ELEC 4.35 4-53 
To teletypewriter site Vaiss sisbeG6-Grbe ok 66-0 e 04 OWS 6 OOO ee ee 4.77 4-203 
. Via nixie display eeoeseceseeceeoeoesceesreoeccsroeroeseoeoeeosoeeoeeeocse 4.57 4-145 
Output connector: : | 
DOLD: seewdcaiew Sas oareldces eee TT eee rer eee eee 4-59 4-160 
J016 eovecec5e SOIREE S/S RUS 'SG Ie 188A Cece 8 8M Ccee 2:89:88): 8:8 eoeecoene eeecee 4-59 4-163 
Qutput/ input lamp circuit eeovoee50e eovceeeveeeneseeeeee (eee eeeeee 4-5 3b 4-107 
Output signal, read switch amplification ......cccccccccceee 4-64¢c 4-180 © 
OXP: | 
In logic malfunction isolation .......... Naess keene rans 4-44 4-81 
MechaniZation c..ccceccccrecccscveccscccccces cece cesccccees 4-44 4-81 
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Subject : _ Paragraph Page | 
p 
Parity: | 

Generation and detection ....... i avece ae in bea ose alee ceveceieiese 4~64d 4-183 

Indicator eoeneeeeeeveeeeeee Oe ee ee er er rr re eeceonececoe50e eovev5e 4.64d 4-183 

Indicator test @eeea2eeo0nd00202000880888868808 @ CCRC COCO OCC C CEO REO OEE OOOO 4-35f (1) 4-64 . 

Lamp circuitry Banaras, wale @OkCelWce G-Oi Oe OLR Sie She SAS ews WORE | 4-35f . 4-64 ; . 
‘Parts, maintenance eeoceccceccevecce eooeoeeeveaeeee seeees eeeo50e eeococece l-2. oe P 
Performance test @eeeeeae eon eoeeeeeseeee#sneoeees eoee~eae@ea~eweeeweececmlcerclCcCtmeermlceecCcelcelelele 8 Oe 3-8 Sy" 3-35 = 
Phase detector rectifiers (power control C board) .......... 4-70. 4-201 
Phase detectors (NO. 1 and 2) cccccccccccccccccccsecccescess 421 4-13 
| Phasing, primary supply eoeoee5e a ee et ee | eovoeov0eee spied ara cece: eeoovenve5e 4-18 4-8 
Pin (flip-flop logic) to gate chart ce ccccceccns eeee5ne eoeeevcee0e 4-47 4.98 
Plugs: | | a 

Memory read eeceeeceeeeeeeeneeeoeeeeee eeoeoeeeeeeeeeeeeneeeeeeeee 4.64 4-179 

Memory write (troubleshooting) . ree Mio aSeeG tse oekers 4-66 4-188 
Power CTrCut ©. DREAKEY, MAIN: sis iviswcie sions saison eee stieicsa saweres 5-11 5-14 
Power control: 

Function of eoeoeoeoeeoeneeeen eee ee eee a a a re Oe 4-8 (425. 

High voltage kickout (HVK' Diet cere See Riba we oe eee aaies 4-10d 4-5 

Low voltage kickout (LVK') ...cccccccccccccces dalers tare bw abate : 4-10d 445 

Low voltage transient kickout (LVTK') ....... piscbie aes Ws die 4-10d 4-5 

Operation of power control circuitry .....ccccccsccccceces 4-20 4-8 

Power control circuitry schematic ........00. sale eerernears ‘ 4-20 4-8 

Power control power supply operation .....cecccoes peeaieos 4.9 4n5 

Primary line supply frequency ......cccescccccees setgce a axes 4-11 4-6 

Primary line voltage supply ...ccccceccces Saou paeeaies ‘as 4-10 4-5 : 
Power control board circuitry: . : 

A board Coeeeeeneaeee re ee er ee er rr rr rr rr er rr ro eeveeoenenevevenegeee 4-48 | 4-102  @ 

B board . ii Wiser esa oPes ois eta va eisai 6 oles sel Sr Mtoe se Gove os cela 4 Rae ae aw eke 4-69 4-200 

C board eoeoeceeoeeoe eee eee ee eee ee a ee ee ere ee ee ee eoee50e 4.70 . 4-201 

Functional schematic GLAGV OM  iseasreeisdeinwew as aaeee ene seeks 4-19 © 4-8 
Power supply: | | 

Levels affected by Marginal test switch .......cccccccces ‘ 4-27 = 4-29 

PYOCECE LON C1 VCUT CS: ic-aeeasiaies stewteeaeweee sa eeuww aes e% Soars 4-29 4-32 

Regulated eevee eaeeoeeoeoeoeeneeeeeees ee ee oe ee} @eeceoveeseevneneeen 4.28 4.31 


| Voltage routing eoeeeeeeeeoeeeeoeeeeeeeeereeeen eeoeoeeeeeeneenee 4.27¢ 4.29 
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Power supply subassembly (computer board circuitry) ay eiesace ere 4-71 64-201 


Power supply wiring: | 
CaDdC1 COWS -s.6604ssiinseideueacese ies shavers pe Seieewiews oswnwe as 5-5 5-9 
REGCLOIS 5 “CNOKES © 66-4006: oiewenewsaeeen sue ocanueasasesee ws bad 5-4 
EP ANS COVMEVS.: :6-5:5 «ocavecaushacrsbis'asiwaiere 6a shone ebb eeaee ea eeweek 5-4 5-4 


° POWER READY indicator ............. siesta Grae eeu es steal sieales 4-22; 4-14 
4-35F(2) 4-65 
Power rectifiers, primary (power control C board) ......... ; 4-70 4-201 
Power resistors: | 
Location eeovuecen eoenecececen -COCCCCC HCCC CHC OC COCO CHOC OHO OHROC EOC EHO OED 5-2 5 l 
Remova | and installation Coeeeeeeeoeeeeeeneeeeeeoseeeeeeseoeoece 5=2 5-1 
Wiring eeevveveeen eoeoeveenveeece eeeeeeeeeeeeeseeeeeeeeeeeeeooce 5@2 5 l 
Primary "and" gates: 
Addressable eeeeeeeseoaneeenee @eeeoeeoeeeoeeseeneeeeeeeeeneeeeeeeene 4.32d 4.38 
Troubleshooting ....cccccccees we cece eee eccees ceases noe 4-50 4-104 


Primary gates, addressable eeceveovenece eeeveveee5e eeoecccocorcsccece 4.50 4~104 


Primary power rectifiers (power control C board) ......00... 4-70 4-201 





Primary supply phasing 66's 06.0 600.0 0.6 66.05 6 600.6 06:6 66 60:86 0:0 6.6% 4-18 4.8 
Printed circuit board CONMNECTOL ..ccccccccccccccccccccececes 4-46a. 4-97 
Problem, test scineseede aos use ee sceuea susenieaeeenerseonecet 3=-8b 3=3 


Program: Capes “SaMPle: wicc.csos soceete deste wessekwetedeuseseaes 4-54 4-123 
Program GaSe Gus age tana detetnansaeeniseteaueeseteneeen ea: © Gaa- 
PROG TEST button ....ccsccsccsccccscccccsccesceccsscsscssees  4=35e(3) 4-63 
. Protection Circuits, power SUPP]Y cccccccccccccccccccccccces 4-29 4-32 

PULSS-Cireul tS; CLOCK: scuscdecvasemesevsenseessereetacseasiee: A278 4-203 


PUlS@ Generator, “ClOCK: cncsicceasigdnsce ses ivecwedsscseucsseus 4-78 — 4-203 


Pulse stretcher circuits CROCE CCEHCEOHEHOOCESEOCHECEC HOLE H CE LELC® 4~83 4-212 
Q 


Q loop, copying of location address into ..cccccccccoccccecs 4-54 4-127 
Q register, main memory channel ©e2e0020828088 80280288 eee8eeee eee 0 4~§1] 4-165. 
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ALPHABETICAL INDEX--Continued 


Subject | 


Q 
Quadrant counter cence receecccccccccccsceseeecssccsesceeeees 
Quadrants, memory disk ars sirareie oes eee aacientaaatonn cake 
_ | 
Reaction, computer: 
Versus affected Circuit .cccccccccccccccccccccccsccccecens 


Versus environmental CONdITION ...ccccccccccccccccccvvcens 


Reactors: 
Removal and instal lation re err rare er aa a a ee eer eee 


Wiring CROSS SHOSHSSHHOHOOSHSHSHSSHOHSHOHSSHOSHOSSHHOSESSOHESEECEHSHEHOHOOEEE 


Read amplifier @*e@eeaoeeeoe0oeeeeoeeoeaeseeneaeeeaeneeaee7neee7ne7eeeeeeeelcecelcaelceteClcetelcel8 le 


Read circuitry: 


Reading data from memory | @eeeeeoeoceoeoeaoa ee onueeoeneeoeswoenoeee eee eee 0 6 | 


_ SDR in troubleshooting @e@eee002020000000020080800000000000080086008080 @ 
Troubleshooting Procedure ..cccccccccccccccccccccsscccccce 


_ Reader, mechanical: 


Rs Input: deViICe scx sccsnsdeesseetucanswdieeeuees swerciee ae 
CONNECLOY (01M COVNS: 66% sek swe ceuwewsnsiewe6e ines ed oeeweuns 
Energizing input unit ...cccseee. Meese ete e ene we ees ole 
Logic @ee@e@e@eeeaeeanseeeeeeasoaeaneaeeenaeeseeaeaene~aneomemccecmUcCOCORULCOCHMCCUOULCOCMOCOUC MUCUCC TN HC U0O C8288 @ 
LOG1C:-CIVCUILUVY TOM sisssiew iti Sess sun aeewbeeeawe been eweewe 
Solenoid switch driver (power control ¢ board) aaa areata vasdats 
Test . Saree ee ee eh ge ae ae #e@¢-eoeoeeeees @ eee@enee20e2080880808@ @ @eee 
Read arian address and 1OCAtION ....ccccccccccccccccees | 
Read head: — | 
Circuitry Comore ceccrrecccscccccccecocs eoeev5uneee5e eeceeeneeeee 
Logic @ee@#eeo eoeee0 8 hss ge uielee tes @eeeoeoeedceaoeaeoevneeseeaeeesneen eg eeeaeean ee ececelcelUcetlUctlUcel le 
Mechanization .......... eliacanelore cers wane aatee'e-e aaraseva areata aes Pao 
Selection Sie es6 lh 4b eS Sr lo) we Ow SOS OS wie ce we oe SOS Oe ae we Oe aes 
Shield ground loop ...cccccccccccces Scio Ge Tees aaa ea ees 
Reading: 
PROM: MOMONY® ais cccincscde vies wesw enw eee aeieeie sea eee onane ee 
Read command Coeoeoeeeeneeeeeeseseeeee @eoe0oeeoee#@e ab aus: WiS-ecetee-alavee 
Register reading ...cccescesccseces Peed 5s Wiis eeeewie wares beces 
Read selection, FALT exciter terms ........ Lreaeuweeed eae 





Paragraph 


4-58 


4-58b 


4-20 


4-20 


5-3 
5-4 


4-64; 


4-87 


4-64 
4-66 
4-66 


4-56. 
4-56 
4-56 
4-56 
4-34 
4-70 


4-34 


4-45 


4-61 
4-35j 
4-64 


4-64b 


4-66 


4-61; 
4-64 
4-62 
4-65 


4-38 
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4-154 
4-152 


4-8 


5-4 
5-4 


4-179 © 
4-213 


4-179 
4-188 
4-188 


4-135 
4-134 
4-134 
4-134 
4-46 

4-201 


‘4-46 
“4-82 


4-165 
4-68 

4-179 
4-179 
4-188 


4-165 
4-179 
4-168 
4-185 
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Subject Paragraph Page 
Read switch: . 
Amplification of cue RUE SONG! 3 Sutced-cwe curse caveshewns 4-64c 4-180 
BOAUG: witu-< nears caso Osin wees iia diate ariel sueeesen eee Gd laters 4-86 4-213 
Mechanization ......... er re ee re paaalones 4-64 4-179 
TVROUDTESNOOEING - bss. 0 ses saws 86 eee Sais (ae Sikes esia shane Wt. eit A w64 4-179 
Read switch tests: 
Channel "000" read switch circuitry co... ccc cc cece cece cece 4-35] 4-68 
Redd: Nad 1OG1C: cdcas scsinie gem eee s-eeee ee sew eee Cena se ee eee 4-35j 4-68 
RECALL, KEY «<i2% satawees ete eeuwan ewe eset iwigiedcacas — 4-35e 4-60 
Receipt of materiel, INSPECTION LL... cece rece ecens ees 3-9 3-3 
Rectifiers: 
Phase detector (power control C board) ......... Osu sina 4-70 — 4-201 
Primary power (power control C board) ............. rere 4.70 4-201 
Rectifier transistor assembly board ..ccccrvcccccsves ee 4-73 4-202 
Recirculation process register FfliIp-flIOPS ....cccccccccccece 4-65 4-186 
Records: | | aan 
GONE. sii awieewsae we eee ee ccsands arace aust wearer ececa ska Se Aieceeae 1-3) 1-2 
TAS POC C1 ON s.a:i4:aes 4 oreo aeee asus ewer serena Oeew ees rer ; 3-4 3-1 
Registers: | | 
A VOGISCEl 20s bieesd 06d dies ine eaewes ene ce eit isa taesaess | 4-56; 4-134 
| , 4-61; 4-179 
| 4-65c 4-185 
De FOG 1S CE scdcoaie oo .wid.6 none wa ieeeniee a waaees ewandedieceds sian 4-61 4-179 
Pl ip=F 100 TUNCEION -4.csies scene's 0555-4 te ob Ae oe eeenes se aes 4-65 4-184 
TE POGTS Cer est aitcte hes wihata seca see sieueteierei manasa acose teva les 4-54; 4-130 
4-61. 4-179 
LE VOOTS COM" 4.0.0 ecient aed Ge hce ow sieias 68 saeie aeaeathe ual cere faarane cei 4-53; 4-107 
| | | | heb 4s 4-125 
4-56; 4-134 
| 4-61 4-179 
N EGTSLCl s4cctwdutie wa keeiseeeeeuewes« et dal eran ea seas aw eles 4-61 4-179 
O FOG 1S COM dices seeped 5.40 Sieve were Sete wie reer WeSiva wid Asiw a dea tee 4-61 4-179 
Reading and Writing .aceews sieesc cd eseaess sia arestuarate te acae ae 4-65c¢ 4-185 
Recirculation process Bice eds ican as es laysas Shea ra tas ot Belatiey bo: a a iateal ace astabien he 65 4-186 
R VOG1S COP s ccccwwwkw ee ewes. e ee ae wees scare Pusey hee auee oueate 4-61 4-179 
Ko REGUS tel siu4escokviaeiiesuaewinews etugees aeicueeenekecaens 4-6] 4-179 
Regulator: i | 
+1.25v shunt (voltage regulator subassembly no. 3 
DOAN) 244 icu cs scane stele Soeur secu aes we ewes wes oe «= 4-76 4-202 
-18v pulse width modulated (no. 3 board) .........6.. wees «= 476 4-202 
+35v series (voltage regulator subassembly no. 4 | 
Bie 12) )- so-iaiinsee avin reise aonne te co a teriea ota, See aliese ater eae See eens es 4-77 4-203 
-6v pulse width modulated (no. 4 POON). sieve weatedanaee oe 4-77 — 4-203 
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ALPHABETICAL INDEX--Continued 


Subject 
| R 
Regulated power supply diagrams ...... gis elensturese% sarees eats ees 


Regulator subassembly, voltage: 


Relay driver: 
Main power (power control B board) ........ balaeema ane aes 
Memory motor (power control B board) ....cccccccvcscccvees 


Removal: 
Blower @eeaoeouevseen doe eaoen0e0020e20000000000808080800800808000000080800088 086880 0 
~ ‘Capac COV ANG Dr aCKeL..<casadwsdwsosiwaes 640s s on we eee eases 
Main control panel assembly .....ceoes iiucareece a He weld eee ee a 


Main power circuit breaker .....ccscseoes paseesreiae Wile wis wate arate i 


Memory eeceoeeoenonnevese 0 @#eee0es? @oeoe2ee@20000808808060088 0880 @ eeoeaeeeo@neee eee 6 @ 
POWEr TESTSTOIS cecccccccccccccccecccenesesecsscssceesence 
Reactors, chokes, transformers ........ SieGaeeualeaee eo eeeee 


Replacement and resistance checking (read and write 
troubleshooting) @oee0oeet @ @ @ eoe#oeoeoeeee e028 @ @ 8 @ee@eeo@e0e2eoee oeseg ee 6 e@ @ @ 

Reports: a oe 
General @eece@seoeseo0vue20e00e02000200000086000808080000008080000080000808 888888 @ 


Inspection eseeeeeveoevoeoneoeoaoevoeoeenenonoe7eenee0eeeeoene00e0eeeeeeeeeeee eee eo @ 


Reproducer, signal data (SDR) sicantssseeenueacdaetseuen 
Resistors, power: 
Location CHESTS HSHRSSSSHSHSSSHSHHSHSHEEHHSHEHSSHOHSHEHSHSEOSOHSESTEHESEOE 


Removal and installation @eeeeotevoo eon eoenonen1ee7soneoeedneoneoeeneneneene ee ee @ 


Wiring @e2e020200280000060000000060080000000808000060600000060000800808080 88888 @ 


Response lines, FIT and FOT flip-flop ....cccccccccccccceces 


R loop: 
Addressing and l100p length ..ccccccccccccccccccccscccccces 
D-loop copying SOPeeTeeereeee rere ere reer ee ere eee eee eee 


R register CROCCO OEE CEOS OHOEECEOHOH SEE EC OCEHE OOO LEO OECLEO® 
S 
Secondary diode gates sisaliataletelaielaia casas Uomeie ania eee 


Sector channel, reading from memory @eeeeoee00de02000880e8e0e08080806 @ 


Paragraph 


4-26 


4-74 
4-75 
4-76 
4-77 


4-69 
4-69 


5-10 
5-5 
5-9 
5-11 
5-8 
9-2 
5-3 


4-66 


4-47 
4-64 





4-15 


4-202 
4-202 
4-202 | 
4-203 


4-201 
4-201 


5-13 


5-13 





4-185 
4-129 


4-179 


4-98 
4-179 
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Sector track: 
Input character comparison ee@eeaeovoodeaeedeoe2e20e200200008080888080886G8 088 @ 
Synchronization with bit counter .....ccccecsccseccccccece 
Sensing, temperature Se ee ee AT en eee ee Cie eee, eg yey ee ieee 
Sensor, low memory TEMPEATUE .occccccecccccccvccccccccccce 


Sequential timing (TD) Cero rercccccecscccecscceccoeceececens 
Sequencing, bit, sample of OO. 2028 220.9 2 29:8 SE SS Se 8S 8 eee Nee Se 
Set all command, DU/DL drivers during seadaaeanugenecuae: 


Set up: | 


In/out mode control fussed und cue dae sauce eeese eos. 


Switch TAOMTT FUCA CT ON aca 5 5ais sie sin dive 0wisinw eine Sie ovine co's se 6-0 


Set up button, control panel, test (See also Control panel 
set up buttons.) CHECKS HSHEOHOHSHOEES ESOS CHOCO E HEHE HEOHOHEOHOHOOH EO HOO OLE 


Set up, iIn/OUE, MOde CONTTOT ..cccccrccccccccccccvcccccccece 
Ss flip-flop, address of anda: eee ste were sicletas cay og, aug oecgheietane esas aree 
Shield: ground loop (read head) .ccrccsccscccccccccccccccvees 


Shorting cable term and pin listing (See also Computer 
_ shorting cable.) SHSHSHSSHSHSHSSHSHHHHHSHSSEHOHEHEHSHESEHHEHHEEHOHHEOS 


Signal data reproducer (SDR): 
Description eeoeoeeveneneneooeaueoeoeneneenoneeneneeeeneeeeeeeeee7eeeee eee ee 8 0 
Loading memory eis 6a Ee Ole w1OS SWE OE E06 09 OO E06 OSES ERO OS 


SDR to M18 computer input COCCCE OSES OOOH OOOO OOS ECHO HEEL ESE 
Use in troubleshooting read and write circuitry .......e0. 


Simulation of input terms *I8, test tape D sso nieue aesieeas 
SM key (sample Matrix) ...coccccccccccccccccscescscecescoces 
Split synchronous clock Lec neseeesescsacsesosceeesceeeeeeee 
Strobe, clock wee c ec ee cece c cc eccecccccccccceceseceeccccccces 


SU-l ines COCO OOOOH SHEEOSHESEOHSHSEHEHCEHHHEHSEHEO OH OEE EEL OOEO®E 


Supply phasing, primary adusem otaeisieeaiheawecatulen sssecetioed: 


4-54 
4-55b 


4-12 
4-14 
4-55 
4-55a 
4-33 


4-53 
4-24 


2-2 
4-61b 
4-54 
4-66 


4-34b 


4-35e . 


4~78c 
4-83 
4-35 


4-18 


4-122 
4-131 


4-6 
4-6 
4-131 


4-131 


4-43 


4-107 
4-15 
4-60 
4-107 
4-35 

4-131 


4-46 


= 
4-165 
4-114 


4-188 


4-46 


4-60 


4-205 


4-212 


4-53 
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* ALPHABETICAL INDEX--Continued 


Subject 


Switch: 
Driver, keyboard and mechanical reader solenoid 
(power control C board) 


Read eeeeesvoonoeeovueneoeneoneneoeoenenoee7eeeeeeeeeoeee eee eee eee 80 eee eee ee 0 


Read, channel 000 circuitry e@eeeeneneonenoeoeoenenenennee eee eeeeoeeeneaene | 


Read Switch board @oeaeepeovpeoeoeoeenoeoeneonenveaeeneneneneeeeoeeeeeeee ee ee ee @ 
Read, tests CHESS HSEHSHSHEHOSHOSEHSEOHSEHOOHEO OREO OO ELEC EOE OEE 


Selector versus F-line COC Corre errcceecreeceerecreceeereoes 


Setup eeeeeoneoeseeooveeaeoeseoeaeaeeaoneevneeaeeeeaeaeseaeaeeoeaueseoeneneeaneneeaeaenueeeene 


Write Switch board CHESS HHOHESEHHEHOHHESOHSHSEEHSEOHOSOHHSEOHH OOO EHO OEE 
Write, testing 6:6 66 00 60 0 4.6.0).0. 0.60. 6 000 6 66:6 6 6.056 6 we 6 6 0 66600 08 


. Switches, write, addressable aesGGeasene eases Ges neceneees 


sync bit counter, in/out set up mode control ....cccececeees 
Synchronization, bit counter ...ccccccccccccvccccccccesccecs 


T 


Tables, flip-flop address 
Tape code, sector track input eeoeceeeeeeeeeeeeeereeeeeeseeeoeoon 
Tape, program, sample eeoeseeeeeceececeovreecce biguotaie mcs tasteunaceewenets 


Tape, test (FALT): 
B program 


CHESS HSOHESSHEHSHSSEHEHSHSHSHEOSHSHHHHHHOHOSHOSOHOHHE HOC OECEE 


C program ...... 


D program @#eeeneenaenaeoaedcededeoeeod @ 
TD circuit (power control C board) .....ccccccccccccccccsece 
TD/WI flip-flop (power control C board) ...ccccccccccccccves 


Teletype: | 
Meaning, sector track, input ids -S-Cletecengie-eedie/S @:w.are-« errr re 
(TT) oscillator. eeoeeeceeceereeeeoeeeseeeeaeseeoseseseeoeeeeoeeeee 





Marginal test (power supply) ©COCCHCHCOCHSHE EHEC HOHOSCH OBE HEHREOOSCHOECEOES 


Paragraph 


4-70 


4-27 


4-64 


4-35] 


4-86 


4-35j 


4-56 
4-24 
4-84 
4-354 


4-45 


4-53 
4-55 


4] 
thru 
4-18 


4-54 
4-54 


l-1b;. 


4-32 


l-1b; 


4.33 


l-1b; 


4-34 


4-16: 


4-70 


4-17; 
4-70 


4a54 
4.35; 





Page 


4-201 
4-29 
4-179 
4~6§8 

4-213 
4-68 

4-143 
4-15 

4-213 
4-68 


4-82 


4-107 
4-131 


4-62 
thru | 
4-8 


4-122 


4-123 


4-7 


4-201 


4-7 
4-201 


4-122 
4-75 
4-212 




















Subject 


Teletypewriter: 
Connection to FADAC @ee@eeeeoeneeneaseoeeneeneeneoenceneeeeeee ee ee eee ee @ 
Output oscillator Oe ee Se ee eee SS ae eee OS eee ee Oe eee eee es 


Output to COCO EEO OEE ESO O EOE EEE OOO EEOEO®E 


Temperature: 
Low temperature operation COC CC CC EEOC ELE LE LCE LEO LEE O OOS 


Sensing @#ee2e02eo200202000000000608086000000000000060000000600080800086860686080 80 


Sensor, low memory @#@ee0202000000000600000000060000000080800068080 868 @ 
Warning inverter. (power control C board) ....ccccccccesees 


TEMP indicator @eeeeoeeeoeneoeceaeneenoeeneneeneeneoeneneeeeeoee7e7eeeeeeeeeececellcelcel8 le 
Template, oscilloscope . @eee2n00ea20e208202080080ee02002860080008080800080808888 08888 
Tertiary diode gates CO CC OOOO C OTE E OS EEHES OOO OEL ECO LES OO OOCE 


Test 


Sand" test failures sriovatavate store sie we olga ke wie aiiee i emlesanene. 


Control panel set up BUTTONS ...cccccccccccesvecccsesccces 


C3 logic, Felines COCO CE SEH ESOECOO ESE EOOEE EEO EOE EERE SOOE 


C7 logic @e20000020000000008080080000000008000860800800808088808008 88 0 8 


Flip-flop logic CROSS HOHECESEHHOOHOH EE OSEHH SESE COOL EROS OOE 


Main memo ry write flip-flop COCC CCE HOHE EEO EE OHO LEO OOOO OOE 


Mechanical reader @eoeo@ee0020200000800000000000000080080080880808086806680 8 
Memory @ee2e202020000880800808088 880088080888 HC80CHCC8CHO88EHEOC8CH8E8CHHC OEE Ee 
: "Or" test failures @eeoee7e0002020282008080000080860800880888 08608880 8 


Read switch ee 


Write switch @#e@e02020080000000000600006000000000080060000600808000080808868686 8 


Test, control panel neon lamps: 


COMPUTE indicator CSO OES OS S090 8 S80 O'S O°: 0 OO 8S.0 888.0608 6. O58: 888: 8 | 


7 ERROR indicator ©0002 02e0 08828086 Geese eeeeeeee eee 080208008 @ 6 
IN-QUT indicator eeeeoevsee ogee eaoeaeeecoeoeeeaeeneeeaeaeeaneade eee eeeermetlcelUerlceclcelcel8l8 
NO SOLUTION indicator @eee@ee20020006006000000000800060600600808000000006000080 
POWEr rOady: INd1CACOM ss ci.5:6 0 siecle os sieuwe tds 66s 0 4.0%'se san 0% 


TEST ERROR indicator, FALT front ani Pn Oe gs a ie et OO eg | 


Testing: 
Input operation e@eeoee@e@eed@eedeoeeeaeeeee2ee eee eaeweneenecmermcececCelcecmlelUceclcecllccetclcceclcetelcele 8 8 


Keyboard SHOCHSOSHSHOSHOCSSCOOSOCOCHSSCOSHESOOMOCOCSOCMVSOSCSClCeCECOSe8 © 


Test, logic driver @eeeeeneoonoeneneden0e00e2e2080000006000080000080080808 888806 8 


Input gate @ee000820200000000080800080800006000000800000000006008080068008680 
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FO-1.. FADAC Power Control Circuitry. 
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